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The present invention relates to sleeping bags. 
The primary object of this invention is to provide 

a sleeping bag which folds so as to provide a pack sack 
end which also can be used as a hammock. 
Another object of the invention is to provide a sleep 

ing bag having all three of the above features incorpo 
rated within the same, providing an unique combina 
tion. 

Other objects and advantages will become apparent 
in the following speci?cation when considered in the 
light of the attached drawings, in which: 

Figure l is a plan view of the invention in an un 
folded position ready for sleeping purposes. 

Figure 2 is an inverted plan view of the device as illus 
trated in Figure 1. 

Figure 3 is a side view of the invention. 
Figure 4 is a plan view similar to Figure 1 after the 

?rst fold has been made when folding the bag. 
Figure 5 is a side view of Figure 4. 
Figure 6 is an enlarged side elevation similar to 

Figure 5 after the second fold has been completed. 
Figure 7 is a bottom plan View of Figure 6. 
Figure 8 is an inverted side elevation of the invention 

after the third fold has been completed. 
Figure 9 is a side elevation which illustrates the ?nal 

fold completed and secured. 
Figure 10 is a front elevation of a completed pack. 
Referring now to the drawings in detail wherein like 

reference numerals indicate like parts throughout the 
several ?gures, the. reference character B indicates gen 
erally a sleeping bag constructed in accordance with the 
invention. 
The bag B is folded along the edge 10 and zipped 

together along the edge 11 by the usual means. The 
bag B is normally closed and relatively narrow at the 
foot end 12 and tapers outwardly toward the open head 
end 13 thereof. 
A ?ap 14 forms part of the lower panel 15 of the bag 

B at the open head end 13 of the bag B and is for the 
purpose of holding the bag B in folded position. A 
?ap 16 is fastened to the top panel 17 of the bag B 
at the foot end 12 thereof and is for the purpose of 
completing the pack in the manner to be described later. 

Figures 1, 2 and 3 illustrate the bag B in unfolded 
position for use either as a sleeping bag or hammock. 
When the bag B is used as a hammock, straps 18 are 
?xedly secured to the lower panel 15 thereof. The ends 
of the straps 18 have loops 19, forming part thereof 
for the purpose of receiving ropes attached to two trees 
or the like, as indicated by the broken lines, Figure 2. 

Figure 2 illustrates the device in inverted position. 
When in use it would be in the position shown in Fig 
ures 1 and 3. When the bag B is to be folded for stor 
age or carrying, it is folded in such manner as to pro 
vide a pack for containing camping articles, which will 
be apparent from the following description. 

Referring to Figures 4 and 5, the ?rst fold is shown 
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having been completed, the ?ap ‘14 is folded over as 
shown. In Figure 6 a second fold, including the bag B 
itself, has been completed. This ‘is accomplished by 
holding down againstthe bagB at the point indicated by 
the arrow 20, referring to Figure 5, and pulling up 
wardly at the point indicated by the arrow 21. The por 
tion 22 of the bag B is raised by the operator causing the 
fold 23, as seen in Figure 6. As the fold 23 is raised 
in the arc of the arrow 24, Figure 5, while the bag B is 
held down at the point 21), indicated by the arrow, the 
fold 23 will be brought down to the point 25, which com 
pletes the fold as indicated in Figure 6. 

After the folds indicated in Figure 61 are made, the 
bag B is inverted to the position indicated in Figure 7 
and the ends 26, 27 of the ?ap 14 are folded over one 
another, and at the same time the edges 10 and 11 of the 
bag B are folded over reducing the width of the bag B. 
The edges 10 and 11 are drawn together to the desired 
contraction, by the straps 28 passing through the buckles 
29. The ?nal size of the pack is governed by the amount 
of material inserted within the space 311}, the compart 
ment for holding camping materials. The initially folded 
portion of the bag B is then folded over onto the un 
folded portion, as seen in Figure 8. 
The last fold to be made is as illustrated in Figure 

8 wherein the flap 16 is folded up in the line of the ar 
row 31 over the folded flap 14, the straps 32 are then 
buckled into the buckles 33 holding the bag B folded 
tightly together, as best illustrated in Figures 9 and 10. 

Shoulder straps 34 are provided having one end ?xedly 
secured to the upper panel 17 of the bag B at the point 
35 and the opposite end carrying snaps 36 which detach 
ably hook into the rings 37 ?xedly secured to the top 
panel 17 of the bag B. 'The object of the snaps 36 are 
for the purpose of releasing one of the straps 34 while 
adjusting the bag B to the shoulders of the wearer. 
Having thus described the preferred embodiment of 

the invention, it should be understood that numerous 
structural modi?cations and adaptations may be resorted 
to without departing from the scope of the appended 
claims. 
What is claimed is: 
1. A combined pack, hammock and sleeping bag com 

prising a bottom panel, a top panel integrally joined to 
said bottom panel along one edge thereof and superposed 
on said bottom panel, said top and bottom panels having 
the side edges thereof releasably secured together, said 
panels having the other end edges free to provide sleeping 
bag access therebetween, a generally rectangular ?ap 
secured to the free edge of said bottom panel, said gen 
erally rectangular ?ap extending laterally beyond the 
side edges of said panels, a second generally rectangular 
flapsecured to the ?rst-mentioned edge of said top panel, 
a pair of shoulder straps each having one end secured 
to said top. panel at the juncture of said top panel with 
said generally rectangular ?ap, said shoulder straps being 
arranged in spaced apart parallel relation, said top and 
bottom panels being transversely folded to overlie said 
?rst named generally rectangular ?ap, means securing 
said ?rst named generally rectangular ?ap in encom 
passing relation to said folded top and bottom panels, 
and means on said second named generally rectangular 
?ap for securing said second named generally rectangu 
lar flap in overlying relation with respect to said ?rst 
named generally rectangular flap, said last named means 
cooperating with said shoulder straps at the free end 
edge of said top panel. 

2. A device as claimed in claim 1 wherein the means 
securing said ?rst named generally rectangular flap in 
encompassing relation with respect to said top and bot 
tom panels comprises a plurality of straps secured to 
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one side edge of said ?rst named generally rectangular 2,379,416 
?ap and a plurality of cooperating buckles secured to 2,428,795 
the oppostie side edge thereof. 2,505,492 

r . . . - ‘ 2,594,438 
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