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To all whom, it may concern: ‘ 
Be it known that I, PHILLIPS ABBOTT, a 

citizen of the United States, and a resident of 
Brooklyn, in the county of Kings and State of 
New York, have invented a certain new and 
useful Case for Tickets, of which the follow— 
ing is a speci?cation. 

It has been my object in this invention to 
produce a new and useful box or case, neat 
and simple in construction and cheaply manu 
faetured, and which is especially designed for 
use in connection with railway, ferry, and 
other tickets which are sold several at a time, 
and are connected together, either at their 
ends or their sides when sold, and which are 
torn off one by oneas used. To this end I 
construct the device of preferably a rectangu 
lar box or case of any convenient or suitable 
size, and form. a ticket-delivery slot or pas 
sage in the top or bottom thereof, substantially 
midway between those edges of the face which 
are parallel with said slot or passage,whereby 
said case may hold a strip of tickets folded in 
zigzag form with one-half of the ticket on the 
extremity of said strip projecting from said 
slot to facilitate its extraction, said projecting 
half being held substantially parallel with the 
surface of, the case and contained within the 
boundaries thereof. Heretofore such tickets 
have usually been kept in a compact package 
in the pocket of the user by means of a piece 
of elastic placed around them when folded to 
gether in zigzag fashion, one on top of the 
other. This method of con?ning the tickets 
occasions much inconvenience, especially in 
winter time,when gloves or mittens are worn, 
owing to the difficulty in removing this small 
piece of elastic, and also because the elastic is‘ 
very apt to escape from the hold of the user 
and become lost. The tickets must then be 
put into the pocket uncon?ned until another 
elastic can .be obtained, and while so carried 
are very apt ‘to be drawn out of the pocket 
when other things are removed therefrom, or 
to work out by themselves, and thus become 
lost. I would remark, however, at the outset 
that I am aware that a delivery slot or passage 

. has been formed in the side or edge of a ticket 

50 
case or holder, in combination with an aper 
ture for: action of the thumb, for the same pur 
pose which I have in view. Experience and 

sage or slot renders the case impracticable, ob 
‘jectionable, and inoperative for numerous rea 
sons. My plan, while having many of the'ad 
vantages ofthe latter described arrangement—— 
if any can be advanced for it——possesses, in 
addition, a feature which is not found in any 
other of which I have ‘knowledge. By my in 
vention a convenient case is furnished which 
con?nes the tickets and always presents one of 
them ready to be used in such a manner that it 
can be conveniently caught hold of and sepa 
rated from the others. 
In the drawings like letters indicate like 

parts. 

applied to a case designed for tickets united 
at their ends. Fig. 2 shows the same designed 
for tickets united at their side edges. Fig. 3 
shows avertical section of the case shown in 

ticket lies inside of the case. 
A is the body of the case, made of leather, 

wood, metal, or any other suitable material, 
of such size and shape as will properly eon 
form to the number and size of the tickets in 
tended to be used with it. 

b is a narrow slot cut centrally through the 
bottom or top of the case-—preferably in the 
bottom, however, of such length and width as 
will allow a ticket to readily pass through it. 
If the tickets are united to each other at their 
edges, this slot will run lengthwise of the case, 
as shown in Fig. 1; if by their ends, then the 
slot will run across the case,as shown in Fig. 2. 
The case may be made of asimple frame of 

?at or round wire or bands of metal or other 
suitable material, instead of being a‘ solid 
sided case, as shown. The side of the case, 
preferably opposite that in which the slot is 
formed, is made removable, either as‘ a slid 
ing or as ahinged cover or lid, so that the tick 
ets may be readily introduced into the case. 
The slot may be in the cover of the case, if 
preferred; but it is more convenient to have 
it in the bottom. and the opening or cover may 
be at one of the ends of the case, instead of op 
posite the slot, if preferred. If the case be 
made of open frame-work, it is possible so to 
construct it that the tickets can be bent and 

actual tests, however, have demonstrated that ' 
this arrangement of the ticket-delivery pas. 

Fig. 1, illustrating the method in which the 
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Figure 1 shows a view of my invention as 
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forced into the interior thereof without hav- | 
ing any cover or movable parts to the device. 
The operation is as follows: The cover of the 

case is opened and the tickets (shown at c) are 
folded together zigzag fashion, one on top of 
the other, as they ordinarily are when pur 
chased. One of the end tickets is then intro 
duced through the slot and the others are then 
placed in the case and the cover is closed. 
The end ticket will then protrude not quite 
halfits length or width, as the case may be, 
through the slot, and may be readily grasped 
by the ?ngers and pulled through it. As it 
is thus pulled through it draws the next ticket 
also through the slot, and the pulling is con 
tinued until about half the length of the’ sec 
ond ticket also protrudes. ‘V hen this takes 
place the ?rst ticket, which is now entirely 
outside of the case, will be torn off and used, 
leaving the second one projecting the same 
that the ?rst one originally was. This is re 
peated until all the tickets are used up, when 
they will be replenished. 
The case is carried in the pocket with a 

part of one of the tickets protruding through 
the slot, ready for use, as stated. - 

297,217 

I have already stated I am aware that a de 
livery slot or passage has been heretofore 
formed in the side or edge of a ticket-holder. 
This I do not claim; but 
‘Vhat I do claim is— 
As anew article of manufacture, the herein 

described ticket~holder, consisting of a box or 
case having a ticket-delivery slot or passage 
formed in the top or bottom thereof and sub 
stantially midway between those edges of the 
face which are parallel with said slot, where 
by said case may hold a strip of tickets folded 
in zigzag form, with one-half of the ticket on 
the extremity of said strip projecting from 
said slot to facilitate its extraction, said pro 
jecting half being held substantially parallel 
with the surface of the case and contained 
within the boundaries thereof, as set forth, 
Signed at New York, in the county of New 

York and State of New York, this 6th day of 
February, A. D. 188%. 

PHILLIPS ABBOTT. 

\Vitnesses: 
EMILIO DEL PINO, 
JOHN H. IVES. 


