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This invention relates to pressure sensitive tape and, 
more particularly, to a combined storage can and dis 
penser. therefor. 

Ordinarily, pressure sensitive tape is stored within a 
sealed container and must :be transferred therefrom to 
a separate dispenser for use. This is not only time con 
suming and bothersome, but also incurs additional ex‘ 
pense since the container can no longer be used after 
it has been opened. It is therefore an object of the 
present invention to provide a combination storage can 
and dispenser for pressure sensitive tape that will enable 
such tape to be dispensed directly from the interior of 
such container during use. 
Another object of the present invention is to provide 

a combination storage and dispenser container for pres 
sure sensitive tape having ‘a ?ap that may be manually‘ 
opened for withdrawing the pressure sensitive tape out— 
wardly from the interior thereof, and which ?ap has a 
knife edge for cutting predetermined lengths of tape 
during use. ‘ 

Still an additional object of the present invention is to 
provide a combined storage can and dispenser for pres 
sure sensitive tape that is extremely simple in construc 
tion, e?icient in operation, and which can be manufac 
tured in large quantities at a relatively low cost. 

All of the foregoing and still further objects and ad 
vantages of this invention will become apparent from a 
study of the following speci?cation, taken in connection 
with the accompanying drawing, wherein: 

Figure 1 is a perspective view of a combination con 
tainer and dispenser device for pressure sensitive tape in 
an initial sealed condition; 

Figure 2 is a view similar to Figure 1, showing the 
manner in which the container is opened and the tape 
dispensed outwardly therefrom; 

Figure 3 is an enlarged longitudinal cross sectional 
view of the unit shown in Figure 2; 

Figure 4 is an enlarged fragmentary cross sectional 
view of certain parts of the container shown in Figure 1, 
!with the closure ?ap in a sealed position; 

Figure 5 is a transverse cross sectional view taken 
along line 5-5 of Figure 3; 

Figure 6 is an enlarged fragmentary plan view of a 
cutting knife forming a part of the present invention; 

Figure 7 is a view similar to Figure 6, showing a slight 
ly modi?ed form of construction; and 

Figure 8 is a perspective view of a ?ap opening key 
forming a part of the present invention. 

Referring now to the drawing, and more particularly to 
Figures 1 to 5 thereof, a combination pressure sensitive 
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tape storage Tcan and dispenser '10 made in accordance 
with the present invention, for conveniently'storing and 
dispensing pr'essur'e‘sensitive tape from the interior there 
of, is shown to include a closed shallow cylindrical con 
tainer having a circular side wall 20 and upper and lower 
walls 12. Each upper and lower wall 12 is provided 
with a depressed central portion 15 de?ning a pair of 
inwardly projecting cylindrical bearings "14 which rotat 
ably support the reel 16 of a roll of pressure sensitive 
tape 18 within the interior thereof. The side Wall 20 
de?nes a substantially rectangular opening 22 that is 
initially closed by a ?exible ?ap 24 that overlies the 
opening 22 and is in frangible sealing, engagement there 
with. This ?ap 24 has an extension 26 that is slidably 
received within the slot 28 of a manually operated key 
30 which may be rotated in the manner shown in Figures 
2 and 3 to tear back the flap 24 for the purpose of 
providing access to the interior of the container and 
allowing the withdrawal of the tape 18 outwardly there 
through. Initially, the key 30 is frangibly secured to the 
central portion 15 of one of the walls of the container 
and may be removed therefrom, in a well known manner. 
A knife 32 having a cutting edge 34- is secured to the 

inside of the ?ap ‘24 adjacent to one end of the opening 
22,,whereby movement of the ?ap 24 away from the side 
wall 20 is operative to swing the knife 32 outwardly 
about its point of connection 36 to the side 'wall 20, and 
into the position shown in Figure 3. To obtain ready 
access to the end 42 of the tape 18, such is adhesively 
secured to the inside surface of the knife 32, as shown 
in Figure 4, so that upon tearing back the ?ap 24 and 
causing rotation of the knife 32 toward the position 
shown in Figure 3, the end 42 of the spool of tape is 
also brought into a convenient location for withdrawal. 

While the knife edge 34 of the knife 32 illustrated in 
Figures 1 to 6 of the drawing is relatively straight, it will 
be recognized that a different type of knife 38 may be 
provided having a serrated knife edge 40, for also sever 
'ing predetermined lengths of tape during use. In any 
event, the knife 32 has su?icient rigidity that once it is 
rotated outwardly to the operative position shown in 
Figure 3, it is su?iciently rigid to allow tearing of the 
tape upon the cutting edge without bending. 

While this invention has been described with particu 
lar reference to the construction shown in the drawing, 
it is to be understood that such is not to be construed as 
imparting limitations upon the invention, which is best 
de?ned by the claims appended hereto. 

Having thus described my invention, I claim as new 
and desire to secure by Letters Patent: 

1. A combination pressure sensitive tape can and dis 
penser comprising, ‘in combination, a cylindrical contain 
er, a tape spool mounting integral with said container, a 
peripheral portion of said container de?ning an access 
opening for withdrawing a web of tape from a spool 
carried within said container upon said integral tape spool 
mounting, a ?ap integral with said peripheral portion‘ 
of said container in sealed engagement with said opening, 
key means for retracting said ?ap out of said opening, a 
knife mounted upon the inside of said ?ap for movement 
outwardly from the interior of said container along with 
.said ?ap, said container comprising a pair of spaced apart 
upper and lower walls, a circular side wall connecting said 
upper and lower walls together, said tape spool mount 
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ing comprising inwardly oifset circular wall means in 
tegral with each of said upper and'lower Walls, said access 
opening being of generally rectangular con?guration, and 
said ?ap overlapping the opening de?ning portions of 
said access opening ‘and being in sealed vengagement 
therewith, said knife comprising a plate having a cutting 
edge mounted upon the inside of said ?ap within said 
access opening, ‘and said knife being bendable outwardly 
from the interior of said container in response to dis 
placement of said ?ap out of sealed engagement with 
said circular side wall of said container. 

2. A combination pressure sensitive tape can and dis 
penser as set forth in claim 1, wherein said knife edge 
comprises a substantially serrated cutting edge, and said 
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knife having an inside surface releasably engageable by 
‘the “free end of a spool of tape for automatically with 
drawing said terminal end of said spool of tape outward 
1y through said access opening in response to outward 
movement of said knife. 
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