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, .’Z‘o aZZ whom 726 may concern: 
Be it known that I, JEAN GIRAÜD, a resi 

dent of Caudebec-le‘s-Elbeui‘,_ in the French 
Republie, and a citizen of said French Re 

5 public, have invented certain new and useful 
Improvements in Joiners’ Olamps; and I do 
hereby declarev that the following is a full, 
c1ear, and exact description of the invention, 
‘which will enable others skill‘ed in the art to 

10 which it appertains to make and use the same, 
reference hein g had to the accompan‘ying draw 
ings, which form a part of this speci?eation, 
and in which—— - 

Figure lis a side view of my improved clamp ' 
15 before locking it to fasten the article or mate 

ria1 which is to be clampcd. Fig. 2 isa similar 
view showing the device clamped or locked, . ' 
and Fig. 3 is a plan or top view. 

Similar ]_etters of reference indicate corre 
2o sponding parts in all the ?gures. ' 

My invention has relation to clamps or hold 
ing devices for the use of carpenters, cabinet 
makers, and other artisans; and it consists in 
the construction and combination of parts of 

25 the clamping device, which will be hereinafter 
more fully described and claimed, which can 
be readily- manipulated by one hand, and can 
be applied to any work-bench of ordinary con 
struction. - - ‘ 

In the accompanying drawings, A denotes 
the top or table of a work-bench, and 1) one of 
several apertures 1nade therein for the inser 
tion of the shank or stem 0’ of the device. 

' The letter B denotes 'ablock of wood, which 
35 is clamped upon the bench by means of the 

device. The stem orshank 0’ bas a project 
ing curved head, 0, provided With projecting 
lips D at its onter end, through which a‘b0lt, 

' d, is inserted transversely, forming a fulorum 
40 or bearing for an arm, E, the outer end of 

which forms the clamping—jaw e._ The oppo 
site end of arm E is slotted or bifurcated for 
_the insertion of a cam or eccentric, F, which is 
hinged upon the bolt G and provided with a 

45 handle, f, for operating it. 
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(No model.) Patonted in France September 12, 1883, No. 157,512. 

From the foregoing description, taken in 
connection with the drawings, the manner of 
using this device will be readily understood. 
WVhen lever f is in the position shown in Fig. 
1, the block B or other article to be clamped 50 
upon the table may readily be placed under 
the jaw 6, as the device ean be raised or 10W 
ered through the aperture I) in the table t0 
conform to the thickness of the article to be 
clamped. By now turning handle fdown into 55 
the position indicated in Fig. 2, it willbe seen . 
that the jaw e Will be brought down upon the - 
bloc]: B with considerahle pressure, so as to . 
hold it ?xed in its position upon the table. By 
turning handlef back into its former position 60 
the b1ook can be removed in a moment of time. 
Iam aware that clamps of this class have 

been constructed before involving the combi 
nation of a stem or shank adapted to be in 
serted through an aperture in the work-bench, 6 5 
a bearing at the upper end of the shank, and ‘ 
a jaw pivoted in said bearing and actuated by 
a cam or eccentric operated by a lever; nor do 
I claim this construction and combination, 
broadly; but 
XVhat I daim as my improvement, and de 

sire to secure by Letters'Patent of the United 
States, is—— 
The combination of the curved bearing C, 

having stem or shank C’ and projecting lips 75 
D at its outer end, arm E, pivoted upon and 
adapted to bear against the bearing Cbetween 
its lips D, thns relieving the fulcrum-bolt d 
from strain, and cam or eccentric F, having 
handle f. 

In testimony that I daim the foregoing I 
have herennto set’ my hand this 24th day of 
Jannary, 1884. . 
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JEAN GIRAUDi 

‘Nitnesses: 
FRÉDÉRIC l\IATRÀY, 
EDWARD P. I\IAOLEAN. 


