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1 Claim. (Cl. 248-315) 

This invention relates to wall hangers such as used 
to support ?xtures such ‘as towel rings and racks, soap 
dishes, glass holders and similar devices, and more par 
ticularly to a novel and simple improvement in such 
hangers whereby the supported ?xture is readily, easily 
and simply maintained in a ?xed predetermined orien 
tation. 
A common form of wall hanger comprises a cast, 

molded, or otherwise formed metal plate, usually some 
what ornamental in con?guration, provided with suitably 
concealed means for securing it to a vertical surface, 
such as a wall. An aperture through this plate or plaque 
receives a screw or bolt which secures a rod or tubular 
member, such as gooseneck or a sleeve, to the plate. 
The gooseneck may support a glass holder, and the sleeve 
may receive the ends of a spring ring towel holder. 
Also, the gooseneck or reverse bend rod or tube may be 
part of an elongated towel holder or of a holder for a 
roll of toilet tissue. 

In this form of wall hanger, the supported element 
is held in proper orientation only to an extent deter 
mined by the tightness of the screw or bolt, and it is 
di?icult, particularly in the case of ?xtures, such as 
towel rings and glass holders, supported on a single plate 
to maintain these ?xtures in proper orientation. Par 
ticularly under the weight of supported articles, the 
?xture tends to swing or be swung out of proper orienta 
tion. Despite this di?iculty, this type of hanger has 
found wide spread acceptance due to its superior char 
acteristics as compared with other types of ?xture hang 
ers, such as its ease of assembly, neat and attractive 
appearance, and ready adaptability, as well as its rela 
tively sturdier construction. 

In accordance with the present invention, this di?i 
culty with respect to maintenance of proper orientation 
of the ?xture is corrected in a novel and simple manner 
adding little if anything to the cost and di?iculty of man 
ufacturing the hanger. More particularly, the outer sur 
face of the hanger is formed with at least one elongated 
rectilinear groove arranged to seat a rod or tube and 
centered relative to the screw receiving aperture. This 
groove extends in the direction of desired orientation of 
the ?xture rod or tube and, when the rod, sleeve, or 
tube is drawn into seating engagement in the groove by 
tightening the screw or bolt, it is effectively prevented 
from turning about the axis of the screw or bolt even if 
the latter becomes slightly loosened. 

Preferably, in the practical case, the front surface of 
the plate is formed with two such grooves at right angles 
to each other with their intersection centered on the 
screw or bolt hole, one groove extending vertically and 
the other horizontally in the normal position of the 
hanger. 

For an understanding of the invention principles, ref 
erence is made to the following description of typical 
embodiments thereof ‘as illustrated in the accompanying 
drawings. In the drawings: 
FIG. 1 is a front elevation view of a wall hanger 

embodying the invention; 
FIG. 2 is a front elevation view of such hanger as 

used to support a towel ring ?xture; 
FIG. 3 is a sectional view on the line 3-3 of FIG. 2; 

and 
FIG. 4 is a front elevation view of the hanger as 

used to support a glass holder ?xture. 
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Referring to FIG. 1, the invention is illustrated, sole 

' ly by way of example, as embodied in a simple cast 
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plate hanger 10 provided with apertures 11 to receive 
screws or‘nails for securing the hanger 10 to a wall. In 
the usual practical case, plate 10‘ would have a hollow 
rear surface for concealed mounting means for the 
hanger. The illustration of a greatly simpli?ed hanger 
has been selected in order to better accentuate the fea 
tures of the invention. 

In accordance with the invention, the front surface 
of plate 10 is formed with a pair of arcuate cross-section 
recesses or grooves 12, 13 at right angles to each other 
and intersecting at aperture 14 which is arranged to 
receive screw or bolt means securing a ?xture to hanger 
10. Groove 12 may extend substantially vertically and 
groove 13 substantially horizontally. The perpendicular 
relation of the grooves is exemplary only, as the grooves 
may intersect at other than a right angle. Also, while 
two grooves are shown by way of example, the hanger 
front surface may be formed with a single groove or with 
three or more intersecting grooves. 

FIGS. 2 and 3 show hanger 10 as used to support a 
towel holder ?xture and maintain it properly oriented. 
In this case, a securing screw 15 is extended through 
aperture 14 and threaded into a short sleeve 16 to draw 
the sleeve into seating engagement in groove 13. Such 
seating engagement maintains sleeve 16 against rotation 
about the axis of screw or stud 15 and in a horizontal 
orientation. The towel ring ?xture includes the sleeve 
16 and a spring ring 17 having ends which may be spread 
slightly and snapped into the sleeve 16. Ring 17 may 
be swung about the axis of sleeve 16 in the usual man 
ner but is substantially immovable about the axis of 
screw 15. 
FIG. 4 illustrates hanger 10 as utilized with a ?xture 

for a soap dish or glass holder. This ?xture comprises 
a J-shaped bar or tube 20 having one leg 21 seated in 
groove 12 and its shorter leg 22 supporting a dish 25 
for holding soap or holding a glass. The ?xture is 
locked into groove 12 by means of a bolt extended 
through aperture 14 and leg 21 and having an orna 
mental nut 23 threaded thereon and tightened against 
leg 21. It will be noted that ?xture 20, by virtue of 
leg 21 held in seating engagement in groove 12, is held 
in vertical orientation and against movement about the 
axis of the securing bolt. 

While speci?c embodiments of the invention have 
been shown and described in detail to illustrate the ap 
plication of the invention principles, it will be under 
stood that the invention may be embodied otherwise 
without departing from such principles. 
What is claimed is: 
A wall mounted bathroom ?xture or the like compris 

ing, in combination, a base plate having coplanar rear 
surface portions for ?rm securement bearing against a 
wall, and having a front surface formed with at least a 
pair of intersecting relatively elongated and rectilinearly 
extending recesses; a ?xture having a relatively elon 
gated tubular sleeve formed for substantially conform 
ing seating along one of said recesses and extending 
across the intersection of the latter, and further compris 
ing a towel holder spring ring having ends engaged in 
the ends of said sleeve; said base plate having an aper 
ture therethrough at the intersection of said recesses; a 
headed fastener extending forwardly through said aper 
ture and engaged in said ?xture portion to hold the latter 
?rmly seated in said one recess and thereby restrained 
against rotation relative to said plate in a plane parallel 
to the front surface of the latter. 
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