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This invention relates to a pillow construction and 
more particularly to one which is for use when the 
sleeper has hair curlers or pins in her hair. When a 
person sleeps with her hair in curlers and rests her head 
upon an ordinary pillow, the pressure of the curlers 
against the head is extremely uncomfortable. 
The present pillow has as its principal object to provide 

means whereby the head is in contact with the pillow at 
a minimum of points so that rest is more comfortable. 
Furthermore, in many cases the curlers or pins can be 
placed in the hair so that the sleeper can rest her head 
upon the pillow and completely avoid pressure of curlers 
or pins against the head. 

Another important feature of the invention is the 
provision of a pillow which is designed to protect a hairdo 
which has been styled by the user of the pillow or in a 
professional beauty shop, in such manner that the styling 
of the hair will remain protected and unmusscd to the 
least extent during sleeping. 

Another object of the invention is to provide a pillow 
of the type described wherein the pillow ?lling has differ 
ent degrees of ?rmness in order that a more ?rm ?lling can 
be utilized to maintain the pillow in shape, a somewhat 
less ?rm ?lling is utilized to provide comfortable shoulder 
support, and an even less ?rm ?lling is utilized to engage 
and support a minimum portion of the head. 
The above and other objects and advantages of the 

invention will more ‘fully appear from the following de 
scription in connection with the accompanying drawing. 

FIG. 1 is a perspective view of an embodiment of the 
invention; 

FIG. 2 is ‘a sectional view taken approximately on 
the line 2—2 of FIG. 1; and 

'FIG. 3 is an elevational view, partially broken away, 
of the pillow as viewed from its lower or shoulder sup 
porting end. 

In the drawing there is shown a pillow body 4 having 
a tapered shape when viewed from the side. The pillow 
body includes a shoulder supporting portion 6 which 
might be generally determined from its lower end portion 
8 to a portion transversely of the line 10, which line is a 
vertical line on the side of the pillow between the head 
and shoulder portions. The broken lines 12 in FIG. 1 
indicates generally the division between the shoulder por 
tion 6 and a head portion 14. 
The head portion 14, in the medial central portion 

thereof is provided with a recess 16 which is generally of 
U-shape and preferably extends from the top to the bot 
tom of the pillow. It is not necessary that the recess 16 
extend completely about or through the bottom of the 
pillow. However, it is preferred that the width of the 
recess 16 be less than its depth. The pillow body 4 is 
preferably provided with an outer cover '18 which con 
?nes suitable ?ller material. 
As shown in FIG. 2 there is a ?ller material 20 beneath 

all of the head portion 14 and at least a major portion of 
the shoulder portion 6. The ?ller material 20 is ?brous 
or composed of a suitable rubber or other composition. 
Lying above the ?ller 20 in the shoulder portion 6 is a 

10 

15 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

2 
‘I layer 22 which preferably is of a rubber or plastic mate 
rial which is softer than the ?ller 20. The latter being 
provided to maintain the general shape of the body of the 
pillow. The softer ?ller material 2.2 is intended to lie pri 
marily beneath those portions to be supported by the 
shoulder of the sleeper. 
Above the more ?rm ?ller portion 20, at the head sup 

porting portion 14, is a ?ller layer 24 which is softer or 
less resilient than the lower ?ller 20 and preferably softer 
than the shoulder supporting layer of ?ller material 22. 
The head supporting ?ller 24 may lie entirely across the 
upper portion of the pillow or may lie only about the 
recess 16 as indicated by broken lines at 26. 
The primary purpose of the pillow shown and de 

scribed herein, is to provide a minimum area or line of 
support for the head when the user of the pillow has her 
hair put up in curlers or pins, the hair having previously 
been set with a curl setting solution or water. This mini 
mum line or area of contact lies between the arm portions 
28 of the U-shaped recess 16. The depth of the recess 
16, as stated above, may not extend to the bottom of 
the pillow but it is preferred that if it does not, the arms 
28 of the U-shaped recess be closer together than the 
depth of the recess, in order that a major portion of 
the head will not lie upon any portion of the bedding 
below the bottom of said recess 16. 
A pillow such as shown and described will support 

the head and eliminate most if not all of the head con 
tact with the pillow wherein curlers or pins might lie 
between the head and the pillow. 
The lower portion of the taper or the shoulder-sup 

porting portion 6 may be brought to a sharper edge at 
8 if desired, but the principal object of the pillow is to 
provide a shoulder supporting portion 6 which will relieve 
a great deal of the body weight, and a head supporting 
portion v114 with its recess 16, the latter providing for 
minimum contact between ‘said head supporting portion 
and the head of the sleeper. 
The minimum contact above referred to, not only pro 

vides comfort for the wearer if the hair contains curlers 
or pins, but will, as heretofore stated, protect the wit 
fure which has been previously prepared, in which in 
stance, the hair styling is better protected against dis 
arrangement. 

Furthermore, the less resilient shoulder supporting 
layer 22, as compared to the head supporting portion 24, 
will assist in relieving weight of the head upon the pil 
low. 

It should be understood that various changes in the pro 
portion, form and details of the pillow may be changed 
without departing from the spirit of the invention. 

I claim: 
A pillow for suspending the head of a person to relieve 

the pressure of hair curlers worn during sleep comprising 
a head portion of self-supporting yieldably solid mate 
rial, a shoulder supporting portion of wedge shape of 
self-supporting yieldably solid material with its upper sur 
face sloping upwardly to and merging with the upper sur 
face of the head portion, said head portion having a gen 
erally U-shaped vertical recess open at the upper edge 
of the head portion, the U-shaped recess extending from 
said upper edge of the head portion approximately to the 
upper limit of the shoulder supporting portion, the head 
portion which de?nes the vertically upper edge of the 
recess providing minimum contact head~engaging edges 
spaced to suspend and completely support the head there 
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between with the head in contact only with the edges of 1,580,210 McCulloch __________ __ Apr. 13, 1926 
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