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This invention is chie?y concerned with the technique 
of industrially manufacturing working garments. 

Specialists are well aware of the fact that this sort of 
clothing must needs satisfy very particular criteria, some 
of which seem incompatible with each other. Indeed, 
such clothing must simultaneously ?t well, so as to otter 
the greatest possible safety to the worker—any loose or 
?apping part being able to cause accidents-and must, 
notwithstanding, allow the greatest possible liberty of 
movement to him who wears it. 

This double speci?cation presupposes a garment which 
is simultaneously sufficiently tight for safety purposes and 
sut?ciently loose so as not to hinder free movement. 

Chie?y, such working garments must be cheap, whilst 
on the other hand they should be of pleasing appear 
ance, considering that it has been proved that the cloth 
ing of a worker has a marked in?uence upon his work. 
The subject of the invention is a working garment 

which scrupulously ful?lls all these conditions, being 
‘ manufactured by applying an extremely simple method 
which will permit the setting up of a most e?icient in 
dustrial plant. 

According to the invention, the apparently contradic 
tory conditions, which call for the making up of working 
garments which are at the same time tight-?tting and 
relatively loose-?tting, yet not presenting the slightest 
danger, are all carried out at once by means of the ra 
tional distribution of the tightly ?tting parts and of the 
relatively loosely ?tting ones according to their particu 
lar shape and to the lay-out and adequate structure of 
the yokes and seams, the lot being conditioned in such 
way that all parts can be drawn out of a rectangular 
piece of cloth, with the surprising result that the loss of 
material is practically nil. . 
The method according to the invention is characterized 

by the fact that the sleeves as well as the front and rear 
portions of the upper part of the garment are made up of 
four elements, each composed of a yoke extended by a 
half sleeve, these elements then being assembled two by 
two by means of seams. According to the method-this 
lay-out permits the exclusive use, for manufacturing such 
working garments which satisfy the above-mentioned 
criteria, of rectangular pieces of material. By means of 
this generalized shape it becomes possible to obtain an 
adjoining, or practically adjoining lay-out of all the con 
stituent parts upon the piece of material, thus reducing 
the cutting waste to the extreme limit. 

According to the invention, the upper part of the 
garment can be adapted to any sort of working clothes, 
such as dust coats, overalls, etc. 

It also becomes possible, by means of particular com 
binations of tight-?tting and relatively loose-?tting parts, 
to reduce the number of different cuts with respect to the 
number of sizes manufactured. _. 

Finally, the clothes manufactured by applying the meth 
od—according to this invention have a truly ?ne aspect 
and contrast very favourably with the traditional shape 
less and impersonal working clothes. 

All particulars of the method and of'the working gar 
ments according to the invention will be more clearly un 
derstood‘from the more detailed description hereafter, 
wherein reference is made to the appended drawings of 
which: 
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FIG. 1 shows a schematic front view of a working 

garment according to the invention; 
FIG. 2 shows a schematic view of the same garment 

seen from the rear; ‘ j . 

FIG. 3 shows the characteristic lay~out of the con 
stituent parts of the garment shown in FIGS. 1 and 2, 
in view of, the application of the method according to 
the invention. 
FIGURES 1 and 2 show the basic parts which are 

characteristic of the invention, consisting of four par-ts 
joined ‘two by two and making up the whole top part of 
the working garment. These characteristic parts are the 
following: a front right hand yoke 1 extended by a. half 
sleeve 2; a front left hand yoke 3 extended by a half 
sleeve 4; a left hand dorsal yoke 5 extended by a half 
sleeve '6‘; a right hand dorsal yoke 7 extended by a half 
sleeve 8. The front part 1——2 is ?xed to the dorsal 
part 7—-8 by means of an upper seam 9 and a lower seam 
10. The latter may be extended over the complete height 
of the garment. The front part 3—4 is attached to the 
dorsal part 5——6 by means of an upper seam 11 and a 
lower seam 12 which may also extend over the complete 
height of the garment. The two dorsal parts 5--6 and 
7-8 are joined together by means of seam 13. In the 
front, yoke 1 is joined to the intermediate or chest part 
14 by a seam 15 and yoke 3 to a chest part 16 by a seam 
17. 0n the back, yokes 5 and 7 are joined to a dorsal 
part 19 by means of seam 18. Afo-resaid dorsal part 19 
is attached to the two chest parts 14 and 16 by side seams 
forming an extension of seams 10 and 12 at the lower 
edges of the sleeve portions of the upper sections of the 
‘garment. The lower part of the garment can be made 
up in any desired manner, either as dust coat or in the 
shape of an overall or as any other desired sort of garment 
by mutually adapting the shape and size of abovemen 
tioned constituent parts of the upper part of the garment 
without changing the principle of the design which is the 
chief subject of the invention. 
The actual method consists in starting off from a pat 

tern on which the various constituent parts of the gar 
ment, such as have just been described, are traced out 
in such a disposition that the free spaces between them 
become extremely small, so that the waste portion after 
cutting out is reduced to a strict minimum. 

For each garment, the material used is folded longi 
tudinally in two, so as to be able to cut out simultane~ 
ously the right hand and left hand portions, in a manner 
generally well known. The chief characteristic of the 
method lies therein, that only rectangular, or very nearly 
rectangular, pieces of material are used, all other shapes 

- such as V or star shaped patterns or any other unfolded 
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patterns such as traditionally used, being systematically 
avoided, such shapes being highly detrimental to manu 
facturing techniques and most uneconomical. 

Yet a further characteristic of the invention consists 
in the fact that each half-sleeve is ‘extended by a yoke, 
which precisely’ permits the shape of all the constituent 
parts of the garment to be generally concentrated into 
a rectangular, or almost rectangular shape. 
By applying this method a highly efficient industrial 

production can be organized, with practically no cutting 
waste, and the working garments thus produced have that 
new look cut which systematically satis?es all the above 
mentioned criteria for working clothing. 

This invention concerns the method, as well as any 
clothing article whatever which is obtained by the appli 
cation of same. 
What I claim is: 
1. In an article of clothing comprising upper, inter 

mediate and lower parts, a pair of front upper sections 
each having an integral sleeve portion, a pair of rear 
upper sections each having an integral sleeve portion 
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and joined together along a vertical line of stitching sub 
stantially medially of the upper part of the back of the 
wearer, said front and rear upper sections having upper 
and lower edges with the lower edges disposed along a 
transverse line passing substantially through the armpit 
areas of said sections, a pair of front intermediate sec 
tions each having an upper edge stitched to the lower 
edge of a respective front upper section and extending 
downwardly to a lower edge substantially at the waist~ 
line of the article of clothing, a rear intermediate section 
having an upper vand lower edge with its upper edge 
stitched to the loweredges of said rear upper’ sections 
and extending downwardly substantially to the waist 
line, said front upper and intermediate sections being 
superposed on said rear upper and intermediate sections 
respectively and joined together at the upper edges of 
said front and rear" upper sections along a continuous 
curved seam line extending’ from the end of one sleeve 
to the end of the other sleeve, said sections being fur 
ther joined together along adjacent edges by seam lines 
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extending along the lower edges of the sleeve portions 
of said upper sections and along the side edges of said 
intermediate sections, and lower sections stitched to the 
lower edges of said intermediate sections substantially at 
the waistline. ' 

2. The invention as de?ned in claim 1 in which the 
lower sections constitute a pair of trousers. 
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