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This invention is in the ?eld of caskets and is con 
cerned with decorative hardware. 
A primary object of my invention is a casket with re 

movable corner insert ornaments. 
Another object is a cut corner casket with decorative 

ornaments socketed into the corners. 
Another object is a removable ornament or hardware 

which is simple to remove and change. 
Other objects will appear from time to time in the en 

suing speci?cation and drawings in which: 
FIGURE 1 is a perspective view of a casket embody 

ing my invention; and 
FIGURE 2 is a section along line 2—2 of FIGURE 1. 
In FIGURE 1, I have shown the casket as including 

a body portion 10 which is elongated in the usual man 
ner and has an open top closed by a pivoted lid 12 or 
the like. The lid may be split to form a half couch 
or it may be one piece. I provide the usual handles along 
the side at 14 and across the ends at 16. 
At the corner, I cut or indent and connect a mounting 

or frame 18 which might be of cast metal construction, 
for example. The frame may be formed on an angle to 
?t both the side and the end of the casket and has a 
rear surface 20 extending at approximately 45 degrees 
to the side and end. A rim 21 surrounds the frame 18 
and is adapted to lie ?at against corresponding portions 
of the side and end of the casket. The rim may be held 
by suitable screws or fasteners at the corners as at 22, 
if desired. 

I position an insert in the frame, as at 24, which may 
be in the form of a religious or fraternal symbol, for 
example a cross, as shown, or the Star of David. In 
any event, the symbol has plugs or legs 26 on its rear 
surface with a spring type bulb 28, comprising a cluster 
of curved spring members 29, on the end of each which 
?ts in sockets 30 formed on the back surface 20 of the 
frame. While I have shown two sockets and plugs, it 
might be done with more or less. Also, the sockets 
might be in the back of the symbol or ornament, rather 
than in the frame, just the reverse. 
The use, operation and function of my invention are 

as follows: 
I provide cut or socketed corners on a conventional 

casket. I use the corners since the sides and ends nor 
mally have handles. The corners also normally have 
?xed or permanent hardware. 

In the sockets I have removable inserts which may 
take the form of religious or fraternal symbols. The in 
serts may be pressed in manually and easily removed 
and, when mounted, they appear as a permanent part of 
the casket. 
A funeral director is required to stock a large num 

ber of different caskets, and the decorative hardware 
which appeals to his customers must vary to suit a num 
ber of tastes. With my invention, the funeral director 
can keep a limited number of basic styles of caskets. And 
the hardware at the corners can be quickly and easily 
changed to suit the taste of his customer. For exam 
ple, assuming that the cross is chosen, four crosses can 
be socketed into the corners and will appear as a per 
manent part of the unit. The funeral director’s prob 
lem is greatly simpli?ed since he can have a minimum 
number of casket styles and any given number of inserts. 

I position the inserts in the cut corners or sockets so 
that the hardware takes on a raised or projected and 
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2 
distinctive appearance. The back or cross surface of 
the frame at the corners may also be decorative to out 
line or emphasize the insert chosen. I ?nd it particu 
larly advantageous to have the insert somewhat sunk into 
the corner to get it out of the way, but at the same time 
it is fully visible. I have shown the corners cut at 45° 
but it should be understood that it might be otherwise. 
It might be somewhat convex or concave or at a diifer 
ent angle and straight. 
set in or countersunk and not projecting perceptibly 
beyond the normal con?nes of the casket. 

While I have shown and described the removable orna 
ments as being mounted at the corners, it should be un 
derstood that it might be otherwise. Also, the orna 
ments do not necessarily have to be fully countersunk 
or recessed. Also, while the socket arrangement for at 
taching the ornaments as shown is preferred, in certain 
situations I might use other connections, for example, 
magnets. Additionally, I have shown the connections on 
the back of the ornaments, but it should be understood 
that the connection might be made at the bottom so that 
the ornament would socket or connect, for example, on 
the bottom triangular surface of the frame or back 
ground. Or it might be on top. This would have the 
advantage that no plugs or legs would show. In such 
a ‘situation, the ornament would preferably be spaced 
somewhat from the back or rear surface of the frame. 
Also, the frame itself might be removable as a unit with 
the ornament. But I prefer that the ornament be re 
movably connected or socketed into the frame, be it at 
the corners of the casket or otherwise. 

While I have shown and described the preferred form 
of my invention, it should be understood that numerous 
additional modi?cations, changes, substitutions and al 
terations may be made without departing from the in 
vention’s fundamental theme. I, therefore, with that the 
invention be unrestricted, except as by the appended 
claims. 

I claim: 
1. For use in a casket, ornamental hardware adapted 

to be mounted in a generally upright position in indents 
on the corners thereof, including a frame having a gener 
ally rectangular exterior with a rear wall to be disposed 
at approximately 45° across and closing the indent when 
the frame is mounted therein, the sides of the frame being 
generally straight with the top and bottom projecting and 
converging forward from the rear wall generally paral 
lel to the sides and ends of the casket and intersecting 
a distance outwardly from the rear wall thereby de?n 
ing a cut corner, and an insert ornament removably 
mounted in the cut corner normal to the rear wall and 
generally within the con?nes of the sides and the top and 
bottom of the frame and generally symmetrically out 
lined thereby. 

2. The structure of claim 1 further characterized by 
and including a connection between the insert ornament 
and the rear wall of the frame, the connection including 
at least two joints, one above the other, each joint in 
cluding a spring bulb releasably ?tting in an otherwise 
open socket. 
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