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This invention relates to golf gloves and more par 
ticularly to golf putting gloves. 
An object of this invention is the provision of a novel 

golf putting glove, of Simple and inexpensive construc 
tion, for use in enabling a golfer to maintain a proper 
grip on a golf putter throughout the putting stroke. 
A further object of this invention is the provision of 

a novel and improved golf putting glove arranged and 
constructed to permit the user to maintain the face of a 
golf putter square with respect to the ‘ball, thus enabling 
the user to putt with a greater degree of accuracy. 
A more speci?c object of this invention is the pro 

vision of a novel and improved golf putting glove hav 
ing a gripping and positioning member a?ixed to the palm 
of a glove, the gripping member being constructed of a 
compressible, resilient material having a recess in the 
upper surface thereof extending diagonally of the palm 
of the glove‘for reception of a handle of a golf putting 
club therein to thereby enable the golfer to maintain the 
face of the putter square with respect to the ball through 
out the putting maneuver. ‘ 

These and other objects and advantages of my inven 
tion will more fully appear from the following descrip 
tion made in connection with the accompanying draw 
ing, wherein like character references refer to the same 
or similar parts throughout the several views, and in 
which: 

FIG. 1 is a perspective view of the palm side of a golf 
putting glove embodying my inventive concept; and 

FIG. 2 is a transverse cross sectional view taken ap 
proximately along line 2-2 of FIG. 1 and looking in the 
direction of the arrows. 

Referring now to the drawing and more particularly 
to FIG. 1, it will be seen that the preferred embodiment 
of my novel golf putting glove is designated in its en 
tirety by the reference numeral 10. It will be seen that 
my novel glove 10 includes a palm portion 11, a back 
portion 12, ?nger encircling members 13 and a thumb 
encircling member 14. My glove 10 may be constructed 
of any ?exible material such as leather or the like, the 
material being characterized by a tacky surface for en 
abling the user to better grip the handle of the ‘golf 
putter. 
A triangular shaped piece of material 15 has its mar 

ginal portions 16 a?ixed to the palm portion 11 of the 
glove 10 by means of stitching 17, the stitching 17 ex 
tending along the marginal portion 16 towards the apex 
of the triangular shaped piece of material. Referring 
now to FIG. 2, it will be seen that the triangular shaped 
piece of material 15 when secured to the palm portion 
11 de?nes a pocket 18 for receiving a gripping and posi 
tioning member 19 therein. Stitching 17b completely 
closes the pocket 18 so that the gripping and positioning 
member 19 is properly secured to the palm portion 11 
of glove 10. 

Referring now to FIG. 2, it will be seen that a gripping 
and positioning member 19 has a planar lower surface 
20 and a concave upper surface, the former being dis 
posed against the surface of the palm portion 11 so that 
the gripping and positioning member 19 projects out 
wardly therefrom. The gripping and positioning member 
19 which is generally of triangular shape is preferably 
constructed of a resilient compressible material such as 
foam rubber or the like. Referring again to FIG. 2, it 
will be seen that the upper surface of the gripping and 
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2 
positioning member 19 is of concave con?guration and 
that the edge portions of the member 19 are substan 
tially thicker than the central portion thereof. It will 
be noted that the edge portion 21 which is disposed closest 
adjacent the thumb encircling member 14 is of lesser 
thickness than the edge portion 22 which is disposed 
closest adjacent the ?nger encircling members 13. It 
will also be seen that since the edge portions are thick 
ened, an elongate diagonally extending recess 23 is de 
?ned therebetween. This recess, as will be described 
hereinbelow, is adapted to receive the handle of a golf 

‘ putting club therein when the latter is gripped by a user. 
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.user to readily grip the club. 

One of the problems associated with the putting game 
of golfers is the inability of the golfer to maintain the 
face of the putter in squared relation with respect to the 
ball. It has been found that there is a tendency of many 
golfers to slightly ‘break their wrist during the putting 
stroke especially during the rearward arcuate portion of 
the stroke. This results in the‘ club being ‘moved into 
angulated relation with respect to the golf ball at the ‘ 
point of contact with the ball. Many golfers develop 
gripping techniques, which are intended to maintain the 
face of the putting club in squared relation with respect 
to the ball but it has been ‘found that quite often the 
golfer is unable to maintain this relationship between 
the putter and the ball. Beginning golfers also experi 
ence difficulties in putting since the handle of the putter 
is not gripped properly will cause the face of the putter 
to be disposed in angulated relation with respect to the 
ball and, of course, accuracy in the putting shots cannot 
be obtained. 

vIt has been found that my novel putting glove 10 per 
mits a golfer to grip the handle of a putting club so that 
the face of the putter will be maintained in squared rela 
tion with respect to the ball throughout the putting ma 
neuver. In the embodiment shown, the glove illustrated 
in the drawing is a left hand glove and this glove will be 
used ‘by a right handed golfer. It will be seen that when 
a golf club handle, designated by the reference numeral 
24, is gripped by a user, the handle will be disposed 
within the recess 23 of the gripping and positioning mem 
ber 19. It will be noted that this recess 23 extends di 
agonally of the palm portion 11 of the glove 10 adjacent 
the heel towards the space between the thumb and in 
dex finger. The gripping and positioning member 19 
projects outwardly from the palm and when a golf club 
handle is gripped by the user, the edge portions 21 and 
22 prevent the handle from being displaced during the 
back swing of the stroke. It will also be noted that the 
thickened edge portion 22 properly positions the club 
with respect to the ?ngers of the golfer when the latter 
are curved around a putter handle. This is extremely 
important since the club handle is prevented from being 
moved into contact with a base portion of the ring ?nger 
and the small ?nger. 'It has been found that during the 
putting stroke, slight movement of the median digits of 
these ?ngers causes slight movement of the putting handle 
and corresponding movement of the face of the putter. 
However, with my device no such movement is possible 
since the handle of a golf putter will be properly posi 
tioned when gripped by a user regardless of the manner 
in which the club is gripped. This permits beginners 
to putt with a greater degree of accuracy than was here 
tofore possible. The resilient compressible material of 
which the gripping and positioning member 19 is con 
structed permits the gripping member to conform to the 
shape of the putting glove handle and also permits the 

It has been found that 
through the use of my novel putting glove, the user will 
be able to maintain the face of the putter in squared re 
lation with respect to the ball regardless of the manner 
in which he grips the club. 
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It will, therefore, be seen from the preceding parai 
graphs that I have provided a novel and improved golf 
putting glove which is arranged and constructed to per 
mit a user to putt with a greater degree of accuracy than 
was heretofore possible. ’ 

It will also be seen that my novel and improved 
putting glove permits both beginners and’ experienced 
golfers to immeasurably improve the skill of their game. 
It will further be seen that my novel golf putters glove 
is not only of simple and inexpensive construction but 
functions in a more ef?cient manner than any heretofore 
know comparable devices. 

It will, of course, be understood that various changes 
may be made in the form, details, arrangement and pro 
portions of the various parts without departing from the 
scope of my invention. 
What is claimed is: 
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1. A golf putting glove comprising a palm portion and ' 
thumb and ?nger-encircling members, a positioning and 
gripping member formed of compressible material and 
being a?ixed to said palm portion and projecting out 
wardly therefrom, said gripping member having a con 
cave upper surface and a substantially planar lower sur 
face, opposite edge portions of said gripping member be 
ing thickened to de?ne a recess therebetween, said recess 
extending diagonally of said palm position and being 
shaped to receive a golf putter handle therein, one of 
said edge portions of the gripping member being dis 
posed adjacent said thumb-encircling member and the 
other of said edge portions being disposed adjacent said 
?nger-encircling members, said last mentioned edge por 
tion being of a thickness greater than said ?rst men 
tioned edge portion so that a golf putter handle disposed 
within the recess of said gripping member and gripped 
by a user will be properly spaced from the ?ngers and 
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thumb of the user to enable the user to maintain the 
face of the golf putter square at all times with respect 
to the ball throughout the entire arcuate movement of 
the putting stroke. 

2. A golf putting glove comprising a palm portion 
and thumb and ?nger-encircling members, a substantially 
triangular shaped positioning and gripping member 
formed of compressible resilient material and being af 
?xed to said palm portion and‘ projecting outwardly there 
from, said gripping member having a. concave upper sur 
face and a substantially planar lower surface, opposite 
edge portions of said gripping member being thickened 
to de?ne a recess therebetween, said recess extending di 
agonally of said palm portion and being shaped to re 
ceive the golf putter handle therein, one of said edge 
portions of the gripping member being disposed adjacent 
said thumb-encircling member and the other of said edge 
portions being disposed adjacent said ?nger-encircling 
members, said other edge portion being of a thickness 
greater than said one edge. portion so that a golf putter 
handle disposed Within the recess of said gripping mem 
ber and gripped by a user will be properly spaced ‘from 
the ?ngers and thumbs of the user to enable the user 
to maintain the face of the golf putter square at all times 
with respect to the ball throughout the entire arcuate 
movement of the putting stroke. 
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