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The present invention consists of an in?atable travel 
toy adapted ‘for use primarily while riding in a moving 
vehicle, such as an automobile, or the like, by the exten 
sion of the toy out of a window into the air alongside 
of the vehicle and in relative motion with respect there 
to whereby to effectively in?ate and hold open the in 
?atable travel toy of the present invention, which, in one 
preferred form, comprises a bag of ?exible thin-sheet 
material having a forwardly open end, a rear end which 
is usually substantially or at least partially closed, and 
an interconnecting bag side wall portion. The preferred 
form of the invention also includes a rigid supporting 
member, usually of substantially ring-like or hoop-like 
shape, engaging the forward open end of the bag for 
holding it open while the bag is supported exterior of the 
moving vehicle for relative movement through ambient 
atmosphere. The preferred form of the invention fur 
ther includes a handle carried by the rigid supporting 
member, usually taking the form of a longitudinal han 
dle lying in substantially the same plane as the rigid 
supporting member, and adapted to be manually grasped 
by a child or other person playing with the in?atable 
travel toy of the present invention, while it is projected 
outwardly through the window of the moving vehicle 
into ambient atmosphere. 

In a preferred form of the present invention, the rear 
end and/ or sidewall portion of the bag may be provided 
with object-depicting or simulating means thereon which 
may be partly carried on the surface of the bag and/or 
which may be partly formed in the surface of the bag, 
and which may depict a portion of a face of a person, 
animal, or any other creature or object, and which, in 
certain cases, may be reversible by turning the bag inside 
out, and with the reversed surface or inside of the bag 
after being turned inside out also being provided with 
object-depicting ‘or object-simulating means similar to or 
different from the object-depicting and/or object-simu 
lating means carried by the other and formerly outside 
surface of the bag. 

In one preferred form, the object-depicting means may 
include a portion depicting a face and an extendable hol 
low tongue-depicting portion elastically biased toward 
retracted position, but capable of being extended as a 
result of rapid relative movement of the toy through 
ambient atmosphere. 

{In a preferred form, the ?exible bag may be provided 
adjacent the rear end thereof with stabilizing aperture 
de?ning means which, in certain forms of the invention, 
may include sound-producing means adapted to produce 
sound in response to the passage of air therethrough. 

‘It is anobject of the present invention to provide an 
in?atable travel toy of the character referred to above,. 
and in accordance with any of the several modi?cations 
referred to above, and which is of extremely simple, 
cheap, foolproof construction such as to be conducive 
to widespread use of the toy. 

Further objects will be apparent to persons skilled in 
the art after a careful study hereof. 

For the purpose of clarifying the nature of the present 
invention, several exemplary embodiments are illustrated 
in the hereinbelow-described ‘?gures of the accompany 
ing single drawing sheet and are described in detail here 
inafter. 

10 

15 

20 

25 

35 

40 

45 

50 

55 

60 

65 

70 

2 
FIG. 1 is a reduced-size perspective view showing one’ 

exemplary embodiment of the in?atable travel toy of the 
present invention in' a normal use position with respect 
to the open Window at the right side of a motor vehicle 
(which is shown fragmentarily in phantom). 
FIG. 2 is an enlarged fragmentary view partly in ele 

v-ation and partially in section taken in the direction of 
the arrows .2—2 of FIG. 1 and clearly showing in detail 
the engagement of the exteriorly threaded mating semi 
cylindrical portions of the rigid supporting ring member 
with the outer end of the longitudinal handle. 

FIG. 3 is an enlarged fragmentary view, partly in ele 
vation and partly in section, taken in the direction of the 
arrows 3—3 of FIG. 2 and clearly showing the speci?c 
details of the fastening means for fastening the forward 
open end of the ?exible bag to the rigid supporting ring 
member. , 

FIG. 4 merely illustrates a left-handed version of the 
in?atable travel toy having a different type of object 
depicting means thereon from the object-depicting means 
carried by the ?rst form of the invention shown in FIG. 1. 
FIG. 5 is a fragmentary perspective view generally 

similar to the left end of FIG. 4 showing a further modi 
?ed type of object-depicting means, in this case including. 
sound~producing means in the mouth or tongue region 
thereof. , 

FIG. 6 is a fragmentary view, partly in side elevation 
and partly in section, of a further modi?ed rear end por 
tion of the ?exible bag bearing an object-depicting means 
somewhat similar to the form shown in FIG. 1, and 
wherein said object-depicting means further includes an 
extendable tongue-depicting portion elastically biased to 
ward retracted position but capable of extension as the 
entire device is drawn through ambient atmosphere in, 
the general manner shown in FIG. 1. a 
FIG. 7 is an enlarged fragmentary sectional view of 

the mouth and tongue portion of the object-depicting 
means shown in FIG. 6 and in the position which it as 
sumes when the tongue is caused to be extended by an 
interior pressure head of air produced by drawing the 
entire device through ambient atmosphere as a result 
of forward motion of the automobile in the general man 
ner shown in FIG. 1. 

Referring to the ?gures for exemplary purposes, one 
illustrative embodiment of the invention (which is not 
to be construed in a limiting sense) takes a typical exem 
plary form including a bag of ?exible thin-sheet mate 
rial, generally indicated at 10, having a forward open 
end 11, a rear substantially closed end 12 and an inter 
connecting bag side wall portion 13. In the form il 
lustrated, the bag is preferably made of ?exible air 
impervious elastomeric thin-sheet material, such as rub 
ber, or the like, although not speci?cally so limited. 
Also, in the example illustrated, the forward open end 
11 is substantially circular and the interconnecting bag 
side wall portion 13 is of substantially cylindrical con 
?guration. In the form illustrated, the rear end 12 of 
the bag is provided with object-depicting means indicated 
generally at 14 and exteriorly comprising a shaped or 
formed portion depicting a human face, which is ap 
propriately painted or otherwise colored or imprinted 
in a manner simulating hair as indicated at 15, eyes 16, 
eyebrows 17, month 18, and nostrils 19 carried by the 
formed projecting nose portion 20. In the speci?c form 
illustrated, the nostrils 19 effectively comprise stabilizing 
aperture-de?ning means adapted to admit small jets of 
air whereby to effectively provide a desired degree of 
positioning or stabilizing force to the entire travel toy. 
However, it should be noted that the stabilizing aperture— 
de?ning means 19 may be eliminated or substantially 
modi?ed in certain forms of the invention. 
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In the form illustrated, the bag 10 is adapted to be 
supported, with the forward end 11 thereof held in open 
position, by means of a rigid supporting member 21 
which, in the form illustrated, is of ring-like or hoop 
like shape and which is e?ectively fastened to the for— 
ward open end 11 of the bag 10 by a circumferential 
hem or hem portion 22 carried completely circumferen 
tially around the forward open end 11 of the bag 10 
and encompassing therein the supporting member 21, 
which is of half-round con?guration or shape provided 
with radially outwardly projecting mating semi-cylindrical 
half-round junction portions 23, which are exteriorly 
threaded whereby, when joined together as best shown 
in FIG. 2, they together effectively comprise an exterior 
ly threaded projecting cylindrical portion adapted to be 
received ‘by the interiorly threaded receiving recess 24 
carried at the outer end of the longitudinal handle 25. 
This provides a very convenient arrangement for mount 
ing the bag 10 on the rigid supporting ring member 21 
and for fastening same to the outer end of the handle 
25. The hem 22 may be formed by folding back the 
forward edge of the open end 11 of the bag around the 
ring portion 21 and fastening the bag to itself as best 
shown at 26 in FIG. 3. This may comprise adhesive 
fastening, cohesive fastening, mechanical fastening, or the 
like. 

FIG. 4 illustrates a slight modi?cation wherein the 
bag 10A is so mounted with respect to the handle 25A, 
in effectively reversed relationship with respect to the 
mounting of the bag 10 shown in FIG. 1 relative to the 
handle 25, as to comprise a left-handed travel toy adapted 
to be extended out of a left window of a motor vehicle, 
or the like. Furthermore, the object-depicting portion 
14A in this version takes a different form to illustrate 
the fact that a great variety of such object-depicting means 
may be employed. 

FIG‘. 5 shows a slightly modi?ed form of object-de 
picting means 14B including an aperture means 19B 
which effectively carries a sound producing means 27 
adapted to produce sound in response to the passage of 
air therethrough. 

FIGS. 6 and 7 illustrate a further modi?cation where 
in the object-depicting means 14C includes an extended. 
tongue-depicting portion 28 comprising a hollow elas 
tomeric tongue 29 closed at its forward end and having 
an open rear end 39 connected by ?exible coupling 31 to 
the wall of the object-depicting portion 14C whereby to 
effectively seal the tongue 29 with respect thereto, and 
with the tongue 29 being providedwith elastic biasing 
means 32 connected thereto, as indicated at 33, and 
connected, as indicated at 34, with respect to the in 
terior of the rear end of the bag 10C whereby the tongue 
29 is normally held in the retracted position shown in 
FIG. 6 but-is allowed to move into the extended posi 
tion shown fragmentarily in FIG. 7 in response to move 
ment of the entire device through ambient atmosphere 
in the general manner best illustrated in FIG. 1. Thus, 
this modi?cation provides an action travel toy wherein 
the tongue can be caused to extend and/or retract in 
accordance with the amount of, and pressure head of, 
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air which is admitted into the interior of the bag 10C, 
which in turn can be controlled by the speed of the 
motor vehicle or by the operator turning the supporting 
member with respect to the direction of movement of 
the motor vehicle. 

It should be noted that numerous modi?cations of the 
invention, wherein the object-depicting portion assumes 
a great variety of con?gurations may be employed. It 
should further be noted that the inside of any of the ob 
ject-depicting means may also comprise an independent 
object-depicting means, thus making it possible to turn 
the bag inside out and convert a right-handed travel toy 
into a left-handed travel toy, or vice versa. 

It should be understood that the ?gures and the speci?c 
description thereof set forth in this application are for 
the purpose of illustrating the present invention and are 
not to be construed as limiting the present invention to the 
precise and detailed speci?c structure shown in the ?gures 
and speci?cally described hereinbefore. Rather, the real 
invention is intended to include substantially equivalent 
constructions embodying the basic teachings and inven 
tive concept of the present invention. 

I claim: 
1. An in?atable travel toy, comprising: a bag of ?exi 

ble thin-sheet material having a forward open end, a rear 
end, and an interconnecting bag side wall portion; a rigid 
supporting member, the forward open end of the bag 
being provided with fastening means fastening said Open 
end to said supporting member, the bag being provided 
with object-depicting means thereon including a portion 
depicting a face and an extendable hollow tongue-de 
picting portion elastically biased toward a retracted posi 
tion and having a hollow interior in pneumatic communi 
cation with the interior of the bag whereby to be extended 
in response to a pneumatic pressure increase communi 
cated to the hollow interior of said tongue-depicting por 
tion from the interior of said bag; and a handle carrying 
said supporting member. 

2. A toy of the character de?ned in claim 1, wherein 
the object-depicting means has a small centrally positioned 
portion thereof de?ning a small centrally positioned sta 
bilizing aperture-de?ning means. 

3. A toy of the character de?ned in claim 2, wherein 
said stabilizing aperture-de?ning means includes auxiliary 
sound-producing means positioned across-and at least 
partially closing said stabilizing aperture-de?ning means 
and altering-the passage of air therethrough whereby to 
produce a desired type of audible sound in response to 
the altered passage of air therethrough. 
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