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The present invention relates to a ?nger ring and, par 
ticularly, to a gem-ornamented ?nger ring, and has ‘for its 
general object the provision of a ?nger ring of the char 
acter described on which may be provided a selected vary 
ing number of gem ornaments each set in an individual 
setting of selected varying color, at the place of purchase. 

Rings having more than one individually set gem orna 
ments of varying colors have heretofore been known. 
Most generally such rings are worn for sentimental rea 
sons; the differently colored gems representing the birth- ' 
stones of one’s self and of a sweetheart, spouse and or 
other members of the family. Heretofore, the purchaser 
of such a ring, ready-made, was limited in his choice, as 
to the number and variety of gems to the stock in trade 
of ready-made rings available at ‘the retail place of pur 
chase else, the purchaser’s selection had to be transmitted 
to a jewelry manufacturer, to be made up on order. In 
both instances, the cost of such ring, of necessity, had to be 
high and out of reach of many persons who, otherwise, 
might have desired to own such a ring. Also, in both 
cases, any change in the family of the ring’s owner, if 
desired to be represented in a ring, required the substitu 
tion of a new ring or expensive modi?cation of a ring 
already possessed. 

It is an object of the present invention to provide ?nger 
rings’ having a selected plurality of individually set gem 
ornaments of selected varying colors that may be pro 
vided for a customer at the point of purchase, without the 
need either for the retailer to maintain in his stock on 
hand ready-made rings having all of the possible di?erent 
number of gem ornaments that might be required by pur 
chasers, in all the possible combinations of gem colors, 
and without the need of having the same custom made. 
I, It is another object of the present invention to provide 
rings having multiple, individually set gems, of the char 
acter described, formed of separate rings shanks and preset 
gems in which the ring shanks and gem settings may be 
quickly and easily assembled at the point of purchase 
from a relatively limited number of ring shanks and ‘a 
relatively limitedv number of preset gems, in stock on 
hand. ' 

_ It is also an object of the present invention to provide 
rings of the character described that, regardless of the 
number of gem ornaments present, the ring will present 
a symmetrical appearance. 7 . 

It is still another object of the present invention to pro 
vide rings of the character described to which gems may 
be added and on which gems may be removed or replaced, 
at the point of purchase, with relative speed and ease 
and without requiring any special skills therefor or the 
need for sending the ring back to a jewelry factory. 

It is a further object of the present invention to provide 
?nger rings of the character‘ described which may be mass 
produced and sold at relatively‘low cost, especially in 
view of their adaptability and ?exibility to individual taste, 
needs and selection. ‘ 

It is still a further object of the present invention to 
provide ?nger rings of the character described on which 
the gem ornamentsare securelyand safely held in place. 

The’ foregoing and other objects and advantages of the 
rings of the present invention will become more readily 
apparent to those skilled in the art from the embodiment 
thereof shown in the accompanying drawings, and from" 

‘ the description following. It is to be understood, how 
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2 
ever, that such embodiment is shown by way of illustra 
tion only, to make the principles and practice of the in 
vention more readily comprehensible, and without any 
intent of limiting the invention to the speci?c details 
therein shown. 1 

In the drawings: 
_ FIG. 1 is a plan view of a ring shank of a ring of the 
present invention; 

FIG. 2 is a fragmentary plan view of the shank of 
FIG. 1, shown with a gem set ornament secured thereon; 

FIG. 3 is a view similar to that of ‘FIG. 2, showing the 
ring thereof with two gem-set ornaments secured thereon; 

FIG. 4 is a section taken on line 4—-4 of FIG. 3; 
FIG.. 5 is a plan view of one of the ornaments for the 

ring of the invention; shown before a gem is set therein; 
FIG. 6 is an enlarged, fragmentary sectional view, taken 

on line 6-6 of FIG. 1; and 
FIG. 7 is a plan view of a ring shank showing an orna 

mental design on the shank masking the ornament pin re 
ceiving holes. 

Generally stated, the ring of the present invention 
comprises a combination of a ring shank and one or 
more ornaments securable to the ring shank, preferably 
in the form of gem settings, in which a gem is preferably 
already set or in which the gem may be set; the ring shank 
and ornaments being suitable for assembly in symmetrical 
relation, to give the appearance as if they were initially 
produced as a unit, regardless of the number of orna 
ments assembled with the ring shank. 
More speci?cally stated, and with special reference to 

the embodiment of the invention illustrated in the draw 
ings, the ring of the invention comprises a ring shank con 
sisting of an annulus, 10, of relatively substantial width, 
along each outer edge of which is provided a head or rib, 
12. Secured transversely of the annulus 10, to the rib 12 
thereof, is an anchor or tail piece, 14, 16, which is raised 
above the outer surface, -16, of the annulus center, to 
‘provide a space, y18. Formed in the annulus 10, inter 
mediate its ribs 12 and to one side of the anchor r14, are 
a plurality of evenly spaced openings, 20, which are prefer 
ably widened at their inner ends. 
' The ring of the present invention comprises, further, 
one or more ornaments, each generally designated as 22, 
preferably in the form of a gem setting consisting of a 
plate 24, preferably of width to rest on the ribs 12 of the 
shank 10, having a gem receiving opening, 26, formed 
therein into which is set a gem, 28, of any desired shape 
and color. The ornament 22 is provided at the end, of 
its length with a tongue, 28, of lesser width than the 
space between ribs 12 and arranged to ?t under the anchor 
14 when the plate 24 is disposed on the ribs 12 and at 
its opposed end with an extension 30, corresponding in 
shape and size to the anchor 14 and symmetrically dis 
posed with the anchor '14 relative to the. hole or opening 
26; such extension 30 likewise capable of serving as an 
anchor for the tongue 28 of an adjacent ornament. Prefer 
ably, the anchor extension 30 is de?ned from the main 
ornament plate portion by’ a space which is preferably in 
the form of a groove or depression 32, whose purpose will 
hereafter be made clear. 

Provided on the underside of the plate 24, is a prefer~ 
ably tubular pin, 34, which is preferably disposed along 
the center of its width and as closely opposite, the groove 
or depression 32 as possible. The spacing of the holes 
26 from one another and from the anchor 14 and the 
length of the plates 24 and position of the pins 34 are 
such that when a ?rst ornament 22 is engaged by the 
tongue 28, in the space 16 under'the anchor 14, its pin 
34 will ?t into the ?rst ‘opening 20 of the ring shank. 
Likewise, when a second ornament 22 has its tongue en 
gaged under the anchor extension 30 of the ?rst ornament, 
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the pins 34 of such second ornament will ?t into the 
second of the holes 20 to one side of the anchor 14. 

In order to assemble a ring of the invention, one of the 
ornaments 22, preferably with a gem 26 of selected color 
already set therein, is engaged by its tongue 23 within the 
space 18 under the anchor 14 on the shank 10, with the 
plate 24 resting on top of the ribs 12 and the pin 34 in 
serted into the ?rst of the openings 20‘ from the anchor 
14. The ornament is then secured in place by swaging 
the inner end of the pin 34 Within the widened end of 
the opening 20. Such swaging may be effected by a suit 
able tool, which may be pincer-like and is provided on 
the end of one of its arms with a blade-like projection 
which ?ts into the space or groove 32 on the plate 24 and 
which carries on the end of its other arm a peening head 
that will ?t into and spread the tubular end of the pin 34. 

It will be apparent that, because the anchor portion 
or extension 30 on the ornament plate 24 is identical in 
shape, dimensions and appearance with the ?xed anchor 
14 and is disposed an equal distance therewith from the 
gem 26, such ornament 22 set on the shank 10 as de 
scribed above, will present, together with the anchor 14, 
a symmetrical ornamentation on the shank ‘10. 

It will also be apparent that since the plate 24 of the 
ornament 22 secured in place on the shank 10 rests on 
top of the ribs 12 its extension or anchor 30 will also 
provide a space I18, for the receipt of a tongue 28 of a 
second ornament 22, which will be disposed alongside of 
the ?rst ornament and whose pin 34 will lit and be en 
gaged in the second of the openings 20 from the anchor 
14, and which will present, together with the anchor 14 
and the ?rst of the ornaments 22, a two-gem decoration 
in the shank 10, which will be symmetrically disposed 
thereon. Further additional ornaments, each with a de 
sired gem color set therein, may be added to the ring, in 
the same manner, either at the same time as the ?rst 
ornament or at any time thereafter. 

In order to provide that the openings 20 shall not de 
tract from the appearance of the ring shank, where they 
are not covered by an ornament 22, the surface portion 
16 of the annulus 10 may be engraved or provided with a 
surface design 40 that may be either embossed or de 
bossed, and in which the openings will constitute or ?t in 
as a design element, as illustrated in FIG. 7. 

In order to avoid any injury or discomfort to the 
wearer’s ?nger ‘from any swaged ends of the pins 34, 
that may project from an opening 20, the inner surface 
portion of the annulus encompassing the openings may be 
recessed, as at 38, so as to space the swaged ends of the 
pins 34 from and keep them out of contact with the skin 
of the wearer’s ?nger. 

It may here be stated that while the ring of the present 
invention has been illustrated as being provided with or 
naments of simple shape, such ornaments may have deco 
ratively formed surfaces and that the anchors on the ring 
shank and on the ornaments may likewise be formed with 
ornamental surface design. 

This completes the description of the selectively orna 
mented rings of the present invention. It will be readily 
apparent that such rings may be worn without any orna 
ments at all or may be provided with a varying number 
of ornaments, with or without gems set therein, from one 
to as many as ?ve, or more, if so desired. It will also 
be apparent that the settings and ring shank may be 
conveniently pre-forimed at a point of manufacture and 
readily and easily assembled to suit a customer’s desire or 
needs at the point of sale. It will ‘be additionally ap 
parent that by reason of the fact that the ring shank and 
ornaments are assembled at the point of sale a retailer will 
require a relatively limited amount of stock in the form 
of shanks and ornaments on hand, and thus render the 
manufacture and sale of such rings economical and prac 
tical. 
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It will be further apparent that the assembly of the 

shank and settings of the ring of the present invention 
may be quickly and easily effected and that such assembly 
will be ?rm and secure. It will be still further apparent 
that the owner of a ring is not limited to the number of 
gem ornaments secured thereon at the time of purchase, 
but may have additional gem-set ornaments added to the 
ring at any time that may be desired. 

It will be still further apparent that numerous modi 
?cations and variations in the ?nger rings of the present 
invention may be made by anyone skilled in the art, in 
accordance with the principles of the invention herein 
above set forth, and without the exercise of any inventive 
ingenuity. I desired, therefore, to be protected for any 
and all such modi?cations and variations that may be 
made within the spirit of the present invention and scope 
of the claims hereto appended. 
What I claim is: 
1. A ?nger ring comprising an annulus, said annulus 

having an anchor bar secured on its outer surface and pro 
jecting transversely thereof in a direction parallel to the 
axis of said annulus, said anchor bar having a portion 
thereof spaced from said annulus to form a recess there 
between, said annulus having a plurality of annularly ar 
ranged openings formed therethrough spaced from said 
anchor bar and from one another, and at least one or 
nament securable to said annulus, said ornament including 
a plate having a tongue at one end thereof engaged with 
in said recess under said anchor bar and a pin on its 
underside engaged within the ?rst of said openings from 
said anchor bar, said pin having its end swaged against 
the inner end of said opening, said plate having de?ned in 
its upper surface, at its other end, an area corresponding 
in shape to said anchor bar, said other end having a por 
tion beneath said area spaced from said annulus and 
forming a recess therebetween, said last mentioned recess 
adapted to receive the tongue of a second similar or 
nament. 

2. A ?nger ring comprising an annulus, said annulus 
having an annular bead provided on its outer surface 
adjacent and parallel to each edge thereof, said annular 
beads spaced from one another, an anchor bar secured 
on said annular beads across the space between them and 
forming a space between it and the outer surface of said 
annulus, said annulus having a plurality of annularly ar 
vranged openings formed therethrough spaced from said 
anchor bar and from one another, and at least one or 
nament securable to said annulus, said ornament including 
a plate having a tongue at one end thereof engaged with 
in said recess under said anchor bar and a pin on its 
underside engaged within the ?rst of said openings from 
said anchor bar, said pin having its end swaged against 
the inner end of said opening, said plate having de?ned 
in its upper surface, at its other end, an area correspond 
ing in shape to said anchor bar, said other end having a 
portion beneath said area spaced from said annulus and 
forming a recess therebetween, said last-mentioned recess 
adapted to receive the tongue of a second similar or 
nament. 
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