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To all whom it may concern: 
Be it known that I, CHARLES HENRY BUT 

LIN, surgeon, a subject of the Queen of Great 
Britain and Ireland, and residing at Camborne, 
in the county of Cornwall, England, have in 
vented certain Improvements in Umbrellas, 
Coverings, or Attachments for Carriages or 
other Vehicles, for protecting the occupants 
thereof, (for which 1 have obtained a patent in 
Great Britain, No. 5,354, dated November 13, 
1883,) of which the following is a speci?cation. 
My invention relates to means for protecting 

the occupants of carriages or other vehicles 
from the weather, and has for its object to pro 
vide an arrangement which, while supporting 
the umbrella or covering, will obviate the in 
convenience arising from the stick or support 
as at present arranged, and at the same time 
allow of the umbrella or covering being shifted 
into any desired position, the better to protect 
the occupants. 
The essential feature of my invention is the 

provision of an arched or semicircular or other 
shaped piece or support, which extends over 
the occupant or occupants, the said piece or 
support being vertically-adj ustable and hinged 
to the sides of the vehicle or to connections 
with the sides or other outward part of the 
vehicle in such a manner as not to form an ob 
struction in the interior of the vehicle. The 
said piece or support carries the umbrella 
proper, which may be capable of being slid 
or turned and ?xed in any desired position 
upon the same. 
My invention may be carried into effect in 

a variety of ways, one of which is illustrated 
in the accompanying drawings, in which— ' 
Figure l is a perspective View of a device 

embodying my improvements, together with 
so much of a carriage-body as needed for the 
purpose of explanation.“ Fig. 2 is a longitudi 
nal section on enlarged scale of one of the cen 
ters on which the umbrella-support turns and 
in which it slides. . Fig. 3 is a detail sectional 
elevation, and Fig. 4 is a detail plan, showing 
one of the ways in which the umbrella may be 
adj ustably attached to the support. Fig. 5 is 
a sectional plan representing still another way 
of adjustably attaching the umbrella to the 
support. 
A is the arched support, having its ends 

, so as to conduct the water beyond the occu~ 

] held and adapted to slide in the heads of cen 
ter-pins, (1, upon which as an axis it turns. 
These center-pins are mounted in the sides of 
the vehicle, (represented diagrammatically by 55 
linesxm,Fig.1,) in the manner plainlyindicated 
in Fig. 2. Bindingscrews 03in the heads ofthe 
pins serve to clamp the ends of the support in 
their vertically-adjusted position. The pins 
can turn, so as to adjust the angular position 
of the support A, which latter. is retained in _ 
such position by notches c2 in bowed pieces 0, 
attached to the carriage-body. The notches 
c“ are formed on the outer side of one piece 0 
and on the inner side of the other, so that when 
the catches c“ are thrown back the support A 
can be slightly sprung to one side to disengage 
it from the pair of notches in which it may 
happen to be, and to spring it into another 
pair of notches. The catches c“ are pivoted 
to the piece 0 in a position where they will 
close the notches against the escape of the 
support. 
The umbrella B can be mounted on the sup 

port A in any desired way. Iprefer to make 
it laterally adjustable thereon. This may be 
accomplished in a variety of ways. For in 
stance, I may fasten the umbrella to a slide, 
D, Figs. 3 and 4, which can be slidden along 
on support A and ?xed in position by a pin, 
6, engaging one of the notches (b2 in the edge 
of the support; or, as shown in Fig. 5, I may 
make the opening in the slide D of sufficient 
width to receive 011 one side of the supportAa 
spring, f, which draws the lug g on the other 
side of the slide into engagement with. one of 
the notches a2 of bar A. This is the arrange 
ment which is indicated in Fig. 1. By push~ 
ing the slide against the stress of its spring it 
can be unlocked from the support A, and can 
then be slid along on the latter to anydesired 
point. 

If desired, more than one umbrella may be 
mounted on the support A, and in order to 
prevent the water from the umbrella falling 95 
upon the occupants, the splines or ribs of the 
umbrellas, or some of them, may be prolonged 
beyond the covering, as shown by dotted lines 
at B2, and made of grooved or channel form, 
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I do not limit myself to the details for ?xing 
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and adjusting the support and umbrella or ] substantially as described, whereby said sup 
covering, as it will be readily understood that 
they may be considerably modi?ed without 
departing from the nature of my invention; 
neither do I con?n?e myself to the form or 
construction of the umbrella or covering illus 
trated in my drawings, as it is obvious that 
these may be considerably varied. For exam 
ple, a covering of cloth or other suitable mate 
rial may be attached to a wire or other rim or 
frame of an oval or other form, either ?xed per 
manently to the support A or adj ustably'?t 
ted thereto, and capable of being detached and 
folded into a small compass when not required 
for use; ‘or the cloth or covering may be at 
tached to a central spine or bar provided with 
ribs or spreaders to support the cloth in the 
manner of an awning over the occupants of the 
vehicle, to which it may be attached in a simi 
lar manner tothe umbrellas or coverings here 
inbefore referred to. 

I claim— . 
1. The combination of the rotating center 

pins, a, the umbrella-support carried by and 
verticallylmovable in said pins, and means, 

port is ?xed in its adjusted positions. 
2. The combination ofthe vehicle-body, the 

vertically-adj ustable umbrella-support hinged 
thereto, means, substantially as described, for 
?xing the said support in its adjusted position, 
and an umbrella carried by and laterally ad 
justable with reference to said support, as and 
for the purpose set forth. 1 1 

3. Umbrellas or coverings for carriages or 
other vehicles, provided with ribs or splines, 
which are prolonged or formed, as hereinbe 
fore described, to conduct rain away from the 
occupants, ‘substantially as hereinbefore de-' 
scribed, and illustrated in Fig. 1 of the ac 
companying drawings. 
In testimony whereof I have signed my name 

to this speci?cation in the presence of two sub 
scribing witnesses. ' 

CHARLES HENRY BUTLIN. 
Witnesses: _ _ . 

J OSEPH W. HUNKIN, 
3 Parade, Tram, Accountant, 

J AMES ROBERTS, 
Solicitor’s Clerk, Trm'o. 
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