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This invention relates generally to an open-circuit 
spirometer for measuring the respiration of a subject, 
more speci?cally, the quantities of air that are inhaled 
and exhaled and the rates at which air is inhaled and ex 
haled during respiration. 
Many diiferent types of spirometers are presently 

available. Most of these existing spirometers are pro 
vided with a container for air or oxygen that is inhaled 
and exhaled by the subject, that is, with a closed circuit 
arrangement, and with a mechanical system including a 
bellows by which a pencil or other stylus is moved across 
a recording sheet in accordance with the quantities of 
air that are inhaled and exhaled, thereby to provide a 
record of the subject’s respiration. These existing closed 
circuit spirometers are extremely complicated and there 
fore costly to manufacture and maintain, and further are 
of relatively great size and weight so that they are not 
conveniently portable for use at the bedside of a patient. 
Further disadvantages of the existing closed circuit spi 
rometers are the unreliability and frequent breakdowns 
thereof, the impossibility of effecting efficient sterilization 
of ‘the device, and the necessity of providing the air or 
oxygen containers from which the patient inhales. 

Accordingly, it is an object of this invention to provide 
an open circuit spirometer for measuring both the quanti 
ties of air that are inhaled and exhaled by the subject or 
patient and the rates at which the air is inhaled and ex 
haled, without requiring the use of an air or oxygen 
container. 

Another object is to provide an open circuit spirometer 
that is constructed and arranged so that those parts with 
which the patient or subject comes into contactmay be 
conveniently and effectively sterilized. ' 
A further object is to provide an open circuit spirome 

ter of relatively small size and weight so that it is con 
veniently portable and therefore may be used in labora 
tories and health centers, as well as at the bedsides of 
patients in a hospital. 

Still another object is to provide an open circuit spi 
rometer in which the moving parts thereof have a 
negligible inertia, thereby to provide measurements of the 
respiration of a patient or subject with an increased 
accuracy. > 

lIn accordance with an aspect of this invention, the 
foregoing objects are achieved by providing a spirometer 
comprising an open-ended conduit with a mouthpiece at 
one end through which the patient or subject inhales and 
exhales, two Pitot tubes disposed in the conduit and re 
spectively opening axially toward the opposite ends or" the 
latter, a substantially closed chamber havinga movable 
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torsional body, a source of alternating current connected 
with the exciting winding so that torsional stressing of 
the body causes a signal voltage to be induced in the 
pick-up winding, and indicating or recording means con 
nected to the pick-up winding so as to be actuated by the, 
signal voltage. 
‘ ‘In a preferred embodiment of the invention, the signal 
voltage from the pick-up winding or coil is fed to an 
ampli?er having a feed-back circuit and a non-linear re 
sistor arranged so that the output from the ampli?er is 
proportional to the square root of the input or signal 
voltage from the pick-up coil, and therefore proportional 
to the square root of the difference between the pres 
sures sensed by both Pitot tubes which corresponds to 
the speed of movement of air through the conduit during 
inhalation or exhalation by the patient. Further, the 
output from the ampli?er is fed to the control winding 
of a two-phase asynchronous servo-motor which suitably 

. drives a carriage or movable support carrying a pencil or 
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stylus engaging a strip or web of recording paper that is 
suitably displaced in the direction at right angles to the 
direction of movement of the carriage so that the posi 
tion of the carriage, and hence of the stylus on the record 
ing paper, is proportional to the quantity of air ?owing 
through the conduit. - 
The above, and other objects, features and advantages 

of the invention, will be apparent in the following detailed 
description of an illustrative embodiment thereof which is 
to be read in connection with the accompanying drawing 
containing a single diagrammatic view which is partly in 
section and partly in perspective. , 

Referring to the drawing in detail, it will be seen that 
a spirometer embodying this invention includes an open 
ended casing or conduit 1 provided with a mouthpiece 2 
at one end thereof. A generally T-shaped member 3 
extends through the wall of conduit 1 into the interior of 
the latter and constitutes two Pitot tubes 4 and 5 which 
open axially within conduit 1 toward the opposite ends 
of the latter. A chamber 6 has its interior divided into 
two cells or compartments 7 and 8 by a movable wall or 
partition 9 in the form of a diaphragm, and the cells 7 and 
8 are respectively connected with the Pitot tubes 4 and 5 
through hoses or tubes 10 and 11. _ 
The diaphragm 9 is connected through a lever 12 and 

links 13 and 14 to an arm 15 extending radially from one 
end of a torsional tube 16 having its other end rigidly 
secured to a support 17. The torsional tube 16 is pro 
vided with a coaxial pick-up coil or winding 18 and with 
a toroidal exciting Winding 19 so that the windings 18 
and 19 extend orthogonally, that is, with their turns at 
right angles, with respect to each other. 
The exciting winding 19 is connected to a source of 

alternating current, for example, feed lines indicated at 
20, while the ends of the pick-up coil or winding 18 are 
connected to the input terminals of an amplifier 21. The 
ampli?er 21 has a feedback circuit 22 and output termi 
nals 23 with the latter being connected to the control 
winding of a two-phase asynchronous servo-motor 24. 

. A driving pulley 25 is secured on the shaft of servo‘motor 
60 

wall extending thereacross to divide the chamber into two . 
cells which are respectively communicated with the two 
Pitot tubes so that-the pressures sensed by the latter 
within the conduit are established in the respective cells 
or compartments of the chamber, a torsional body pro 
vided with exciting and pick-up windings which have 
their turns arranged substantially at right angles to each 
other, the torsional body being suitably connected to the 
movable wall or partition in the chamber so that move 
ments of that wall resulting from differences in the pres 
sures in the two cells cause torsional stressing of the 
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24 and engages an endless cable 26 which runs around 
pulleys 27 rotatably mounted at the opposite ends of one I 
of a pair of parallel rails 28. A wheeled carriage 29‘ rides 
'on rails 28 and is secured to a run of the cable 26 so as 
to be displaced along the rails 28 in response to movement 
of cable 26 by drive pulley 25 under the in?uence of ' 
servo-motor 24. A recording pencil or stylus 3(i is 
mounted on carriage 29 and is engageable with ‘a record 
ing sheet or strip of paper 31 which, is continuously 
displaced in the direction at right angles to the movement 
of carriage 29 by a mechanism conventionally used for 
that purpose. I 
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The above described spirometer embodying the pres 
ent invention operates as follows: 
When the patient or subject exhales into the mouth 

piece 2, that is, when air ?ows through the conduit 1 in 
the direction of the arrow A, the total pressure sensed by 
the Pitot tube 5, and hence acting in the cell or compart 
ment 8 of chamber 6, is proportional to the rate of ?ow 
of air, while static pressure is sensed by the Pitot tube 
4 and transmitted through hose 10‘ to the other cell or 
compartment 7. The difference between the pressures 
in cells 7 and 8 exerts a force on the diaphragm 9‘ which 
is transmitted through lever 12 and links 13 and 14 to 
the arm 15‘ for torsionally stressing or twisting tube 16 
in one direction. During inhalation of air by the pa 
tient, air flows through conduit 1 in the opposite direc 
tion, that is, in the direction of the arrow B, so that 
the pressures in cells 7 and 8 produce a force on dia— 
phragm 9 in the opposite direction which causes corre 
sponding twisting of torsional tube 16 in the direction 
opposed to the direction of twisting resulting from ex 
halation. 

While the exciting winding 19‘ connected to the source 
20 of alternating current, the described twisting or tor 
sional stressing of the tube 16 causes an electromotive 
force or signal voltage to be induced in the pick-up coil 
or winding 18, which signal voltage has a value propor— 
tional to the magnitude of the twist or torsional stress 
imposed on tube 16 and a phase or polarity which corre 
sponds to the direction of the twist, in a manner more 
fully disclosed in the commonly assigned United States 
Letters Patent No. 2,955,461. The signal voltage induced 
in pick-up coil 18 is ampli?ed, and simultaneously rooted, 
by the ampli?er 21 so that the voltage at the output 23 
of ampli?er 21 is proportional to the square root of the 
difference between the pressures acting above and below 
the diaphragm v9, that is, proportional to the rate or 
‘speed of air ?ow through the conduit 1. The ampli?ed 
voltage fed from the output 23 of ampli?er 21 to the con— 
trol winding of the two~phase asynchronous servo-motor 
24 is effective to cause rotation of the shaft of the motor 
at a speed which is linearly dependent upon the magni 
tude of such voltage impressed on the control winding. 
Since the number of revolutions of the shaft of servo 
motor 24 over a predetermined period of time is pro 
portional to the integral of the rotational speed of the 
shaft during that period of time, that is, proportional to 
the integral of the voltage impressed on the control wind 
ing of the servo-motor during the predetermined time 
period, it will be apparent that the number of revolutions 
of the shaft of the servo-motor effected during a pre 
determined period of time, and hence the displacement 
of the stylus carrying carriage 29, is proportional to the 
integral of the rate or speed of air flow through the 
conduit 1. Since the cross-sectional area of the con 
duit 1 is constant, the number of revolutions of the servo 
motor shaft effected during a predetermined period of 
time is also proportional to the integral of the sum of 
the air speed and the cross~sectional area of the conduit 
1, that is, proportional to the quantity of air passing 
through the conduit 1 during the predetermined period 
of time. Since the shaft of servo-motor 24 drives car 
riage 29 through pulley 25 and cable 26 passing around 
pulleys 27, it will be apparent that the recording pencil 
or stylus 30 on carriage-29* undergoes a displacement 
which corresponds to the quantity of air passing through 
conduit 1 in the predetermined period of time and pro 
vides a permanent record of 
record sheet or ‘strip 31. 

Since the polarity of phase iof the voltage impressed on 
the control winding of the servo-motor 24 is reversed 
when the patient exhales, as compared with the polarity 
or phase when the patient inhales, it is obvious that the 
shaft of servo-motor 24 is rotated in opposite directions 
for exhalation and inhalation, respectively, thereby to cor 

such displacements on they 
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4 
respondingly displace the carriage 29‘ in opposite direc 
tions, so that the record on sheet 31 can be easily inter 
preted with respect to the portions thereof indicating in 
halation and exhalation, respectively, by the patient. 

It will be apparent that, in the above described spirom 
eter embodying this invention, the assembly constituted 
by the conduit 1, mouthpiece 2 and member 3‘, which as 
sembly is contacted by the patient or subject, may be con 
veniently sterilized. Further, since the various moving 
parts of the described spirometer may be constructed with 
negligible inertias, the record provided by the spirometer 
very accurately corresponds to the respiration of the pa 
tient or subject. By reason of the relative simplicity of 
the described spirometer, it may be relatively cheaply pro 
duced in a light-weight and compact form so as to facili 
tate its use in the examination of patients or subjects in 
laboratories or health centers, as well as at bedsides in 
hospitals. 

Although an illustrative embodiment of this invention 
has been described in detail herein with reference to the 
accompanying drawing, it is to be understood that the 
invention is not limited to that precise embodiment, and 
that various changes and modi?cations may be effected 
therein by one skilled in the art without departing from 
the scope or spirit of the invention, except as de?ned in 
the appended claims. 
What we claim is: 
1. In a spirometer, in combination, a conduit having 

two open ends and a mouthpiece on one of said ends; two 
Pitot tubes in said conduit respectively facing said ends; 
a substantially closed chamber; a movable wall in said 
chamber and dividing the same into two cells, each of 
said cells communicating with one of said Pitot tubes; a 
support; a tubular body having a longitudinal axis, one 
axial end portion of said tubular body being secured to 
said support; linkage means connecting said Wall to the 
other axial end portion of said tubular body for stressing 
said body in torsion about the longitudinal axis thereof 
when said Wall moves; a ?rst elongated conductor sub‘ 
stantially coaxially wound on said body; a second elon 
gated conductor toroidally Wound on said body, each of 
said conductors having two terminal portions; a source of 
alternating current in circuit with the terminal portions of 
one of said conductors; and indicating means in circuit 
with the terminal portions of the other conductor. 

2. In a spirometer, the combination of a conduit hav 
ing substantially unobstructed, open opposite ends and a 
mouthpiece on one ‘of said ends so that inhalation and 
exhalation through said mouthpiece causes unimpeded ?ow 
of gas through said conduit, ?rst and second Pitot tubes 
in said conduit facing toward said opposite ends, respec 
tively, and signal generating means connected with said 
Pitot tubes and responding to a difference between the 
pressures sensed by said tubes to generate a signal corre 
sponding to the rate of flow ‘of gas through said conduit in 
either direction between said mouthpiece and the other 
end of the conduit. 

3. In a spirometer, the combination of a conduit having 
substantially unobstructed, open opposite ends and a 
mouthpiece on one of said ends so that inhalation and ex 
halation through said mouthpiece causes unimpeded ?ow 
of gas through said conduit; ?rst and second Pitot tubes 
in said conduit facing toward said opposite ends, respec 
tively; pressure sensitive means connected to said Pitot 
tubes and operativerto generate a mechanical force corre 
sponding to a difference in the pressures sensed by said 
Pitot tubes upon a ?ow of gas through said conduit in 
either direction between said mouthpiece and the other end 
of said conduit; and means actuated by said mechanical 
force to generate a corresponding electrical signal. ‘ 

4. In a spirometer, the combination as in claim 3; 
wherein said means foi- generating an electrical signal inf 
eludes an elongated body, means for torsionally stressing 
said body by said mechanical force, ?rst and second Wind_ 



5 
ings wound substantially at right angles with respect to 
each other on said body, ‘and a source of alternating cur 
rent connected to one of said windings so that torsional 
stressing of said body by said mechanical force causes a 
signal voltage to be induced in the other of said windings. 

5. In a spirometer, the combination as in claim 3; 
wherein said pressure sensitive means includes means de~ 
?ning a substantially closed chamber, and a movable wall 
in said chamber dividing the latter into ?rst and second 
cells communicating with said ?rst and second Pitot tubes, 
respectively, so that a di?erence between the pressures 
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sensed by the Pitot tubes and acting in said cells applies a 
resultant force to said wall tending to move the latter. 
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