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This invention relates to brush implements and more 
particularly to brush implements for use in restoring 
the tangled and balled nap or pile of fabric materials 
to their original appearance. 
An object of this invention is ‘the provision of a novel 

brush implement, of simple and inexpensive construction, 
for use in very effectively untangling and ‘lifting the nap 
and pile of fabric materials such as velvets, corduroys 
and the like to restore the materials to their original 
appearance. 
Another object of this invention is to provide a novel 

and improved brush implement having ‘a plurality of 
rows of bristles, the bristles of the respective outermost 
rows being bent to project outwardly laterally fro-m op 
posite sides thereof and serving to raise and untangle 
the nap or pile of fabric garments such as sweaters, 
dresses and the like and ‘to remove balled threads from 
these fabrics to thereby greatly improve the appearance 
of such fabrics even after extensive wear. 
An object of this invention is the provision of a novel 

and improved hand type brush implement having a plu 
rality of longitudinally arranged rows of relatively stiff 
bristles, formed preferably of wire, including a pair of 
outer rows and a central row located therebetween, the 
bristles of the outer rows being outwardly bent and 
cooperating with the bristles of the central row for 
engaging, lifting, untangling, and removing balls from the 
nap or pile of fabrics thereby serving to most effectively 
restore life to pile linings in coat jackets and to restore 
any such garments to their original condition. 
These and other objects and advantages of this in 

vention will more fully appear from the following de 
scription made in connection with the accompanying 
drawing wherein like character references refer to the 
same or similar parts throughout the several views, and 
in which: 

FIG. 1 is a perspective view of the invention; 
FIG. 2 is an end elevational view of the invention; and 
FIG. 3 is a diagrammatic end elevational view illus 

trating the manner of use of the invention. 
Referring now to the drawing, it will be seen that 

one embodiment of my novel brush implement, desig 
nated in its entirety by the reference numeral 10', is 
thereshown. The brush implement 10 which is of the 
hand type includes an elongate brush body 11 which 
may be constructed of any suitable rigid material such 
as wood, plastic, metal or the like. The brush body 
11 includes a head portion 12 and a handle portion 13, 
the latter being o?set with respect to the head portion. 
A plurality of bundles of bristles are affixed to the 

lower surface 14 of the head portion 12 and these 
bundles of bnistles depend therefrom. It is pointed out 
that the bristles are relatively ‘stiff and are preferably 
formed of metallic material although these bristles may 
also be constructed of ?ber or plastic materials. It will 
be noted that the bristles are arranged in longitudinally 
extending rows and include a pair of central rows 15 and 
a pair of outer rows 16. The bristles of the bundles 
comprising the central rows 15 are substantially straight 
while the bristles of the bundles of the outer rows 16 
are bent outwardly with respect to the general longi 
tudinal axis of the brush body 11. It will be seen that 
each of the bristles comprising the bundles of the outer 
rows includes a straight portion 17 which is substan 
tially parallel to the bristles of the bundles of the central 
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2 
rows 15 and also includes a bent portion 18, this bent 
portion projecting outwardly beyond the con?nes of the 
brush body 11. 

Referring now to FIG. 3, the manner in which my 
novel brush implement 10 is used is there illustrated. 
In use, the brush is grasped by the handle portion and 
is rotated about its longitudinal axis until the bristles 
of the ‘outer rows 16 penetrate and engage the ‘nap or 
the pile N of a fabric F while the bristles ‘comprising at 
least one of the central rows 15 are also in engagement 
with the nap or pile of the fabric. The brush is vthen 
moved along the surface of the fabric to be brushed and 
the bent portions of the bristles comprising the outer row 
16 which is moved over and over in brushed contact 
with the surface of the fabric F, will engage and lift the 
threads comprising the nap or pile of the garment and 
will untangle most of the tangles therein. The relatively 
straight bristles of the central row being in trailing rela 
tion with respect to the bristles of the outer row will 
further brush and raise the nap or pile thus. greatly im 
proving the appearance of such material. Because of 
the penetrating and lifting effect of the ‘bent portions 18 
of the bristles comprising the outermost rows, the bailed 
or pilled threads formed in the nap or pile will be readily 
removed as well as lifting and untangling of the com 
pactly matted nap or pile of the fabric. 
One of the problems associated with cleaning knitted 

garments such as sweaters, dresses, covers, shawls and 
the like, especially if these garments are made from wool 
or wool and Orlon mixtures, Dacron and cotton mixtures, 
and other synthetic mixtures and other synthetic ma 
terials and mixtures, is a tendency of the nap or pile 
of these garments to readily form pills or balls. At 
tempts to remove the balls or pills by use of conven 
tional brushes resulted in a very time consuming brush 
ing operation which did not give the garment its original 
finish even though the garment is thoroughly brushed. 
However, the penetrating and lifting effect of the bent 
portions 18 of the bristles of the outer rows of my 
novel brush implement 10 serves to lift the tangled and 
pilled nap and pile in cooperating relation with the 
straight bristles of the central rows so that knitted gar 
ments such as sweaters, dresses and the like are restored 
to their original factory like appearance even after ex 
tensive wear of these garments. 

Further, it has been found that this brush very effec 
tively removes tangles and pilled nap or pile from fabrics 
such as velvets and corduroys and is very effective in 
removing dust and lint from felt fabrics. 

‘It is pointed out that unless the underlying tangled 
and matted nap or pile is lifted and untangled, surface 
brushing of such material will not restore the ‘fabric to 
its original appearance. It will also be noted that the 
brush can be used equally well by the left or right hand 
and that continued use of the brush causes slight distor 
tion to the ends of the bristles so that the bundles of 
bristles are slightly ?ared thereby rendering the brush 
more effective through use. 

It has been found that this novel brush is effective for 
removing tangled and bailed threads ‘from napped or 
pile materials used in upholstered furniture and the like. 
From the foregoing, it will be seen that I have provided 

a novel brush implement which very effectively removes 
thread balls ‘from napped and pile material thus restor 
ing the material to its original appearance. 

It will also be noted that in the brushing action, the 
unique construction of the brush implement also lifts 
and renews the tangled pile or nap thereby greatly im 
proving the appearance of the fabric material. 

It will be seen that while the brush effectively removes 
the ‘bailed threads of the napped or pile surfaces of fabrics 
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and while it simultaneously lifts and renews tangled nap 
or pile of such fabrics, the brush does not remove an 
excessive amount of pile, thereby causing little, if any 
destruction to the material of the garment. 

Thus, it will be seen that there has been provided 
a novel brush implement which is not only of simple 
and inexpensive construction but which functions in a 
more e?icient manner than any heretofore known com 

parable implements. 
It will, of course, be understood that various changes 

may be made in the form, details, arrangement and pro 
portions of the various parts without departing from the 
general scope of this invention. 
What is claimed is: 
1. A hand type brush implement for use in restoring 

tangled and balled nap and pile of fabric materials to 
their original appearance, said brush implement compris 
ing a brush body including a handle portion and a head 
portion, a plurality of relatively stiff bristles a?ixed to 
and projecting from one surface of said head portion and 
being arranged in longitudinal extending rows including 
a pair of outer rows, and a center row located between 
said outer rows, the bristles of the center row being sub 
stantially straight, the bristles of the respective outer rows 
being straight throughout the major portions of their 
respective lengths and disposed in substantially parallel 
relation to the bristles of the center row, said bristles of 
the outer rows having their respective outer end por 
tions bent to project laterally outwardly from the straight 
portions thereof and laterally outwardly of the general 
longitudinal axis of the brush body, the bristles of each of 
said outer rows cooperating with the bristles of the center 
row when the brush implement is brushed over the sur 
face of napped or pile fabric material to lift and un 
tangle the nap or pile and remove thread balls there 
from. 

2. A hand type brush implement for use in restoring 
tangled and balled nap .and pile of fabric materials to 
their original appearance, vsaid brush implement compris 
ing an elongate brush body including a handle portion 
and a head portion, a plurality of bundles of relatively 
stiff bristles af?xed to and projecting from one surface 
of said head portion, said bundles of bristles being ar 
ranged in longitudinally extending rows and including a 
pair of outer rows and at least one center row located 
between said outer rows, the bristles comprising the 
bundles of the center row. being substantially straight, 
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the bristles comprising the bundles of the respective outer 
rows being straight throughout the major portions of 
their respective lengths and, disposed in substantially 
parallel relation to the bristles of the center row, said 
bristles comprising the bundles of the respective outer 
rows having their respective outer end portions bent to 
project laterally outwardly from the straight portions 
thereof and laterally outwardly of the general longitudi 
nal axis of the brush body, the bristles of each of said 
outer rows cooperating with the bristles of the center row 
when the brush implement is passed over the surface of 
a napped or pile fabric to lift and untangle the nap or 
pile and to remove thread balls therefrom. 

3. The structure as de?ned in claim 2 wherein said 
bristles are formed of wire material. 

4. A hand type brush implement for use in restoring 
tangled and balled nap and pile of ‘fabric materials to 
their original appearance, said brush implement com 
prising an elongate brush ‘body including a handle por 
tion and a head portion, a plurality of bundles of rela 
tively stiff bristles affixed to and projecting from one 
surface of said head portion, said bundles of bristles being 
arranged in longitudinally extending rows including a pair 
of outer rows and a pair of center rows located between 
said outer rows, the bristles of said center rows being 
substantially straight, the bristles of the respective outer 
rows being straight throughout the major portions of 
their respective lengths and disposed in substantially 
parallel relation to the bristles of the center rows, said 
bristles comprising the bundles of said outer rows hav 
ing, their respective outer end portions bent to project 
laterally outwardly from the straight portions thereof and 
laterally outwardly of the longitudinal axis of said brush 
body, the bundles of bristles comprising each of the outer 
rows cooperating with the bundles of bristles in the ad 
jacent center rows to lift and untangle the nap or pile 
and remove thread ball-s therefrom when the brush im 
plement is brushed over the surface of a napped or pile 
fabric material. . 
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