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This invention relates to necktie holders of the type 
that is formed of multiple section-s of wire and wherein 
a plurality of neckties may be suspended to hang sub 
stantially parallel and in overlapping relation in a man 
ner to permit any particular necktie to be selected and 
removed from the hanger. 
An object of the invention resides in a necktie holder 

embodying a plurality of parallel bars for the support 
of the necktie and a supporting frame to which the bars 
are connected and with the supporting frame being 
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formed of a continuous section of wire having a head ' 
portion and a base portion that are provided with spaced 
apart legs and with the head portion and the base portion 
each having inwardly disposed bars for the wraparound 
support of the neckties supported upon the ?rst named 
bars and with the wire constituting the head portion be 
ing inwardly directed and arcuately formed to provide 
a socket whereby the entire device may be supported 
upon a conventional pole, common with respect to stor 
age closets. 
The invention comprises a wire necktie holder having 

means associated therewith whereby the neckties sup 
ported upon the tie supporting bars may be wrapped 
around the hanger for compact storage within a suitable 
container, such as to provide a novel travel kit and 
whereby the neckties will be held in their wrapped 
around relation to prevent creasing of the ties. 
Novel features of construction and operation of the 

device will be more clearly apparent during the course 
of the following description, reference being had to the 
accompanying drawings wherein has been illustrated a 
preferred form of the device and wherein like characters 
of reference are employed to denote like parts through 
out the several ?gures. 

In the drawings: 
FIGURE 1 is a side elevation of a necktie holder con 

stiucted in accordance with the invention, 
FIGURE 2 is an edge view thereof and, 
FIGURE 3 is a vertical section taken on line 3—3 of 

FIGURE 1 and illustrating a plurality of neckties in 
dotted lines showing the ties partially wrapped around 
the hanger. 

Referring speci?cally to the drawings, there has been 
illustrated a necktie holder formed of a plurality of wire 
sections of relatively stiff wire and bent at opposite ends 
to form a head portion 5 and a base portion 6‘. The head 
portion 5 is bent to form a pair of spaced apart legs 7, 
that are connected together by a bar 8. The bar 8 is set 
inwardly from the ends of the legs 7. One leg 7 is pro 
vided with a diagonal bar 9, continuous with the leg 7 
and a vertical portion '10‘ that terminates in a lower leg 
11. The lower leg 11 is bent inwardly to form a hori 
zontal bar 12 and the bar 12 terminates at its free end 
in a corresponding leg 13. The bars 8 and 12 form 
sockets 14 and 15, and with the sockets being in vertical 
alignment. The sockets 14 and 151 constitute guides or 
wraparound members for the reception of neckties or 
the like, illustrated in dotted lines at 16. The opposite 
leg 7 is bent inwardly and arcuately formed as at 1-7, to 
form a socket 18‘ for the engagement of the device over 
a conventional clothes hole in a closet or other storage 
area. The free end of the arcuate portion 17 is welded 
or otherwise ?xedly connected to the diagonal bar 9, as 
at 19. 
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Also engaged with the frame of the device, is an 

L-shaped wire 20, having a vertical leg portion 21 and 
with the vertical leg portion 21 at its upper end being 
welded or otherwise connected to the diagonal bar 9, as 
shown at 22. A horizontal leg 23 is welded or otherwise 
connected to the bar 12 for its major length. The free 
end of the bar 23 is angled upwardly as at 24 and con 
stitutes a lower necktie support and with the end 24 pre 
venting the neckties from slipping laterally from the 
holder. Welded or otherwise connected to the leg 21 are 
plurality of bars 25, also having their ends angled up 
wardly as at 26, to prevent lateral slipping of the neck 
ties from the bars. The entire device is formed of Wire 
having an identical diameter although, the device may be 
formed of any desirable material. 

In the use of the device, neckties are supported upon 
the several bars 23- and 25 and with the entire structure 
being supported upon a clothes pole by snapping engage 
ment into the socket 18, the ties will be held in suspended 
relation and in overlapping relation. When the device 
is to be employed for supporting neckties, as in travel 
ing, the neckties are wrapped around the frame member 
and guided in their wrapping action by sockets 14 and 
15, such initial wrapping being indicated in FIGURE 3 
and the wrapping is continued until the ties have been 
completely wrapped around the frame. With the ties in 
the wrapped position, they are preferably engaged with 
in a suitable container where they will be held against 
shifting or creasing. When the device is to be suspended 
from a clothes pole, the ties are unwrapped and fall 
downwardly and the hanger bodily engaged with a 
clothes pole or other supporting structure. 

It will be apparent from the foregoing that a very 
novel form of necktie holder has been provided, the 
structure is simple and economically formed and consti 
tutes a hanger for the normal suspension of neckties or 
when traveling, provides a novel means of wrapping the 
group of neckties bodily around the frame to be held 
within the sockets 14 and 15 against shifting. The de 
vice is ornamental, is strong, durable and most elfective 
for supporting at least four neckties either in a suspended 
manner or in the wrapped around engagement of the 
frame for travel purposes. 

It is to be understood that the invention is not limited 
to the precise construction shown, but that changes are 
contemplated as readily fall within the spirit of the in 
vention as shall be determined by the scope of the sub 
joined claims. 

Having described my invention, what I claim as new 
and desire to secure by Letters Patent is: 

1. A necktie holder of the character described for 
suspendingly holding a plurality of neckties comprising, 
a wire frame having cross rods at its upper and lower 
ends, the uppermost cross rod being upturned at one end 
and then directed downwardly to form a loop having its 
upper limit disposed above the uppermost cross rod, the 
downwardly directed part being in the form of a leg 
extending diagonally across the frame to meet a diagonal 
ly opposite end of the lowermost cross rod in a loop 
having its limit located below the lowermost cross rod, 
an L-shaped wire necktie-support having parallel neck 
tie-holding rods extending from it and on which neck 
ties are suspended, said support being attached at its 
upper end to the diagonally-extending leg and being at 
tached at its lower end to the lowermost cross rod, the 
second end of the uppermost cross rod being formed into 
an upwardly-extending loop having its upper limit lo 
cated above the uppermost cross rod, said loop having a 
downward leg extension provided at its lower end with 
an inturned suspension loop having an end attached to 
the diagonal leg. 
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2. A necktie-holder as provided for in claim 1, where 
in the cross rods at the upper and lower ends of the frame 
are disposed inwardly of the loops at the ends of said 
cross rods so that neckties can be wrapped around the 
frame and will be con?ned on the cross rods between the 
loops thereof. 

3. A necktie-holder comprising, a wire frame pro 
vided with a cross rod at each of its upper and lower 
ends, a loop at each end of each of the cross rods to 
maintain neckties wrapped around the cross rods and 
between the loops thereon, one of the loops at one end 
of the upper cross rod being connected by a diagonal leg 
to the loop at the diagonally opposite end of the lower 
cross rod, the loop on the second end of the upper cross 
rod having a downwardly and inwardly extending leg 
formed with a suspension hook having its end attached 
to the diagonal leg, and a necktie-holding frame secured 

A 
at one end to the diagonal leg and at its other end to the 
lower cross rod, said necktie-holding frame having a plu 
rality of necktie-supporting rods projecting from it. 

4. A necktie-holder as provided for in claim 3, where 
in the suspension hook is positioned within the frame be 
tween the upper cross rod and the diagonal leg, the neck 
tie-supporting rods being positioned between the diagonal 
leg and the lower cross rod and extending parallel to the 

‘ said lower cross rod. 

15 

References Cited in the ?le of this patent 

UNITED STATES PATENTS 
594,294 Small‘ ____ __'_ _______ __ Nov. 23, 1897 

2,191,714 Gustin ______________ -_ Feb. 27, 1940 
2,690,844 Torrance ___‘_____' _____ __ Oct. 5, 1954 


