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This invention relates broadly to an improved package 
‘and is more speci?cally directed to a product display 
package having a plurality of components. 

There are certain basic principles inherent in the best 
technique for the sales of products, particularly cosmetic 
items, and the purpose of this invention is to enable one 
to» utilize all such techniques in a novel and most eco 
nomical fashion. 

It is desirable to permit the purchaser to see the actual 
product; normally this requires at least a partially trans 
parent glass container, with its expense, fragility and 
weight, or a more expensive plastic container with its 
problems of loss of product fragrance through the trans 
mission of the volatile perfume oils through the plastic 
itself. A package embodying the present invention 
achieves the desired result without these attendant dis 
advantages. 

It is also desirable to present visually to the purchaser 
the function of the product and the environment in which 
it will be used. This is normally accomplished by space 
consuming and relatively expensive point-of-sale display 
material, but such material can be effective only in the 
store and to the extent that it is remembered in the 
home. A package embodying the present invention in 
corporates »a clear disclosure of the function of the prod 
uct vand the environment of its use, which disclosure will 
at all times accompany the product. 

It is recognized that movement of the product or dis 
play material at the point-of-sale has great eye-catching 
ability and is most conductive to create a purchasing im 
pulse. The package embodying the present invention is 
peculiarly adapted to achieve the appearance of move 
ment with the expenditure of much less power from an 
external source than heretofore required, and in fact is so 
inherently mobile that when positioned on the typical glass 
counter found in most drug stores or beauty shops, the 
appearance of motion is achieved Without any external 
source of power other than the almost in?nitesimal vibra 
tions created in the counter during normal sales activities 
occurring all the time on it. 

Brie?y, the ‘display package of the present invention 
includes three major components, namely a container hav 
ing ‘an opening or aperture in at least one panel, a trans 
parent package or envelope partially ?lled with a ?owable 
material positioned behind said aperture and one or 
more individual product-containing packages positioned 
behind said envelope, which packages may have printed 
thereon a scene depicting the function of the product or 
the environment of its use. . 
The invention will be most clearly understood by re 

ferring to the following drawings, in which: 
FIG. 1 is a front elevation of the present invention. 
FIG. 2 is a plan view ‘of the body blank before shaping 

into the container portion of the present invention. 
FIG. 3 is a front elevation of one of the individual com~ 

ponents of the present invention. 
FIG. 4 is a ‘front elevation of another of the individual 

components of the present invention. 
FIG. 5 is an exploded perspective view ‘of the present 

invention assembled. 
Turning now to the drawings and particularly FIGS. 1, 

2 and 5, there is shown in a display device it)‘ including 
a carton or body 12, a product package 14 and a trans 
parent envelope 16. 

10 

25 

70 

hldd?giii 
Patented got. 29, 1%63 ‘ice 
2 

The carton or body 12 (FIG. 2) has a ‘front panel 18 
(FIG. 5), rear panel ‘26*, side panels 22 and 24, bottom 
panel 26 and top panel 2%. Panels 18, 2t), 222ml 24 
are folded along score lines 3ft to form the rectangular 
con?guration best seen in FIG. 5. A layer of adhesive 32 
or any suitable binding material may be affixed to body 
tab 34, along ‘one edge thereof, so that when the body 
tab 34 is folded along score line 35, adhesive 32 will se 
cure the tab 34 to the inner surface of panel 22. The top 
?aps 38 and bottom ?aps lid fold inwardly along score 
lines 42 ‘and the bottom panel 26 and top panel 23 then 
told inwardly along score line The bottom tab 46 
and top tab 48, integral bottom and top panels 26 and 
28, respectively, fold inwardly along score lines 5% to 
form the enclosed carton or body 12.. 
The envelope 16 in the embodiment shown is fully 

transparent ‘and is made of ?exible clear plastic. Other 
materials could be used so long as such materials retain 
a transparent property. In certain cases and under cer 
tain conditions, it might be desirable to use an envelope 
which was merely tnanslucent, that is, one which would 
still allow for the passage of some light as distinguished 
from a true opaque envelope. 
As may be seen in FIG. 4, the envelope to is hollow, 

having an enclosed central cavity 52 containing a flow 
able material 54 in a volume sufficient to bring the level 
56 thereof to a predetermined height H from the bottom 
58 of the cavity 52 ‘within the envelope 16. In the em 
bodiment, as illustrated, this ?owable material 54 is a 
fully transparent liquid; it could be completely clear, or 
it could be tinted any appropriate color, and in instances 
where the product being sold is a liquid, for example a 
bath oil, the product itself can be the liquid in the en 
velope. The viscosity ‘of the liquid is not considered to 
be pertinent or critical so long as it has enough ?uidity 
or viscosity so that it is l‘lowable. 
Each package 14 (FIG. 3) is made of non-transparent 

paper, foil, plastic or other tearable material to afford 
easy access to the package interior and to render it con 
venient to dispense the contents of the package, which 
may be in powder, liquid or other vform. In the embodi 
ment shown the product is a bath oil to be mixed in the 
water of a bath or applied to the person in a shower. 
The package 14‘ may have imprinted on one face 69, a 
representation of a woman at bath including a represen 
tation of a tub‘ ?lled with Water, as is shown, or it could 
have any other appropriate scene, preferably one showing 
the function of the product or the environment of its 
use. 

The envelope in and the package 14 in the embodiment 
shown are both of the same over-all height R and width S 
so that when the envelope 16 is superimposed upon the 
package 14 (FIG. 1), the liquid level or simulated water 
line 56 in the tub appears to coincide with substantially 
the horizontal center line of the tub representation on the 
package 14. This is best seen in FIG. 1 where the en 
velope 16 has been placed within the carton l2 and a 
pasckage id- placed therebehind. If desired, for other 
reasons, level 56 could coincide with any line selected. 
The dimensions of the folded carton 12, in the embodi 
ment shown in FIG. 1, are just slightly more than the 
height R and width S of the envelope 16 and packages 14 
and when a supply of latter are inserted into carton l2, 
they achieve a snug ?t. In the embodiment shown, both 
the height and the width of the envelope 16 and the pack 
age 14- are greater than the height and width of the aper 
ture 62. However, the object of the invention will be 
achieved as long as the dimensions of envelope 16 and 
package l4 exceed the dimensions of aperture 62 in one 
direction; for example, as long as the height of envelope 
16 is su?cient to extend behind ribs 66 and 68 of front 
panel 18, envelope in will be held in place without any 
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necessity that it also extend behind ribs 67 and 69 of 
front panel 18. Likewise, as long as envelope 16 extends 
behind ribs 67 and 69, there is no necessity that it also 
extend behind ribs 66 and 68, for it will be found that 
when envelope 16 is made in the preferred form of clear 
?exible plastic, the natural bulge occasioned by the con 
tents of envelope 16 will cause this envelope to project 
su?iciently into or through aperture 62 so that envelope 
16 is maintained in position. 
Turning now to FIGS. 1, 2 and 4, the aperture opening 

62 in carton 12, through which the illusion of a woman 
at a bath appears framed by edges 4 of opening 62, is 
of a height X and width Y less than the height R and 
width S of the packages 14 or envelope 16 and also 
therefore less than the height and width of the panel face 
13. In this particular embodiment the aperture 62 cut 
into carton face 18 provides ribs 66 and 63 at the top 
and bottom and ribs 67 and 69 at the sides of the front 
carton panel 18. It is obvious, however, that only two 
sets of opposing ribs are necessary. If desired aperture 
62 could extend entirely across the front panel, leaving 
only ribs 66 and 68 with no ribs 67 and 69, and like 
wise, aperture 62 could extend the full height of the panel 
leaving only ribs 67 and 69 with no ribs 65 and 63. En 
velope 16 may have a layer of adhesive 70 applied to one 
or more of its edge areas 72, 73, '74 and ‘75 and may be 
secured to one or more carton rib areas 66, 67, 68 and 
69. In this way envelope 16 can be held tightly in posi 
tion against the inner face of panel 18 after some of the 
package 14 is removed from carton 12, which removal 
would otherwise permit envelope 16 to fall out of posi 
tion through the destruction of the snug ?t of the com 
ponents within carton 12 which normally holds envelope 
16 in place. 

After container 12 is folded to rectangular shape and 
the bottom panel 26 folded into place, the top panel 23 
remains raised and the flaps 33 extended. The envelope 
16 is then placed into the carton 12 adjacent the inner 
surface of front panel 18. As aforenoted adhesive layers 
70 may be used to secure envelope 16 to the interior sur 
faces of front panel 1% to maintain said envelope 16 im~ 
mobile within carton 12. A plurality of product packages 
14 may then be inserted into container 12 behind the 
single transparent liquid holding envelope 16 ?lling the 
space between envelope 16 and the inner surface of rear 
panel 20 (FIG. 5). The ?aps 33 are folded inwardly 
and top tab 48 inserted between the most rearward pack 
age 14 and the inside surface of rear carton panel 20. 
If desired, one envelope l6 backed by any desired num 
ber of packages 14, may be inserted as one unit at the 
same time into carton 12. 

Thus, when assembled and viewed as seen in FIG. 1, 
the embodiment shown presents the illusion of a woman 
at bath wherein the pictorial representation on the exposed 
package 14 is visible through the transparent envelope 16 
and opening 62 in panel 18 and the liquid in the envelope 
16 is at a height sutlicient to bring its upper surface level 
56 to a point substantially horizontal at the middle line 
of the tub shown in the picture imprinted on the viewed 
face of the package 14. The edges 64- of the opening 62 
give a further effect of a framed picture thus giving a 
greater effect to the display device. 

Therefore, when all the components are assembled 
there is provided a display package containing the goods 
wherein the package presents to examination by viewing, 
a clear picture of the product within the package and also 
use intended for the product contained in the package. 
Furthermore, it will be seen that the slightest movement 
or vibration of this display package is su?icient to set the 
liquid in envelope 16 in motion and to create an attrac 
tive, eye-catching appearance of realism. 

While the invention has been described by particular 
embodiments thereof, it will be understood by those 
skilled in the art that many changes and modifications 
may be made without departing from the invention. 
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Therefore, in the appended claims, it is intended to cover 
all such changes and modi?cations as fall within the true 
spirit and scope of the invention. What is claimed as new 
and is desired to be secured by Letters Patent of the 
United States is: 

l. A display container including the combination of a 
carton having a front panel with an aperture therein and 
a rear panel, a partially transparent envelope within said 
carton and positioned adjacent the inner surface of said 
front panel to block said aperture, said envelope being 
partially ?lled with a ?owable substance, and an opaque 
product package positioned between said envelope and 
the rear panel of said carton, the product package face 
adjacent said envelope being visible through the aperture 
of said front panel and said envelope, the relationship be 
tween said envelope and said package being such that 
movement of said ?owable substance within said envelope 
is readily visible against the background of said product 
package face. 

2. A display container as de?ned in claim 1 wherein 
the ?owable substance is a liquid. 

3. A display container as defined in claim 1 wherein the 
display container includes a single transparent envelope 
and a plurality of product packages, said product pack 
ages being positioned to ?ll the carton space between said 
envelope and said rear panel of said carton. 

4-. A display container as de?ned in claim 3 wherein 
said envelope is secured to the inside face of said front 
panel provided with said aperture. 

5. A display container comprising a carton having one 
panel provided with an aperture, a transparent envelope 
of greater size than said aperture positioned behind said 
aperture and being partially ?lled with a liquid to provide 
a water line visible through said aperture, and a product 
containing package having an imprinted face positioned 
behind said transparent envelope with imprinted material 
visible through said aperture and through said envelope, 
the movement of said surface line being readily visible 
against the background provided by said opaque product 
containing package. 

6. In a display carton the combination of an aperture 
through which the interior of said carton is visible, a 
disposable product containing opaque package within the 
interior of said carton and a partially transparent en 
velope partially ?lled with a ?owable substance to pro 
vide a surface line interposed between said aperture and 
said package, the movement of said surface line being 
readily visible against the background provided by said 
opaque product-containing package. 

7. A display package comprising a carton having one 
panel provided with an aperture, a transparent, resilient 
plastic envelope partially ?lled with a liquid to provide a 
water line, said envelope being positioned behind said 
aperture and having at least one dimension greater than 

, the corresponding dimension of said aperture, said water 
line being visible through said aperture, and a plurality 
of non-transparent packages each containing a quantity 
of product positioned in said carton behind said envelope 
with the face of the non-transparent package adjacent said 
envelope visible through said envelope and through said 
aperture, the movement of said surface line being readily 
visible against the background provided by said opaque 
product-containing package. 

8. A carton provided with an aperture in one panel 
thereof, an opaque product package within said carton, 
transparent means positioned within the carton between 
said opaque product package and said aperture, and a 
?owable substance retained within said transparent means 
to provide a movable surface line visible through said 
aperture as a movable foreground in relation to said 
opaque product package. . 

9. A display container including the combination of a 
carton having its front panel provided with opening de 
?ning edges intermediate pcripheral edges of said panel, 
means providing an opaque designed background behind 
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the opening de?ned by said ?rst-mentioned edges, a trans 
parent envelope directly in front of said designed back 
ground and positioned across said opening, and a ?owable 
substance partially ?lling and retained Within said trans 
parent envelope providing a movable surface line visible 
as a movable foreground in relation to and correlated With 
said opaque designed background. 

10. A display package comprising a carton having one 
panel provided With an aperture, a transparent envelope 
partially ?lled with a ?owable material providing a readily 
movable surface line, said envelope being of a greater 
size in at least one direction than the size of said aperture 
in said direction and positioned directly behind said aper 
ture, and an opaque product-containing package posi 
tioned behind said envelope, the movement of said surface 
line being readily visible against the background provided 
by said opaque product-containing package. 
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