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ll Claim. (Cl. tee-11) 

This invention relates to the production of oil by in 
situ combustion in an oil-bearing formation and more 
particularly to an improved reverse combustion process. 

10 

In the conventional in-situ combustion process, an , 
oxygen-containing gas is injected into the oil-bearing for 
mation at one well, called the injection well, and oil in 
the formation is ignited at that well. The injection of 
the oxygen-containing gas is continued to force oil in 
the formation to an adjacent well, called the production 
well, through which the oil is lifted to the surface. In 
that process, which is ordinarily called a forward burn 
ing process, the movement of the combustion front and 
the ?ow of the oxygen-containing gas and products of 
combustion are toward the production well. 
The forward burning in-situ combustion process has 

several very desirable characteristics. Once the com 
bustion has started, the products of combustion traveling 
ahead of the combustion front distill lighter fractions 
from the oil and leave only the very heavy ends in the 
form of coke to be \burned as the combustion front moves 
outward from the injection well. The portion of the 
formation behind the ‘combustion front is clean and com 
pletely stripped of hydrocarbons. Thus, the forward 
burning process results in a minimum consumption of 
the oil in the formation. 

Several factors often encountered in formations in 
which production by in-situ combustion may be desirable 
prevent the effective use of a forward burning process. 
The oil ahead of the combustion front may be a heavy, 
highly viscous oil. During the major part of the forward 
burning process, the oil and formation ahead of the corn 
bustion front are relatively cold. Hence, the viscosity of 
the oil remains high. Ahead of the combustion front is 
a multi-phase mixture which may include liquid and 
gaseous hydrocarbons, gaseous products of combustion, 
and condensed water. The water may be connate water 
originally present in the formation, water resulting from 
condensation of combustion products, or both. The 
presence of the several ?uid phases in the formation 
greatly reduces the permeability of the formation to any 
one phase. As a result of these factors, often the resist 
ance to ?ow is so high it is not possible to inject an 
oxygen-containing gas into a formation at rates high 
enough to allow economic production by a forward burn 
ing process or, in some instances, to maintain combustion. 
An in-situ combustion method that has been developed 

for the production of heavy oils from formations such 
as tar sands is the reverse combustion process. In that 
process, an ox‘ gen-containing gas is injected into the for 
mation at the injection well and oil in the formation is 
ignited ‘at an adjacent production well. The combustion 
front then moves from the production well towards the 
injection well. The oil produced by the process and the 
combustion products move in a direction opposite that 
of the combustion front and are discharged from the 
formation into the production well. In the reverse com 
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bustion process, the oil that is moved through the forma 
tion is hot and moves through a hot formation of in 
creased permeability. Because of the lower viscosity of 
the hot oil and the increased permeability of the forma 
tion, the resistance to ?ow is much less than in the for 
ward burning process. The conventional in-situ reverse 
combustion process is described in United States Letters 
Patent No. 2,793,696 of R. A. Morse. 
The conventional reverse combustion process has an 

important disadvantage in that only a portion of the oil 
in the formation is burned or produced. The remainder 
of the oil is coked in place in the formation and is 
left in the formation as the combustion front moves to— 
wards the injection well. The coke represents oil that 
cannot be recovered from the formation. The injection 
of additional air into the formation after the combustion 
front has moved to the injection well merely burns the 
coke in place and produces carbon monoxide, carbon 
dioxide, and ‘water. In spite of this disadvantage of the 
reverse combustion process, in many oil-‘bearing forma 
tions of low permeability or containing heavy oils, or in 
some partially depleted formations, it is the only effective 
method of recovering oil from the pay zone. 

This invention resides in a low temperature reverse 
combustion process in which oil in a ?uid form remains 
in the pay zone ‘after the combustion front has passed 
and that oil may then be recovered from the hot forma 
tion by an appropriate subsequent secondary recovery 
step. Reverse combustion of the low temperature type 
is maintained and the peak temperature is controlled 
within narrow limits by regulation of the flux of the 
oxygen-containing gas injected into the formation. The 
term “flux” refers to the rate of injection of the gas in 
terms of volume of gas injected per unit area of the 
combustion front [per unit of time. 
‘FIGURE 1 is a diagrammatic illustration of experi 

mental apparatus set up to observe the in-situ combus 
tion process of this invention. 
FIGURE 2 is a diagrammatic sectional view of a well 

adapted to perform a low temperature reverse combus 
tion process according to one embodiment of this in 
vention. 
FIGURE 3 is a graph in which the peak temperatures 

attained by tar sands during experimental runs are plotted 
against the air ?ux. 
FIGURE 4 is a graph in which the percent of oil in 

the tar sand that was recovered by several experimental 
runs of in-situ combustion processes is plotted against 
the air ?ux. 
FIGURE 5 is a graph in which the st-andmd cubic 

feet of air injected to recover a barrel of oil is plotted 
against air flux ‘for several experimental runs. 
The important advantage in the process of this invention 

resides in leaving a liquid residue in the oil-bearing for 
mation after the reverse combustion step has been com 
pleted. The liquid residue being hot and in a hot forma 
tion can then be recovered by additional steps, for ex 
ample, a forward combustion step, a gas repressuring op 
eration, a water ?ood operation, or a fracture-gravity 
drainage step. The combination of low temperature 
reverse combustion with one of these additional recovery 
steps frequently gives rise to an improved process, with 
an improved oil recovery and improved over-ail eco 
nomics. In particular, the combination of low tempera 
ture reverse combustion ‘with forward combustion as a 
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subsequent recovery step results in a process with a 
lower over-all air-oil ratio and hence better economics 
than could be obtained using conventional reverse com 
bustion alone. 
Whether or not the residue in the formation following 

the reverse combustion step is liquid depends upon the 
amount and extent of :coldng ‘of the oil 1 it in the forma 
tion. The extent of coking in turn will depend on the 
temperature reached by the formation as the combustion 
front passes through it and the nature of the oil left in 
the formation. ' 

It has been found that the peak temperature attained 
in the formation depends on the ?ux of the oxygen-con 
taining gas. Experimental reverse combustion runs were 
made on tar sands from six different sources. Several 
diilerent oil saturations for the same tar sand were also 
used in different runs. In addition, runs were made when 
the tar sands had a relatively high water saturation in 

The experimental runs were made 
in test equipment using ?ve diierent types of combustion 
chambers which included transite pipe 1%; inch thiclc 
with no external heaters, an insulated stainless steel pipe 
5 inches in diameter with no external heater, and three 

7 different stainless steel pipes 21/2 inches in diameter with 
heating elements and controls of dilferen-t designs for 
temperature regulationp In spite of the ‘Wide variations in 
the nature of the tar sands and the experimental appara 
tus, it has been found that the peak temperature attained 
by thetar sands can be controlled within narrow limits 
by control of the air ?ux alone. ’ 

Experimental runs showing the dependence of the peak 
temperature, oil recovery, and air to oil ratio attained 
in reverse combustion processes upon the air ?ux were 
performed in apparatus diagrammatically illustrated in 7 
FIGURE 1 of the drawings. Referring to that ?gure, a 
compressed air container 1% is provided with a discharge 
line 32 in which there is a reducing valve 14 to control 
the pressure. A metering device v15, illustrated as a ro 
tameter, in line 12 allows continuous measurement for 
control or" the rate of llow of the air. A line 18 connects 
the discharge end of the rotameter 16 with the inlet of 
a combustion tube indicated generally by reference nu 
meral 22 through a pressure reducing valve 23-‘. 

Combustion tube 22 illustrated in FZGURE 1 consists 
of aV-central tube 24 closed at its upper end except for 
connection with line 1'8 and at its lower end except for 
connection with a discharge line 25. Tube 24- is sur 
rounded with a thin layer of insulation 28 around which 
are assembled electrical heaters 36 supplied with electrical 
power leads 32. . 

A thermocouple 34 is positioned in the center of the 
combustion tube 24% by passing it through a thermocouple 
well 36 and a gas tight seal 38 located on the end of the 
thermocouple well 36. A thermocouple 4%} is located 
with its junction on insulation 28 by passing it through 
a hole 42 in heater 30. An outer layer of insulation 44 
encloses the complete combustion tube assembly 22. 
Thermocouples 34 and 4t} and power leads 32 are con 

nected to a control system (not shown in FIGURE 1) 
in such a way that ‘whenever thermocouple 34 is hotter 
than thermocouple 4% electrical current is supplied to 

V heater 3%, and whenever thermocouple 4131 is hotter than 
thermocouple 34 electrical curernt is not supplied to 
heater 3%}. Furthermore, the controller is so designed 
that the rate of heat generated by the heater 3%} is in 
proportion to the rate at which the temperature at the 
center of the tube is increasing. Controllers of this kind 
are well known to those versed in the ‘art. For the pur 
pose of maintaining the entire combustion tube 22 in 
a locally adiabatic condition, a series of individual heaters 
3t}, each with its associated thermocouple pairs (34 and 
46'), power leads 32, and proportional controllers, are 
provided along the length of the tube. 

Discharge line 26 opens into the upper end of a separa 
tor 46. An outlet line 4% provided with a valve 5% allows 
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withdrawal or" liquid collected in the separator as. Gase 
ous products and entrained liquids from the separator 
as are delivered ‘through a line 5'2 to the upper end of 
a condenser coil 5%. Cooling means illustrated as a water 
cooled jacket 56 around the condenser coil it cools the 
gases vfrom separator is to a temperature at which the 
less volatile products of combustion will condense. The 
mixture of gas and liquid products from the condenser 
coil 54- is delivered through line 58 to a separator 60. 
Liquid products collected in separator 6%- are discharged 
through a line 62. provided with a valve 64. Uncondensed 
gaseous products from ‘separator together vwith en 
trained liquids pass through a side outlet line 66 into 
the bottom of ‘a high voltage electrical preoipitator as 
where entrained liquids are removed from the gases and 
drain through a discharge line 7% into a receiver '72. 
Liquid products collected in receiver 72 are discharged 
through a line 74 provided with a valve '75. Gaseous 
products ‘are discharged from the top of the electrical 
precipitator through a line 78 into a gas meter 39 
which measures the how rate of non-co-nde-nsible gaseous 

- products from precipitator 6-8. Gaseous products from 
the gas meter 8%} are discharged to the atmosphere through 
line 82. 

In preparation for each of the experimental runs, 
suitably sized rods were insented through thermocouple 
wells 36 ?ush with the inside wall of the combustion 
tube 24 and one end plate was ‘bolted in position to close 
one end of the tube. Heating'elements 36‘ were turned on 
and the entire tube heated to about 200° F. Tar sand 
was preheated to 200° F. and carefully ta‘mped in place 
until the tube 24- was full. The other end plate was 
bolted in position and the rods in the thermocouple wells 
were driven into the center of the sand and then removed. 
Thermocouples 34 were inserted through the thermocouple 
wells 38 and into the center of the sand thus occupying 
the space created by removal of the rods. The complete 
assembly 22 was then allowed to cool to room tempera 
ture. 
With the tube in a Vertical position an electric ?ange 

heater 84 is heated as rapidly as possible to a tempera 
ture su?iciently high to initiate combustion at the air 
?ux used. When this ‘temperature is reached, air is 
admitted to the tube 24 through the line 18 at the do‘ 
sired rate. Immediately upon contact of the air with 
the ‘hot tar sand at the bottom 'of the tube combustion is 
initiated, and a combustion zone is formed and moves 
from the bottom to the top of the tube. 
At this time there will still be warm oil remaining 

in the sand in a quantity which depends on the air ?ux 
used. The lower the flux used, the greater Will be the 
amount of oil remaining. This oil can then be recovered 
by a variety of subsequent recovery steps mentioned 
earlier. However, in the case ‘of the data which will be 
presented, this oil was recovered by forward ‘combustion. 
Thus, in case the remaining oil is to be recovered by 
forward combustion, air is injected in the top of tube 22 
through line 18 at a rate suitable to the economic PK” 
duction of oil by that process. This rateneed not "be 
the same as that used for the low temperature reverse 
combustion operation, but as a matter of convenience, 
it was the same in the experiments which will be re 
ported. Following the forward combustion step; only 
a clean sand remains in the combustion tube, all hydro 
carbon materials having been either recovered or burned 
in the improved process. 
The procedure indicated above was repeated for tar 

sands from six sources. The curve presented in FIG 
URE 3 of the drawings is an average of the peak tem 
peratures achieved during twenty of these runs carried 
out at various values of the air ?ux and for tar sands 
from several sources. The data obtained on experimental 
runs on tar sands from- several sources ‘are presented in 
Table 1. Similar results are obtained when the tube 24 
is packed with crushed oil shale. ' 
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Table 1 

Oil Satura- Air Flux, ~ 
tion, Wt. s.c.f./(hr.) Average 

Tar Sand Percent (ft.2)—— Peak 
Based 011 Based on Temp, 
Original Empty ° F. 
tar sand Tube 

Asphalt Ridge ________________ __ 12. 4 41. 3 742 
D0 ______ __ ___ 11. 9 72. 3 928 
Do.___ 12.6 72.3 929 
Do. 11.9 72. 3 981 
Do____ 11.8 72.3 963 

Oklahoma 8. 0 71. 3 903 
Do_ 8.0 35. 5 716 

VernaL. 7. 4 44. 3 760 
Do_ 7. 2 53. 7 879 

Athabaska___ 13. 2 53. 0 861 
‘D 12.6 13. 2 565 

UVa1de_ ___ 18. 7 53. 9 858 
stile-basin..." l3. 1 134 1, 030 
Dismal Crceln- 8. 2 50.8 899 
Athabaska__-__ 13. 1 55. 3 888 

11. 4 75. 3 882 
12. 2 40.1 726 
11. 4 38.1 733 
ll. 2 24.1 610 
13.0 9. 20 500 

It was found that if the peak temperature reached 
during the reverse combustion process did not exceed 75 0° 
F., that additional liquid hydrocarbon product was ob 
tained upon injection of air after the reverse combustion 
had proceeded from the outlet to the inlet end of the tar 
sand. 
The plot of the percent of oil recovered against the 

air flux in FIGURE 4 shows the advantages of this in 
vention in causing increased recovery of oil. The dotted 
line ‘to the left of the intersection of the lines in FIG 
URE 4 indicates the total recovery of oil and the solid 
line to the left of the intersection indicates the recovery 
during the low temperature reverse combustion step. It 
will be noted that at air ?uxes causing temperatures 
below about 759° F. (corresponding to ?uxes of about 40 
standard cubic feet per square foot per hour) additional 
oil ‘was recovered upon injection of air after reverse com 
bustion had ceased. In the run at the air ?ux of approxi 
mately 9 standard cubic feet per square foot per hour, 
the recovery was increased ‘from 17% to 59% of the oil 
in the tar ‘sand. In contrast, in runs at air ?uxes in ex 
cess of 40 standard cubic feet per square foot per hour, 
no additional oil was recovered after the reverse com 
bustion had proceeded from the outlet to the inlet end 
of the combustion tubing. 
Another advantage of this invention is shown in FIG 

URE 5, where the ratio of air injected to oil recovered 
is plotted against the air flux. The dotted line to the 
left of the intersection of the lines in FIGURE 5 indi 
cates the over-all air-oil ratio for a process consisting of 
low temperature reverse combustion followed by a for 
ward combustion step. The solid line to the left of the 
intersection of the lines in FIGURE 5 indicates the air-oil 
ratio during the low temperature reverse combustion step. 
it will be noted that at air ?uxes causing temperatures 
below about 750° F. (corresponding to ?uxes of about 
40 standard cubic feet per square foot per hour) upon 
injection of air after reverse’ combustion had ceased, a 
suf?ciently large decrease in the ~air~oil ratio was obtained 
that the over-all air-oil ratio was lower than could ever 
be achieved by a recovery process wherein the ?rst step 
was conventional reverse combustion. 
The curve in FIGURE 3 shows the relation between 

the peak temperature attained and the air flux at sub 
stantially atmospheric pressure. Higher pressures result 
in lower peak temperatures for a given air ?ux. For 
example, an air ?ux of 55 standard cubic feet per square 
foot per :hour passed through a tar sand under a pressure 
of 450 pounds per square inch, resulted in 'a peak tem 
perature of 550° F. At atmospheric pressure the same 
air flux would result in a temperature of approximately 
855° F. However, an air flux less than 40 standard cubic 
feet per square foot per hour in a reverse combustion 
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process would allow recovery of additional oil from the 
formation after the reverse combustion process is com 
pleted in a reverse combustion process performed at high 
pressures as well as low pressures because of the lower 
peak temperatures reached. , 
One well structure adapted for carrying out the process 

of this invention is illustrated in FIGURE 2 of the draw 
ings. Referring to that ?gure, a well indicated generally 
by reference numeral 90 is drilled through an oil-bearing 
formation 92 between a cap rock 94 and an underlying 
base rock 96 to a total depth 98. Casing 1% is run into 
the well and cemented in place by a sheath 1492 of cement 
in accordance with the usual techniques for thermal re 
covery processes. The casing 160 and cement sheath 102 
are perforated at 104 near the upper limits of the pay 
zone 92 and at 106 near the bottom of the pay Zone. 
A large substantially horizontal radial fracture 108 is 

made in the lower portion of the pay Zone. A similar 
fracture 114} is made near the upper limit of the pay 
zone. A packer 112 is run into the casing 1% and set 
at a position between the upper perforations 104 and 
lower perforations i496. Tubing 114 extends from the 
well head through packer 112 and opens at its lower end 
within the casing adjacent the perforations 106. Tubing 
114 extends upwardly through a cap 116 closing the 
upper end of the well and is connected with 1a line 118 for 
delivery of oil produced from the well. An air supply 
line 129 extends through the cap 116 and communicates 
with the annular space 122 between the casing 10% and 
the tubing 114. 
In carrying out the process of this invention, a suitable 

burner, not shown, is positioned in the well adjacent the 
perforations 1%. A mixture of a fuel and air is burned 
adjacent the perforations 1G6 and the products of com 
bustion forced into the fracture 11%} to heat the formation 
around fracture 108 to a temperature high enough to 
initiate reverse combustion. Air is introduced into the 
well through line 120 and discharged through perfora 
tions 164 into fracture 110. The air ?ows downwardly 
through the pay zone 92 to cause in-situ combustion 
of oil to begin in the hot formation adjacent the frac 
ture 1&8. As the injection of air is continued, the com~ 
bustion front moves upwardly countercurrent to the 
flow of air, and oil produced from the formation is re 
moved through line 114. injection of air is continued 
at a rate controlled to maintain the temperature in the 
formation lbelow 750° F. The substantially linear ?ow 
from the upper fracture to the lower fracture facilitates 
control of the air ?ux. When the combustion front 
reaches the upper fracture 110, the flow of air can be 
stopped and production of the hot oil remaining in the 
formation obtained by a gas repressuring process, a water 
injection process, or by gravity drainage. It is preferred, 
however, to follow the low temperature reverse combus 
tion step by a forward combustion process by injection 
of additional air, thus effectively removing substantially 
all of the remaining oil from the heated pay zone. Any 
gravity drainage that may occur in the pay zone favors 
increased recovery of the oil when the production is 
delivered into the lower fracture during both the low 
temperature reverse combustion and subsequent recovery 
steps. The fractures through which air is injected ‘and 
the production recovered can be reversed, but the advan 
tage of gravity drainage is not obtained if the direction 
of flow is reversed. 

Ignition of oil in the formation is accomplished by 
heating the formation to a temperature sufficiently high 
that when contacted with an oxygen-containing gas igni 
tion will occur. A preferred method is to inject air into 
the formation at the injection well until it can be pro~ 
duced at the production Well with an oxygen content high 
enough to cause ignition of oil in the formation when 
the formation is heated. ‘Air injection is then stopped 
and a gas ‘burner ignited in the production well. The 
products of combustion are displaced into the formation 
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until the formation is heated-for a radial distance of at 
least a few inches from the borehole of the production 
well to a temperature higher than the peak temperature 
attained in a low temperature reverse combustion process 
at the ‘air ?ux existing in the heated zone when air injec 
tion is resumed. The burner is then removed from the 
production well and air again injected into the forma 
tion [at the injection well. Ignition occurs as air reaches 
the heated zone in the formation. 

If an electric heaterris used, the formation surrounding 
the production well is heated by conduction or by gases 
passed over the heater and into the formation. If air 
is passed over the electric heater, forward combustion 
may be initiated at the production well. Forward com 
bustion can be continued until an injection pressure 
approaching the overburden pressure on the formation 
is ‘attained. The injection of air at the production well 
is then stopped and air is injected at the injection well. 
When the air from the injection well reaches the zone of 
forward combustion, the combustion is converted to re 
verse combustion. After reverse combustion has started, 
the air ?ux is adjusted to cause the desired ?ow tem 
perature reverse combustion. 
The process of this invention can be used in other well 

arrangements. For example, one well may be used as 
an input well and an adjacent well as a production well. 
Another arrangement that can be used effectively is to use 
wells in one row as injection wells and in an adjacent row 
as production wells. The location at which oil is de 
livered from the formation in channels for delivery to the 
well head and recovery is generally referred to as the 
production well- in the description of this invention. it 
is to be understood that the invention is not limited to a 
process using separate injection and production wells and 
that the term “production well” includes within its scope 
any production zone spaced from the injection zone 
through which oil is produced from the formation into 
channels suitable for delivery of the oil, gas, and com 
bustion products to the well head. 

“In a speci?c example of the production of oil by this 
invention, a well is drilled to a total depth of 575 feet 
through a pay zone in the interval of 530 to 565 feet. 
Casing is run into the well to total depth and cemented 
by conventional practice. The casing and surrounding 
cement sheath are then severed by a ring shaped charge 
at a depth of 560 feet and again at a depth of 535 feet. A 
packer is set in the casing between the two levels at which 
the casing is cut. The formation is then fractured through 
the lower opening in the casing to form a horizontal frac 
ture having an estimated radius of 100 feet, ‘and the frac 
ture is propped open with coarse sand. With the packer 
in place but closed to isolate the lower fracture, a hori 
zontal fracture having an estimated radius of 100 feet is 
formed through the opening in the casing at a depth of 
535 feet. The upper fracture is also propped open with 
coarse sand. 
A burner is run through the packer (to a position ad 

jacent the lower fracture and a combustible ‘mixture of 
lease gas and air delivered to the burner at a rate of 2000 
cubic feet of lease gas per hour and burned below the 
packer. The hot products of combustion are displaced 
from the borehole into the lower fracture to heat the 
formation adjacent ‘the fracture to a temperature esti 
mated to range between 1060" F. and 750° F. The 
burner is pulled from the hole and tubing run through 

8 
j the packer to a position with. its lower end opening adja 

CI! 

10 

20 

25 

30 

35 

40 

so 

'ly to the upper fracture. 

cent the lower fracture. 
Air is then displaced into the upper fracture at a rate 

of 600,609 standard cubic feet per hour causing an air 
?ux of approximately 20 standard cubic feet per square 
foot per hour at the combustion front between the upper 
and lower fracture. When the air contacts the heated 
formation, low temperature reverse combustion of the 
oil in the formation is initiated. . The injection of air is 
continued to cause the combustion front'to move upward 

‘ A mixture of hot oil, gas, and 
combustion products is delivered through the bottom 
fracture into the borehole and lifted through the tubing 
to the well head. 
The process of this invention results in the production 

of an oil of relatively low speci?c gravity. The produc 
tion of low speci?c gravity oil during the low temperature 
reverse combustion process is believed to be attributable 
to an e?cient fractionation of light ends out of the oil 
by the advancing thermal wave in conjunction with the 
predominantly inert gas atmosphereprovided by the ni 
trogen content of injected air together with products of 

combustion which are accumulating in concentration the temperature increases. The oil produced in the low 

temperature reverse combustion is frequently clear and 
amber in color rather than the dark oil produced in the 
reverse combustion processes of the prior art. 

In the speci?cation and claim of this application, the 
term “low temperature reverse combustion” is used to 
designate a reverse combustion process in which the peak 
temperature is low enough that ?uid oil remains in the 
formation after completion of the reverse combustion 
process. That ?uid oil is hot and can then be recovered 
from the hot formation in a subsequent recovery step and 
thereby increase the amount of oil recovered from the 
formation. 
We claim: 
An in-situ combustion process for the recovery of oil 

from an oil-bearing subsurface formation penetrated by 
an injection well and a production well spaced from 
the injection well, comprising displam'ng air down the in 
jection well into the oil-bearing formation and through the 
oil-bearing formation to the production well, heating oil 
in the oil-bearing formation adjacent the production well 
to a temperature whereby said oil ignites upon contact 
with the air displaced through the formation, continuing 
the displacement of air into the formation at a rate con 
trolled to give ‘an air ?ux at the combustion front less 
than about 40 std. cut. ft./sq. ft./hr. to cause reverse com 
bustion to proceed at a temperature below approximately 
750° F. from the production well to the injection well, 
discontinuing the displacement of air down the injection 
well and into the formation upon arrival of the reverse 
combustion front at the injection well, thereafter displac 
ing water down the injection well and into the formation 
to drive oil present in the formation to the production well, 
and lifting oil through the production Well to the surface. 
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