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This invention relates to bath accessories and more 
particularly to an apparatus or device which may readily 
be arranged over or upon a bathtub to provide a heat 
or vapor chamber in association therewith. 

It has previously been proposed to associate a hood or 
canopy of one sort or another upon or over a bathtub 
to tend to retain the heat or vapor emanating from hot 
water in the tub to form a heat or vapor chamber. 
The present invention relates to a hood of ?exible, pref 

erably transparent, sheet material for this general purpose 
and more particularly provides a hood which may readily 
be applied to bathtubs of various shapes and conforma 
tions and which may be applied with facility by a user 
after the user has stepped into the bathtub so that he 
is within the chamber when it is formed. This is an im 
portant consideration since otherwise to form a full 
enclosure it is essential that some special arrangement be 
provided to permit a user to gain access to the space en 
closed beneath the hood after it has been applied to or 
associated with a bathtub. 

In employing the device of the present invention the 
user may merely project his head through a suitable head 
opening formed in the ?exible sheet material, so that 
the device comprises a sort of cape or poncho-like ar 
rangement. After thus placing the apparatus over his 
head the user, having stepped into a bathtub either be 
fore or after applying the sheet member over his head, 
can readily ‘attach a series of ‘marginal or peripheral suc 
tion cups to the interior of the bathtub entirely from with 
in the hood and with great facility. 

Besides rendering the application extremely convenient 
to a user, the manner in which the marginal or peripheral 
vacuum cups are arranged on the outside of the sheet 
material for attachment to the interior surfaces of a 
bathtub makes it very easy to apply the same to most any 
kind of bathtub, regardless of the top edge conformation 
thereof, and it further permits the device to be attached 
to the interior of the tub at any level, either near the 
the top thereof or at any point therebelow. 

If the tub is relatively high and the Water level rela 
tively low, the heat or vapor chamber may thus be made 
smaller than if the device were fastened to the top sur 
face of the tub and accordingly increased concentration of 
the heat or vapor arising from the water in the tub is 

achieved. 
Wihile various mechanical modi?cations and variations 

in detail may be effected without departing from the 
principles of the present invention, a single speci?c em 
bodiment thereof is illustrated in the accompanying draw 
ing and described in the following speci?cation by Way of 
example. It is to be understood that the invention is not 
limited to the precise form thus illustrated but only as 
de?ned in the appended claims. 

In the drawing: 
FIG. 1 is a phantom perspective View of a bathtub 

having one form of the device of the present invention 
assembled therewith; 
FIG. 2 is a cross-sectional view transversely through 

the device of FIG. 1; and 
FIG. 3 is a detailed cross-sectional view of one of the 

suction cups employed in attaching the device to bathtub 
or bath room surfaces. 

In the drawing, the numeral 10 designates a bathtub 
of conventional form having the usual faucet and drain 
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control members indicated generally at 11. The device 
of the present invention which is indicated generally by 
the numeral 12 comprises a unitary sheet of flexible mate 
rial, preferably transparent, which rnay in a preferred 
form comprise a plastic sheet. The device 12 is preferably 
shaped to form a convex hood or inverted cup-shaped 
member of the general form illustrated in FIG. 1. 
The manner in which the sheet ‘12 may be notched, 

gusseted, gored, shaped, or otherwise tailored to form 
the desired generally dome-like or inverted cup shape 
illustrated in FIG. 12 may vary widely. The form thus 
produced is such that the hood 12 has a depending mar 
ginal portion 13 which extends generally around the same. 
In the illustrated form the margin or periphery of the 
sheet is specially formed as at 14 to extend around the 
bath controls 11 and likewise has a depending marginal 
edge formation 15. 
The external surfaces of the marginal portions 13 and 

15 which are thus provided are equipped with outwardly 
facing suction cups '17, one of ‘which is shown in detail 
associated with margin 13. In FIG. 1 the numeral 18 
denotes a more or less central opening for receiving the 
head of the user so that the hood 12 rests generally on 
the shoulders of the user and the numeral 19 designates 
a pair of slit formations through which a user may pro 
ject his hands and arms for any desired purpose. 

It will be seen from the foregoing that the several suc 
tion cups 17 are all applied to the interior surfaces of the 
bathtub 10 and, wherever necessary and at least in certain 
instances, to the bathroom wall surrounding the controls 
11, by pressing outwardly against the marginal portions 13 
and 14 of the hood 12 to apply or attach the suction 
cups. Accordingly, it is relatively simple for the user to 
attach the margins of the hood to the bathtub and bath 
room wall to continuously attach the hood about its 
margins and form a substantially closed chamber over the 
interior of the bathtub. 

Furthermore, it is obvious that considerable latitude as 
to height is afforded. that is, the suction cups 17 may be 
attached anywhere along the interior wall of the bathtub 
and may therefore be much lower than shown in FIGS. 1 
and 2, if desired. The suction cups may be applied at a 
different level at some portions of the hood than at others, 
if such an arrangement is desirable, by virtue of the ex 
terior disposition of the suction cups and their attachment 
to the interior of the bathtub. 

I claim: 
1. A bath device comprising a substantially rectangu 

lar inverted cup-shaped member consisting of a sheet of 
?exible semi-transparent material having depending mar 
ginal edges, said sheet being larger in medial transverse 
dimensions than in the corresponding edge dimensions, 
and a series of suction cups attached along the peripheral 
edges of said member each facing to the same side of said 
sheet for attachment to the surfaces of a bathtub. 

2. A bath hood comprising a substantially rectangular 
inverted cup-shaped member consisting of a sheet of ?exi 
ble material having depending marginal edges and having 
a head opening medially thereof, and suction cup means 
attached along the peripheral edges of said member each 
facing the same side of said sheet for attachment to the 
surfaces of a bathtube by pressing from within said in— 
verted cup-shaped member. 

3. A bath device comprising a substantially rectangular 
inverted cup-shaped member consisting of a sheet of ?exi 
ble material having depending marginal edges, said sheet 
being larger in medial transverse dimensions than in the 
corresponding edge dimensions, and a series of suction 
cups attached along the peripheral edges of said member 
each facing to the same side of said sheet for attachment 
to the surfaces of a bathtub, said inverted cup-shaped 
member having an upward cutout portion in the periphery 
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adjacent to an end thereof, and suction cups likewise at 
tached to said sheet along the periphery of said cutout 
portion for attachment to a bath room wall adjacent to 
an end of said bathtube to enclose the bath ?xtures within 
said device. 

4. A bath hood comprising a substantially rectangular 
elongated inverted cup-shaped member consisting of a 
sheet of ?exible semi-transparent material having depend 
ing marginal edges at its two sides and one end thereof, 

‘ said cup-shaped member having an upward cutout portion 
in the other end thereof, a series of suction cups attached 
along the peripheral edges of said member each facing to 
the same side of said sheet for attachment to the interior 
surfaces of a bathtube, and suction cups attached along 
the periphery of said cutout portion for attachment to a 
bath room wall adjacent to an end of said bathtub to en 
close the bath controls within said inverted cup-shaped 
member. 

5. A bath hood comprising a substantially rectangular 
inverted cup-shaped member consisting of a sheet of ?exi 
ble semi-transparent material having depending marginal 

‘edges, said sheet being larger in medial transverse di 
mensions than in the corresponding edge dimensions, and 
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suction cup means along the peripheral edges of said mem 
ber each facing the same side of said sheet for attachment 
to the interior surfaces of a bathtube by pressing from 
within the hood, said inverted cup-shaped member having 
an upward cutout portion in the periphery adjacent to an 
end thereof, and suction cup means facing the same side of 
the sheet as the aforesaid suction cup means and disposed 
along the periphery of said cutout portion for attachment 
to a bath room wall adjacent to an end of said bathtub by 
pressing from within the inverted cup-shaped member to 
enclose the bath ?xtures within said device, said inverted 
cup-shaped member having a head receiving opening medi 
ally thereof. 
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