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This invention relates to marking and counting devices 
and, more particularly, to a device for marking an item 
with paint and counting the items so marked. 

In a steel mill, billets, blooms, slabs, and the like are 
often marked with distinctive color codes on their ends. 
conventionally, this is done using pressurized paint ‘spnay 
cans. During the marking a mental or manual tally of 
the number of items so marked is kept. Errors in 
memory, or distractions, often make this tally‘ inaccurate, 
though the markings of the billets are accurate. 

It is therefore a principal object of this invention to 
provide a device which will mark items and count the 
items that have been marked. 

Other objects and advantages of the invention will 
become apparent from the following description and ac 
companying drawing, in which: 
FIGURE 1 is a top plan View of a pressurized paint 

spray can and attached counting device; 
FIGURE 2 is a sectional View taken substantially along 

the plane designated by line Il-—II of FIGURE 1. 
Referring now to the drawing, a pressurized paint con 

tainer is designated generally by the reference character 
10. The container 10 includes an axially movable stem 
11. When the stem 11 is depressed paint is sprayed from 
a nozzle 12. 
A counter is provided and designated generally at 20. 

The counter 20‘ is secured to the container 10 by an an 
nular collar 21 held in place by a nut and bolt 22. A 
?ange 23 extends upwardly from the collar 21 and is 
adapted to mount the counter 20. The counter 20 is 
mounted to the flange 23 by a nut and bolt 24. 
The counter 20 includes {four counter wheels 25 with 

suitable indicia markings thereon. The Wheels 25 are 
actuated by a button 26 which moves {a lever 27 and pawls 
28 in a conventional manner such that each time the but 
ton 26 is pushed the wheels ‘25 will register. An operator 
bar 30 is pivotally carried by the bolt 24 and extends 
between the lever 27 and the stem 11. In its normal 
position the openator bar 30 rests on the top of the stem 
11 and is positioned to coact with the lever 27. 
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When the button 26 is pressed, the lever 27 moves down 

wardly which urges the operator bar 30 downwardly de 
pressing the stem 11 thereby allowing paint to spray i‘rom 
the nozzle 12. At the same time the lever 27 actuates 
the counter wheels through pawls 28 which move the 
wheels to indicate that the button has been pressed. 
When the button is released, the stem 11 pushes up to its 
closed position in a conventional manner. 
With this arrangement, the number of times the but 

ton 26 is pressed, and hence the number of times the paint 
is sprayed is registered. Thus, no separate tally of the 
items marked need be kept. 
The counter 20 is provided with a reset lever 31 oper 

iably connected to the counter wheels 25 and adapted 
to rest the wheels to zero. Therefore, any time a series 
of markings is completed the counter wheels can be reset 
to zero and readied (for the next series of markings. 

While one embodiment of my invention has been shown 
and described it will be apparent that other adaptations 
and modi?cations may be made without departing from 
the scope of the following claim. 

I claim: 
A marking and counting device comprising in combina 

tion, a pressurized cylindrical container, said container 
having an axially movable stem extending centrally there 
‘from and ‘adapted to release the contents of the container 
when depressed, a counter detachably mounted on said 
container above said stem and removable independently 
of said stem, said counter including an actuating lever 
with -a button :a?ixed to one end thereof, and an operator 
bar pivotally mounted on said counter between said lever 
and the stem, said operator bar normally contacting the 
top of said stem and adapted to move said stem axially 
when said button is pressed to thereby effect a concomit 
ant operation of the stem and counter. 
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