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This invention relates to the handling of combustible 
gases having a Wide range of explosive mixtures with air 
and more particularly to method and apparatus for dilut 
ing such hazardous gases with ambient air in a safe and 
efficient manner. 

It is often desirable to store and ship low-boiling lique— 
?ed gases in insulated tanks at low to medium pressures. 
For example, lmge amounts of liquid hydrogen are often 
shipped in railroad tank cars. In such instances, the ex 
cess pressure build-up in the tank requires continuous or 
intermittent venting of the evaporating gas. Since hydro 
gen is ?ammable (is. hazardous), circumstances make it 
necessary to dilute the gas with some available relatively 
inert gas to a satisfactory low level before release to the 
atmosphere. It is most convenient to dilute such haz 
ardous gas by mixing with ambient air. 
The main object of this invention is to provide a novel 

method for safely, simply, and effectively diluting an es 
caping hazardous gas with an inert gas to safe propor 
tions. 
Another object is to provide a method for diluting hy 

drogen gas with ambient air. 
Still odier objects are: to provide novel apparatus for 

accomplishing the method of the invention; to provide 
apparatus which is simple and economical; to provide 
apparatus for diluting evaporation gas for both station 
ary and mobile tank installations. 

Other objects will either be pointed out or become ap 
parent from the following disclosure. 

Throughout this speci?cation the word hazardous is 
used to mean gases which are ?ammable or toxic and in 
cludes for example, hydrogen, methane, ethylene, iluo 
rine, etc. 

In its broadest aspects, the obiects of the invention are 
accomplished generally by providing a system for dispos 
ing of pressurized hazardous evaporation from a low 
boiling lique?ed gas wherein an insulated gas container 
in which a hazardous gas is stored and/or shipped, is 
connected in ?ow relation to a work-expansion device, 
which is preferably a positive displacement type gas 
motor. At least a portion of the pressurized evaporation 
gas from the gas container is passed through the gas 
motor. The pressurized gas expands through the motor 
and generates su?icient power to drive a mixing device 
which is preferably an axial flow propeller-type fan. 
This fan draws enough air from the intake side thereof 
to the discharge side thereof to dilute all the expanded 
evaporation gas discharged in the vicinity of the discharge 
side of the fan to a safe level below the lower flammable 
or safe toxic limit. Of course, if desirable, the expanded 
evaporation gas could be discharged into the intake side 
of the fan and then mixed with the air being drawn 
through the fan and discharged as a safe mixture from 
the discharge side of the fan. 
The inventive method and apparatus will be described 

in more detail in referring to the drawings in which: 
FIGURE 1 is a schematic diagram of the preferred 

embodiment of the invention; 
FIGURE 2 is a schematic diagram of a modi?cation 

thereof. 
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The methods and apparatus of the invention have 

marked advantages over methods and apparatus available 
in the prior art. The invention system has at least about 
2%. times the elliciency of energy conversion as other 
type mixing devices such as aspirators and ejectors. The 
e?iciency of such devices is so low that many gases at low 
pressure, such as the hydrogen from a tank car, cannot 
be diluted with air to below their hazardous limit. 
Another advantage of the present invention is that it 

is self-contained and does not rely on an external source 
of power, consequently the system is more reliable and 
versatile. A further advantage is that the present system 
does not rely on motion of the storage container to ob 
tain adequate dilution with atmospheric air. For exam 
ple, if the storage container is a tank car, the mixture sys 
tem can still operate even though the railroad tank car is 
stopped. Also, the apparatus required is simple and eco 
nomical, and has been designed to minimize the effect 
upon adequate dilution of the tank orientation relative to 
direction of tank motion and wind direction. 

Referring more speci?cally to the drawings in FlG 
URE 1, the inventive system is denoted generally at S. 
Insulated gas container 1 which is partially ?lled with 
lique?ed gas 2 so as to form a gas space 3 thereabove is 
connected at the top side thereof to a conduit 4 which 
communicates at its outlet end 5 with a work expansion 
device 6 such as a positive displacement type gas motor. 
Connected to the shaft 9 of motor 6 is an air moving or 
mixing device 7'such as an axial llow type fan. The 
motor 6 has an outlet 16 connected by conduit 1'7 to a 
perforated ditfuser ring 15 positioned adiacent the dis 
charge side 13 of fan 7 so that gas discharged from the 
ring 15 is dispersed throughout a plane which may be 
essentially perpendicular to the direction of air issuing 
from the discharge side 18 of fan 7. Enclosing the motor 
6, fan ‘7 and ring 15' is a hood it which is provided at its 
exit end 2% with outlets 2t, 21. Connected in the con 
duit 4 is a control valve 22.. Control valve 22 is actuated 
by a pressure sensitive controller ltl which has a pressure 
tube 11 communicating with the top side of container 1, 
and pressure tube 11a connected to conduit 4. Gas pres 
sure energy is thus supplied through conduit lla to the 
controller 13 to actuate valve 22 in response to the pres 
sure signal from tank gas space 3 through conduit 11. 
A control pressure signal is thus passed to the controller 
N which in turn operates to actuate valve 22.. 

Pressure controller it} is self-contained, and requires 
no outside energy such as electricity. LocatinLY the ring 
15 downstream of the fan '7 instead of upstream thereof 
is done principally for safety reasons to avoid the possi 
bility of having a ?ammable gas mixture come into con 
tact with the fan blade where a spark might occur if the 
blade rubbed against the fan housing. Consequently, the 
fan blade is preferably made or" a non-sparking material 
such as aluminum or bronze. The motor-fan unit may 
be oriented in any desired manner including having the 
shaft 9 vertical. 

in operation, cold evaporation gas at superatmospheric 
pressure flows through conduit 4- which has a ?nned por 
tion 2-3 thereof in heat exchange relationship with the 
surrounding atmosphere. Any heat exchange relation 
ship would be suitable, for example, a portion of the con 
duit 4 could be immersed in a water bath. Thus, the 
evaporation gas is preferably warmed to near ambient 
temperature. The evaporation gas may be withdrawn 
either continuously or intermittently through control valve 
22 and fed to the motor 5 where it is expanded to atmos 
pheric pressure. This expansion generates power which 
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drives shaft 9 and thus fan 7 connected thereto. The fan 
7 moves suf?cient ambient air to dilute to a safe mixture 
all the expanded hazardous gas which is being discharged 
from motor 6 through conduit 17 and ring 15. 
FIGURE 2 illustrates a modi?cation of the inventive 

system. Like parts in this embodiment bear the same 
reference character as in FiGURE 1. In this embodi 
ment, the length of conduit 4 has been increased by bends 
or coils to form a curved portion thereby increasing the 
surface area available for heat exchange with the atmos 
phere. A branch by-pass line 12 is connected at one end 
to conduit 4 downstream of control valve 22 and at the 
other end to diffuser ring 15. A bypass valve 13 is posi 
tioned in the branch line 12. In this modi?ed system at 
least a portion of the evaporation gas is fed to motor 6. 
Any portion of the evaporation gas not needed in driving 
the fan is valve throttled through valve 13 to exhaust 
pressure and is then discharged together with the gas ex 
panded in motor 6 through ring 15. By-pass valve 13 
may be controlled manually or automatically either to 
provide a particular safe composition of the diluted stream 
or to prevent overspeeding of the gas motor and fan unit 
due to excessive energy input. 

This inventive system is admirably suited to dilute nor 
mal evaporation gas from a liquid hydrogen railroad car 
or trailer. Such transports may for example be designed 
for 25 p.s.i.g. internal pressure. In such a case, the con 
trol valve 22 could be set for example to operate between 
17 and 13 p.s.i.g. Thus, control valve 22 would be actu 
ated by pressure sensitive controller 10 when the pressure 
in conduit 4 reaches 17 p.s.i.g. and the evaporation gas 
would be permitted to flow to motor 6. When the pres 
sure in conduit 4 drops to 13 p.s.i.g. the controller it) 
closes valve 22. 

It has been found that for hydrogen, a gas pressure of 
only about 10 p.s.i.g. can develop sufficient power to op 
erate the fan and thereby dilute the hydrogen evaporation 
stream in ambient air to below the lower ?ammability 
limit of 4% hydrogen by volume. 
For diluting other gases in air, different minimum pres 

sures to the gas motor would probably be required. How 
ever, for any hazardous gas considered, there will exist a 
minimum pressure from which expansion of the gas to 
atmospheric pressure will generate power adequate for 
moving sumcient air to produce satisfactory mixing and 
dilution. Although principally useful for diluting hydro 
gen gas, this system may be used for diluting other evapo 
ration gases, such as methane, ethylene, ?uorine, etc., to 
safe concentration levels. Also, the system is useful for 
both stationary and mobile equipment. 
The physical arrangement of the equipment is optional, 

except that the duct downstream from the fan is pref 
erably divided and the ?ow exhausted to atmosphere at 
more than one point, such as on opposite sides of a tank 
car. By this method, the effectiveness of the dilution 
process is less sensitive to air currents, etc. 
The hazardous evaporation gas is preferably warmed 

by atmospheric heat to near ambient temperature, thereby 
adding the most heat to the gas and making it most suit 
able for expansion in a simple gas motor. Superheating 
the hydrogen gas to near ambient temperature by means 
of heat exchange portion 23 of conduit 4 adds energy to 
the hydrogen gas and thus permits the dilution system to 
operate satisfactorily at lower pressures. However, the 
evaporation gas may be warmed only to some lower tem 
perature provided that sufficient energy is thereby added 
to the evaporation gas to drive the fan and obtain adequate 
dilution, and that the design of the control valve, work 
expander, and fan is compatible with this colder tempera 
ture stream. 
While use of a positive displacement type gas motor is 

preferred for the reason of minimizing gas leakage, lower 
speed, and lower cost, other type gas-power driving de 
vices may be used, such as turbines. Also, the fan may 
be a cage, centrifugal, or mixed ?ow type, instead of the 
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preferred axial ?ow propeller type fan. If the desirable 
turbine operating speed is too great to be suitable for 
driving the fan, speed reduction by belt drive or gears 
may be used. Also, the driver and fan may be in separate 
enclosures if desired, with their shaft axes oriented at 
various angles to suit the space available. 

While the present invention has been described in detail 
by referring to the preferred embodiment, it is to be un 
derstood that modi?cations may be made in the detail and 
arrangement of parts without departing from the spirit of 
the invention. 
What is claimed is: 
1. A method of diluting a pressurized hazardous gas in 

air which comprises; passing at least a portion of said 
pressurized hazardous gas to a work expansion device; 
passing the remaining pressurized hazardous gas to a valve 
expansion device; work expanding the gas passed to said 
work expansion device; expanding to atmospheric pres 
sure the gas passed to said valve expansion device; driving 
a mixing device with the power generated by work ex 
panding the gas passed to said work expansion device; 
discharging all of said expanded gas into the vicinity of 
said mixing device; mixing all of said discharged expanded 
gas with ambient air; and exhausting the resulting mix 
ture to atmosphere at proportions which are not ?am 
mable and safe to humans. 

2. A method for disposing of evaporation of a hazard 
ous gas from a low-boiling lique?ed gas stored inan 
insulated container which comprises; passing at least a 
portion of said pressurized hazardous gas to a work ex 
pansion device; heating such hazardous gas passed to said 
work expansion device to about ambient temperature; 
passing the remaining pressurized hazardous gas to a 
valve expansion device; work expanding the gas passed 
to said work expansion device; expanding to atmospheric 
pressure the gas passed to said valve expansion device; 
driving a mixing device with the power generated by 
work expanding the gas passed to said work expansion 
device; discharging all of said expanded gas into the 
vicinity of said mixing device; mixing all of said dis 
charged expanded gas with ambient air; and exhausting 
the resulting mixture to atmosphere at proportions which 
are not ?ammable and safe to humans. 

3. A method according to claim 1 wherein the hazard 
ous gas is hydrogen. 

4. A system for disposing of pressurized hazardous 
evaporation from a low-boiling lique?ed gas comprising 
in combination; an insulated hazardous gas container; 2). 
work expansion device having an inlet for receiving pres 
surized gas from said gas container and an outlet; a con 
duit having an inlet end communicating with said insu 
lated gas container and an outlet end communicating with 
the inlet of sm'd work expansion device and being in heat 
exchange relationship with the ambient atmosphere; a 
mixing device operably associated with said work expan— 
sion device and adapted to draw ambient air through 
said mixing device from the intake side to the discharge 
side thereof; a diffuser ring adjacent said discharge side 
of said mixing device being adapted to receive expanded 
gas from said work expansion device and to discharge 
such gas throughout a plane essentially perpendicular to 
the direction of air issuing from said discharge side of 
said mixing device; a hood enclosing said work expansion 
device, said mixing device, and said diffuser ring whereby 
a safe dilute mixture of air and hazardous gas is passed 
to the atmosphere. ' 

5. Apparatus according to claim 4 and including a 
valve positioned in the conduit connecting said gas con 
tainer and said work expansion device, a pressure sensi 
tive controller having an inlet connected to said container 
and means ‘connected to said valve to actuate said valve 
in response to the pressure in said conduit. 

6. Apparatus according to claim 4 wherein said work 
expansion device is a gas motor and said mixing device 
is a fan. 
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7. Apparatus according to claim 5 wherein said work 
expansion device is a positive displacement type air motor 
and said mixing device is an axial ?ow propeller type fan. 

8. Apparatus according to claim 5 wherein a branch 
line is positioned between said conduit and said diifuser 5 
ring and a valve is positioned in said branch line whereby 

6 
a portion of the pressurized hazardous gas is valve ex 
panded before being delivered to said diffuser ring. 
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