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This invention relates to new and useful improvements 
in devices for storing and baling newspapers, magazines 
and the like, and has particular reference to such a device 
especially adapted for household usage. 

Principal objects of the present invention are the pro 
vision of a storage and baling rack in which newspapers, 
magazines or the like may be piled neatly and in which 
they are readily accessible for reference whenever desired, 
and wherein the structure is such that when it is de 
sired to dispose of the newspapers or magazines, they 
may be tied in a bale or bundle without rearrangement 
thereof and without removing them from the shelf of the 
rack on which they normally rest, by tying cords there 
about, the novel arrangement of parts permitting the 
bundle to be both tied and removed from the rack with 
out interference between the rack and the cords. 

Another object is the provision of a device of the char 
acter described which is readily adjustable to receive news 
papers and magazines of various sizes. 

Other objects are simplicity and economy of construc 
tion, e?iciency and dependability of operation, and adapt 
ability for use in storage and baling of a wide variety of 
materials. 

With these objects in view, as well as other objects 
which will appear in the course of the speci?cation, refer 
ence will be had to the drawing, wherein: 
FIG. 1 is a perspective view of a newspaper storage 

and baling rack embodying the present invention, 
FIG. 2 is a front elevational view of the same, with a 

quantity of newspapers stacked therein and tied in a 
bundle, 

FIG. 3 is a sectional view taken on line III-III of 
FIG. 2, with the newspaper bundle omitted, and 

FIG. 4 is a sectional view taken on line IV-IV of 
FIG. 2, with the newspaper bundle omitted. 

Like reference numerals apply to similar parts through 
out the several views, and the numeral 2 applies to a ver 
tical support panel which may constitute a ?at, rectangu 
lar board. A hole 4 is formed through said panel ad 
jacent each corner thereof, through which screws 6 may 
be inserted to secure the panel to a wall 8 or other suit 
able supporting structure. Carried by said panel are a 
pair of rack sections designated generally by the numerals 
10 and 12. 
Each of rack sections 10 and 12 is formed preferably 

but not necessarily of sheet metal, and includes a back 
wall 14, shelf 16, and side wall 18. Back walls 14 are 
coplanar and disposed in a vertical plane offset outwardly 
from panel 2, and are spaced apart horizontally, having a 
space or slot 20 therebetween. Each back wall 14 is pro 
vided at both its upper and lower edges with a rearwardly 
offset ?ange 22, by means of which the back walls are 
spaced forwardly from panel 2, and which in turn are 
secured to said panel by screws 24 inserted through hori 
zontally extending slots 26 of said ?anges. By loosening 
screws 24, back walls 14 may be adjusted horizontally to 
vary the spacing therebetween, for a purpose to be de 
scribed presently. The contiguous vertical edges of back 
walls 14 are each provided with a guard wall 28 ex 
tending the full height thereof, and angled rearwardly to 
engage panel 2. 

Shelf 16 of each rack section is af?xed at its rearward 
edge to the lower edge of back wall 14, and extends hori 
zontally forwardly therefrom, and is of coextensive trans 
verse width with said back wall. Said shelves are co 
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planar and are separated by a space or slot 30. In es 
sence, the two shelves 16 constitute a single shelf divided 
by slot 30, and back walls 14 constitute a single wall 
divided by slot 20. 

Side wall 18 of each rack section is vertical and dis 
posed at right angles to back wall 14, being affixed at its 
lower edge to shelf 16 and at its rearward edge to back 
wall 14. It extends forwardly from said back wall a dis 
tance slightly less than one-half the forward extension of 
shelf 16. The two side walls are of course disposed at 
the distal sides of shelves 16. Forwardly of side walls 
14, the distal edges of shelves 16 are notched inwardly 
as indicated at 32, and are tapered inwardly toward their 
forward ends, as indicated at 34, both for purposes which 
will presently appear. 

In use, the newspapers, magazines or the like to be 
handled are stacked on shelves 16 as indicated at 38 in 
FIG. 2. Side walls 18 and back walls 14 serve as guides 
insuring a neat, uniform pile. The spacing between side 
walls 18 may be adjusted by loosening screws 24 and mov 
ing the two rack sections 10 and 12 horizontally relative 
to each other as previously described, to adjust the rack 
to newspapers or magazines of different sizes. It will be 
noted, however, that slots 26 engaging screws 24 are of 
sufficiently limited length that rack sections cannot be 
moved so close together as to close slots 20 and 30 be 
tween said sections. 
When a pile of papers has accumulated to the extent 

that disposal thereof is desired, it may be tied in a bundle 
without removing it from the rack. Preferably, a cord 
36 (see FIG. 2) is ?rst passed downwardly through slot 
20 between back walls 14, or more precisely, through a 
vertical passage de?ned by panel 2, the rearward face of 
the pile 38 of newspapers, and the guard walls 28 of the 
back walls. The guard walls prevent the end of the cord 
from entering the spaces between the back walls and 
panel 2. The opposite reaches of the cord are then 
brought together and crossed centrally of the pile of 
papers, as indicated at 40, and then passed transversely 
outwardly beneath shelves 16, brought upwardly around 
the sides of the pile, just forwardly from side walls 18, 
brought together over the top of the pile, and tied as 
indicated at 42. The fact that side walls 18 have less 
than one-half of the forward extension of shelves 16 pro 
vides that, with average sized newspapers, the side walls 
will not interfere with the passage of the cord upwardly 
around the sides of the pile. If newspapers having a 
narrower front-to-rear dimension are being tied, the pile 
may be shifted slightly forwardly on the shelf before 
tying. The bundle of papers is then still held to the 
rack by the passage of cord 36 under shelves 16, as clear 
ly shown in FIG. 2, but may be disengaged easily from 
the rack by moving the bundle horizontally forwardly 
to disengage the cord from said shelves. The inward 
notching 32 of the distal edges of the shelves provides that 
the cord will not bind against said shelf edges as it is 
tied tightly about the bundle, and thus will not interfere 
with easy forward movement of the bundle. The taper 
ing 34 of the shelf edges is a further aid in preventing 
binding of the cord on said edges as the bundle is moved 
forwardly, particularly if the bundle is turned or twisted 
slightly in a horizontal plane as it is moved forwardly. 
While I have shown and described a speci?c embodi 

ment of my invention, it will be readily apparent that 
many minor changes of structure and operation could be 
made without departing from the spirit of the invention 
as de?ned by the scope of the appended claims. 
What I claim as new and desire to protect by Letters 

Patent is: 
l. A newspaper storage and baling rack comprising: 
(a) a planar support panel disposed in a vertical plane, 
(b) a pair of horizontal coplanar shelves each af?xed 
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at its rearward edge to said panel and extending for 
wardly therefrom, said‘ shelves being horizontally 
spaced apart whereby to de?ne a slot therebetween 
extending from said panel to the forward edges of 
said- shelves, 

(0) a pair of vertical back walls each affixed at its 
lower edge to one of said shelves and being of‘ a 
width equal to and coextensive with said shelf, saidv 
back wall being parallel to but spaced forwardly 
from said support panel, and 

(d) a vertical guard wall ?xed to the vertical edge or. 
each of said back walls adjacent the. other of. said 
back walls, said guard wall extending the full height 
of the associated back wall and being disposed in a 
plane at right angles to said back wall, and extending 
from said vertical edge of said back Wall rearward 
ly to said support panel. 

2. A- newspaper storage and baling rack comprising: 
(a) a planar support panel disposed‘ in a vertical plane, 
(b) a pair of horizontal coplanar shelves each affixed 

at its rearward edge to said panel and extending for 
wardly therefrom, said shelves being horizontally 
spaced apart whereby to de?ne a slot therebetween 
extending from said panel to the forward edges of 
said shelves, 

(0) a pair of vertical back wall each- affixed at its 
lower edge to one of said shelves and being of a 
width equal to and coextensive with said shelf, said 
back wall being parallel to but spaced forwardly 
from said support panel, and 

(d) an upstanding vertical side wall-affixed at its lower 
edge to the edge of each of said shelves distal from 
the other of said shelves, said side wall extending 
forwardly from the associated back wall to a point 
less than half the distance which said shelf extends 
forwardly from said back wall. 

3. A newspaper storage and‘ baling rack comprising: 
(a) a planar support panel disposed in a vertical plane, 
(b) a pair of horizontal coplanar shelves each affixed 

at its rearward edge to said panel and extending for 
wardly therefrom, said shelves being horizontally 
spaced apart whereby to de?ne a slot therebetween 
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extending from said panel to the forward edges of 
said shelves, 

(c) a pair of vertical back walls each a?ixed at its 
lower edge to one of said shelves and being of a 
width equal to and coextensive with said shelf, said 
back wall being parallelto but spaced forwardly from 
said'support panel, 

(d) an upstanding vertical side wall affixed at its 
lower edge to the edge of each of said shelves distal 
from the other of said shelves, said side wall extend 
ing forwardly from. the associated back wall to a 
point less than half the distance which said shelf ex 
tends forwardly from said back wall, and 

(e) means for adjusting the horizontal spacing be 
tween said shelves. 

4. The structure as de?ned in claim 3 wherein the 
distal edges of said shelves, forwardly of said side walls, 
are offset inwardly to reduce’ the width of said shelves. 

5. The structure as de?ne in claim 3 wherein the 
distal edges of said shelves, forwardly of said side walls, 
are angled inwardly‘ toward the forward ends of said 
shelves, whereby said shelves are taperingly reduced in 
width. 

6. The structure as de?ned in claim 3 wherein the 
distal edgesof said shelves, forwardly of said side Walls, 
are offset inwardly to reduce the width of said shelves, 
and are angled toward the forward ends of said shelves, 
whereby said shelves are further and taperingly reduced 

. in width. 
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