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This invention generally relates to protective sheaths 
for waterborne objects. More particularly, this invention 
relates to a method for producing a protective covering 
(e.g. a hull sheath) to be applied to a boat hull by means 
of its elastic and gripping properties. 

It is well known that boat hulls may be constructed of 
an almost unlimited variation of materials so long as 
waterproof characteristics are present. A boat or buoy 
may often be subjected to adverse weather conditions or 
to corrosive action by mineral components or detrimental 
organisms in the water. In operation, a boat may also 
become damaged by objects ?oating on the water or by 
inadvertent contact with docking facilities or piers, thus 
damaging the hull. Other occasions which present pos 
sible damage to a boat hull are encountered when it has 
been removed from the water for transportation or storage 
purposes. 

This invention has as its primary object the provision 
of a method for forming a protective sheath to reduce 
the effect of hazards which would ordinarily damage a 
boat hull. A sheath made in accordance with this inven 
tion may be applied to most conventional hull structures. 
Another object of this invention is to provide a method 

of applying a protective sheath to any waterborne object 
having a form which may be assumed by the deformation 
of an elastic sheet. 
A further object of the present invention is the pro 

vision of an easily formed, inexpensive and versatile fabri 
cation operation for the formation of a protective sheath. 
Another object of the present invention is the provision 

of a protective sheath which may be formed without 
special equipment, ‘such as preformed molding devices. 
Another object of this invention is the provision of a 

protective sheath for boat huils which will prevent side 
slip and reduce surface drag. 
Another object is the provision of a protective sheath 

which will give year-round protection for a hull stored 
either in or out of the water and which can be easily re 
paired if damaged. 
These and other objects and advantages may be 

achieved by the invention described hereinafter when read 
in conjunction with the drawings, wherein: 
FIGURE 1 is a side view of a half hull fabric pattern; 
FIGURE 2 is a cross-sectional view along 2—2 of FIG 

URE 1; 
FIGURE 3 is a side view showing the fabric pattern of 

FIGURE I placed upon a ?rst sheet of elastic waterproof 
material; 
FIGURE 4 is a cross-sectional view along 4—4 of FIG 

URE 3; 
FIGURE 5 is a side view showing the arrangement of 

FIGURE 3 with added border strips; 
FIGURE 6 is a cross-sectional view along 6-6 of 

FIGURE 5; 
FIGURE 7 is a side view showing the arrangement of 

FIGURE 5 after the application of an overlying sheet of 
elastic waterproof material; 
FIGURE 8 is an end view of FIGURE 7; 
FIGURE 9 is a side view showing the arrangement of 

FIGURE 7 after trimming; 
FIGURE 10 is a cross-sectional view along 1t)—10 of 

FIGURE 9; 
FIGURES 11 and 12 are sequential views similar to 

FIGURE 10 showing how the fabric pattern is removable; 
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FIGURE 13 is a perspective view of a hull sheath in 

accordance with this invention; 
FIGURE 14 is an enlarged fragmentary view of FIG 

URE 11 showing the shape of the inner faces of the outer 
sheets after being separated from the fabric pattern. 

In one of its broader aspects the present invention can 
be considered as comprising the following procedural steps 
(and the product produced thereby) : 

(1) Providing a half-hull pattern which has dimensions 
corresponding to the dimensions of approximately the 
surface area of a hull which is on either half of a vertical 
plane passing midway through the bow and stern, 

(2) Said pattern preferably being made from a fabric 
having a limited degree of porosity, 

(3) Placing said half-hull pattern upon a ?rst sheet 
made of elastic, waterproof material, 

(4) Said ?rst sheet having length, width and heighth, 
dimensions which exceed the corresponding dimensions 
of said half-hull pattern; 

(5) Placing a comparatively narrow border strip of 
material around the front, rear and bottom sides of said 
half-hull pattern, 

(6) Placing a second sheet on said half-hull pattern 
and border strip, said second sheet being the same size 
and composition as said ?rst sheet, 

(7) subjecting the aforesaid assembly to a bonding 
operation so that the facing surfaces of said ?rst sheet, 
second sheet and border strip bond together, 

(8) Trimming the front, rear and bottom sides of said 
assembly to the desired degree, 

(9) Trimming the top of said assembly along a line 
corresponding generally with the top line of said half-hull 
pattern and removing said half-hull pattern from between 
said ?rst and second sheets. 
The step of cutting the half-hull pattern to the dimen 

sion of one half of the boat to be covered is not absolute 
ly critical but the closer one approximates the exact di 
mensions of one-half the surface area of the hull the 

, better will be the ?t of the end product. 
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Referring now to FIGURE 1, the half-hull pattern 20, 
which is generally defined by points A, B, C and D, may 
be made of a number of different materials. Loosely 
woven textile fabrics having square openings have been 
found preferable. The size and shape of the pores or 
openings in the pattern, as well as the thickness of the 
pattern material will govern or at least largely in?uence 
the type of interior surface that the ?nal product (hull 
sheath) will have. 
The front and rear planar surfaces of the half-hull pat 

tern 20 are preferably treated with a material which will 
either minimize or completely eliminate the bonding of 
the half-hull pattern to sheets of elastic, waterproof mate 
rial. For example, the half-hull pattern can be dusted 
with soapstone or sprayed with a silicone mold release 
lubricant. 
The treated half-hull fabric pattern 20 is then placed 

upon a ?rst sheet of elastic, waterproof material 30 (hav 
ing the boundaries E, F. G, H), and as is shown in FIG— 
URE 3 the half-hull fabric pattern 20 only partially 
covers said sheet 3%]. The elastic sheet material 30 is 
preferably composed of uncured gum rubber, either 
natural or synthetic. The sheet 30 should be su?iciently 
large so that portions of the sheet 30 extend outwardly 
beyond the periphery of the half-hull fabric pattern 20 
as shown in FIGURE 1. A satisfactory result has been 
obtained by utilizing a sheet 30 which extends outwardly 
at least one foot from all sides of the half-hull fabric pat 
tern 20 but a lesser distance is satisfactory where economy 
of materials is quite important. 
One or more strips of border material 50, made of un 

cured rubber and having the same bondable properties 
as said ?rst sheet 30 are placed around a portion of the 
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outer periphery of the half-hull fabric pattern at a loca 
tion outside of points A, B, C, D and within the area de 
?ned by points E, F, G and H (see FIGURES 5 and 6). 
A strip 50 about one foot wide will usually su?ice. 
A second sheet of elastic waterproof material 4!} hav 

ing the same dimensions as the ?rst sheet 30 is then placed 
over the previously described assembly to thus produce 
the arrangement shown in FIGURES 7 and 8. The re 
sulting assembly is thus seen to be composed of said ?rst 
sheet 30, the fabric pattern 20, partly surrounded by the 
border material 50, and said second sheet 40. The raised 
outline of the fabric pattern (and contiguous border 
strips) are usually quite visible (e.g. see FIGURE 7) but 
in the event the outline is not readily visible the outline 
may be traced with a non-curing marking crayon to aid 
in the later step of removing the fabric pattern. Such a 
line is drawn to outline the extended keel portions. The 
upper line is drawn even with the top of the fabric pat 
tern. The assembly shown in FIGURES 7 and 8 is then 
cured by conventional means including heat and pres 
sure. An open side press has been found to satisfactorily 
perform this curing step. However, other curing methods 
may be used. The fact that the assembly is in substan 
tially a single plane during the curing process precludes 
the necessity for elaborate molding equipment for the 
production of a hull sheath. When the curing step has 
been completed at a suitable pressure and temperature 
the assembly is removed from the press and allowed to 
cool. It should be noted that the inner faces of the sheets 
30 and 40 and the intermediate border strip 59 will be 
?rmly bonded together to thus form a bonded laminar 
construction completely surrounding the fabric pattern 
20. The fabric patern 20 interposed between the sheets 
30 and 40 serves to prevent the portions of sheets 30 
and 40 which abut directly against the fabric pattern from 
bonding together. An impression of the fabric pattern 
20 will be formed on portions of the inner faces of the 
sheets 30 and 40 due to the weave of the fabric. 
The cured assembly is then trimmed to the desired size 

by cutting either along a visible ridge or along a line 
marked prior to the curing operation, and a product is 
obtained as shown in FIGURES 9 and 10. Enough of 
the border portion is retained after trimming so that 
after sheets 30 and 40 are spread apart and the fabric 
pattern 20 removed, a thick laminated portion will re— 
main corresponding to the keel. Cutting away all but 
about 1A; inch of the border strip 50 has been found to 
produce a quite satisfactory product, but wider strips can 
be left if desired. However, the width of the laminated 
bonding portion (containing the border strip) that is al 
lowed to remain need not be uniform along the length of 
the keel. A portion along the bottom of the boat may 
advantageously be allowed to extend six inches to eighteen 
inches. This extending portion will act to prevent side 
slip in a similar manner to the extended keel of a sail 
boat. Even when this keel effect is desired it is prefer 
able to have the bow and stem portions trimmed down to 
a much narrower width (e.g. one-eighth inch). In a pre 
ferred embodiment of this invention the bow and stern 
seam portions (containing the border strip) of the hull 
sheath are closely trimmed to approximately 1%; inch and 
the bottom seam keel portion allowed to extend 6 to 18 
inches. The top of the product shown in FIGURE 7 
has been out along a line corresponding with the upper 
edge of the fabric pattern 20 so that the sheets 30 and 
40 can be spread apart to expose the fabric pattern 20. 

While the fabric pattern 20 performs an important 
function in the formation of the hull sheath it must be 
removed from the product shown in FIGURES 9, 10 and 
11. Since the fabric pattern 20 and the sheets 30 and 44) 
are only loosely bonded together (if at all) due to the 
presence of the soapstone or silicone mold release lubri 
cant, the sheets 30 and 49 may be easily separated and 
the fabric pattern removed. The steps of removal are 
best illustrated in FIGURES 11 and 12, wherein the sheets 
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3t) and 40 are shown separated from the interposed fabric 
pattern 20. As rubber sheets 30 and 40 are separated and 
the fabric pattern 20 removed, it will be noticed that the 
fabric pattern 29 will have left an impression on the in 
terior faces of the hull sheath. Referring now to FIG 
URE 14, the small gripping edges or ?ngers that are 
formed on the inner faces of the sheets 30 and 40 are 
shown. These gripping edges or ?ngers aid in retaining 
the hull sheath on the boat hull. The weave of the fabric 
pattern 20 will control the size, shape and con?guration 
of the gripping edges or ?ngers and one may easily ex 
periment with various fabric patterns so as to produce a 
surface having the desired clinging characteristics. De 
pending also upon the weave of the fabric and the pres 
sure of the curing press the sheets 30 and 40 may even 
continued until the fabric pattern 20 may be removed com 
pores or openings in the fabric pattern, thus resulting in 
portions of sheets 30 and 49 being bonded through the 
openings in the fabric pattern 2%. These bonded portions 
will be broken during removal of the fabric pattern 20 
and the inner faces of sheets 39 and 4%) will be found to 
have very desirable gripping features. The separation of 
the sheets 3% and 46 as shown in FIGURE 11 is of course 
continued until the fabric pattern 20 may be removed com 
pletely. FIGURE 12 shows a cross-sectional view of the 
hull sheath with the fabric removed. If the fabric pat 
tern 20 has been properly measured the sheets 30 and 40 
will substantially conform to the hull of the boat. 
The hull sheaths formed by my method may be placed 

on a boat by ?rst stretching the sheet over the stern as 
shown, then ethe sheath may be progressively stretched 
forward by the progressive stretching of the bow portion 
of the sheath and upward over the bow of the boat. The 
very ?exible and elastic properties of the sheath allows it 
to conform to the shape of the boat hull. The gripping 
inner faces of the hull sheath retains the sheath on the 
boat hull in a tightly clinging relationship. 

Depending upon the desired strength of the sheath and 
the size of the boat to be covered, various thicknesses of 
elastic sheet material may be used. A .062 gauge blank 
of elastic sheet material has been found to be su?icient for 
an eleven-foot boat. This method may be used to pro 
duce a protective hull sheath for boats of all types from 
5 feet to 50 feet in length. The hull sheath may be re 
placed or if damaged may be easily repaired by conven 
tional means. 

In conclusion, while there has been illustrated and de 
scribed a preferred embodiment of my invention, it is 
to be understood that since the various details of con 
struction may obviously be varied considerably without 
really departing from the basic principles and teachings 
of this invention, I do not limit myself to the precise con 
structions herein disclosed and the right is speci?cally 
reserved to encompass all changes and modi?cations com 
ing within the scope of the invention as de?ned in the 
appended claims. Having thus described my invention, 
what I claim as new and desire to secure as United States 

Letters Patent is: 
1. A method for producing protective sheaths for boat 

hulls which comprises the steps of: 
(1) providing a half-hull pattern which has dimen 

sions corresponding to the dimensions of approxi 
mately the surface area of a hull which is on either 
half of a vertical plane passing midway through the 
bow and stern, 

(2) said pattern preferably being made from a fabric 
material having a limited degree of porosity, 

(3) placing said half-hull pattern upon a ?rst sheet 
made of elastic, waterproof material, 

(4) said ?rst sheet having length, width and heighth, 
dimensions which exceed the correspondinbg dimen 
sions of said half-hull pattern; 

(5) placing a comparatively narrow border strip of 
material around the front, rear and bottom sides of 
said half-hull pattern, 
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(6) placing a second sheet over said half-hull pattern 
and border strip, said second sheet being about the 
same size and compositions as said ?rst sheet, 

(7) subjecting the aforesaid assembly to a bonding 
operation so that the facing surfaces of said ?rst 
sheet, second sheet and border strip bond together, 

(8) trimming the front, rear and bottom sides of said 
assembly to the desired degree, 

(9) trimming the top of said assembly along a line 
corresponding generally with the top line of said 
half-hull pattern, and 

(10) removing said half-hull pattern from between 
said ?rst and second sheets so as to thereby form a 
protective sheath for a boat hull. 

Q. A method according to claim 1 wherein half-hull 
pattern comprises a loosely woven textile fabric. 

3. A method according to claim 2 wherein said fabric 
has square openings. 

6 
4. A method according to claim 1 wherein said pat 

tern is treated with a material which will inhibit the ad 
herence of said sheets to said pattern. 

5. A method according to claim 1 wherein said sheets 
5 are made of uncured gum rubber. 
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