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2 Claims. (Cl. 222-166) 

This invention relates to a dispensing device and more 
particularly to an attachment for a container having 
means for delivering a predetermined amount of material 
at each cycle of operation. 

In the prior art, different types of dispensing devices 
have been used for dispensing various kinds of foods and 
material. Difficulty is sometimes encountered in at 
tempting to dispense certain types of material which in 
herently contain properties which aifect the operability 
of the dispensing device. While this dispensing device may 
be used for dispensing any kind of food or substance, this 
device is further adapted for dispensing substances which 
are light, fluffy and hygroscopic in nature and have a 
variable bulk density. With such substances, precautions 
have to be taken to prevent bridging and compacting and 
also to avoid the adherence of the packed mass of ma 
terial to the surface of the device. Substances that con 
tain such properties, seriously affect the operability of the 
device as well as the accuracy of the dispensing quantity 
of material. Moreover, smearing and build up of the 
material when it is subjected to a shearing action between 
two closely ?tted surfaces must also be avoided. 

Objects of the invention are to provide an improved 
dispensing device for discharging measured volumes of 
flowable material which is particularly useful for dis 
pensing materials that vary in bulk density and bridge 
readily or that are light and fluffy and have a strong 
tendency towards bridging and compacting, thereby in 
terfering with normal gravity flow, which will dispense 
desired weights of material within close weight tolerances, 
with which the measuring chamber, when dispensing light, 
non-compacted fluffy material, will always be ?lled by 
the act of dispensing, with which the volume or weight 
of the dispensed and measured material will be substan 
tialiy independent of the depth of material resting on the 
material in the measuring chamber, which is successful 
in dispensing materials that have a tendency to smear 
and build up when sheared or rubbed between two close 
ly ?tted surfaces, or which are hygroscopic in nature. 

Further objects are to provide a dispensing device for 
?owable materials in which such materials can be dis 
pensed rapidly in accurately measured volumes, with 
a relatively simple, compact, convenient, practical, dura 
ble, trouble-free and inexpensive construction. 

Various other objects and advantages will appear from 
the following disclosure of examples of the invention and 
the novel features will be particularly pointed out here 
inafter in connection with the appended claims. 

In the accompanying drawings: 
FIGURE 1 is a front elevation of a dispensing device 

constructed in accordance with the invention; 
FIGURE 2 is a side elevation partly in section of the 

same; 
FIGURE 3 is a side elevation partly in section of the 

inverted dispensing device; 
FIGURE 4 is a sectional elevation of the dispensing 

head of the same, on a larger scale, the action being 
taken approximately along the line 4-4 of FIGURE 3; 
FIGURE 5 is a perspective of the operating handle 

of the device; 
FIGURE 6 is a sectional elevation of a part of the 

inverted dispensing device, the action being taken ap 
proximately along the line 6—6 of FIGURE 4; and 
FIGURES 7-9 are schematic views of the device illus 
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trating successive operating positions of the shutter and 
closure cap. 

In the example of the invention illustrated in FIGURE 
1, a dispensing device comprises a supply container 1 as 
for example, a jar ordinarily used to store granulated 
material, whose neck portion 2 (see FIGURE 4) is ex 
ternally threaded and is detachably applied to dispensing 
head 3. The dispensing head 3 has a measuring spout 
4 (see FIGURE 7) at one end, and an annular ?ange 
portion 5 which is internally threaded to engage the 
threads 2 of the container 1 at the other end. The 
measuring spout 4 is of sufficient size to store the selected 
amount of granulated material to be dispensed at each 
operation. 
Located between ?ange 5 and the measuring spout 4 

is a shaft 6 (FIGURE 4) which projects through and 
is rotatably supported in bearings in apertures located in 
the lug portions 7 and 8 of the dispensing head 3. Mount 
ed in lug portion 8 is a pin 8' extending axially there 
from and acting as a position stop for the closure cap 
member 9 (see FIGURES 1 and 9B). The dispensing 
head 3 has on one end, a closure cap member 9 which 
has a closure cap 10, which is plate formed to ?t across 
and close the operating face of a discharge port 11 
(FIGURE 9A), and yoke arms 12 and 13 formed in 
tegral therewith and extending laterally toward and con— 
centrically mounted about shaft 6. One of the yoke arms 
such as 13 is provided with a hub 14 that is concentric 
with the aperture 8 through which shaft 6 passes. Hub 
14 is on the face of the yoke arm 13 opposite from aper— 
ture 7 on the dispensing head 3. The ?ange portion 5 
has arms 15 and 16 on opposite sides thereof which are 
pivotally connected to the frame 17 by a diametrically 
aligned trunnion 18 which extends into and is rotatable 
in the arm 15 of the dispensing head 3. The outer end 
of trunnion 19 which is keyed by a square extension to 
arm 16, rotates in frame 17 and has a cap 23 which has 
a recess 24 in its face toward the frame 17. A helical 
spring 25 is disposed in the recess 24 and is anchored at 
its inner end to a pin 26 (see FIGURE 2) extending 
from and mounted on the arm of frame 17 into recess 
24. The other end of spring 25 is anchored to a pro 
jection on the interior peripheral Wall of cap 23 in recess 
24. This spring is effective when free to act to aid the 
dispensing device to return to the upright position as 
shown in FIGURE 2 after it is inverted as shown in 
FIGURE 3. 

In FIGURE 2, a side view of the dispensing device‘ is 
illustrated which shows spring 25 in its unbiased condi 
tion. In this condition, closure cap member 9 is main 
tained fully closed about the discharge port 11. Further 
more, the operating face of the discharge port 11 is bev 
eled in a direction such that the closure cap 10 may, by 
rotation of the yoke arms 12 and 13 pass rearwardly and 
free of the exterior operating face of the discharge port 
11. 
A pin projection 28 mounted on the arm 17B of frame 

17 hits against the ends of the projection in the interior 
wall of cap 23 and acts as a position stop for the dis 
pensing device in its upright position. 

In FIGURE 3, the dispensing device is shown in its 
inverted position. In this position, spring 25 is fully ten 
sioned and the outer peripheral surface of handle 29 is 
forced against and engages an abutment surface 30 of 
the arm of frame 17. This surface acts as a position 
stop for limiting the movement of the dispensing device 
in its inverted position. As can be noted, in this‘ position, 
the closure cap 9 is in its fully closed position about the 
discharge port 11. 

In FIGURE 4, ‘the dispensing head is shown in its 
inverted position. In this position, the shaft 6 extends 
at both ends from the dispensing head 3 to provide the 
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pivotal support for yoke arms 12 and 13. One end of 
the shaft 6 which pivotally mounts arm 12 loosely mounts 
a helical spring 31 between the arm 12 and head 3. One 
end 32 of the spring 31 is anchored to the dispensing 
head 3 and the other end 33 is anchored to arms 12 so 
as to urge closure cap member 9 yieldingly in a direction 
to move closure cap 10 in closing position across dis 
charge port 11. The other end of shaft 6 extends beyond 
arm 13 and through hub 14 on the outside face of arm 
13 and concentric with the shaft 6. The outer end of hub 
14 has a recess 34 shown clearly in FIGURE 6 which 
provides two approximate radial abutments 35 and 36. 
The shaft 6 extends beyond the hub 14 and into a recess 
37 provided in handle 29 with the end of the handle 
that has recess 37 abutting against and closing recess 34 
in the hub 14. A pin 38 extends diametrically through 
handle 29! and shaft 6 so as to couple the handle through 
the shaft and prevent removal of handle 29‘ from the 
shaft 6 until pin 38 is drawn endwise out of coupling 
position. The ends of handle 29 which abuts against 
hub 14 has a lug 39 (see FIGS. 5 and 6) which enters 
recess 34 and can move to a limited extent about the 
axis of the shaft between the abutments 35 and 36. A 
spring clip 46 is also disposed in. the recess 34 around the 
shaft 6 and in radially spaced relation to it with its free 
ends extending toward the outer periphery of recess 34 
with one end 41 abutting against the shoulder 35 and the 
other end 41' of the spring clip 40 abutting against a face 
of lug 39 which is approximately radial to the shaft 6. 
The spring clip 40 is inserted in the recess 34 while its 
ends 41 and 41’ are sprung together so that the ends of 
the spring clip tend to separate and yieldingly hold lug 
39 against shoulder 36. 

Within the chamber of dispensing head 3 is a shutter 
42 (see FIGURE 7) which has a cylindrical surface 43 
as its periphery serving as a gate for the shutter which 
is carried by a sleeve 44 that is pinned to the shaft 6 so 
that rotating of the shaft 6 will move the cylindrical sur 
face 43 from an initial position at one side of entrance 
port 45 of measuring spout 4 successively across the en 
trance port 45 until it approximately closes that port as 
shown in FIGURE 8A which I may, for convenience, 
call an intermediate position and which can continue its 
movement into the position illustrated in FIGURE 9A 
where the shutter 42 still approximately closes the en 
trance port and which I may call the ?nal position. Ex 
tending laterally from the sleeve 44 is a web-shaped 
member 46 on Whose terminus is mounted shutter 42. 
This particular form of shutter has been shown merely 
for purposes of illustration. It should be noted that 
other con?gurations can be used dependent upon the in 
ner shape of the dispensing head. The operation of the 
shutter 42 and the closure cap member 9 is so timed that 
as the closure cap 10 is in its fully closed position about 
discharge port 11 as illustrated in FIGURE 7, shutter 42 
is in its fully opened position, and when the closure cap 
13 is in its fully opened position as illustrated in FIG 
URE 9A, shutter 42 is in its fully closed position about 
entrance port 45. It should be noted that during the 
movement of the shutter 42 shown in FIGURE 8A to 
its ?nal position shown in FIGURE 9A, the handle 29 
which operates shutter 42 also picks up and operates the 
closure cap member 9 so as to carry cap 10 away from 
discharge port 11 as shown in FIGURE 9A. The means 
for causing the movement and pickup of closure cap 9 
and its movement to uncover the discharge port 11 will 
now be described in FIGURES 7—9 which are schematic 
views of the device illustrating the successive operating 
positions of the shutter and the closure cap member. 

Beginning first with the dispenser device in its inverted 
position and the closure cap member 9 and shutter 42 
as shown in initial positions in FIGURES 4, 6 or 7 and 
the shutter 42 uncovering the entrance port 45 so that the 
material to be dispensed can ?ow downwardly by gravity 
to the measuring chamber of the spout 4 and ?ll it. Then 
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A. 
to dispense this measured amount, the handle 29 is turned 
counterclockwise as shown in FIGURES 6 and 7 during 
which lug 39 on the end of the handle 29 will move 
away from the abutment 36 and force ends 40 and 41 
towards each other and into contact with the other arm 
of that spring as shown in FIGURES 8A and 83. During 
this movement, the hub 14 on the arm 13, is not moved 
materially since it is still urged yieldingly to keep the 
cap it) closed which is opposed to the movement of the 
lug 39. After lug 39 has brought the ends 41 and 41' 
of the spring clip 40 against shoulder 35, the continued 
counterclockwise rotation of handle 29 will then rock 
arms 12 and 13 in a direction to move the closure cap 
member 9 in a direction away from discharge port 11. In 
this position, which is called the intermediate position 
illustrated in FIGURES 8A and 813 since the surface 43 
of shutter 42 covers the entrance port 45, no other mate 
rial can fall into the measuring chamber of the spout 4. 
Further movement of the handle 29 in the counterclock 
wise direction will carry a further part of the cylindrical 
surface across the entrance port 45 and the lug 39 will 
then rotate arms 12 and 13 in a direction to move cap 
1%) further away from the discharge port 11 so that the 
measured amount of material in the spout will then fall 
into a receiving receptacle (not shown). This is the 
position shown in FIGURES 9A and 9B which I have 
called the ?nal position. As soon as handle 29 is released, 
spring clip 40 will urge lug 39 in a direction away from 
shoulder 35 into contact with shoulder 36 since the handle 
29 with its lug 39 are ?xed on the shaft 6. The closure 
43 will be moved rapidly toward the intermediate posi 
tions of FIGURES 8A and 8B which releases arms 12 
and 13 so that spring 31 (see FIGURE 4) can promptly 
return closure cap 10 to its closed position. Then further 
return movement of handle 29 will return the closure 43 
to its initial position illustrated in FIGURE 7 and enable 
further materials to fall into the measuring spout 4. When 
swinging the dispensing device from the upright position 
illustrated in FIGURE 1 to the inverted position in FIG 
URE 3, the dispensing head engages against the abutment 
surface 30 on the frame 17 which limits its further move 
ment. In that position, the handle 29 can be rotated 
to operate the dispensing device as described above. When 
the handle 29 is released entirely, the spring 31 returns the 
device to its upright position automatically. 

It should also be noted that in FIGURE 9A, that the 
surface 43 of shutter 42 is slightly spaced from the edge 
which de?nes the entrance port 45. The clearance be 
tween the entrance port 45 and shutter 42 has been found 
necessary when a material which has a tendency to smear 
or build up is sheared between two closely ?tted surfaces 
which, in this invention, would be the surfaces between 
the surface 43 and the edge of the entrance port 45. With 
such a clearance, the tendency for materials to build up 
or smear when sheared was greatly reduced. It is obvious 
that this clearance should be kept to a minimum in order 
to prevent leakage and as has been previously stated, the 
amount of clearance is solely dependent upon the texture 
and properties of the materials to be dispensed. 

It has also been found when using a material which has 
a light, ?u?y texture and a strong tendency towards 
bridging and compacting, it was found necessary to invert 
the dispensing device each time a measured charge of 
material is to be dispensed. This inverting action ?lls 
the measuring spout 4 with a light, non-compacted fluffy 
material by virtue of its tumbling and falling agitation. 
In this Way, the volume or weight of the dispensed mate 
rial is independent of the hydraulic head (depth of pow 
dered ?ne material resting on the material in the measur 
ing spout). 

While I have described above the principles of my 
invention in connection with speci?c apparatus, it is 
to be clearly understood that this description is made 
only by way of example and not as a limitation to the 
scope of my invention as set forth in the objections there 
of and in the accompanying claims. 
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I claim: 
1. A dispenser for delivering measured quantities of 

a ?owable material of the type which has a tendency to 
smear and build up when sheared or rubbed between 
closely ?tting surfaces, which comprises a container with 
a chamber for holding a supply of said material and closed 
by a dispensing head that terminates in a delivery spout, 
said spout having an entrance port at one end thereof at 
its opening into said chamber and a discharge port at its 
opposite free end, a closure for said discharge port having 
arms on opposite sides of said head, a rod mounted to 
and passing through said head and on which said arms 
are pivoted for movement between one position in which 
it closes said discharge port and another position in which 
it uncovers said discharge port, means yieldingly urging 
said arms to swing in a direction to move said closure into 
its said closed position, shutter means within said head 
and coupled to said rod for rocking movement therewith 
in the same direction between three positions in succession 
which are a ?rst position in which it opens said entrance 
port, an intermediate position in which it substantially 
closes said entrance port and a further position in which 
it continues to keep said entrance port closed, means 
coupled to said rod for movement therewith, to initially 
engage with one of said arms when said shutter reaches 
approximately said intermediate position to push that 
arm, and through it said closure into its said open posi 
tion at the discharge port during continued movement 
of said shutter into its said further closed position across 
said entrance port, a frame mounting the unit formed of 
said container and its head for repeated movement be 
tween an upright position and an inverted position, means 
connecting said head to said container, and moving means 
for maintaining the closure in its closed position when 
said container is inverted. 

2. A dispenser for delivering measured quantities of 
a ?owable material of the type which has a tendency to 
smear and build up when sheared or rubbed between 
closely ?tting surfaces, which comprises a container with 
a chamber for holding a supply of said material and 
closed by a dispensing head that terminates in a delivery 
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spout, said spout having an entrance port at one end 
thereof at its opening into said chamber and a discharge 
port at its opposite free end, means mounting said con 
tainer and said dispensing head unit for rocking move 
ment between upright and inverted positions, a closure 
for said discharge port mounted for movement in a direc 
tion toward the face of said discharge port between one 
position in which it closes said discharge port, and an 
other position in which it uncovers said discharge port, 
means yieldingly urging said closure into its said closed 
position, a shutter within said head and movable across 
said entrance port between three positions in succession 
in the same directions, in one of which positions it opens 
said entrance port, in another and intermediate position 
in which it closes said entrance port, and a further posi 
tion in which it continues to close said entrance port, said 
shutter having a small but substantial clearance with the 
said entrance port su?iciently large to prevent smear and 
build up of said material between said shutter and said 
entrance port when the material is sheared by said shutter 
in its movement across said entrance port, means operable 
from the exterior of said head and coupled to said shutter 
for operating the shutter between its said three positions, 
and an interengagement between said shutter operating 
means and said closure for operating said closure in its 
open position while said shutter is between its said inter 
mediate and said further positions, whereby repeated in 
versions of said container will prevent build up of said 
material due to absorption of moisture from the air that 
interferes with the ability of said material to flow freely. 
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