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3,154,016 
BALLISTIQ PROJECTHE 

Albert W. Frey, 1% S. 32nd St, (Iorsieana, Tex. 
Filed fan. 12, 1961, Ser. No. 82,245 

4 Claims. (Cl. 10.2-92.5) 

This invention relates to new and useful improvements 
in ballistic projectiles. 
The invention is particularly directed to ballistic pro 

jectiles having circumferential grooves providing a unique 
peripheral ?ange arrangement which gives rise to new and 
unexpected ballistic performance of the projectiles. 

In the past, it has been conventional to form projectiles 
of soft metals or materials, of hard metals jacketed in 
somewhat softer metals, or of hard metals provided with 
rotating bands, again formed of softer metals. It has 
also been known to form projectiles with a core of soft 
metal and a thin deformable jacket of a harder metal. In 
each instance, the ballistic performance of such projectiles 
has fallen short of what might be desired, in most cases 
due to the control of the projectile in its passage through 
the gun barrel by the lands of the barrel ri?ing rather than 
the bottoms of the grooves thereof, by excessive “blow-by" 
and the concomitant erosion, or by excessive frictional re 
sistance to passage of the projectile through the gun barrel. 
This invention seeks to overcome these disadvantages 
along with numerous more or less related or resultant 
features thereof. 

It is a primary object of the invention to provide an 
improved projectile which may be formed of relatively 
hard metal such as brass, bronze, mild steel and the like 
without requiring a jacket of softer metal or rotating bands 
of such metal, the hard metals for example having hard 
nesses of B—7O to B—85 Rockwell. 
A further object of the invention is to provide an im 

proved projectile having reduced sur?cial contact with the 
gun barrel through which it passes, or reduced sur?cial 
loading so that less friction and heat is generated. 

Another object of the invention is to provide an im 
proved projectile having circumferential ?anges wherein 
the forward ?anges offer reduced frictional contact and 
resistance, and the rearward ?anges provide very effective 
gas sealing but result in reduced frictional resistance. 
A further object of the invention is to provide an im 

proved projectile formed with circumferential ?anges of 
the groove diameter of the gun barrel through which the 
projectile is ?red whereby the ?anges do not undergo ?ex 
ing or distortion, but only a small portion thereof under 
goes a shearing action by engagement with the ri?ing 
lands of the gun barrel; and in which the ri?ing lands cut 
or shear into the ?anges rather than displacing metal lat 
erally or longitudinally, all of the metal being moved 
radially inwardly to preserve the balance of the projectile. 
A still further object of the invention is to provide an 

improved projectile which, in its passage through a gun 
barrel, is guided by the groove bottoms of the barrel ri?ing 
rather than the lands thereof. 

Yet another object of the invention is to provide an 
improved projectile which, upon ?ring through a gun bar 
rel, leaves the barrel with its rotational balance, or its ro 
tational kinetic energy balance intact. 
An additional object of the invention is to provide an 

improved projectile having peripheral ?anges with angu 
lar faces, the angles of which may be varied to obtain 
the desired yielding point at selected locations on the 
?anges so that the projectile may be adapted for fabrica 
tion with various types of relatively hard metals. 
A still further object of the invention is to provide an 

improved projectile which is readily employable as a solid 
projectile or as a shell of the artillery variety. 
A further object of the invention is to provide an im 

10 

15 

20 

25 

30 

35 

45 

55 

60 

65 

70 

EJSZig?l? 
Patented Oct. 2'7, 1964 "Ice 
2 

proved projectile having peripheral ?anges in which the 
gas pressure generated by the burning propellant is equal 
ized across each ?ange until it engages the groove bottoms 
of the gun barrel ri?ing so that no ?exing of the ?anges 
occurs, and in which, after the ?ange has engaged the 
groove bottoms, the ?ange faces remain ?at against said 
groove bottoms so that there is no ?exing to cause angular 
engagement and shifting of the ?ange faces from engage 
ment with the groove bottoms over substantially the entire 
surface area of said faces. 
A further .object of the invention is to provide an im 

proved projectile in which the gas pressure generated by 
the burning propellant is distributed evenly over the area 
of any one of the ?anges of the projectile, but in which 
the larger area of the ?anges engaging the groove bottoms 
of the barrel ri?ing causes the grooves to control the pro 
jectile so that the projectile is centered in the barrel and 
does not yaw in the barrel or in its travel after leaving 
the barrel, this being true because the portions of the 
flanges engaging the ri?ing lands is less than the area en 
gaging the bottoms of the grooves and the latter become 
controlling. 
Yet another object of the invention is to provide an im 

proved projectile having peripheral ?anges in which the 
?anges have angular side walls which provide longitudinal 
support of the ?anges under the gas pressure generated 
by the burning propellant. 
Another object of the invention is to provide an im 

proved projectile providing a better seal with the bore of 
a gun barrel for reduced “blow-by” and reduced erosion, 
and on which very thin anti-friction coatings of softer 
metals may be employed. 
As used herein, “lands” are the upstanding helical ridges 

normally present in a gun barrel, and “land diameter” and 
“bore diameter” interchangeably designate the diameter 
between the surfaces of diametrically opposed lands. 
“Groove bottom” is the bottom of the grooves between 
adjacent lands, and “groove diameter” is the diameter be 
tween the bottoms of diametrically opposed grooves. 
A construction designed to carry out the invention will 

be hereinafter described, together with other features of 
the invention. 
The invention will be more readily understood from a 

reading of the following speci?cation and by reference to 
the accompanying drawings, wherein examples of the in 
vention are shown, and wherein: 
FIG. 1 is a side view in elevation of a projectile con 

structed in accordance with this invention, 
FIG. 2 is a rear elevational view of the projectile, 
FIG. 3 is an enlarged, fragmentary view, partly in eleva 

tion and partly in section of the rearward portion of the 
projectile, 
FIG. 4 is a view similar to FIG. 3 and showing the pro 

jectile in an initial stage of fabrication, 
FIG. 5 is a vertical, cross-sectional view taken upon 

the line 5-5 of FIG. 3, 
FIG. 6 is an enlarged fragmentary view in elevation of 

the rearward portion of the projectile after the same has. 
passed through a gun barrel, 
FIG. 7 is a rear elevational view taken at right angles 

to FIG. 6, 
FIG. 8 is a lateral View, partly in elevation and partly 

in section of a modi?ed form of the projectile, and 
FIG. 9 is a rear elevational view of the form of the 

invention shown in FIG. 8. 
In the drawings, the numeral 10 designates a projectile 

constructed in accordance with this invention and which 
may be of any suitable type or caliber. For the purposes 
of illustration and convenience, the invention has been 
primarily illustrated andrwill be primarily described with 
respect to its application to a .30 caliber projectile of thev 
boattail variety for a .30—’06 cartridge, but it is to be 



3,154,016 
3 

understood that the invention may be equally well applied 
to projectiles of both the solid and shell or artillery types 
since the invention is to be found primarily in the external 
con?guration of the projectile. 
The projectile 10 as shown in FIG. 1 is formed with 

the usual nose or forward section 11 and the rearward, 
tapered or semi-boattail portion 12. As shown in FIG. 
4, the body portion 13 of the projectile is initially formed 
with a plurality of spaced, angular grooves 14 each of 
which includes a bottom or forwardly facing wall 15 
disposed at some acute angle, such as 30°, with respect 
to the axis of the projectile and a for-Ward, rearwardly 
facing wall 16 disposed at a greater angle with respect 
to the axis of the projectile, such as 60°, but at an an 
gle less than 90° with respect either to the axis of the 
projectile or the bottom walls 15. The walls 15 and 
16 of each of the grooves intersect at an acute angle, 
less than 90°, and such angle may be greater or lesser 
acute depending upon the material from which the pro 
jectile is formed and the performance characteristics de 
sired thereof. The bottom wall 15 of each of the grooves 
also intersects the forward wall of the next rearward 
groove at an acute angle, which again, may vary to some 
extent, so as to form a plurality of spaced ?anges 17 ex 
tending peripherally or circumferentially of the projectile 
in parallel relationship and terminating at their outer ends 
in apexes 18 of more or less circular knife edge con?gu 
ration. 

Assuming that this projectile is to be ?red through a 
ri?ed gun barrel of nominal .30 caliber in which the bore 
diameter or land diameter is 0.300 inch and the groove 
diameter is 0.308 inch, with usual tolerances, the nose 
portion 11 of the projectile at its point of maximum di 
ameter will be 0.300 inch or less in diameter, and the 
tail section 12 will normally be of no greater, and de~ 
sirably of less diameter. In this instance, the apexes 
18 of the ?anges 17 may desirably have a diameter of 
0.312 plus or minus 0.002 inch, and the grooves 14 have 
a depth of 0.0325 inch, resulting in a spacing of 1/18 of 
an inch between adjacent ones of the apexes 18. This is 
assuming a 30° angle between the axis of the projectile 
and the forward walls 15, and a 30° angle between the 
rearward walls 16 and the forward walls 15. The rear 
most groove 14 will of course merge into the rearward 
or tail section 12, while a small angular ?ange 19 will 
be formed between the forward wall of the forwardmost 
groove and the periphery of the nose portion 11. The 
forward side of the ?ange 19 will, however, be disposed 
at the same angle with respect to the projectile axis as 
the forward walls 15. 
The projectile may be formed of brass, bronze, mild 

carbon steel, or other suitable and relatively hard metals 
which normally may not be employed as a projectile in 
the absence of soft metal jackets or rotating rings, and 
may be brought to the ?rst stage illustrated in FIG. 4 
by machining, casting, molding, or any other suitable or 
desirable method of fabrication. Machining has been 
found most suitable both for ease and speed of manufac 
ture as well as the obtaining of uniformity in the ?n 
ished product. Further, materials normally employed 
for machining purposes are of more uniform composi 
tion and physical and chemical properties throughout 
their mass and hence are to be desired. 

Following the initial forming operation illustrated in 
FIG. 4 the apexes 18 of the ?anges 17 are then bent 
or deformed rearwardly and inwardly toward the axis of 
the projectile by passing the projectile through a suitable 
rolling operation, a suitable die, or by any other suitable 
or desirable mechanical means to form narrow annular 
surfaces 20 on the outer extremities of the ?anges, the 
surfaces 20 being circumferential and cylindrical with 
respect to the axis of the projectile. Within manufac 
turing tolerances, the surfaces should have a diameter 
equal to the groove diameter of the gun barrel which, 
in the case of a. .30 caliber projectile and gun barrel 
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would be of the magnitude of 0.308 inch. This second 
forming operation necessarily results in the formation of 
angular lips 21 immediately adjoining the rearward mar 
gin of each of the surfaces 20, the faces of the lips 21 
extending at an obtuse angle with respect to the rear 
ward faces 16 of the grooves 14 and being very nearly 
parallel, in cross-section, to the forward faces 15. It 
is the annular surfaces 20 which engage the bottoms of 
the ri?ing grooves of the gun barrel, and as will be seen, 
without undergoing de?ection or distortion, these sur 
faces function to control the path of travel of the prO 
jectile through the gun barrel and to center the projec 
tile most accurately therein. 
The performance of the projectile as it is ?red through 

a gun barrel is illustrated in FIGS. 6 and 7. As the pro 
jectile moves forwardly and each successive one of the 
?anges approaches the rearward ends of the barrel ri?ing 
lands the gas pres-sure resultant from the combustion of 
the propellant charge will be equalized on both sides 
of each of the ?anges 17, and there will be no tendency 
for this gas pressure to cause the ?anges to ?ex forward 
ly during the time prior to the moment the ?anges enter 
the actual bore of the gun. As each of the ?anges en 
gages the rearward ends of the ri?ing lands, the lands 
will cut into or shear into the ?anges at spaced points, 
moving a small portion of the metal from which the pro 
ject'tle is formed inwardly and possibly rearwardly, but 
otherwise cutting a plurality of shallow, sharp cornered 
grooves 22 at spaced points in the circumference of each 
of the annular faces 20. The portions 23 of the faces 
20 between adjacent ones of the grooves 22 will be 
brought immediately into snug sliding engagement with 
the groove bottoms of the barrel ri?ing, and since the di 
ameter of the projectile between diametrically-opposed 
ones of the face portions 23 is equal to the groove di 
ameter of the barrel, there will be no rearward ?exing 
of the ?anges due to the forcing of the projectile into 
the barrel, or forward ?exing of the ?anges due to the 
application of gas pressure thereto. Instead, the portions 
23 will lie in snug, ?at, face-to-face engagement with 
the groove bottoms and will not be forced into a posi 
tion where the portions 23 are at an angle with respect 
to said groove bottoms. There is no lateral shifting of 
metal in the ?anges, and hence, the rotational balance 
of the projectile is retained. At the same time, the area 
of the land faces of the ri?ing normally being somewhat 
less than the area of the groove bottoms, the latter will 
control the path of movement of the projectile since much 
less force is required to offset the notches 22 inwardly 
than would be required to offset one of the sections 23. 
Even if the sections 22 equaled the sections 23 in area, the 
latter being at a greater diameter would still constitute 
a larger sur?cial area and would remain in control of the 
projectile’s movement. 

In actuality, the forward ones of the ?anges act pri 
marily as guides, and while undergoing no ?exing, offer 
reduced frictional resistance to the passage of the pro 
jectile through the gun barrel since less sur?cial area of 
the projectile is in contact with the wall of the gun bar 
rel. The rearward group of ?anges also function to 
guide the projectile, but also provide the necessary gas 
seal to prevent blow-by, with its resultant erosion of the 
projectile and/or the gun barrel, and yet carry out this 
function with reduced friction and with no perceptible 
?exing of the ?anges due to their close ?t in the groove 
diameter of the gun barrel. 

It is this arrangement which makes possible the form 
ing of the projectile of relatively hard material without 
requiring a softer metal jacket, softer metal rotating 
bands, or the like. The latter tend to distort and to shift 
laterally as the projectile is forced into the ri?ing of the 
gun barrel, thereby causing a loss of the rotational bal 
ance of the projectile and placing the control of the 
projectile movement in the lands of the ri?ing rather 
than the bottoms of the grooves thereof. Since the sec 
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tions 23 of the ?anges do not undergo ?exion either in 
wardly or outwardly, there can be no damage to the 
groove bottoms even though the projectile is formed of 
relatively hard material, and the small area of the grooves 
22 are not su?icient to result in such damage. The re 
duced sur?cial contact results in less friction and there 
fore less heat generated by the passage of the projectile 
through the gun barrel, and also results in less wear of 
the bore of the gun barrel. 
The ri?ing lands cut or shear into the ?anges rather than 

displacing metal laterally or circumferentially, but other 
than imparting rotation to the projectile, the lands do not 
control the path of travel of the projectile. The projectile 
is guided by the groove bottoms so that it is accurately 
centered in the gun barrel in its passage therethrough and 
leaves the barrel with its rotational balance or rotational 
kinetic energy balance intact. The sections 23 of the 
?ange faces 20 are held ?at against the groove bottoms 
without ?exing to cause angular displacement and angular 
and imperfect engagement, and at the same time, the gas 
pressure generated by the propellant charge is distributed 
evenly over the ?ange area for equal application of force 
and equally uniform engagement of the sections 23 with 
the groove bottoms. Because of such even and ?at en 
gagement, the projectile is centered in the barrel and does 
not yaw or tilt as occurs in the conventional projectiles 
so that a truer and more exact and accurate path of ?ight 
is imparted to the projectile after it leaves the gun barrel. 
In some instances, a very thin coating of some softer 
metal, such as a lead and tin alloy, may be applied to 
the outer surface of the projectile, not to form a coating 
into which the ri?ing lands may cut, but to provide a 
very thin lubricant type coating which may be of the 
order of thickness of a thousandth of an inch or so. 

It is also to be noted that the angular con?guration of 
the ?anges 17, and especially the portions thereof repre— 
sented by the bottom walls 15, form longitudinal support 
for the ?anges and particularly for the lips 21 to resist 
any ?exing or distortion of the ?anges and the lips under 
the in?uence of the pressure exerted by the exploding 
propellant charge. At the same time, the uniform appli 
cation of gas pressure from the explosive charge through 
out the entire circumferences of the lips 21, hold the lips 
?rmly, and necessarily the sections 22 and 23 of the sur 
faces 20, against both the groove bottoms and the lands 
of the gun ri?ing so that most effective guidance and ro 
tational control is maintained, the sections 23 controlling 
the path of travel of the projectile and the notches 22 
insuring the imparting of the proper rotational impetus 
thereto. This is in contrast to the conventional projectile 
in which the lands of the ri?ing control the rotational mo 
tion and primarily control the guidance of the projectile, 
the sections of the projectile between the grooves formed 
by the lands in many instances never coming into full 
and complete contact with the bottoms of the ri?ing 
grooves. 
The angles of the faces 15 and 16 of the ?anges 17, as 

well as the angle of the lips 21, may be varied over a 
considerable range dependent upon the metal from which 
the projectile is formed, the performance characteristics 
desired of the projectile, and the nature or con?guration 
of the lands and grooves of the ri?ing of the barrel 
through which the projectile is being ?red. Thus, the 
faces 15 and 16 may be made greater or lesser acute 
with respect to the axis of the projectile so as to increase 
or decrease the longitudinal thickness of the ?anges 17, 
and thus vary the force required to cut the notches 22 in 
the surface 20 of the ?anges. In all events, however, the 
general con?guration illustrated in FIGS. 3 and 4 will be 
employed. The number of ?anges and grooves employed 
as well as the longitudinal spacing thereof may also be 
varied to some extent, again, dependent on the particular 
projectile and gun barrel and the particular performance 
characteristics involved or desired. 

Experimental ?rings of test projectiles made in accord 
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ance with this invention have shown that increased pene 
tration is obtained over conventional projectiles of the 
same caliber and weight ?red with the same type and 
loading of propellant charge and ?red over the same test 
ing distances. Fired at a distance of 100 yards into semi 
dry earth, the test projectiles displayed little or no de 
formation. 
The invention may, of course, be applied to other types 

of projectiles such as the artillery shell illustrated in FIGS. 
8 and 9. In such employment, the invention may desir 
ably be applied by utilizing a greater number of the ?anges 
and grooves, by increased angularity of the walls of the 
grooves, and by closer spacing of the ?anges and grooves 
as indicated at 24 in FIG. 8 wherein there is shown an 
otherwise conventional artillery shell 25 having a nose 
cone or detonator 26 and a hollow interior 27 for recep 
tion of a suitable explosive charge or other conventional 
loading. 
As to the relatively hard metals which may be em 

ployed in this new projectile, in contrast to the somewhat 
softer metals conventionally required, such metals must 
have a degree of ductility and should not be excessively 
brittle but this again is subject in some degree to the 
angularity of the ?ange faces, the nature of the projectile, 
and the type of barrel through which the projectile is 
to be ?red, as well as other considerations such as the 
nature of the charge and the like. For instance, a C-—10l8 
open hearth carbon steel, cold drawn or rolled having 
a hardness of 13-85 Rockwell may be employed, a similar 
0-1020 steel having a hardness of B-83 Rockwell, or a 
brass 13-70 Rockwell hardness. 
The particular brass employed for test projectiles was a 

lead bearing alloy which required no coating although a 
very thin layer of a softer alloy, such as a lead tin 
antimony mixture, may be found desirable in some cases. 
The steel projectiles are preferably coated with such a 
material, or copper-plated, or coated with any of the 
alloys presently used for projectile jackets. It is to be 
noted, however, that this is a coating or plating with a 
very thin alloy layer for an anti-galling purpose, and not 
a jacketing. 

It is further to be noted that when the ?anged projec 
tile is seated in its shell case there will be an initial sealing 
between the rearward ?anges and the neck of the shell 
case which is maintained at least partially until the for 
ward ?anges enter the barrel ri?ing so as to minimize or 
eliminate gas blow-by occurring just as the projectile 
leaves the shell case. 

All in all, the use of this ?anged projectile in standard 
gun barrels has been found to result in performance and 
accuracy at least equal to that obtained from special, 
heavy match barrels and special match loads, and to pro 
vide ?ring patterns at least as small as those of much more 
expensive ?rearms and cartridges. 
The foregoing description of the invention is explana 

tory thereof and various changes in the size, shape and 
materials, as well as in the details of the illustrated con 
struction may be made, within the scope of the appended 
claims, without departing from the spirit of the invention. 
What I claim and desire to secure by Letters Patent is: 
1. A ballistic projectile adapted to be ?red through a 

ri?ed gun barrel of substantially constant diameter com 
prising a projectile body having a solid nose section and a 
solid rearward portion with a body portion therebetween, 
and a multipicity of closely spaced annular ?anges on at 
least the body portion and forming therebetween a mul 
tiplicity of narrow gas receiving chambers which are of 
the same volume before and after passage through a 
ri?ed gun barrel of substantially constant diameter where 
by during such passage the pressure of the gas on oppo 
site sides of each of the ?anges is equalized, said ?anges 
being of little radial width relative to the diameter of the 
body and having forward and rearward walls inclined 
forwardly and inwardly with respect to the axis of the 
projectile, at least the major portion of the rearward walls 
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being at an angle substantially greater than that of the 
forward walls, said ?anges being triangular in cross sec 
tion and tapering from a relatively thick base portion to 
a relatively narrow apex so as to be substantially rigid 
and resist ?exing of said ?anges during passage of the 
projectile through the ri?ed gun barrel of substantially 
constant diameter, said ?anges having uniform diameters 
substantially equal to the groove diameter of the gun 
barrel before and after passage therethrough and ter 
minating at their apexes in narrow cylindrical faces which 
are parallel to the axis of the projectile for snug, ?at face 
to-face engagement with the bottom of the grooves of the 
gun barrel throughout their widths to maintain rotational 
balance of the projectile as it passes through the gun 
barrel. 

2. A ballastic projectile as set forth in claim 1 further 
characterized in that each rearward wall has a portion 
adjacent the apex of its ?ange which terminates at an 
angle less than the angle of the major portion of the 
rearward wall of the ?ange and which coacts with the face 
of said ?ange to provide a rearwardly extending sealing 
lip for cooperating with the bottom of the grooves of the 
gun barrel to prevent the escape of the gas from the 
chambers. 
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3. A ballistic projectile as set forth in claim 1 further 
characterized in that said forward walls of said ?anges 
are at an angle of approximately 30° and the major por 
tiorr of said rearward walls of said ?anges are at an 
angle of approximately 60°. 

4. A ballistic projectile as set forth in claim 1 wherein 
said ?anges are formed of a material having a Rockwell, 
Scale (B) hardness of at least 70. 
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