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This invention primarily relates to a novel stand and 
complemental cap for holding a tube of tooth paste and 
from which tooth paste may be dispensed without remov 
ing the tube from the stand.~ 
Anobject of this invention resides in the provision of 

a portable self-standing stand and specially constructed 
cap combination wherein a conventional tube of tooth 
paste is adapted to be mounted on an upright on said 
stand to dispense tooth paste without the removal of the 
cap therefrom. 
Another object of this invention in accordance with 

the preceding objects speci?ed, resides in the provision 
of tooth paste conducting means in the novel holding 
cap through which tooth paste may be dispensed to a 
.brush. 

Still another object of this invention resides in a tooth 
“paste conducting cap which also has means integrally 
formed therewith for supporting a toothbrush. 
Yet another object of this invention resides in the pro 

vision of a tooth paste tube holder and brush support 
wherein the brush may be readily removed from the 
‘holder and the bristles thereof may be reversed in the 
holder to receive tooth paste conducted through the 
holder, and wherein the brush may be readily removed 
‘from said last named position in a rapid and efficient 
manner. 

Another object of this invention resides in its simplicity 
of construction and durable and efficient use. 

These together with other objects-and advantages which 
will become subsequently apparent reside in the details 
of construction and operation as more fully hereinafter 
described and claimed, reference being had to the ac 
companying drawings forming a part hereof, wherein 
like numerals refer to like parts throughout, and in which: 
FIGURE 1 is a perspective view of the tooth paste tube 

and brush holder comprising the subject matter of the 
instant invention. \ 

FIGURE 2 is a sectional view taken through the longi 
tudinal axis of the apparatus shown in FIGURE 1 and 
illustrates the use of the apparatus in conjunction with 
a tooth paste tube and brush. 
FIGURE 3 is a detailed view of the upper portion of 

the apparatus illustrated in FIGURE 2 and further illus 
trating a step in the use of the device. 
FIGURE 4 is a sectional view taken substantially along 

the line 4-—4 of FIGURE 2 and illustrating certain details 
of the stand of the present invention. 
FIGURE 5 is a sectional view taken substantially along 

the line 5-5 of FIGURE 2 and illustrates the brush 
holding portion of the novel cap utilized in the instant 
invention. - 

Referring now to the drawings in detail, the instant 
invention contemplates the use of two elements, one of 
which comprises a conventional type collapsible tooth 
paste tube suspending stand generally designated by the 
numeral 10 and the other element comprises a novel dis 
pensing cap and toothbrush support indicated by the 
numeral 12. The stand 10 comprises an upright or body 
portion 14 the top portion of which is hollow as shown 
at 13 to form a semi-cylindrical body portion 16 con 
forming to the shape of a tooth paste tube 18. The 
bottom portion of the body member 14 has an angled 
surface 20 to conform to the angulated bottom surface 
of the tooth paste tube 13. The vertical upright or body 
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portion 14 of the stand 10 is integrally formed with and 
rises perpendicularly from a horizontal circular base 
member 22. As shown in FIGURE 2, a hollow space 24 
is left between the curved outer portion of the body mem 
ber 14 and the angulated surface 20 for the reception of 
a suitable weighted member 26 for maintainingthe stand 
portion 10 of the device in an upright position. 
The top of the body member 14 terminates in a conical 

hood 28 having an apertured center portion 30. The 
threads 32 on the top of a standard tooth paste tube‘ are 
adapted to extend through the aperture 30 and the cap 
12 having a threaded ‘central portion 34 formed .ceu 
trally in a conical portion 36 thereof is adapted to thread 
edly retain the tube within the stand 10 by clamping‘ the 
top conical portion .38 of the tube up against the conical 
portion 28 of the stand. A passage 40 formed in the 
cap 12 is adapted to communicate with the ori?ce through 
the customarily threaded neck of the tooth paste tube 
whereby when the tube is squeezed tooth paste will be 
forced out of said ori?ce into the passage 40. A sloping 
inner guiding wall 42 guides the dispensed tooth paste 
to a suitable ori?ce 44 formed in the cap 12. It should 
.be noted that the cap is generally cylindrical in cross 
section but has two extending arms 46 and 48 from one 
portion of the cap. A slot 50 spaces the arms 46 and 
48 from each other and each arm has a recess portion 
.52 and 54 terminating in shoulders 56 and 58. A brush 
.60 having an enlarged rectangular head 62 terminating 
in shoulders 64 and so is normally supported within the 
‘slot 50 by having the shoulders 64- and 66 seated on the 
shoulders 56 and 58 of the recesses 52 and 54 respectively. 
To remove the brush all one has to do is to raise it 
vertically from the slot 5%}. It should be noted however, 
that the bristles 68 of the brush are of a su?icient width 
to pass laterally through the slot 50 to an abutting posi 
tion with the ori?ce 44 of the passageway 40. Therefore, 
as shown in FIGURE 3, to use the ‘device all that is 
necessary is for the brush to be removed from the hold 
ing portion of the cap 12. and reversed so that the bristles 
may be slid adjacent the ori?ce 44. Then the tube 1.8 
may be squeezed and tooth paste will be caused to ?ow 
through the passageway 40 and guided by the wall 42 to 
the ori?ce 44. By oscillating the brush vertically, the 
bristles may be substantially filled with tooth paste from 
the tube and ori?ce. After the user is ?nished with the 
brush, the brush may once again be slid vertically with 
in the slot 50 until the shoulders 64 and 66 of the brush’ 
abut the shoulders 56 and 58 of the recesses 52 and 54 
in the cap 12. I-tshould ‘be appreciated that the tube is 
never removed from the device after each use. It is only 
necessary when no tooth paste is any longer available in 
the tube 18 to remove it but yet another tube may be 
quickly and e?iciently substituted. 
The foregoing is considered as illustrative only of the 

principles of the invention. Further, since numerous 
modi?cations and changes will readily occur to those 
skilled in the art, it is not desired to» limit the invention 
to the exact construction and operation shown and de 
scribed, and accordingly all suitable modi?cations and 
equivalents may be resorted to, falling within the scope 
of the invention as claimed. 
What is claimed as new is as follows: 
1. In combination, a tooth paste dispenser comprising 

a stand embodying a base, an upright mounted on and 
rising from said base, a conical hood formed integrally 
with the top portion of said upright, said hood having 
an aperture, a tube of tooth paste having the usual thread 
ed neck, said neck being received within and projecting 
beyond said aperture and the top‘ of said hood, a neck 
closing cap having a conical base and a threaded aperture 
threadedly engaging said neck and clamping the tooth 
paste tube upon the hood, said cap having a lateral pas~ 
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sage which is communicable with the discharge neck of 
said paste tube and means on said cap‘ for accommodat 
ingly supporting an attachable and detachable conven 
tional-type tooth brush, a lateral passage in said cap 
terminating in a pair of spaced arms extending laterally 
beyond a peripheral portion of the cap and an abutment 
shoulder on each of said arms extending toward the 
space therebetween, the lateral passage in said cap ter 
Ininating in the space between said arms whereby upon 
manually positioning the bristles of the tooth brush in 
said space and squeezing the tube, tooth paste will be dis 
pensed through said passage to the head of said brush. 

2. The combination of claim 1 wherein said upright 
has a partly cylindrical upper portion joined to a hol 
lowed angulated lower portion conforming to the shape 
of a tube of tooth paste. 

3. In combination, a toothbrush holder and tooth paste 
dispenser comprising a portable self-standing stand em 
bodying a base adapted to reside ?atwise on a table or 
other stationary support surface, an upright joined at 
a lower end to and rising vertically from said base, 
said upright being adapted to permit a conventional col 
lapsible tooth paste tube to be suspended in close prox 
imity thereto, a hood formed integrally with and project 
ing laterally from an upper portion of said upright and 
overlying said base, said hood being adapted to con 
formingly abut an upper end portion of the tooth paste 
tube and having an axial opening permitting the usual 
screw-threaded neck of said tooth paste tube to project 
through and beyond the same, a readily attachable and 
detachable closing cap for the tube neck, said cap having 
a recessed bottom portion contacting and conformable 
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in shape to said hood, said cap having a peripheral por- ‘ 
tion provided with a pair of spaced radially projecting 
arms, said arms providing a space therebetween which 
is functionally designed and adapted to permit the bristled 
head of a conventional-type toothbrush to be temporarily 
and removably ?tted therein, said cap having a passage 
for reception and disepnsing of tooth paste, said passage 
communicating at one end with the aperture in said hood 4 O 
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and accordingly with the discharge neck of a tooth paste 
tube, said passage communicating at its outer end with 
a space existing between said arms, opposed inwardly dis 
posed surfaces of said arms bordering said passage being 
provided with means for removably suspending the head 
of the toothbrush and permitting said head to be arranged 
so that when the back is in one position it closes the dis 
charge end of said passage and alternatively, when the 
bristles are aligned with the passage, and by reversing 
the position of the head, tooth paste can then be dispensed 
through the passage for application directly to the bristla 
of the brush. 

4. In combination, a tooth paste dispenser comprising 
a self-standing but port-able base, an upright af?xed to 
and arising from said base, a conical hood integrally 
formed with the top of said upright and centrally aper 
ture, a tube of tooth paste having the usual screw thread 
ed discharge neck passing removably upwardly through 
the aperture in said hood, a closing cap having a conical 
base and a threaded aperture threadedly engaging said 
neck, a lateral passage in said cap communicating with 
the interior of the tube by way of said discharge neck, 
and means for removably supporting ‘a toothbrush on 
said cap, comprising a pair of spaced integral arms ex 
tending laterally from ‘a peripheral surface of said cap, 
each arm having an abutment shoulder extending toward 
the space existing between said arms, said space being 
adapted to receive the head of a toothbrush, the lateral 
passage in said cap terminating proximal to and com 
municating with the space between said arms whereby 
upon manually positioning and holding the bristles of a 
toothbrush in said space and squeezing the tube, tooth 
paste issuing from the tube’s discharge neck will be dis 
pensed through said passage and delivered to the bristles 
of said brush. 
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