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New York 

Filed May 21, 1962, Ser. No.’ 184,411 
12 Claims. (Cl. ass-7s) 

The present invention relates to a package, andit par 
ticularly relates to a plastic box to act as a package for 
and to enable ready display of a watch. 
Although not limited thereto, the present invention will 

be particularly directed to a hinged watch box in which 
a watch may be conveniently displayed and merchandised; 
A primary object of the present invention is to provide 

a novel plastic box construction which will enable ready 
merchandising, shipment, storage and packaging of a 
watch and which also will permit ready display thereof 
for customers upon a counter, in a showcase or in a dis 
play window. ' 

Another object is to: provide a novel plastic construc 
tion which may be readily molded and assembled and can 
be utilized for displaying various valuable objects for 
merchandising and selling including but not limited to 
men’s and ladies’ watches. ' 

Still further objects and advantages will appear in the 
more detailed description set forth below, it being under 
stood, however, that this more detailed description is 
given by way of illustration and explanation only and 
not by way'of limitation, since'various changes therein 
may be ‘made by those skilled in the art without depart 
ing from the scope and spirit of the present invention. 
‘In accomplishing the above objects, it has been found 

most satisfactory to provide a hinged cover and container 
element within which may be placed molded plastic 
plaque elements for assuring a most satisfactory display of 
watches or other goods to be displayed upon a counter 
or on back of a showcase. - 

The container or base portions is desirably more shal 
low than the hinged cover portion, and ‘it desirably has 
molded in the interior bottom thereof an upwardly pro 
jecting location ?n within which may be positioned a 
holder tray having outwardly and upwardly divergent 
side walls with the rear wall extending to greater height 
than the front wall. ' a ' . 

This tray is designed to carry a pad consisting of a 
molded convex member having a central recess in which 
the men’s or ladies’ watch is designed to be placed. 
The front portion of the tray will desirably be enclosed 

in and below the upper edge of the shallow bottom ele 
ment whereas the rear portion will extend well up into 
the space enclosed by the cover. ' 

Desirably, the hinge construction is formed integrally 
with the upper and lower plastic container sections. 

Enclosing and extending around the pad and the tray 
obliquely holding the same is a frame holding device of 
square or rectangular shape which will have an opening 
receiving the oblique tray and pad combination. 

This oblique tray or pedestal may alsobe approxi 
mately of rectangular contour and it has a forward ex 
tension which will project toward the lip or open sides 

' of the cover and container element. , 

The'cover may carry suitable insignia to indicate the 
character and type of the contents. _ 
The entire plastic combination, which will produce a 

box and pad for supporting or displaying the watches, 
wi ether to be for ladies’ or men’s watches may have an 
exterior sandblast ?nish and an interior liquid bone ?nish. 

Desirably the overall total height of the box should be 
about 2 to 3" and a total length of about 4 to 5" and 
a lateral width of about 31/2 to 41/2".v ' 
With the foregoing and other objects in view, the in 

vention consists of the novel construction, combination 
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2 
and arrangement of parts as hereinafter more speci?cally, 
described and illustrated in the accompanying drawings,_ 
wherein is shown an embodiment of the invention, but it 
is to be understood that changes, variations and 'modi 
?cations can be resorted to which fall within the scope ' 
of the claims hereunto ‘appended. . 

in the drawings, wherein like reference characters de 
note corresponding parts throughout the several views: 

FIG. 1 is 'a top view of the container with the hinged 
portion at the top and the opening portion at the bottom. 
FIG. 2 is a side elevational view taken upon the line . ‘ 

2—2 of FIG. 1. 
FIG. 3 is a side elevational view taken upon the line 

3-—3 of PEG. 1. ' 

FIG. 4 is a transverse sectional view taken upon the 
ine 4—4 of FIG. 1 without the internal tray or pedestal 
being included. 

PEG. 5 is a transverse vertical sectional view taken upon 
the line 5-5 of FIG. 1. 
FIG. 6 is a top plan view of the base container and 

swinging cover in fully open condition, with the cover 
being at 180 degrees from the position shown in FIGS. 
1 to 5. ~ 

FIG. 7 is a diagrammatic side'elevational view show; 
ing the detailed construction of the hinge. 

Referring to FIG. 5, there is shown a relatively deep 
v‘cover A and a relatively shallow base container section B. ' > 

The base container section B may be provided with 
the feetlh projecting downwardly from the bottom face 
11 thereof. , . ‘ . 

At the sides, the box has the upwardlydivergent 45 
degree walls 12 and a similar 45 degree wall 13 at the 
front thereof. . 

At the top edge of the curved divergent portions 12 
and 13, there are the various wall sections 14 land 15 
(see FIGS. 4 and 5). 
The rear wall 16 is somewhat heavier and thicker than 

the side walls 12, 13, 14 and 15, and at its upper end, 
it terminates in the hinged portion 17. ‘I 
The interior face 18 of the bottom wall 11 has an up 

standing back rib 19- and side ribs 20 which serve to 
locate the oblique pedestal C (see particularly FIG. 5). 

This oblique pedestal tray C has a forwardly extending 
lip 21 and the base portion 22 which ?ts inside of the 
location ?ns or ribs w and 2'9. 
The tray C also has the upwardly and outwardly curved 

divergent short front wall 23 and relatively higher rear 
wall together with the side walls 25. 
The ‘side walls 2% incline downwardly and upwardly ' 

[at their upper faces to the top face or edge 26 of the 
‘ front Walls. 

The top face 27 of the rear wall 24 will extend up into‘ 
the enclosure A. I 

I _ The location ?ns or ribs 19 and 20 will be of horse shoe 
shape as indicated in the'lower part of FIG. 6, and they 

._ will ‘reach their maximum width at 23. 
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The bottom of the oblique'tray or pedestal 22‘will have 
a similar shape so as to telescope or fit thereinto and be ~ 
lodged against lateral movement therein. 

Positioned in vand contacting the shoulder 29 of the tray 
C is the display pad D. i v 

The display pad has the lower outwardly divergent 
front and back walls 3i) and 31 and the side walls 32 
which terminate in the ovular annular boss 33 having a 
?at recess portion 34. 

_ Extending fore and aft of the recess portion 34 on' 
either side of the annular box 33 will'be the recessed por 
tions 35 and 36 (see FIG. 6) which carry the watch 
straps. . 

These recessed portions will terminate in the indenta 
tions 37 and 38 by means of which the strap may pass 
under the display pad D. 
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The cover A has a central upwardly domed wall 55 

which has an extension downwardly to a recess 56 at the 
rear inside of a peripheral ridge 57 (see FIG. 5). 
The domed top portion 55 as shown in FIG. 4 will also 

slope down to the recess 58 which is in the side of the 
elevated structure 59. 
The rear ridge 57 constitutes the upper edge of the 

downwardly divergent back wall 60 (see FIG. 5) and the 
ridge 59 constitutes the ridge of the downwardly divergent 
side wall 61 (see FIG. 4). 

Extending forwardly, the upper domed portion will have 
a recessed curved forwardly and downwardly extension 
62 which terminates in the groove ‘53 inside of the up 
wardly projecting edge 64. 

i The upwardly projecting edge 64 constitutes the top 
edge of the downwardly divergent front wall 65 of the 
cover element A (see FIG. 5). 
The hinge construction is shown in small scale in FIG. 

6 and in large scale in FIG. 7. 
This hinge construction consists of the inwardly di 

rected ?anges 80 having the inturned projections 81 which 
extend closely adjacent to but do not contact the faces 82. 
The side structures 83 are provided with the recess 84 

which extends between the sections 83 and the sections 85. 
On either side, the interior edge 85 of the rear wall 69 

will extend to the side wall 61, to position the hinge con 
struction on the cover element A. 
The hinge construction on the container element is sim 

ilar and is provided with the ?anges 87 (see FIG. 6) with 
the projection portions 88. 7 

These portions extend to the box 89 and then the wall 
portions 9t) of the rear wall 69 continue to the side. 
The inside frame E is held in position by means of 

the interior stops or shoulders 91 along the interior of 
the side walls 61 (see FIG. 3), and the interior of the ' 
front wall 65 as the shoulder 92 receives the depending 
oblique front wall 92 of the frame E. 
The frame E will abut the rear wall 60 as indicated 

at 94. 
The frame E will have a central opening 95 which will 

expose the pad D and permit the watch on such pad to 
project therethrough and be conveniently displayed. 
The entire structure may be molded of plastic, and the 

cover A, the base structure B, the pedestal C, the pad D 
and the frame B may be readily ?tted together to form 
the entire display package and container of the present 
invention. 
As many changes could be made in the above hinged 

watch box, and many widely different embodiments of 
this invention could be made without departing from the 
scope of the claims, it is intended that all matter contained 
in the above description shall be interpreted as illustrative 
and not in a limiting sense. 

Having now particularly described and ascertained the 
nature of the invention, and in what manner the same is 
to be performed, what is claimed is: 

l. A molded plastic display box for merchandising 
and displaying watches and the like comprising a relative 
ly shallow lower container structure, a relatively deep 
cover element hinged to the rear of the container struc 
ture, an interior oblique pedestal tray member mounted 
in the bottom of the base, a display pad mounted in said 
pedestal tray member and an open frame mounted in said 
cover element, said open frame extending obliquely down 
wardly and rearwardly and across and contacting the 
upper sides of the tray member and the upper sides of the 
tray member extending obliquely upwardly and rear 
wardly into the interior of the cover element at its upper 
portion and said tray member being wedged forwardly 
in the base of the shallow lower container element. 

2. A molded plastic display box for merchandising 
and displaying‘ watches and the like comprising a rela 
tively shallow lower container structure, a relatively deep 
cover element hinged to the rear of the container struc 
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4 
ture, an interior oblique pedestal tray member mounted 
in the bottom of the base, a display pad mounted in said 
pedestal tray member and an open frame mounted in 
said cover element, said container construction having a 
curved horseshoe shaped location ?n and said tray mem 
her also having a horseshoe shaped bottom structure to 
be mounted within said horseshoe shaped location ?n, 
said open frame extending obliquely downwardly and 
rearwardly and across and contacting the upper sides of 
the tray member and the upper sides of the tray member 
extending obliquely upwardly and rearwardly into the 
interior of the cover element at ‘its upper portion and 
said tray member being wedged forwardly in the base of 
the shallow lower container element. 

3. A molded plastic display box for merchandising and 
displaying watches and the like comprising a relatively 
shallow lower container structure, a relatively deep cover 
element hinged to the rear of the container structure, an 
interior oblique pedestal tray member mounted in the 
bottom of the base, a display pad mounted in said 
pedestal tray member and an open frame mounted in said 
cover element, said container element having a peripheral 
shoulder along the interior inside walls thereof to receive 
and hold said frame structure, said open frame extending 
obliquely downwardly and rearwardly and across and 
contacting the upper sides of the tray member and the up 
per sides of the tray member extending obliquely up 
wardly and rearwardly into the interior of the cover ele 
ment at its upper portion and said tray member being 
wedged forwardly in the base of the shallow lower con 
tainer element. 

4. A molded plastic display box for merchandising and 
displaying watches and the like comprising a relatively 
shallow lower container structure, a relatively deep cover 
element hinged to the rear of the container structure, an 
interior oblique pedestal tray member mounted in the 
bottom of the base, a display pad mounted in said pedestal 
tray member and an open frame mounted in said cover 
element, said display pad consisting of upwardly project 
ing domed structure with a central recess received within 
a location portion in the upper part of the oblique pedestal 
tray member, said open frame extending obliquely down 
wardly and rearwardly and across and contacting the 
upper sides of the tray member and the upper sides of the 
tray member extending obliquely upwardly and rearward 
ly into the interior of the cover element at its upper por 
tion and said tray member being wedged forwardly in the 
base of the shallow lower container element. 

5. A hinged plastic display and receptacle box for a 
watch and strap comprising molded plastic cover and base 
enclosure elements, the base element having a flat bottom 
with incurved curved side and front walls and upper 
slightly diverging vertical edges and a straight rear wall, 
and the cover having a slightly domed top with substan 
tially vertical slightly downwardly diverging side walls 
abutting at their lower edges, said vertical edges of the 
base element, said cover element carrying a molded frame 
element extending interiorly around the inner faces of 
the diverging walls and having a central opening with 
downwardly extending edge portions and said base hav 
ing upwardly extending integrally molded rear and side 
?ns and terminating short of the front curved wall, a 
molded plastic insert tray holder having a closed bottom 
portion ?tted between the side ?ns and the rear ?n having 
upwardly extending ?rst inwardly and then outwardly 
curved front, back and lateral sides with upper vertical 
edges terminating so that the front side upper edge is be 
low the upper edge of the bottom front wall and back side 
upper edge is above the upper edge of the straight rear 
wall and terminates closely adjacent the rear portion of 
the interior of the domed top and the sides and the 
oblique side edges extend obliquely upwardly and rear~ 
wardly, said insert tray holder carrying an oblique shelf 
closing the top thereof just slightly below said upper verti 
cal edges and a plastic curved upwardly domed display 
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tray clamped between the oblique side edges and extend 
ing across the abutting edges of the walls of the cover and 
base elements, and having central recess and front and 
aft recessed channel ‘extending from the front to the rear 
of the tray, and the side downwardly edge portions of the 
tray contacting and pressing down on the side vertical 
edges of the plastic tray holder and extending obliquely 
downwardly from the front to the rear across said vertical 
side edges to hold said tray holder down against the base. 

6. The box of claim 5, said tray holder having an 
ovular horseshoe shaped bottom and said ?ns having the 
same shape so that the ovular shaped bottom may be 
jammed forwardly thereinto. 

7. A molded plastic box having a front closure and a 
rear hinge for displaying watches and the like having a 
shallow lower container portion and deep upper cover 
portion, said portions having respectively upwardly and 
downwardly outwardly divergent side front and back thin 
side walls meeting and abutting at their upper and lower 
edges, said container having an upwardly and inwardly 
extending oblique peripheral frame portion having its 
lower edges attached to the upper interior edges of the 
side walls of the container portion, the frame having up 
wardly projecting upwardly concave front, back and side 
sections extending to a greater height at the front of the 
box than the rear and the side sections having downward 
ly extending vertical lips, an internal tray support having 
outwardly divergent lower inwardly curved and upper 
outwardly curved support extensions, said extensions ex 
tending to a higher position at the rear of the box than 
at the front of the box, and a forwardly inclined remov 
able display tray mounted in said tray support and the 
rear side walls having a double wall structure and inter 
vening recessed portions to form said hinge and an up 
standing locator structure on the bottom of said container 
for said tray support. 

10 

15 

20 

30 

6 
8. The box of claim ,7, said locator structure consist 

ing of upwardly extending short vertical ?n members to 
engage the lower side and back of the bottom of the tray 
support, said tray support being closed at its base and 
having a ?at bottom, said flat bottom being located against 
and contacting the base of the container portion. 

9. The box of claim 7, said tray support having a 
widened mouth held in position by said vertical lips at the 
sides thereof and said mouth being inclined upwardly and 
rearwardly from the level of the abutting edges to about 
the level of the top of the cover portion. 

10. The box of claim 7, said frame portion encircling 
and enclosing said tray support and having a mouth open 
ing above the tray support and above the tray support at 
the front of the box and below the tray support and tray 
at the rear of the box. 

11. The box of claim 7, said tray support having a 
horse-shoe curved side and rear wall structure at the lower 
inwardly curved extensions. 

12. The box of claim 7, said cover portion having a 
dome top wall and said container portion having a ?at 
bottom wall and said tray. support and tray together hav 
ing a bottom flat wall against the bottom wall of the 
container portion and having an upwardly curved display 
portion extending upwardly into the container portion 
from front to rear and curving into the 
cover portion. 
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