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This invention elates to a display device for mer 
chandise, and more particularly to a display device for 
‘a retail store in which small packaged items are loaded 
and which has means for constantly urging the items 
towards the front or customer end of the device, the 
foremost item being forced upwardly for easy removal 
by a customer. 
Modern retailing, particularly supermarkets, discount 

stores, and ?ve-and-ten cent stores, have created a de 
mand for ef?cient mechanisms of the self-serve type for 
the loading of merchandise. Basically, suitable devices 
must present the merchandise in a way which attracts 
the customer and which permits ready removal of items 
by the customer. Additionally, from the retailer’s point 
of view, such devices should be easily stocked and prefer 
ably in a manner which will encourage the customer to 
take the oldest item ?rst. This latter point is particularly 
applicable to the sale of perishable merchandise. 
The present invention provides a display device in which 

the items are constantly urged towards the front of the 
device by resilient means. Devices in which the mer 
chandise is spring-loaded have been proposed in the past. 
However, one major shortcoming of such devices has 
been that it is di?icult for the customer to remove an 
item from the device because the items are ?rmly wedged 
in place by the resilient means. The present invention 
overcomes this di?‘iculty by providing structure for 
popping up the foremost items. This serves a dual pur 
pose. Firstly, it is easy for the customer to remove 
the raised item. Additionally, the customer is encouraged 
to take the foremost or oldest items because of its ready 
accessibility. Another important feature of the inven 
tion is that the display device may be loaded either from 
the front or from the rear. Rear loading is desirable in 
some ‘applications, such as the meat department of large 
supermarkets, where the meat display counters are 
stocked from behind the counters from an area which is 
readily accessible to the meat cutting and packaging 
area. 

It is, therefore, an object of the invention to provide 
a display device for merchandise. 
Another object of the invention is to provide a displa‘ 

device in which the items are resiliently loaded and con 
stantly urged towards the customer end of the device. 
Another object of the invention is to provide such a 

display device in which the foremost item is raised up 
wardly from the remainder of the items for easy removal 
by a customer. 
A further object of the invention is to provide a dis 

play device having means thereon for locking the resil 
ient means in a position which permits either rear or 
front loading of the device. 
A still further object of the invention is to provide a 

display device having a compact, low cost construction 
which is nevertheless extremely durable. 

Other objects of this invention will appear in the follow 
ing description and appended claim, reference being had 
to the accompanying drawing forming a part of this 
speci?cation wherein like reference characters designate 
corresponding parts in the several views. 

In the drawing: 
FIGURE 1 is a view in perspective of one embodi 

ment of the present invention showing the resilient means 
locked in a position to permit loading of the mechanism; 
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FIGURE 2 is a sectional view taken substantially along I 

the line 2—2 of FIGURE 3 looking in the direction of 
the arrows; and 
FIGURE 3 is a side elevational view of the mechanism 

of FIGURE 1 showing the device partially stocked with 
merchandise. 

Before explaining the present invention in detail, it is 
to be understood that the invention is not limited in its 
application to the details of construction and arrange 
ment of parts illustrated in the accompanying drawing, 
since the invention is capable of other embodiments and 
of being practiced or carried out in various ways. Also, 
it is to be understood that the phraseo-logy or terminology 
employed herein is for the purpose of description and 
not of limitation. 

Referring to FIGURES 1 and 2, it may be seen that 
the display device 1% includes a Wire rod frame 12. The 
frame 12 comprises a continuous wire rod formed into a 
pair of spaced apart parallel longitudinally extending 
portions 14, to having U-shaped portions 18, 2t) depend 
ing from the ends thereof. Normally, the device 10 is 
utilized with the rod portions 14, 16 extending horizon 
tally and the U-sh-aped portions 18, 20 extending down 
wardly therefrom to form a trough-like structure. How 
ever, t’ne device may be utilized in other orientations 
such as vertical or at some intermediate angle between 
the vertical and horizontal planes. 
A laterally extending rod 22 is secured to the U-shaped 

portion 2i) adjacent to the web member 24. The method 
of securement of the various wires and rods in the 
device it) is preferably by welding. A second laterally 
extending rod element 25 is secured to the U-shaped por 
tion 18 adjacent to the longitudinally extending rod por 
tions 14, 16. 
A generally U-shaped wire element 28 extends be 

tween the U-shaped frame portions 18, 20. The member 
28 comprises parallel rods 30, 32 which have their free 
ends 34, 36 secured to the web 38 of the U-shaped por 
tion 13. The rods 3%, 32 then continue towards the 
second U-shaped portion 2d. At a point near the 
U-shaped portion 29, the rods 30, 32 are angled upwardly 
to form inclined portions 40, 42 which extend above 
the rod element 22 and terminate at a point slightly 
beyond the U-shaped portion 20. The inclined portions 
‘til, 42 are secured to the rod 22. Extending upwardly 
from the inclined portion 46, 42 is a U-shaped por 
tion 44. 
A second longitudinally extending U-shaped portion 46 

is provided within the U-shaped portion 28. The ele 
ment as comprises a pair of spaced apart parallel rods 
458, So having their free ends secured to the web 38. 
The other ends are joined together by a web 52 which 
extends slightly beyond the web 24._ The rods 48, 50 are 
secured to the web 24. 
A bracket 54 is slidably mounted on the rods 48, 50. 

The bracket 54 comprises a horizontal plate portion 56 
which extends across the rods 48, 54). Each end of 
the plate 56 is bent over to engage one of the rods 
43, 5% to thereby secure the bracket 54 in place. Ex 
tending upwardly \at substantially right angles from the 
plate portion 56 is a second plate pontion 58. The 
plates 56, 58 are structurally reinforced by an angularly 
inclined U-shaped brace ?ll which extends therebetween. 
It will be noted that the plate portion 58 is not quite 
as wide as the spacing between the rods 30, 32. This 
permits the plate 58 to move between the upwardly 
inclined portions 49, 42 when it reaches the U-shaped 
portion 29. 
A small plate 62. is secured to the under side of that 

portion of the element 46 which extends beyond the 
U-"haped portion 25). A ?at spring 64, which is fabri 
cated to coil upon itself, has one end 66 secured to the 



Vlarly desirable from’ the commercial standpoint; 
the p0p=up feature, the mantis’ not suitable for a great 

plate 62-by nut and’ bolt structure 68. The spring 64' 
extends from ‘the plate 62 between the rods 48, 50. - The 
spring passes throughv an opening in the bracket 54 ‘and 
terminates in coiled portion '72. The coiled portion 72 
abuts'against the plate 58, constantly urging the bracket 
towards the, U-shaped portion 20. ‘ , i 

The bracket 54 is shown in FIGURE 1 locked in a 
position adjacent to the U-shaped portion 18. This per-f 
mits the display device to be loaded from either the front ' 
end or rear end without the necessity for using one hand 
to hold the bracket out of the way. ‘ Thelocking means 
comprises a wire‘ element 74 having a hofokportion 76 
at one end for engagement with the rod'26 and a- hook 
portion- 78 at the other end for engagement with'the 
plate 58. ‘ ~ ‘ 

Referring to FIGURE 3, it will be noted that tlie'device 
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A display device formerchandise comprising a trough 
like receptaclev for containing a pluralityof items of mer 
chandise, said receptacle comprising a bottom wall, \a pair 
of upstanding side Walls'and a front wall, said bottom 
Wall including longitudinally extending guide meansfor 
a bracket, said receptacle bottom wall including longi 
tudinally extending wire, elements on each side of the, 
guide means forminga surface for the items of mer 
chandise to slide uponysaid wire elements having an 
inclined portion adjacent the receptacle front wall upon 
which the foremost item, slides to a position out of ‘align 
,ment with the other items to permit easy. removal there 

I of from the display device,*=a-bracket slidingly mounted 
on ‘said guidemeans; said jbracket having an upstanding 
wall for abutment with the rearmost item of‘rnerchandise, 

, a ?at coiled‘ spring having oneend securedto the front 
10- has beenloaded with packaged items 80. The pack- " 
ages may contain, for example, sliced lunch meat. 1 The 
items 80 rest on the rods 30, 32, 48, 50 and are main 

' tained in an upright pos-ition‘and guided'by the ‘rods 14, 
16 which act_as side wall structures. vThe foremost 
package 80 abuts against the, U-shaped portion ‘44 of the . 
member 28. The plate 58'abuts against the rearrnost 
package, thus urging the entire unit (forwardly. ,‘The 

' spring 64; of course, coils'and uncoils iwhen packages are 
removed from or loaded into the device. 

It willvbel noted that the foremost package, 80 is 
raised upwardly from the remaining packages. . This is 
due to .this' particular package sliding. up the inclined 
portions 40, 42. 7 When the foremost package is removed 
by a customer, the next‘ package will be forced up the 
incline and in position forremoval by a customer. ‘ This 
feature of the invention has beenlfound to be particu 

Without 

many retail applications. ,, ‘ ~ ' 

Having thus described'my inventioam, I claim: . 
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"end of the receptacle, '7 such spring-‘continuing from the 
front'end-of the receptacle, passing through an opening 
in the bracket and terminating in a portion coiled upon 
itself and in abutment with the rearward surface of .said 
bracket wall to constantly urge the bracket and items of 
merchandise towards the receptacle front wall, the said 
wire elements of the bottom wall being spaced, apart a 
distance greater than the‘ width. of said bracketto permit ' 
the bracket to pass between the inclined’ portions of the 
wire} elements ‘and move the’ rearmost item of men 
chandise tothe front wall‘ of the receptacle. 
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