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This invention relates to a new and useful safety 
guard to prevent loss of earrings or other car ornaments, 
and prevents loss of one or two earrings at a time. 
Many women possess earrings which are quite valu 

able. The earrings come in pairs and the loss of a single 
earring is often very distressing as well as costly. Fre 
quently an earring slips oft" the wearer’s ear without being 
noticed, so that by the time the earring is missed, the 
wearer is ofter unable to determine where and under 
what circumstances the earring was lost. Many women 
collect large numbers of pairs of earrings of different 
designs. It is desirable to keep those earrings which 
belong to a pair together when on and off the owner’s 
cars. 

It is a principal object of the invention to provide a 
safety guard assembly which includes a hairpin, a chain 
for engaging a pair of earrings, and a clasp which engages 
the chain to prevent loss of either or both earrings. 

Another object is to provide a safety guard assembly 
as described, wherein the clasp permits adjustable posi 
tioning of the hairpin in the hair. 
A further object is to provide a safety guard assembly 

as described wherein the clasp is mounted on the hair 
pin and is concealed in the wearer’s hair. 

Other objects are to provide a safety guard for ear 
rings or ornaments which is light in weight, inexpensive, 
easily operated, attractive in appearance, adaptable to 
use with hairpins of various types, and operative without 
interference with normal use of earrings and ear orna 
ments. 
For further comprehension of the invention, and of the 

objects and advantages thereof, reference will be had to 
the following description and accompanying drawings, 
and to the appended claims in which the various novel 
features of the invention are more particularly set forth. 

In the accompanying drawings forming a material 
part of this disclosure: 

FIG. 1 is a plan View of an earring safety guard assem 
bly and a pair of earrings embodying the invention. 

FIG. 2 is a rear view on an enlarged scale of part of 
a hairpin, chain and clasp of the assembly of FIG. 1-, 
showing the chain in one position of engagement with 
the clasp. 

FIG. 3 is a sectional view taken on line 3-—3 of FIG. 
2. ‘ 

FIG. 4 is a rear view similar to FIG. 2 showing the 
chain in another position of engagement with the clasp. 
FIG. 5 is a perspective view of another hairpin with 

clasp and chain. 
FIG. 6 is a plan view of part of a modi?ed chain and 

an earring. 
‘Referring to the drawings, there is shown in FIGS. 

1-4 a safety guard assembly 10 which includes a generally 
U-shaped hairpin 12, and a chain 14. The pin has legs 
15 integral with bight 16. On the rear side of bight 16 
of the hairpin is a spring clasp 18. This clasp has a 
body 19 which is generally rectangular in form and has 
one edge 20 secured by welding or other suitable means 
to the lower edge of the bight 16. The springy clasp 
body has a free other edge 21 formed with a rounded 
?nger 22 which bears on the rear side 17 of bight 16 
under tension of the clasp body. The body 19 is arched 
and spaced from the bight 16 to provide a passage P 
therebetween. Chain 14 can be drawn through this 
passage in either direction as illustrated in FIG. 4. 
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The chain has a plurality of groups of large hing links 
23 spaced apart by lengths of small links 24. The maxi 
mum diameter of the links 23 is less than the width of‘ 
passage P to permit passage of the chain therethrough. 
The ?nger 22 has a length which is less than the internal 
diameter than any of links 23 so as to engage in any of 
these links as shown in FIGS. 2 and 3 to prevent the 
chain from slipping through or off the clasp. 
At opposite ends of the chain are spring rings 26 

which engage on loops 28 of earrings 30. The rings 
26 cannot accidentally slip off the loops 28 due to the 
larger screws 32 and ornaments 34 at opposite ends of 
the loops. 
The hairpin 12 may have ornamental jewels 33 secured 

on its front side by prongs 35. These jewels may be 
precious or semi-precious stones or may be imitation 
gems. The legs 15, which are integral with bight 16, 
can be inserted at any convenient location in the wearer’s 
hair with the front jeweled portion exposed. The chain 
will be slipped off of ?nger 22 and inwardly of the clasp 
into passage P as shown in FIG. 4 for adjusting the posi 
tion of the pin along the chain. Then when the location 
of the hairpin is selected, the chain will be moved laterally 
outward to engage the ?nger 22 inside the nearest large 
ring link 23. The earrings 30 cannot be lost if they slip 
off the wearer’s cars, since they will be held by the chain 
which in turn is held by the clasp of the hairpin anchored 
in the wearer’s hair. 
The earrings can be worn, and can be attached and 

.removed without any interference by the safety guard 
assembly. When the safety guard assembly is removed 
from the wearer’s hair the earrings may be left attached 
to the chain. Then the owner can place the entire 
assembly in a jewel box with the assurance that one ear 
ring will not accidentally become separated from the 
chain and the chain will not accidentally become sepa 
rated from the hairpin. - 

FIG. 5 shows a modi?ed form of hairpin 12a. This is 
a bobby pin embodying the invention. This pin has a 
rather straight spring leg 49 juxtaposed to a corrugated 
spring leg 42 under spring tension of the integral with 
the bight 16’. At the rear side of the bight is a spring 
clasp 13' identical to that described heretofore. It has 
a ?nger 22’ at the end of body 19' and engages chain 14’ 
in its passage P. A jewel 45 may be held on the front 
of the bight at the top of leg 42 by prongs 46. 
FIG. 6 shows chain 14" provided with a spring loop 

50 at its end in place of the'spring ring 26 shown in 
FIG. 1. 
Instead of earrings employing screws 32 for fastening as 
shown in FIGS. 2 and 6, other types of earrings may 
be used having spring catches, or the like. 

In any case the invention will assure against acciden-. 
tal loss of one or both earrings due to separation of one 
or both earrings from the ears of the wearer while the 
hairpin remains engaged in the wearer’s hair. While 
the earrings are off the wearer’s ears, the chain keeps the 
earrings together as a pair. 
While I have illustrated and described the preferred 

embodiments of my invention, it is to be understood that 
I do not limit myself to the precise constructions herein 
disclosed and that various changes and modi?cations may 
be made within the scope of the invention as de?ned in 
the appended claims. 
Having thus described my invention, what I claim 

as new, and desire to secure by United States Letters 
Patent is: 

1. A safety guard for earrings, or the like, compris 
ing a chain of large and small links, spring means at 
opposite ends of the chain for detachably engaging two 
earrings respectively, a generally U-shaped hairpin, and a 
clasp on the bight of said hairpin detachably engaged 

This loop engages loop 28" of earning 30"; 
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with said chain, said clasp having a springy body secured 
at one edge to said bight the opposite edge of the body 
being unattached, said body having a rounded finger at 
its said opposite edge contacting the bight of the hairpin, 
said body being arched outwardly of the bight of the 
hairpin to define a passage between said hairpin and body, 
said chain being disposed in and extending through said 
passage, said passage having a Width between opposite 
edges of the clasp body which width is greater than the 
maximum Width of each of said links for freely passing 
the chain through the passage, said ?nger constituting 
means insertible through each of the large links. 

2. A safety guard for earrings or the like, comprising 
a chain of links, spring means at opposite ends of the 
chain for detachably engaging two earrings respectively, 
a generally U-shaped hairpin, and a clasp on the bight 
of said hairpin detachably engaged with said chain, said 
clasp having a springy ‘body secured at one edge to said 
bight, said body having a rounded ?nger at its opposite 
edge contacting the bight of the hairpin, said body being 
arched outwardly of the bight of the hairpin to de?ne 
a passage therebetween, said chain being disposed in and 
extending through said passage, the links of the chain in 
cluding groups of interengaged large rings spaced apart 
by lengths of smaller links, said ?nger constituting 
means insertible through each of the large rings for 
securing ‘the chain to the pin. 

3. A safety guard for earrings or the like, comprising 
a chain of links, spring means at opposite ends of the 
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chain for detachably engaging two earrings respectively, 
a generally U-shaped hairpin, and a clasp on the bight of 
said hairpin detachably engaged with said chain, said 
clasp having a springy body secured at one edge to said 
bight, said body having a rounded ?nger at its opposite 
edge contacting the bight of the hairpin, said body 
being arched outwardly of the bright of the hairpin to 
de?ne a passage therebetween, said chain being disposed 
in and extending through said passage, the links of the 
chain including groups of in-terengaged large rings 
spaced apart by lengths of smaller links, said ?nger con 
stituting means insertible through each of the large rings 
for securing the chain to the pin, said passage having a 
Width bet ‘ecu opposite edges of the clasp body which 
Width is greater than the external diameter of each of said 
rings for freely passing the chain through said passage 
when the ?nger is disengaged from the rings. 
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