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The present invention relates to a tent ventilating 
device. 
The primary objects-of the invention are to provide 

a tent ventilating device which can quickly and easily 
be installed in any tent wall and in any desired loca 
tion on said Wall; to provide such a tent ventilating de 
vice which permits free circulation of air therethrough 
while at the same time preventing the entry of rain or 
insects into the tent; and in general vto provide such a 
tent ventilating device which is efficient in use, which 
can economically be molded of plastic material or the 
like, and which is attractive in appearance. 
An illustrative embodiment of the invention is shown 

in the accompanying drawing, wherein: 
FIGURE 1 is a perspective view of an umbrella 

type tent constructed of canvas or other ?exible material 
and having a tent ventilating device according to this 
invention installed in a Side Wall thereof; 
FIGURE 2 is an enlarged, vertical Sectional view 

of the new device taken on line 2_-2 of FlGURE l, 
the side wall of the tent being here shown frag?nentarily; 
FIGURE 3 is a front elevational view of the same, 

as seen from outside the tent; 
FîGURE 4 is a rear elevational View of the device 

per se; and - 
FIGURE 5 is a bottom plan View of the same. 
Referring now in detail to this drawing, the tent ven 

tilating device there illustrated comprises a rigid body 
generally designated 10 which may desirably be made of 
a molded plastic material, although other materials might 
be found suitable. The body 10 comprises a front wall 
11 and a rear wall 12 which taper upwardly, said front 
and rear walls being connected at their sides and being 
bowed apart between their sides to provide an air passage 
between the open bottom 13 of the device and the open 
top 14 thereof. 
The front Wall 11 of the device extends upwardly a 

considerable distance beyond the rear wall 12 thereof, and 
the upper part of said front wall 11 is tapered upwardly 
as shown to facilitate its insertion through a slit 15 made 
in the tentis side wall 16, upwardly from the outside of 
the tent and into the interior thereof. The upper part of 
the front wall 11 is provided with an aperture 17 there 
through, and any suitable type of fastening means such 
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as the brad 18 here shown may be inserted through the 
aperture 17 and through the tent wall 16 above the slot 
15 for securing the device to the tent wall. 
The body lil of the device is here shown so molded as 

to provide three abutments 19 spaced slightly inwardly 
from the open bottom 13 of the device. A screen 20 is 
pressed inwardly against said abutments and may if de 
sired be secured in place by means of a suitable adhesive. 

it will be seen that the new tent ventilating device may 
very quickly and easily be installed in a ?exible tent 
wall at any desired location, and that when installed as 
shown the front wall 11 of the device flexes the material 
of the tent above the slit 15 outwardly and the rear Wall 
12 ?exes the material of the tent below the slit 15 in 
wardly thus to maintain said slit in open condition. The 
device serves to provide ventilation, and to prevent entry 
of rain into the tent. The screen 2d) effectively serves 
to prevent entry of insects into the tent. 
While but one specific embodiment of the invention 

has been herein shown and described, it will be understood 
that numerous details thereof may be altered or omitted 
Without departing from the spirit of the invention ̀ as the 
same is de?ned by the following claim. 

I claim: I 
A device for ventilating a tent constructed of canvas 

or other ilexble material, comprising: a rigid molded plastic 
body of upwardly tapering form having a front wall and 
a rear wall,'said walls being connected at their sides and 
being bowed apart between the sides to provide an air 
passage between the open bottom and the open top of 
said rigid body, said front wall extending upwardly be 
yond the rear wall and having its upper part adapted for 
insertion through a slit in a tent Wall upwardly from 
the outside of the tent to the interior thereof whereby 
the front wall of the device flexes the material of the 
tent above said slit outwardly and the rear Wall of the 
device ileXes the material of the tent below said slit in 
wardly thus to maintain the slit in open condition, said 

_ upper part of the front wall of the device having an aper 
ture therethrough to facilitate its attachment to the in 
side of the tent wall above the slit therethrough, and a 
screen across the open bottom of said body. 
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