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The present invention relates to control structures for 
adjusting the relative separation between structures; and 
more particularly a new and improved leveling valve 
structure for controlling the in?ation of air bags and the 
like in automotive vehicles. 
The suspension systems which support the sprung mass 

from the unsprung mass of automotive vehicles are ?exed 
many, many millions of times during the life of the ve 
hicle and are subject to very severe impacts and jolts. 
Where air bags are used to support the sprung mass from 
the unsprung mass, some type of leveling structure must 
be used which will adjust the normal position of the 
sprung mass from the unsprung mass for various loads 
which the vehicle will be called upon to carry. Any sens 
ing structure therefore which is connected between the 
sprung and unsprung masses and which will be used to 
adjust the pressure in the air bag structures will be sub 
jected to millions and millions of oscillations during the 
vehicle life, and must be capable of accommodating ex 
treme degrees of movement which at times will have con 
siderable force and impact. 

, An object of the present invention is the provision of a 
new and improved leveling structure for an air suspen 
sion system and the like, which will be simple and inex 
pensive to manufacture, which will accommodate great 
degrees of movement Without undue force upon the struc 
ture, and which will be sufficiently wear resistant to be 
capable of withstanding the tremendous amount of ?exure 
which takes place in the suspension system during the life 
of an automotive vehicle. 
_ A more speci?c object of the present invention is the 
provision of a new and improved leveling valve for sus 
pension systems and the like which is interconnected be 
tween the sprung and unsprung masses by means of a 
lever system designed so that movement between the 
sprung and unsprung masses merely rotates a shaft in the 
leveling valve structure which in turn operates a cam and 
cam follower mechanism which in turn operates a control 
mechanism. > 

A further object of the presentiinvention is the pro 
vision of a new and improved leveling valve structure 
of the above described type. wherein the cam follower is 
normally biased out. of engagement with the cam surface 
so that normally nowear of the cam and cam follower 
occurs, and wherein the cam follower is only periodically 
actuated and brought into engagementwith the cam to 
adjust the position between the sprung and unsprung 
masses. , , ', . 

A still further__ object of the present inventionis the 
provision of a new and improved leveling valve-structure 
of the above described type wherein a pressure valve and 
an exhaust valve are operated by means of a pair of cam 
followers having‘a solenoid winding which simultaneous 
ly actuates both cam followers and their attendantvalve 
structures. , ' 

A still further object of the present invention is the 
provision of a new and improved leveling valve structure 
of the above described type wherein the solenoid and cam 
followers are arranged to provide a closed magnetic cir 
cuit and thereby improve‘the efficiency of its electro— 
magnetic structure. . 

j The invention resides in certain constructions and com 
binations ‘and arrangements of parts; and further objects 
and advantages will become apparent to those skilled in 
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the art to which the invention relates from the following 
description of several preferred embodiments described 
with reference to the accompanying drawings forming a 
part of this speci?cation, and in which: . 
FIGURE 1 is a schematic view of an automotive air 

suspension system in which a leveling valve embodying 
principles of the present invention is incorporated; 
FIGURE 2 is‘a cross sectional view through the leveling 

valve shown in FIGURE 1; 
FIGURE 3 is a cross sectional view similar to FIG 

URE 2 but showing a slightly different embodiment of 
leveling valve structures. 
FIGURE 4 is a longitudinal cross sectional view of an 

other leveling valve embodying principles of the present 
invention; 
FIGURE 5 is a cross sectional view taken approximate-. 

ly on the line 5—5 of FIGURE 4; 7 
FIGURE 6 is a cross sectional view taken approxi 

mately on the line s_s of FIGURE 4; and 
FIGURE 7 is a plan view of a pair of cam followers 

seen in FIGURES 4 and 6. 
The air suspension system shown in the drawings gen 

erally comprises: an air bag A which is interpositioned 
between the frame 111 of the vehicle and the axle 12 of an 
automotive vehicle to normally resiliently support the 
body a predetermined distance above the axle; a leveling 
valve B which admits and exhausts air pressure from the 
airbag A to control the level of the frame 10 above the 
axle 12; and a reservoir C whose internal volume is nor 
mally communicated to the air bag A and which is valved 
off from the air bag A when inertia forces vary the loading 
upon the air bag A. 
The air bag A may be of any suitable design, and as 

shown generally comprises an inverted can or cylinder 
member 14 carried by the frame It), and a piston member 
16 which is fastened to the axle 12 ‘and which is suitably 
guided to move in and out of the cylinder member 14 
to absorb road shocks etc. during operation of the vehicle. 
A suitable rubber diaphragm 18 is positioned over the top 
of the piston member 16 with its outer edge suitably 
sealed to the lower edge of the cylinder member 14. The 
internal volume 20 of the air bag A is suitably propor 
tioned so that it amounts to approximately one-half of 
that required to be pressurized by the piston member 15 
in order to produce the desired spring rate between the 
body and axle of the vehicle. The remainder of the vol? 
ume which is necessary to provide the desired spring rate 
is provided by means of the reservoir C whose internal 
volume isrnormally connected to that of the cylinder mem 
ber 14 by means of the pneumatic interconnecting line 
22. During normal operation of the vehicle, therefore, 
inward movement of the piston 16 is free to pressurize 
both the volume 20 within the cylinder member 14 of the 
air bag A and the volume of the reservoir C. 
Inasmuch as the load which is carried by a vehicle varies 

from time to time, a leveling valve B is provided to peri 
odically vary the normal pressure carried by the air bag A 
and reservoir C to thereby maintain the spacing between 
the frame 16> and the axle 12 substantially a predetermined 
distance apart. 
The spacing of the frame 10 and axle 12 is normally 

sensed by a suitable leverage system. The prior art sens 
ing structures with which I am familiar transmit actuat~ 
ing force to suitable control valve structures through 
spring arrangements so that extreme movements between 
the axle and frame will not damage the operated control 
valve structures. Where the movement between the axle 
and frame is used to actuate the control mechanism di 
rectly through such spring structures, the spring struc 
tures are continually flexed, and shocks from the axle are 
still transmitted through the spring mechanisms ‘to the 
control valve structures. 
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According to principles of the present invention, the 
cast iron housing 30 of the leveling valve B is suitably af 
?xed to the frame it) of the vehicle, and a suitable lever 
age system 32 is suitably interconnected between the axle 
1&9 and the housing 30 to rotate a shaft 34 which is suitably 
journalled in the housing 348. Rotation of the shaft 34 
is not used directly to actuate any control mechanisms 
but in turn is used to rotate suitable cam structures for 
operating inlet and outlet valving for the air bag A. In 
some instances, a single valve structure- can be used to 
control both the in?ation and de?ation of the air bag A 
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in which case only one. cam surface and follower need be , 
used to actuate the valve mechanism. Poppet type valves 
however have the advantage of providing a positive sealing 
action wherein no leakage occurs; and separate poppet 
valves 38 and all can be easily incorporated to control 
the in?ation and. de?ation of the air bag A by providing 
separate cam‘surfaces and'cam followers for the respec 
tive poppet valves. The necessary camming surfaces can 
belprovided by separate-cams which are spaced axially 
upon the shaft 34; but as shown in the drawing are pref 
erably on spaced apart portions of the same cam structure 
36. 
In some instances, cam followers 42 and 44 can be 

suitably connected and biased against the valve structures 
and against the camming surface so as to continually actu 
ate the supply and relief valve structures 38 and 4M) as 
the cam structure 36 is rotated. If this were to be done, 
however, there would be a continual flow of air to and out 
of the air bags A as the vehicle moves over uneven road 
surfaces. According to principles of the present inven 
tion, cam followers 42 and 44 are not biased against the 
inlet and outlet valve structures 38 and 4th with sufficient 
force to normally operate the valves; and instead, sepa~ 
rate means are provided to move the followers 42 and 44 
against the valve structures and against the camming sur 
face 36 only during the times that the vehicle is being 
loaded or unloaded. This is accomplishedin the embodi 
ment shown in the drawings by means of suitable solenoid 
means 45 which is connected in electrical series circuit 
through the battery 48, ignition switch 50 and a door 
switch 52 (which switch 52 is open when the door is 
closed) to energize the solenoid means 46 when the door 
is open. One or more switch means can be used on one 
or more door structures and it has been found that the 
leveling valve canfbe satisfactorily operated by a single 
door switch actuated by the door through which the driver 
of the vehicle gains ingress and egress. 

According to further principles of the present inven 
tion, cam followers 42 and 44 can be operated by means 
of a single solenoid winding 54 which will produce a north 
pole inone of the cam followers and a south pole in 
the other of the cam followers; and the cam followers 42 
and 44- can be suitably constructed and connected to the 
cast iron housing 30 so as to provide a closed magnetic 
loop having good electromagnetic ef?ciency. 

According to other principles of the present invention, 
wear between the cam followers 42 and 44 and their actu 
ating cam structures 36 can be practically eliminated by 
normally supporting the cam followers out of engagement 
with the cam structures 36, so that during motion ofthe 
vehicle no rubbing action occurs between the camming 
surface and the camming followers. The structure is 
preferably arranged, so that the cam followers 42 and 44 
“are brought down upon ,the cam structure 36 only when 
the solenoid winding 54 is energized to sense the carn’s 
position and operate'the valves 38 and 4t) accordingly. 
Cam followers 42 and 44 may be formed as part of suit 
able leaf spring structures whose ends are ?xed to the 
housing 30 in such manner that the cam followers 42 and 
44 bias themselves outwardly away from the cam struc 
ture 36 andinto engagement with suitable stops 56 and 
58 positioned so as to prevent the air gap between cam 
followers and the solenoid means 46 from becoming ex 
cessive. 
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As shown in the drawing, however, cam followers 42 
and 44 are formed as rigid structures which are suitably 
journalled on pins 60 and 62 carried by the housing 30; 
and the cam followers are biased outwardly in engagement 
with the stops 56 and 58, formed as integral portions of 
the housing 3th, by means of suitable coil springs 64 and 
66 respectively. The solenoid winding 54 has a suitable 
soft iron core 63 running therethrough, ‘and suitably in 
sulated from the winding 54 to provide north and south 
poles toward which the cam followers 42 and 44 are 
attracted. 
As previously mentioned, the supply and exhaust valve 

structures 38 and 40 may be formed in any suitable man 
ner; and as shown in the drawings are formed in opposite 
ends of a body member 70 which extends between the 
cam followers42 and 44, and which is sealingly ?xed to 
the sidewalls of the housing 30. Opposite ends of the body 
member '70 are suitably bored out as at 72 and 74 and 
threaded at their outer ends to receive the tire valve cores 
76 and 78 respectively. 
identical in construction so that identical numbers apply 
for each valve core. The valve cores generally comprise 
a small tubular body 80 and the outer end of which is 
threaded at 82 to the body member. The tubular body 
8% is upset inwardly of the threads 82 to provide a ?ange ' 
against which a rubber gasket 86 is bonded to effect a 
seal with respect to respective receiving bores 72 or 74. 
The inner end of the tubular body 80 forms a valve seat 
38 against which a rubber ?lled cup-shaped poppet §0 
abuts for closing off ?ow through the valve structure. 
Cup-shaped poppet 90 is sealingly ?xed to a valve stem 
92 which extends through the tubular body from the pop 
pet member 9d and projects out of its'opposite end where 
it is contacted by the cam follower to lift the poppet 90 
from its valve seat 88. Poppet ‘)0 is biased against the 
valve seat by means of a suitable coil spring 94 which 
extends between a suitable shoulder on the side of the 
tubular body 86) and a flange 96 on the valve stem 92. 
Valve stem 92 is suitably guided adjacent the outer end 
of the tubular body 80, and a pair of in-line projections 
98 only one of whichis shown are formed integrally in 
the outer end of the tubular body to provide suitable 
means by which the tubular body may be screwed into 
position in its receiving bore. A high pressure air supply 
is communicated to the bottom of the bore 72 by means 
of an inlet port 1%, and the bottom of the other bore 74 
is communicated to the atmosphere through an exhaust 
port 102. The outer ends of each of the tire valve cores 
are communicated to theinternal chamber '104 of the 
housing 30. Suitable pressure seals are provided between 
the housing 30 and the shaft 34, as well as around the 
electrical wires to thesolenoid winding-54; so that the 
housing 38 is air tight except for its outlet connection 
1% which is communicated to the air bag structure by‘ 
means of the pressure conduit 108. 
The cam structure 36 has diametrically opposite areas 

or surfaces which cooperate and actuate the respective 
cam followers 42 and 44. When the frame 10 is posi 
tioned at the right height above the axle 12,.the lever 
system 32 will be approximately centered as will the cam 
36, so that high areas of the cam are in a position to be 
abutted by both of- the cam followers 42 and 44. As the 
frame 10 moves from this normal position toward the 
axle l2, shaft 34 and consequently cam 36 rotate in a 
counterclockwise direction as seen in FIGURE 2 to cause 
the high area lulu-to remain in a position for engagement 
with the exhaust cam follower 44 while the low area 112 
is rotated into position for engagement by the high pres~ 
sure valve follower 42. This condition may well occur 
when the vehicle .is stopped and the vehicle is being 
loaded, and if at this time the driver’s door should be 
open, solenoid winding 54 will be energized to pull the 
cam follower 42 downwardly. Inasmuch as the low area 
112 lies beneath its abutting portion 114, the cam fol 
lower 42 is free to move downwardly by anamount which 

The valve cores '76 and 78 are ' 
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pushes the valve stem 92 inwardly to lift the poppet 90 
away from the valve seat 83 thereby cause air pressure 
to ?ow into the leveling out chamber 104 and hence to 
the air bag A. Increase air pressure within the chamber 
20 causes the frame 10 to move upwardly away from the 
axle 12. During this movement, the cam 36 is rotated 
clockwise to again bring its high surface area 110 into 
engagement with the abutted portion 114 of the cam 
follower 42 to move the cam follower 42 outwardly to a 
position where the poppet member 90 again abuts the 
valve‘ seat 88. No further in?ation therefore occurs in 
the air bag A. It should be understood that there will 
generally be four such air bags A and four such leveling 
valves—one adjacent each wheel of the vehicle. There 
after when the driver closes his door, the solenoid winding 
54 will be deenergized allowing the cam followers 42 and 
44 to move outwardly into engagement with the respec 
tive abutments 56 and 58. During the loading of the 
vehicle, the high cam area 110 remained beneath the abut~ 
ting portion 116 of the cam follower 44 so that the exhaust 
valve structure 42 could not be operated. 
When the vehicle is stopped and an unloading occurs, 

the frame ltt will move upwardly away from the axle 12 
to rotate the cam 36 clockwise as seen in FIGURE 2. 
Clockwise rotation of the cam 36 maintains the high cam 
area 110 beneath the abutting portion 114 of the cam 
follower 42 and at the same time rotates the low cam 
area 118 beneath the abutting portion 116 of the exhaust 
cam follower 44. If the driver’s door is open at this time, 
solenoid winding 54 is energized to draw both of the cam 
followers 42 and 44 into engagement with the camming 
surface. Inasmuch as the high cam area 110 is beneath 
the abutting portion of the high pressure cam follower 
42, high pressure valve 38 will not be actuatedand the 
abutting portion 116 will move inwardly into engagement 
with the low area 118 to open the exhaust valve structure 
41) and thereby exhaust pressure from the air bag 20. As 
the pressure in the air bag chamber 20 decreases, frame 
1t» descends closer towards the axle 12 to rotate the cam 
36 counterclockwise and thereby bring the high cam area 
110 in registry with the abutting portion 116 of the ex 
haust cam follower 4-4 to ride the cam follower 44 out 
wardly to a position allowing the exhaust valve structure 
40 to close. Thereafter when the driver’s door is closed 
again, the solenoid winding 54 is deenergized to allow the 
cam followers 42 and 44 to again move outwardly into 
engagement with the abutments 56 and 58 respectively. 
The embodiment of leveling valve structure as shown 

in FIGURE 3 is generally the same as that shown in 
FIGURE 2 and differs principally therefrom in that the 
chamber 1M is vented to atmosphere through the port 120 
‘and the control port 196' is connected directly to the air 
bag A. Those portions of FIGURE 3 which correspond 
to similar portions in FIGURE 2 are designated by a like 
reference numeral characterized further in that a prime 
mark is af?xed thereto. Suitable diaphragm sealing struc 
tures 122 and 124 are provided on the end of the high 
pressure valve 38' and the low pressure valve 49' to effect 
a seal between their valve stems v92' and the valve body 
member 70'. Suitable drilled passageways 126 and 128 
communicate the control port 1116’ with the control valve 
areas inside of diaphragms 122 and 124. Inasmuch as the 
diaphragms 122 and 124 are larger than the valve seats 
88' there is always a force tending to hold the poppet 
members 90' against the valve seats 88' to provide a posi 
tive seating action. By means of the arrangement shown. 
in FIGURE 3, the housing member 30’ need not be air 
tight and there need not be a suitable seal provided be 
tween the shaft 34’ and the housing 30'. 
As previously indicated, it is intended that there will 

be provided an air bag A, a leveling valve B and a reservoir 
C adjacent each wheel of the vehicle. The suspension 
system shown in FIGURE 1 includes means for valving 
oh the reservoir C from the'air bags A during a corner 
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6 
ing of the vehicle so that the suspension system will be 
stiffened up during a turn to reduce roll of the frame 10. 
It will be understood that only one such arrangement is 
shown in the drawings. The system shown in FIGURE 
1 includes normally open solenoid valves 152 which are 
positioned in the interconnecting lines 22 between the 
reservoirs C and the air bags A to normally communicate 
the same, and to valve off the reservoirs C from the air 
bags A during a cornering of the vehicle. The solenoid 
valves 152 are controlled by a suitable switch mechanism 
154 that is operated by the vehicle steering mechanism, 
and which is normally open when the steering mechanism 
is adjusted for vehicle straight-line motion, and which is 
closed whenever the steering mechanism is moved out of 
its normal position to produce a cornering of the vehicle. 
The switch mechanism shown in the drawing includes a 
cam 157 suitably a?ixed to the pivotal shaft which extends 
out of the gear box at the base of the steering column, and 
which rotates the pitman arm 156 that operates the drag 
links etc., which in turn corner the vehicle. The cam 157 
has a centrally located depression in its camming surface 
llétB-which depression 158 is adapted to receive the en 
gagement point of the cam follower 162. Cam follower 
162 is suitably electrically insulated from the surrounding 
structure and is provided with an‘ electrical contact 164 
which is adapted to close with respect to the cooperating 
electrical contact 165 of the switch when the cam follower 
162 rides up out of the depression 158 of the camming 
surface 160. The cam follower 162 is electrically con 
nected to the ignition switch 5t) of the vehicle, and the 
contact 166 is electrically connected to the four solenoids 
152 which are provided on the vehicle. When the steering 
wheel of the vehicle is turned in either direction, the cam 
157 is rotated causing the contact 164 to engage the con 
tact 166 and thereby energize the solenoids 152 to valve 
off the reservoirs C from their respective air bags 14. By 
use of this arrangement, the spring rate of all of the air 
bags are increased to simultaneously increase the resist 
ance to compression of the air within the chamber 20 to 
considerably reduce the amount of roll which is permitted 
during the cornering of the vehicle. 
The embodiment of leveling valve shown in FIGURES 

4 through 7 generally comprises a cast iron housing 210 
having a cover 212 which forms an air tight assembly. 
The housing section 216 is provided with a horizontal 
shaft 214——which shaft is adapted to be rotated by the 
leverage system 32 shown in FIGURE 1. A pair of cams 
216 and 213 is provided at opposite ends of the shaft 214 
in such manner that the cams 216 and 218 straddle a 
valve body 2219 which contains a pair of parallel pressure 

_ and exhaust valves 222 and 224. The valves are con~ 
stru'cted in an identical manner to that seen in the embodi~ 
ment of FIGURE 2. On the side of the valve body 220 
opposite from the shaft 214 is located a solenoid 226 hav 
ing a soft iron core 228, the bottom of which is suitably 
fastened to the housing 210. The top of the core 228 
forms a pole piece for contact or engagement by a pair of 
cam followers 231} and 232. One end of the cam followers 
230 and 232 are so arranged that each overlies approxi 
mately one-half of the pole piece, While the other ends 
of the cam followers are suitably journalled upon a cross 
pin 234 in the housing member 210. The cam followers 
230 and 232 respectively overlie the pressure and exhaust 
valves 222 and 224; and each has a side depending por 
tion 236 and 238 respectively which lies over the respec 
tive cams 216 and 213 to be actuated thereby. Each 
of the cam followers 230 and 232 are biased upwardly‘ 
away from the solenoid pole piece 228 by means of a suit 
able coil spring, as was done in the previously described 
embodiments so that their bent tabs 240 abut the cover 
member 212. The cams 216 and 218 are formed so that 
they have a high portion which engages the respective fol 
lowers 236 and 233 in a normal position of the shaft 214. 
High pressure cam 216 is so shaped as to provide a low 
area just clockwise of the portion contacted by the fol 
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lower 256 in the normal position of the shaft; while the 
‘low pressure cam 218 is provided with a low area ,just 
counterclockwise of the position of the cam contacted by 
the follower 233 in the normal position of the shaft 214-. 
As in the previous embodiment, therefore, the cam fol 
lowers 2136: and 238 are arranged to be just out of, engage 
ment with the respective cams when the abutment tabs 
240 on the cam followers engage the cover 212. 
The embodiment shown in FIGURES 4 through 7 op 

crate in much .the same manner as that described in pre 
vious embodiments. Upon a lowering of the frame it) 
towards the axle 12 during a loading of the vehicle when 
the driver’s door is open cam 216 is rotated counterclock 
wise so that a low arealies beneath the cam follower 236. 
If the driver’s door is open at this time, solenoid 226 is 
energized to draw the cam follower 23f) downwardly to a 
position operating the high pressure valve 222 to bleed air 
pressure into the air tight chamber 242 Within the body 
member 210. This of course is communicated to the 
actuated air bags through the line M8, as described for 
the previous embodiments, to in?ate the bag 29 and there 
by rotate the shaft 214 to cam the follower 2% out of 
engagement with the pressure valve 222. During an 
unloading of the vehicle, the shaft 214 rotates clockwise to 
‘bring a low area of the earn 218 beneath its follower por 
tion 23%. I If the driver’s door is open at this time, the 
solenoid 228 will be energized to draw the follower 232 
downwardly to operate the exhaust valve 224 to bleed air 
out of the internal chamber 242. As the frame lltl ap 
proaches the axle 12, the shaft rotates counterclockwise 
to cam the follower 232 out of engagement with the ex 
hauts valve 224 when it gets to its normal position, there 
by maintaining the vehicle in its normal suspended posi 
tion. a 1 

It will be apparent that the objects heretofore enumer 
ated as well as others have been accomplished and that 
there has been provided a new and improved control 
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mechanism for adjusting the position between two recipro- ' 
cable members-—and which control structure is extremely 
rugged, ef?cient in its operation, and economical manu 
facture. 
While the invention has been described in considerable 

detail, I do not wish to be limited to the particular con 
structions shown and described; and it is my intention to 
cover hereby all novel adaptations, modi?cations, and ar 
rangements thereof which come within the practice of 
those skilled in the art to which the invention relates. 
We claim: 
1. In a vehicle having a body whose weight is sup~ 

ported. from the undercarriage of the vehicle by an air 
bag: a reservoir of pneumatic pressure for communica 
tion to said air bag, a valve for controlling the pneu 
matic pressure in said air bag, and a switch for controlling 
said valve, said switch comprising a rotatable cam whose 
angular position is controlled by the relative position of 
said body andundercarriage, a pair of cam followers 
positioned on opposite sides of said cam, a pressure inlet 
valve and‘an exhaust valve for said air bag, said valves 
being positioned between said cam followers and each 
of which are opened by a respective cam follower when 
said cam permits the respective follower to ‘move towards 

, the other follower from a normal position, and solenoid 
means which biases both followers towards each other 
when energized, said cam normally preventing said fol 
lowers from operating said valves when said body and 
undercarriage are normally spaced, permitting said pres 

~ sure valve to be opened when said body and undercarriage 
are at less than their normal spacing, and permitting said 
exhaust valve to be opened when said body and under 
carriage are at more than their normal spacing. _ 

' 2. In a vehicle having a sprung mass supported from 
aniunsprung mass by means of an air bag and the like 
andv in which said sprung and unsprung masses have a 
normal spaced apart condition: a leveling valve housing 
supported by one of said masses, a rotatable shaft jour 
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hauled in saidhousing and rotated by means of a con 
nection to the other of said masses in a manner changing 
theyangular position of said shaft in accordance with the 
spacing between said masses, a cam supported and ro 
tated by said shaft, said shaft having a normal position 
corresponding with the normal spacing between said 
sprung and ,unsprung masses, a pair of cam followers 
respective ones of which are adapted to abut spaced apart 
portions of said cam, saidspaced apart cam portions hav 
ing high surface areasadapted to engage respective cam 
followers when said shaft is in its normal position, one 
of said cam portions having a lower surface area spaced 
in the direction of shaft rotation from its high surface 
area produced by the movement of said sprung and un 
sprung masses towards each other, and the other of said 
cam portions having a low surface area spaced in the op 
posite direction of shaft rotation from its high area; a 
single solenoid winding between said cam followers for 
moving both followers towards said cam, said solenoid 
forming a closed magnetic circuit with said followers, 
abutment means limiting movement of said cam followers 
away from said cam to a position wherein said followers 
no longer engage said cam, said cam followers being 
formally biased into engagement with said abutment 
means and out of engagement with said cam when said 
solenoid is deenergized, a high pressure control valve ac 
tuated by movement of one of said cam followers during 
its movement from said high area to said low cam area 
for bleeding pressure to said air bag, an exhaust valve 
structure for bleeding air out of said air bag during move 
ment of said other of said cam followers from its high 
cam area to said low cam area, and means for energizing 
said solenoid to level said vehicle. 

3. A leveling valve comprising: 
‘ a housing; 

a shaft journalled in said housing; 
cam means on said shaft, said cam means having a 

high surface portion spaced at a large radial dis 
tance from said shaft and a low surface portion 
spaced at a small radial distance from said shaft; 

a pair of cam followers adapted for independent opcr- ' 
ation on said cam means, each of said cam followers 
having a portion adapted to abut said surface por 
tions of said cam means; 

an abutment limiting movement of said followers away 
from said cam surface portions arranged ‘such that 
when said followers are resting thereagainst said 
portion of said followers are not in engagement with 
said cam surface portions; 

a solenoid operated means for moving said followers 
into engagement with said cam means; 

a means for biasing said followers against said abut 
ment means for returning said followers when said 
solenoid operated means is deenergized whereby said 

, followers only rub on said cam means when said‘ 
solenoid operated means is actuated; and 

a valve means having independent valves arranged to 
be operated by respective followers as said portion 
of said followers move toward said low surfacepor~ 
tion positioned at a small radial distance from said 
shaft, said valves being prevented by said cam means 
from being actuated when said followers abut said 
cam portion positioned at a large radial distance 
from said shaft. 

4. A leveling valve and the like comprising: a hous 
ing, a shaft journalled in said housing, said shaft having 
a neutral position from which it rotates in opposite di 
rections, cammeans on said shaft, a solenoid winding on ' 
said housing, a pair of cam followers each having an 
abutment portion for engaging said cam means, said cam 
means having a pair of surface portions respective ones 
of “which cooperate with respective ones of said pair of 
cam followers, each of said cam surface portions having 
high and low areas, said cam surface portions being ar 
ranged so that said high portions of each'pair are regis- ' 
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tered for abutment by both cam followers when said 
shaft is in said neutral position and rotation of said shaft 
in one direction from its neutral position .moves a low 
area of one cam portion in registry with one cam fol 
lower while said high portion ofsaid other cam portion 
registers with said other cam follower, and shaft rotation 
in the opposite direction of said neutral position main 
tains a high area of said one cam portion in registry with 
its follower and a low area of saidv other cam portion is 
brought into registry with said other cam follower, said 
cam followers being arranged to overlie said solenoid 
winding, and a pair of valves arranged in said housing 
between said cam followers such that respective ones of 
which are actuated by movement of a ‘respective cam fol 
lower from its high area to its low area while the other 
of said valves is being held from actuation by movement 
of a respective cam follower 0n the high area of said cam 
means. I 

5. A leveling valve and the like comprising: a hous 
ing, a shaft journalled in said housing, said shaft having ' 
a neutral position from which it rotates in opposite di 
rections, cam means on said shaft, a solenoid winding on‘ 
said housing, a pair of cam followers each having an 
abutment portion for engaging said cam means, said cam 
means having a pair of surface portions respective ones 
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of which cooperate with respective ones of said pair of ' 
cam followers, each of said cam surface portions having 
high and low areas, said cam surface portions being ar 
ranged so that said high portions of each pair are regis 
tered for abutment by both cam followers when said shaft 
is in said neutral position and rotation of said shaft in 
one direction from its, neutral position moves a low area 
of one cam portion in registry with one cam follower 
while said high portion of said other cam portion regis 
ters with said other cam follower, and ‘so that shaft rota_ 
tion in the opposite direction of said neutral position 
maintains a high area of said one cam portion in registry 
with its follower and a low'area of said other cam por 
tion is brought into registry with said other cam follower, 
said cam followers being arranged to overlie said sole 
noid winding, a pair of valves respective ones of which 
are actuated by movement of a respective cam follower 
from its high area to its low area, abutment means limit 
ing movement of said cam followers away from said cam 
means to a position wherein their abutment portions no 
longer engage said cam means, and a spring means for 
biasing said cam followers to normally rest against said 
abutment means, . 

6. A leveling valve and the like comprising: a housing, 
a shaft journalled in said housing, said shaft having a 
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neutral position from which it‘ rotates in opposite direc 
tions, a cam on said shaft, a pair of cam followers re 
spective ones of which are adapted to abut spaced apart 
portions of said campsaid spaced apart cam portions 
having'high surface areas adapted to. engage respective 
cam followers when said shaft is in its neutral position, 
one of said cam portions having a low surface area spaced 
in one direction of shaft rotation from its high surface 
area, and the other of said cam portions having a low 
surface area spaced in the opposite direction'of shaft 
rotation from its high area; a single solenoid winding 
between said cam followers for operating both followers 
to form a closed magnetic circuit with said followers, and 
control means for actuating said leveling valve, said con 
trol means being operated by each of said followers upon 
movement from the high area of its cooperating cam por 
tion to the low area of its cooperating cam portion. 

7. A leveling valve and the like comprising: a housing, 
a shaft journalled in said housing, said shaft having a neu 
tral position from vwhich it rotates in opposite directions, 
a cam on said shaft, a pair of cam followers respective 
ones of which are adapted to abut spaced apart portions 
of said cam, said spaced apart cam portions having high 
surface areas adapted to engagerespective cam followers 
when said shaft is in its neutral position, one of said 
cam portions having a low surface area spaced in one 
direction of shaft rotation from its high surface area, and 
the other of said cam portions having a low surface area 
spaced in the opposite direction of shaft rotation from its 
high area; a single solenoid'winding between said cam 
followers for operating both followers to form a closed 
magnetic circuit with said followers, control means for 
operating said leveling valve, said control means being 
operated by each of saidfollowers upon movement from 
the high area of its cooperating cam portion to the low 
area of its cooperating cam portion, abutment means‘lim 
iting movement of said cam followers away from said 
cam to a position wherein said followers no longer en 
gage said cam, said cam followers being normally biased 
into engagement with said abutment means and being 
biased into engagement with said cam upon energization 
of said solenoid winding. 
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