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This invention .comprises a new and improved tie rack 
suitalble for use in the home as a convenient hanger for 
neckties and as a store display for eífectively promoting 
the sale of neckwear. 
One important object of this invention is to provide a 

tie rack which provides a rpositive support for neckties 
hung on it so that the ties cannot slip off the rack even 
when the rack is moved. 

Another important object of this invention is to provide 
a :tie rack which displays neckties hung on it in their 
knotted form. Thus the rack most realistically displays 
the neckties hung On it so that when the rack is used in 
a store lrt effeotively promotes the sale of ties displayed 
on it and when used in the home it assists in the selec 
tion of a tie to be worn. 

Another impotrant object of this invention is to pro 
vide a tie rack which supports four~in-hand ties in a 
knotted form and allows them to >be removed while 
knotted and 'placed upon the person to give an accurate 
indication of how the tie looks when worn. 

Another important object of this invention is to pro_ 
,vide a relatively inexpensive tie rack which can be hung 
easily. 
To accomplish these and other objects the tie rack of 

this invention includes a base having a plurality of sets 
of slots provided -therein and a like number of hangers 
upon which a four-in-hand ties can be knotted. The 
hangers have a plurality of protrusions equal in number 
to the number of slots in a set and which releasably ?t 
into the slots so as to support on :the base the ties knotted 
on them. These and other objects and features of this 
invention will be better understood and appreciated from 
the following detailed description of one embodiment 
thereof, selected for purposes of illustration and shown in 
the accompanying drawing, in which: 

FIG. 1 is an exnploded perspective view of a tie rack 
constrncted in accordance with this invention; 
FIG. 2 is a cross-sectional view taken along the corre 

sponding section line in FIG. 1; 
FIG. 3 -is a perspective view showing a .tie knotted on a 

hanger forming part of the rack; 
FIG. 4 is a front view showing the hanger Carrying a 

tie and mounted on the rack base; and 
FIG. 5 is a perspective view of a modi?cation of the 

hanger. 
In FIG. 1 the tie rack is shown co-mposed of a base 10 

and a plurality of hangers 12. The rack includes a plu~ 
rality of sets of slots 14, each set composed of three slots, 
and one hanger is provided for each set of slots. 
The body 10 may be stamped from a lightweight and 

inexpensive sheet metal such as alnminum or may be 
molded Or otherwise formed from plastic material. Be_ 
cause the base 10 in use is ordinarily secnred ?ush against 
a door, Wall Or other similar support and carries little 
weight, it need not .be made of expensive heavy gange 
stock. 

In FIG. 2 wherein a stamped metal base is shown in 
cross section, int will be noted that the base is provided 
with a pair of longitudinally extending raised side ribs 
16 and 18 and a longitudinally entending raised central 
portion 20 somewhat shorter than the ribs. The facing 
walls 22 and 24 of the ribs are each provided with a lon 
gitudinal row of Vertical slots 26 and 28, respectively, 
which are horizontally aligned in pairs as is clearly 
evident in FIG. 1. As the slots 26 and 28 are provided 
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in the facing sides ,of the ribs 16 and 18, the slots of each 
pair actually open in the direction of one another. 
The ribs 16 and 18 formed in the base are appreciably 

higher than the central portion 20 of the base, and the 
outer side edges 30 and 32 are in the plane of or slightly 
in front of the plane of the front surface 34 of the central 
portion 20 of the base. Thus, the slots 26 and 28 are in 
“slight” of one another and a ?at rather thin piece of 
stock may extend Over the .front face 34 of the central 
portion 20 With :its ends disposed in the slots 26 and 28. 
The -pairs of slots 26 and 28 cooperate with additional' 

horizontally oriented slots 36 provided in the central 
portion 20. The lolwer margin 38 of each additional slot 
36 projects forward of the surface 34 of the central por 
tion 20 so that each slot 36 effectively faces npwardly. 
The slots 36 are generally aligned horizontally with the 
lower ends of the slots 26 and 28, and each set of three 
slots 26, 28 and 36 effectively de?nes two sides and the 
bottom of a rectangle. 
As indicated each »set of slots 14 is composed of facing 

Vertical side slots 26 and 28 and one additional horizontal 
“ slot 36. Each set of slots is adaprted to support a hanger 
12. Each hanger 12 is generally Y-shaped and has a pair 
of arms Or wings 40 and 42 that diverge in an npwardly 
directíon and a downwardly directed stein 44. The hang 
ens made of ?at stock may be stamped from ?exible sheet 
metal such as aluminnm or stamped or molded from 
plastic. While the hangers are made of flexible material 
they are of course rigid enough to retain their shape. The 
span between the tips 46 of the arms 40 and 42 of each 
hanger exceeds the distance between the facing pairs of 
slots 26 and 28 so that the arms may simultaneously ex~ 
tend into the slots 26 and 28 Because the hangers are 
made of ?exible material they may be squeezed together 
somewhat to reduce the span between the 'Dips 46 to en 
able the arms 40 and 42 to -be inserted in :the slots 26 

' and 28, respectively. 
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The stem 44 of the hanger are designed to ?t within 
the horizontal slots 36 to lend additional support to the 
hangers on the base 10. As shown in FIG. 3, the stem 
44 is somewhat longer than the length of the knot tied 
in the necktie. Thus, when a tie is knotted about the 
hanger, 12, the lower tip 48 of the stem 44 extends be 
neath the knot so that it may be inserted in the slot 
36 to enable the hanger with the necktie knotted about 
it to be hung on the base. 

In use, one hanger 12 is used for each necktie. To 
knot a necktie on the hanger 12 it is looped over the 
hanger between the arms 40 and 42, and then the tie 
is Wound about the stem 44 and slipped through one 
loop to form the knot. Because the stem 44 is longer 
than the knot, the tip 48 of the stem 44 extends down~ 
Wardly beiow the knot and is exposed. After the tie 
is made up on the hanger, the arms 40 and 42 are 
pinched together and slipped into the slots 26 and 28, 
respectively. The arms 40 and 42 are then released and 
extend into the slots 26 and 28, and thereafter the tip 
48 of the stem is inserted into the horizontal slot 36. 
The tie is thereby securely hung in place. 

It will be appreciated from an inspection of FIGS. 
1 and 4 that each hanger snpports a knotted tie in its 
set of slots, and therefore the ties are compactly hung 
and overlap one another. The ties are readily view 
able and may be examined most effectively by merely 
lifting up or pushing aside the ties that lie above the 
one to be inspected On the rack. Because of the secure 
manner in which the hangers are carried by the base 10, 
when the base is hung on a door by a nail or hook in_ 
serted through the opening 50 provided at its top, rapid 
opening and closing of the door will not Shake any of 
the hangers off the base. 
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While in the foregoing description the base 10 has 
been described in combination with a plurality of hangers 
designed to ?t the several sets of slots in the base, it 
will be appreciated that the base may be used to sup 
port ready made fo'ur-in-hand ties that have as a per 
manent part thereof spring~type wings which are oriented 
substantially identical to the arms 40 and 42 of the 
hanger 12 and which ?t under the collarof the wearer. 
Such ready made four-in~hand ties also include as part 
of the ?tting a hook that ?ts behind the collar button, 
and they may be supported on the' base it) by slipping 
the wings into oppos'ed Vertical slots 26 and 28 and 
the hcok into slot 36. The spacing between the slots 
26 and 28 may be siZed to Conform with the span of 
the wings of the ready made neckwear. In FIG. 5 
hanger 12' having wings 46' and 42' and hook 44' is 
shown. That hanger is substantially identical to the 
?tting of ready made ties. 

It will also be appreciated from the foregoing de 
scription that while the base 10 shown in FIG. 2 is 
made of a stamped metal sheet material, specially bent 
to move the openings 26, 28 and 35 away from the 
surface upon which the base normally lies, the same 
results may be achieved by molding the base 'of stock 
which is rectanguiar in cross section and forming the 
slots 26, 28 and 36 with their center_ lines diverging 
rearwardly toward the plane of the back of the base, 
.as opposed to being disposed normal to it. So arranged 
the slots will receive the ends of the hangers and pro 
vide space for the tips 45 and 48 without interference 
from Wall in which the base is hung. 

Because numerous modi?cations may b'e made of 
this invention without departing from its spirit, it is 
not intended that the scope of this invention be limited 
to the single embodiment illustrated and described. 
Rather, it is intended that the breadth, of this, inven 
tion be determined by the appended claims and their 

Í equivalents. 

What is claimed is: 
1. A tie rack comprising 
a base having a pair of Vertical coeXtensive sp-aced 

slots open in a direction facing one another, 
a horizontal Slot disposed between the, Vertical slots 

and aligned substantially with the lower ends of 
said Vertical slots, 

and a Y-shaped hanger removably mounted on the 
base with its arms extending into the Vertical slots 
and its stein extending into the horizontal slot. 

2. A tie rack comprising 
an elongated base adapted to be supported on a 

Vertical Wall and having a longitudinal extending 
central 'portion which extends forward out of the 
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plane of the rear surface of the base adapted to 
bear against the Wall, ' 

a pair of side ribs extending longitudinally of the base 
on opposite sides of the Central portion and also 
raised forward of the plane“ of the rear surface of 
base, ' 

a row of Vertical slots provided in each of the ribs 
and facing toward one another and extending above 
the plane of the Central portion of the base, said 
slots on each rib forminghorizontal pairs, 

and additional horizontal slots provided in the cen 
tral portion with each disposed' between "adjacent 

parts, 
and a Y-shaped hanger provided for each pair of 

slots and »having a pair of arrns which ?t within 
the pairs of 'slots and a stem which ?ts into the 
horizontal slots, said hanger being adapted to hang 
on the base a four-in-hand tie knotted about it and 
with the ties of adjacent hanigers in overlapping 
relationship. 

3. A tie rack as de?ned in claim 2 further character 
ized by said pairs of slots being spaced Closer together 
than the span of the arms of the hanger and said hanger 
being made of aý?exible material so that it may be 
?eXed to insert the arms into the pairs of slots. 

4. A tie rack comprising 
an elongated base adapted to be supported on a verti~ 

cal wall and having a longitudinally extending cen 
tral portion which extends forward out of the plane 
of the rear surface of the base adapted to bear 
against the Wall, 

a pair of side ribs extending longitudinally of the base 
on opposite sides of the central portion and also 
raised forward 'of the plane of the rear surface of 
the base, 

a row of Vertical slots provided in each of the ribs 
and facing toward one another and extending above 
the plane of the central portion of the base, said 
slots on each rib ferming horizontal pairs, 

and additional horizontal slots provided inlthe cen 
7 tral portionlwith' each disposed between adjacent 

pairs. “ ' ' ' 
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