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This invention relates to a storage and dispensing de 
vice for articles such as surgical swabs, or similar articles 
which must be kept sterile, but which must be made avail 
`able for use one at a time. 

It is an object of this invention to provide a dispenser 
in which the articles are kept in a sterile container, in 
separate sterile compartments, but in which each corn 
pantrnent with its article may be successively presented to 
a delivery point at which the article may be readily re 
moved. 
The invention is shown in the accompanying drawings: 
FIG. l is a perspective l'view of the device from above; 
FIG. 2 is a section on the line 2-«2 of FÍG. 1; en- i, 

larged scale; 
FIG. 3 is a section on the line 3_3 of FIG. 2, and 
FIG. 4 is a detail of the manner in which the swabs 

tit into the corrugated sheet. 
The device comprises a box like container 1Q having 

two parallel pivot rods 11 within it extending across 
it, one at each end. Each of the rods 11 has on its 
central portion a drum like enlargement 12 having an 
axial length slightly less than the length of the exposed 
portions of the stems 13 of the swabs. 
The bare portions of the stems 13 of the swabs are 

normally attached in spaced parallel relation to a flexible 
strip 14, while the pad portion 15 of the swabs moves 
in the empty portion or channel 16 of the container 1t?, 
beyond each end of the drum 12. 
The strip 14 carrying the swab stems 13 is carried 

around the drums 12 to provide a guideway 17 for the 
stems of the swabs down the center of the device, while 
keeping the padded portion 15 of each swab free from 
contact with any portion of the dispensing device. 

It is preferred to provide a corngated strip 18 upon 
the guideway 17, the corrugations being of such size and 
so spaced as to receive the stern portion 13 of the snc 
cessive swabs and assist in retaining them the desired dis 
tance apart. 
The container 10 has an opening 19 at one end of 

its top to permit the strip carrying the swabs to be pulled 
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out to deliver another swab. The strip 14 extends out 
wardly through the opening 19 while a flap 20 attached 
to «the container 10, flexibly closes the opening 19 after 
each swab is removed. 
The attachment of the center portion 13a of .the swab 

stem 13 to the strip 14 is such as to permit the swabs to 
be readily removed from the strip after it is pulled out 
of the container, without any contact with the sterile 
pads. . 

It will be clear that since the articles to be dispensed 
are all maintained Within the sterile package until they 
are dispensed, they will be immediately usable as re 
moved frorn the device. 

It will be clear, also, that such a package may con 
tain any other articles which it is desired to retain in 
sterile form ready for use. l 
What I claim: 
1. A device for dispensing surgical swabs in complete 

sterility, said swabs being of the type having an elongated 
stick handle and a pad attached to one end thereof, said 
device comprising an enlongated container having a run 
way extending longitudinally through the interior thereof 
and having a discharge opening at one end of said con 
tainer, said runway being of a width equal to the length 
of the handle of a swab, said container having also a 
channel on each side of said runway of a width to re 
ceive a pad portion of a swab without contact herewith, 
a band slidable over said runway and through said dis 
charge opening, a plurality ot swabs having their handles 
attached in parallel -to said band with the pad portion of 
adjacent swabs on opposite sides of the band, and al1 
in alignment with said runway and spaced to avoid con 
tact between said pad portions. 

2. A device according to claim 1 in which the container 
has a roller at each end on its center line, and the said 
runway comprises a bel-t extending over said rollers 
whereby as each swab is removed the remaining swab 
may be moved over said belt by the slidable band. 
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