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This invention relates to capsules of the type used to 
enclose medicinal powders and pellets and various other 
things, which capsules commonly consist or" a tubular 
body and a tubular cap telescopically received on the 
body, and are commonly made by dip-molding gelatin or 
like material. 

It is the principal object of the invention to provide 
a separation resistant capsule in which the body and 
cap will stay together more securely than in prior cap 
sules. It is a further object of the invention to provide 
separation-resistant capsules which are adapted to be 
made on conventional high-production equipment, and 
to require a minimum amount of change in such equip 
ment; which are adapted to be assembled empty Without 
trapping compressed air therein and will resist separation 
during handling and shipping as empty capsules; which 
capsules are also readily adapted to be ñlled on conven 
tional iilling equipment, and permit their caps and bodies 
to be readily separated for ñlling by the conventional 
separating means of such equipment and, after ñlling 
to be re-joined by the conventional mechanism of such 
equipment, and which capsules when so tilled and rejoined 
will stay securely together. It is a further object of the 
invention to provide capsules which, by relative adjust~ 
ment of the joining mechanisms of the manufacturing 
and filling equipment, can be made to stay together more 
securely when filled than when empty. 
The capsule bodies are generally tubular with an 

open-end portion defined by a generally cylindrical but 
slightly diverging Wall, the opposite end of the body is 
closed, and the intermediate wall may be generally cylin 
drical, markedly conical, or of other special or desired 
conliguration. The capsule caps are tubular with a gen 
erally cylindrical but slightly tapered side wall merging 
aîaq‘unction plane with a rounded end wall which closes 
one end-of the cap. The rounded end may be either of 
compound curvature or hemispherical. The present 
invention is not concerned with the specific shape of the 
capsule body, except that the body have a generally 
cylindrical open~end portion, and it is applicable to caps 
having ends of either compound curvature or the hemi 
spherical form here shown for convenience of illustration. 

in accordance with the invention, the capsule cap por 
tion or band which telescopically receives, surrounds, and 
engages the open-end portion of the capsule body is pro 
vided with a plurality of inwardly raised lands circum 
ferentially separated by shallow inwardly-open depres 
sions or grooves. The grooves may be defined by por 
tions of the generally cylindrical side wall of the cap 
and adjoining portions of the rounded end of the cap. 
The land surfaces are desirably surfaces of revolution and 
are preferably formed as conical surfaces coaxial with 
the cap and extending from a line of merger with the 
generally cylindrical side wall of the cap, across the junc 
tion plane between such side wal] and the rounded end 
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ot the cap, and to a line of merger with the rounded end 
of the cap. The tapered lands will thus be positioned 
to be wedged against by the open-end portion of the body 
when such body is thrust to assembled position tele 
scopically into the cap. 
The lands may be considered to constitute a tapered 

seat which wedgingly receives the open end of the body, 
with the seat interrupted at circumferentially spaced 
areas by longitudinal grooves. Desirably, the taper of 
the seat is relatively small, say of the order of from 
0.1 to 0.2 inch reduction on the diameter per inch of 
length, and the height of the lands is also relatively small, 
say or" the order of 0.002 inch in a size “5” capsule to 
0.005 inch in a size “0” capsule. 
The lands preferably occupy a major portion, and 

desirably at least 60%, of the circumference of the cap 
in the junction plane between the generally cylindrical 
side-wall of the cap and the rounded end wall. On the 
other hand, the lands should occupy less than the full 
circumference, and preferably not more than about 85% 
of the circumference. Desirably, each land has a cir 
cumferential width of at least about 70°, each groove 
has a circumferential Width of the order of from 20“ 
‘to 40°, and the grooves and lands are symmetrically 
arranged about the axis of the cap. In a preferred 
embodiment of the invention, the cap has three tapered 
lands separated by three grooves, with the lands each 
extending about 90° and the grooves each about 30° 
circumferentially of the cap. 

` Capsules made in accordance with the invention as set 
forth above have been found `to accomplish the stated 
objects of the invention. While it is dií'licult to be cer 
tain of the theory upon which these results are obtained, 
especially because of the smallness of the parts, it may 
be helpful to an understanding of the invention to men 
tion three factors which appear to play an important 
part. First, during assembly of the cap and body of a 
capsule, either empty or lilled, the body tends to act as a 
piston in the cylindrical side-Wall of the cap, and to trap 
and compress air within the assembled capsule. In 
capsules of the present invention, it is believed Vthat the 
inwardly open grooves between the tapered lands ofthe 
cap serve to vent this compressed air and to dissipate 
the pressure, so that the caps and bodies of assembled 
capsules embodying the invention do not tend to be driven 
apart by compressed air contained between them. Sec 
ond, the wide tapered lands Within the cap have a 
wedging interference relationship with the open-end por# 
tion of the body as the body approaches its fully assem» 
bled position relative to the cap. The cap and body :thus 
interengage with :a Wedging action, which tends to main 
tain them in assembled relation. However, a-nd third, 
the wedging action is not continuous about the entire cir 
cumference of the capsule, since the tapered lands are 
not circumferentially continuous but are separated by 
intervening shallow grooves of substantial Width. In 
consequence, as the wedging action takes place in the 
land area-s, the body wall in the groove areas can bulge 
outward into the shallow grooves, in a manner controlled 
by the depth and width of the grooves. A controlled 
distortion occurs in the open-end portion of the body, 
and probably also in the surrounding portion of the cap, 
which relieves and gives a yielding resilience to the wedg 
ing action. _ This, on the one hand,`.prevents a complete 
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locking action and, on the other hand, improves and ex 
tends the holding action so that it is continuously main~ 
tained over a substantial tolerance range and in spite 
of shrinkage or other dimensional changes. The cap 
sules reliably resist separation, yet the caps and bodies 
of the capsules are not so interlocked as to prevent their 
separation in conventional filling equipment. Further, 
by controlling the extent to which the caps and bodies 
are wedged together, the holding action can be regulated, 
and empty capsules can be given a moderate holding ac 
tion to permit their ready separation for filling, while 
filled capsules canbe thrust together more firmly and 
thus given a much stronger resistance to separation. 
The accompanying drawings illustrate the invention. 

In such drawings: , 1 ' ' 

FIG. 1 is a schematic diagram illustrating the succes 
sive steps of making capsules; ' 

FIG. 2 isa schematic diagram showing the major 
steps of filling capsules; 

FIG. 3 is a longitudinal section, on an enlarged scale, 
of a capsule embodying the invention; ' 

FIG. 4 is a perspective View of a capsule cap with a 
portion of its upper end shown in section; 

FIG. 5 is a partial longitudinal section, on a further 
enlarged scale, of the capsule shown Vin FIG 3; 
FIG. ‘6 is a horizontal section taken on the line 6_6 

of FIG. 5; ' v 

FIG. 7 is a side elevation of a pin used in the produc 
tion‘ of caps in accordance with the invention; and 

FIG. 8> -is a radial section taken onV the line 8-8 of 
FIG. 7. ' 

~ In the method of making capsules illustrated in FIG. l, 
in step A a plurality of capsule body pins 12 on a bar 10 
and a correspond-ing number of capsule cap pins 16 on 
a bar ̀ 14 are dipped’ into tanks 18 of liquid gelatin to a 
predetermined depth, and then withdrawn. In step B, 
the resultant coating of gelatin on pins 12 and 16 is 
partially» or wholly dried on the pins, 'as by flowing air 
thereover from an air chamber 20L. yThis forms a capsule 
body shell 22 on the body pin 12 and a capsule cap shell 
26 on the cap ̀pin 16. v 
The bars 10 and 14 carrying shells 22 and 26 on their 

pins are then positioned between groups of stripping col 
lets ‘28 and 30, for stripping in step C. The collets 28 
and 30 traverse inward to receive the shells 22 and 26 
in cavities 32 and 34> of the collets, to a depth regulated 
by the movement of the collets and by the positioning 
of plungers 36 and 38 in the collets. With the collets 
advanced, gripping means (not shown) 'in the Vcollets 
engages the shells 22 and 26 to retain them in the cavities, 
and the collets then retract and strip the shells 22 and 
26 from their pins. ' Y 

The -bars 10 and 14 are then removed and a capsule 
assembly carrier 40 is positioned between the collets. In 
cutting step D, the> collets 2S and‘i‘ai)V are rotated, and 
knives 42 and 44 are brought downward to trim the 
shells to> proper length. This leaves a capsule body 23 
in the collet 28 and a capsule cap 27 in the collet 3i); 
The knives are then withdrawn and collet rotation 
stopped. ‘ 

The capsule `assembly carrier 40 contains shouldered 
apertures, each including al large bore 46 to receive a 
capsule cap,` and a small guide bore 48 to receive and 
guide a capsule body. In’the joining step E, the collets 

l 28 and 30 are advanced toward the carrier 40 and aligned 
with an aperture 46e48, and the plungers 38 and 36 
are advanced- in sequence, to push the cap 27 from the 
collet ’30 into the large bore 46 and against the shoulder 
at its inner end, and to push the capsule body 23 from 
the collet 28 into and through the guide bore 48‘int0 
telescopic assembly with the cap '27. The assembled 
empty capsule in the aperture 46-48 is then discharged 
by retracting the collet 30 and further advancing the 
plungers 36'. 

Attention is called to certain features of this process 
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4 
of making capsules. It is essential for the shells 22 
and 26 to strip freely from the pins 12 and 16 on which 
they are formed. To this end, the pins 12 and 16 have 
a slight taper or draft, which may be of the order of 
0.010 to 0.020 inch per inch, that is such that the diam 
eter of the pin is reduced by from 0.010 to 0.020 inch for 
each inch of pin length. The pin surfaces must converge 
continuously toward the outer ends of the pins and 
there can be no undercut or divergent portions which 
would interfere with free stripping of the shells from the 
pms. 

Capsule caps and bodies are necessarily joined in the 
capsule-making machine, for it is not practical to handle 
caps and bodies separately. Unless the capsk and bodies 
are assembled and allowed to normalize in assembled re 
lation, the open ends of the caps and bodies become 
warped and distortednand it is impossible to assemble 
them into capsules. 'On the other hand, the caps and 
bodies of empty capsules must not be so tightly inter 
engaged that they can not be readily separated for ñlling. 

Conventional ñlling is illustrated in FIG. 2. Empty 
capsules 25 in assembled state are fed from a conventional 
feeding unit 50 to a superimposed pair of plates 52 and 
54. The upper or cap plate 52 contains a plurality of 
shouldered openings 56 having upper bore portions, to 
receive and retain capsule caps 27, and smaller bore 
portions to pass capsule bodies 23. ' The body plate 54 
contains shouldered openings aligned with the openings 
56, each of which forms a socket 58 for a capsule body 
23 and has a vent of reduced diameter for connection to 
a suction passage 60 in a supporting plate 62. The body 
sockets 58 have a depth to position the bodies 23 with 
their open upper ends flush with the top surface of the 
body'plate 54. ` ' 

Capsules 25 fed from the unit 50 enter the openings 
' 56 of the plates 52 with the body ends Vof the capsules 
25 downward, the caps 27 of the capsules are retained 
in theV cap plate 52 and the suction from the passages ‘60 
pulls the bodies 23 downward to separate them from the 
caps and seat them in the sockets 58 in the body plate 54. 
The'body 54 containing the'bodies 23 is then placed 

beneath a filling unit 64 diagrammatically indicated in 
step B of FIG. 2, the bodies are filled with material 66, 
and the ñlled material is leveled oif flush with the top 
ends of the bodies 23; The body plate 54 containing the 
ñlled capsule bodies 23 is then reassembled with the 
cap plate 52, as shown in step C of FIG. 2, with the open 
ings of the two plates aligned and with a backing plate 
68 positioned to retain the caps 27 in the cap plate 52. 
The caps and ñlled bodies contained in the plates 52 and 

' 54 are then joined by a joining unit '70 positioned against 
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the> body plate 54. A plurality of plungers 72 carried 
by a bar 74 are moved forward (to the left in FIG. 2) 
to'a first position 74a, to thrust' the bodies 23 from the 
plate 54'into their caps 27 in the cap plate 52.> The 
backing plate 68 is then removed, and the/„befr 74 is 
advanced further to position 74b, Whichr’zidvances the 
plungers 72, to eject the ñlled and now yite-assembled cap 
sules from the plates52 and 54. The ejected ñlled and 
joined capsules are collected for such finishing and pack~ 
aging steps as may be desired. ’ 

In the ñlling operation, caps and bodies of assembled 
empty capsules must be readily separable by practical 
means, as by the vacuum separation shown. The caps 
and bodies must not be interlocked and must not be in 
jured >or damaged byY theV separation and reassembly. 
Moreover, the capsule bodies 23 Vpresented for iilling 
must have a substantially'true‘round shape, without dis# 
tortion therefrom by reason of prior assembly with their 
caps 27. ' ' i ' ` 

FIGS. 3 to 6 show a capsule in accordance with the 
invention and adapted to be made as illustrated in FIG. 
l and to be filled as illustrated in FIG. 2. The capsule 
shown in FIG. 3 comprises a body 23 having a generally 
cylindrical side wall 80 closed at’ the bottom'by a hemi 
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The generally cylindrical side 
wall 80 is slightly tapered to provide necessary draft, 
and diverges upward to its open upper end 84. The 
capsule is closed by a cap Z7 having a generally cylin 
drical but slightly tapered and upward-converging side 
wall Se, closed at the top by an end wall SS shown as of 
hemispherical shape. 
As shown in FIGS. 4_6, the cap 27 is provided with 

three inwardly raised lands @0, each extending through 
approximately 90° of are circumterentially of the cap, 
and extending axially of the cap across the junction plane 
between the side and end walls, from a line 92 of merger 
with. the side wall 86 upward to a line of merger 9d 
with the hernispherical end wall SS of the cap. At their 
'lateral edges, the lands 9@ are defined by relatively sharp 
shoulders 9d, where the lands rise inward from the walls 
of the cap. As a result, there are sharply defined de 
pressions or grooves 98 between adjacent lands 9G. The 
grooves are defined at their edges by the inward-standing 
4’shoulders 9d and at their bottoms by continuations of 
the-outer side wall 86 of the cap and by adjoining por 
tions of the end wall S8. Each groove shown extends 
through approximately 30° of arc circumferentially of 
the cap, and is of progressively increasing depth from 
its ends toward its mid portion. lts greatest depth will 
lie at or slightly above the junction plane between the 
side and end walls. 

Desirably, the surfaces of the lands 9d are conical sur 
faces, with an upward convergence somewhat greater 
than the draft taper of the side wall Sti of the cap. In 
one specific embodiment, represented in the drawings, the 
conical surface of the lands 90 has a taper of the order 
of 0.2 inch per inch, that is, a reduction in the diameter 
of 0.2 inch per inch of axial length. This taper is 
greater than the draft taper of the side wall titi, and the  
surfaces of the lands 90 lie at a small angle to the 
surface of the side wall S6, and constitute portions of a 
conical surface which converges toward the closed end 
of the cap 27. The maximum dilîerence in elevation be 
tween the lands and grooves may be of the order of from 
.002 inch for size “5” capsules to .005 for size “0” cap 
sules. 
The described land and groove conñguration of the cap 

may be produced by suitably Jforming the pins on which 
the caps >are made. A suitably formed cap pin 116 is 
shown in FIGS. 7 and 8. This is initially formed in con 
ventional manner, with a generally-cylindrical but draft 
tapered side surface 100 which merges at its upper end 
at the junction plane indicated by the section line 8_8 
with a hemispherical end surface 102. rthe draft taper 
may be of the order of 0.010 to 0.020 inch per inch, and 
in cross section the pin at all points will be circular. 
On the conventionally formed pin, three depressions 

eg 110 are then formed corresponding with the desired lands 
"Qdwof the cap 27. Such depressions have a conical face, 

coaiiialjyith the pin, converging upward at the slope de 
sired for the ̀ inner faces of the lands 9i?. The edges of 
the depressionsîdtl are deñned by upstanding shoulders 
108 complementary to the shoulders 96 of the lands 90. 

f Between such shoulders idd the original surface of the 
pin is left undisturbed to form raised portion M2 stand 
ing above the depression llt) to form the grooves 98 of the 
cap. As shown in FIG. 7, the surfaces of the depressions 
llt) are straight in the longitudinal direction land extend 
on opposite sides of the junction plane 5_8 between the 
side surface 100 and the end surface 102 of the pin 116. 
In the transverse cross section shown in FIG. 8, it is seen 
that the surfaces of the depressions 110 are circular in 
cross section and coaxial with the pin, and that such de 
pressions at their lateral edges are defined by relatively 
sharp shoulders 108 which stand between the depressions 
110 and the undisturbed portions llZ of the original pin 
surface. 
When pins of this configuration are used in the capsule 

making operation illustrated in FIG. l, the coating of 
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gelatin on the pin 116 conforms to the conñguration'of 
such pin. The depressions lll() produce the inwardly 
standing lands 90 on the cap 27, the relatively sharp shoul 
ders w8 at the lateral edges of the pin depressions 1110 
produce the corresponding sharp shoulders 9d at the edges 
of the lands @il and the undisturbed pin portions 112 pro 
duce the sharply deñned grooves 93 in the inner face of 
the cap. While the internal surface of the cap 27 has 
Vsharp shoulders at the latenal edges 96 of the lands 90, the 
gelatin on the pin tends to ñll inthe corners by which such 
sharp shoulders are formed with the result that the cap 
wall is locally thickened at the edges of the lands 90, 
and the exterior surface lof the cap 27 has a more rounded 
conñguration than the interior surface. 
FIGS. 5 and 6 illustrate what occurs as a capsule em 

bodying the invention is assembled-although as indicated 
earlier, it is didicult to be certain of the theoretical effects 
which produce the separation resistant results. 

FdG-S. 4 to 6 show a capsule cap 27 having lands 90 
and grooves 9S extending between its draft-tapered side 
wall de and its end wall 8S. When the open end 84 of 
a capsule body 23 is progressively inserted in such cap 2’7, 
a small clearance will at first be present between the open 
body end 8d and the cap side wall 86, because of the down 
ward divergence of the cap side wall 86, and such clear 
ance will get smaller as the insertion movement progresses. 
lt the insertion is at a relatively slow rate, this decreasing 
clearance may provide suíiicient venting of entrapped air 
to avoid any excessive pressure build-up within the cap 
sule. But when the bodies and caps are assembled on a 
high speed production machine, such venting may not be 
sutiicient, and air may be trapped under considerable pres 
sure within the assembled capsule, «and in a conventional 
capsule, this may be substantially sealed therein by the 
relatively tight seal formed between the open end S4 of 
the body and the closed end of the cap‘and will strongly 
tend to loosen and separate the assembled capsule. 

ln the capsule of the present invention, as the body 23 
rnoves into the cap 27, the open end S4 of the body en 
gages the lower portions of the lands 90. This engage 
ment will be circumferentially continuous .over the extent 
of the lands Qt?, but is Iinterrupted at the grooves 93, and 
such grooves form positive vent openings between the 
body wall Sil and the cap wall 86. At the time of its first 
engagement with the lands 90, the body end portion 84 
will be substantially undistorted and circular in cross sec 
tion. As the engagement progresses, however, the land 
engaged portions of the body wall will be wedged inward 
by the sloping lands §56. T he wedging action will be cir 
cumt’erentially interrupted at the grooves 98, with the 
result that the body wall portions opposite the grooves 
will bulge outward into the grooves 98. As shown in 
FIG. 6, this bulging action pushes the body wall against 
the groove wall at the center of the groove, but does not 
completely till or close the grooves 93, and clearance 
openings 99 are left in the corners at the shoulders 96 
between the grooves d8 and the lands 90. These clear 
ance openings 99 will communicate with the clearance 
space §59 between the oppositely draft~tapered side walls 
d0 and Se of the body and cap. The arrangement will 
permit a continuous venting of air so that any pressure 
which may be created by the rapid joining of the bodies 
and caps in the making or filling apparatus will be dis~ 
sipated. 
The bulging of the body wall into the grooves permits 

the body wall to yield in distortion as the wedging occurs. 
Concurrently, distortion land yielding may also occur in 
the cap wall, as to bend the groove walls inward. The 
distortion is limited and controlled. ‘ Whereas the body 
wall is bulged outward in the grooves, this action is limited 
by the depth of the grooves, and the wall is not bulged 
inward in other areas. On the contrary, the outward con 
Vex wall shape is maintained over the widths of the lands. 
We believe this results from using relatively wide lands, 
and relatively narrower grooves. The use of three sets 
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of lands and grooves, as shown, is especially advantageous 
'for this purpose, »and while two or four sets lof lands and 
'grooves give at least some of the benefits of the invention, 
the desired distortion control is less likely to be obtained 
with a greater number. > 
The interen'gagement ofV the capsule bodies with the 

~land and groove portions of the caps produces a strong 
»resistance to separation. The controlled distortion, how 
ever, has the result vof preventing a complete interlock be 
tween. the caps and bodies, of Vreducing the severity of the 
wedginginterengagement, of extending it over a greater 
vlength and degree of relative movement, of increasing the 
tolerance variations over which the separation resistance 
is obtained, and of providing a yielding and resilient qual 
‘ity which will maintain the separation resistance despite ~ 
physical or dimensional changes from shrinkage and other 
causes. ' 

The degree of separation resistance produced in the cap 
sules‘can be varied by controlling the depth to which, or 
kthe force with which, the body 23 of the capsule is tele 
scopically moved into the cap 27. If theV cap and body 
yof the capsule is strongly forced together, to a maximum 
depth, a maximum separation resistance will be obtained; 
while if the cap and body is forced together with a lesser 
pressure, and to a shorter depth, the separation resistance 
-will be less ‘pronounced and the capsules will more easily 
separate in a filling operation. In either case, a pro 
nounced separation resistance action will be obtained, and 
separation tendencies produced by entrapped air will be 
avoided. . 

We claim as our invention: 
1. A separation-resistant capsule, comp-rising 
(a) a body having a closed end and a side wall having a 

generally cylindrical open-end portion, 
(b) a cap having an end wall and a generally cylindrical 

side wall telescopically received over rthe open end 
of the body, Y 

('c) and a plurality of circumferentially separated lands 
standing inward from the inner surface of the cap 
sidewall, 

(d) each such land having an inner face in conforming 
gripping engagement over a substantial circumferen 
tial Vextent with Vthe outer face of the open-end por 
tion of the body side-wall, ' 

(e) the lands being circrunferentially separated by 
areas in which the. gripping engagement between the 
cap and body is relieved, and 

(Vf) the inner surfaces of said cap being shaped and 
disposedv to permit the cap to be readily separated 
axially from a conforming internal support. 

2. A separation yresistant capsule as defined in claim l 
in which . 

(a) the lands are separated by air passage grooves to 
vent air from within the capsule. 

3. A separation-resistant capsule as'defined in claim l, 
in which 

(a) said lands occupy from about 60% to about 85% 
of the circumference of the cap. 

4. A separation-resistant capsule as defined in claim l, 
also comprising 
`(a) 'inwardly open longitudinal Vgrooves in the cap cir 
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cumferentially between said lands and providing re- ` 
lief areas into which said open-end portion can dis 
tort when engaged by said lands. 

5. A separation-resistant capsule as defined in claim 4 
in which 

(a) the lands are substantially wider than the grooves 
between them. 

6. A'separation-resistant capsule as defined in claim l, 
in which ' Y 

(a) said lands yhave generally conical inner surfaces 
converging toward the closed end of the cap. 

7. A separation-resistant capsule as defined in claim 6, 
in which ' - 

8 
(a) the conical land surfaces have a taper of the order 

lof 0.1 to 0.2 inch per inch. 
8. A separation-resistant capsule as defined in claim 6, 

in which ' ' 

(a) the cap end wall is rounded and the conical land 
surfaces extend from a linerof' merger withthe cap 
side Wall to a line of merger with the rounded end 
wall. " ' f ' 

9. A separation-resistant capsule as defined in claim l, 
in which . 

(a) said lands have generally conical >inner surfaces 
converging toward theV closed end of the c'ap and are 
circumferentially separated by inwardly open longi 
tudinal grooves, 

(b) and said lands are from two to four in number 
and occupy from 60% to 85% of the circumference 
of the cap. " 

10. A separation-resistant capsule as defined in claim 9, 
in which Y 

(a) said'lands standV inward a maximum height of the 
order of 1% to 2% of thediameter of 'the cap. 

11. A separation-resistant capsule, comprising, 
(a) a body having a closed end, an open end, and a 

side-wall of circular cross section which diverges 
slightly adjacent its open end, 

(b) a cap4 having a rounded end wall and a side-Wall 
portion adapted to be telescopically received over and 
surround said body side-Wall and .which has a slight 
divergence opposite to that of said body side-wall, 
whereby the divergent, side-wall portions of the cap 
and body define a clearance space of increasing area 
toward the open end of the cap, 

(c) said cap having an intermediate wall portion be 
tween said rounded end wall and said divergent side 
wall portion and forming a tapered seat for gripping 
engagement with the open-end portion of the body 
side-wall, 

(d) said seat having wide circumferentially-continuous 
face portions shaped for conforming engagement with 
the open end portion of the body side-wall, and being 
interrupted by a plurality Vof longitudinal grooves ex 
tending from inwardly beyond the open end of the 
body> side-wall to a point of communication with 
said clearance space. 

12. A separation-resistant capsule, comprising 
(a) a body having a closed end and an Open end de- . 

fined by a generaily cylindrical side-wall, 
(b) `and a cap having a rounded-end wall and a side 

wall adapted to be telescopically received over the 
open end of the body, 

(c) said cap side-wall defining an inner tapered seat for 
gripping engagement with the open-end portion of 
the body side-wall and being spaced from the body 
outward beyond its area of gripping engagement to 
provide air-venting clearance between the outward 
portions of the cap and body side-walls, 'l 

(d) Vsaid seat having wide circumferentially-continuous 
face »portions shaped for conforming engagement with 
the open end portion of the body side-wall, and being 
`interrupted by a plurality of longitudinal grooves ex 
tending from inward beyond the open end of the body, 
across ysaid seat, and into communication with said 
outward clearance. ' 

13. A separation-resistant capsule, comprising 
(a) a body having a closed end and an open end defined 
Vby 1a generally cylindrical side-wall, 

(b) ' and a cap 'having a rounded end wall anda side 
wall adapted to be telescopically received over the 
open end of the body, ' I ' ~ 

(c) said cap side-wall defining a tapered seat for grip 
ping engagement with the open-end portion of the 
body side-Wall, ' 

(d) said seat having wide circumferentially continuous 
face portions shaped‘for conforming engagement With 
the open end portion of the body side-wall, and being 
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cîrcumferentîally interrupted by a plurality of Wide (a) said grooves are laterally deñned by shoulders of 
gfOOVSS ÍUÍO which Saïd Open-end POIÍÍOD 0f the body a conñguration to prevent complete closure thereof 
side-wall is distorted when wedged into said «tapered by the distorted body Side-wall, 
seat. 

14. A separation-resistant capsule as defined in claim 5 References Cited in the me of this patent 
13, in which 

(a) the grooves have a shallow depth to limit the out~ UNITED STATES PATENTS 
Ward distortion of the body Walls and each has a cir- 525,845 Hobbs _______________ _.. Sept. 11, 1894 
cumferentîal width at least of the order of 20° and 1,079,438 Pollock ______________ __ Nov. 25, 1913 
is flanked by círcumferentíally Wider seat portions. 10 2,529,424 Seigh _________________ __ Nov. 7, 1950 

15. A separation-resistant capsule as defined in claim 2,790,576 Lawrance _____________ __ Apr, 30,1957 
13 in which 


