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2 Claims. (Cl. 40-4) 

This invention relates to an identi?cation tag particu 
larly useful for removable attachment upon a cloth 
garment. 

Prior identi?cation tags have been made of sheets 
of plastic material folded to form a front ?ap and a rear 
flap and arranged to be worn upon the pocket of a 
garment, with the rear flap inserted in the pocket and 
the cloth of the pocket being positioned between the two 
?aps. Because of the smoothness of the plastic material, 
these tags frequently work their way out of the pocket, 
upon which they are mounted, as the wearer of the 
garment moves about, and thus, fall off and are lost. In 
addition, the wearer is limited in using the tag in that he 
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must have a pocket on his garment suitable for mounting ' 
the tag. 

Hence, it is an object of this invention to provide an 
identi?cation tag formed of a single sheet of folded 
plastic material with a front ?ap and a rear ?ap but 
with the rear ?ap being provided with a number of alter 
nate, but cooperating, fastening means for fastening it in 
different ways upon the wearer’s clothing, such as upon 
a pocket, upon a button, upon a necktie, or pinned 
directly to the garment, with the various fastening means 
being so formed as to provide a multiplicity of sharp 
gripping edges for frictionally gripping against the cloth 
upon'which the tag is mounted to thereby prevent the tag 
from becoming loose or falling off the cloth or twisting 
out of proper alignment. 

These and further objects and advantages of this inven 
tion will become apparent upon reading the following 
description, of which the attached drawings form a part. 

In these drawings: 
FIG. 1 is a perspective, front view of one form of 

the identi?cation tag herein. 
FIG. 2 is a perspective, front view of a second form 

thereof. 
FIG. 3 is a rear, elevational view of the tags of both 

FIGS. 1 and 2 and 
FIG. 4 is a side elevational view taken in the direction 

of arrows 4—4 of FIG. 3. 
FIG. 5 is a perspective view of a fastening pin, per se, 

and 
FIG. 6 illustrates the fastening pin mounted upon the 

identi?cation tag, which is fragmentarily shown. 
FIG. 7 illustrates the tag mounted upon a pocket of 

a garment. 

FIG. 8 illustrates the tag mounted upon a necktie, and 
FIG. 9 illustrates the tag mounted upon a garment 

button. 
As illustrated in FIG. 1, the identi?cation tag 10 is 

formed of a single sheet of flat, smooth, sti?, plastic 
material, the sheet being folded about a horizontal fold 
line 11 to form a front ?ap or part 12 and a rear flap 
or part 13. As shown in FIG. 1, indicia, such as the 
name of the wearer, may be written directly upon the 
front part using a suitable crayon or ink marking pen. 
The device shown in FIG. 2 is identical to that shown 

in FIG. 1 except that it is provided with a ?attened 
channel 15, adhesively or otherwise secured to the front 
part 12, within which an elongated card or strip 16 may 
be removably inserted, with the indicia 17 being printed 
upon the card or strip 16. 
The improvements herein relate to the means for 

securing the tag on the garment of the wearer and more 
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speci?cally to the fastening means formed on the rear 
or fastening flap 13. 
As shown in FIG. 3, a pair of horizontally arranged 

slits or lines of severance 20 and 21 are formed in the 
rear part 13 close to the lower edge thereof and extend 
ing almost to the opposite side edges. These slits or lines 
of severance form an elongated strip 22 which normally 
is bowed inwardly, that is, towards the front part 12. 
A pair of upwardly pointed, triangularly shaped spikes 23 
are formed in the rear part 13 above and adjacent to 
the opposite ends of the strip 22, the spikes being formed 
by a pair of slits 24 and the spikes being pushed inwardly 
to point towards the front ?ap 12 (see FIG. 4). 

In addition, a central hole 25 and a pair of adjacent 
side holes 26 are formed in the rear ?ap 14 above the 
strip 22. These holes may be formed by die punching 
in the same operation which forms the lines of severance 
21, 22 and 24. In addition, a punched out notch 27 
communicates the central hole 25 with the upper line 
of severance 21 to thus form, in cooperation with the 
hole 25, a bayonet-type slot. The lower edges of the 
slot 27, in cooperation with the upper line of severance 
21, form sharp corners‘28. 
A pin 30 (see FIG. 5) is provided where the tag is 

to be pinned upon a garment. The pin is formed of a 
single piece of springy wire bent into a lower leg 31 
having a central bent hump 32 extending‘ out‘ of the plane 
of the pin. The wire is bent into a hook 33, a wound 
spring-like loop portion 34 and an upper leg 35 having a 
sharpened end for piercing cloth and for engaging with 
the hook 33. 

In operation, the user of the identi?cation tag may 
mount the tag upon his clothing in a number of alter— 
nate ways. For example, he may simply insert the rear 
?ap or part 13 over the upper edge 401 of a pocket 41 
in his shirt 42 so that the front ?ap 12 is exposed and 
the indicia is exposed to view (see FIG. 7). In this 
form of mounting, the spikes 23 press against the cloth 
of the pocket 41 and the edges de?ning the openings 
25 and 26 and the slot 27, the sharp corners 28, and 
the lines of severance 21 and 22 all frictionally bite or 
press against the cloth to prevent the tag from being 
dislodged from the pocket and to maintain it in its 
desired position, thus preventing it from twisting out of 
the horizontal while the wearer moves about. The vari 
ous lines of severance and the holes and slot tend to 
make the rear flap somewhat ?exible in adjusting to the 
movement of the garment. This also prevents the other 
wise smooth sheet from slipping free of the cloth. 

Alternatively (see FIG. 8), the wearer may insert his 
necktie 45 through the lines of severance 21 and 26 
thereby using the elongated horizontal strip 22 as a tie 
clasp, in which case the spikes 23 would normally be 
on the opposite sides of the necktie to prevent the tab 
from tipping out of the horizontal position and the sharp 
clean edges of the holes 25 and 26 and the slot 27 and 
the corners 28 tend to bite into the cloth to hold the tag 
properly in place upon the necktie. 

Alternatively, the wearer may mount the tag upon a 
button 46 of his shirt 42 by inserting the button through 
the slot 27 to ?t through the opening 25 between the two 
flaps 12 and 13 (see FIG. 9). Again, the various lines 
of severance and the spikes will press against the cloth of 
the garment, holding the tag properly in place upon it. 
As an alternate method of mounting, the pin 30 may 

be positioned upon the rear ?ap (see FIG. 6) with the 
hook 33 extending through one hole 26, the upper leg 
35 extending through the other hole 26, and with the 
hump 32 snugly received within the slot 27, to prevent 
shifting of the pin relative to the tag, for thereby pinning 
the upper leg 35 through the cloth and engaging its 
sharpened end with the hook 33. 
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It can be seen that the mounting means function to 
mount the tag upon the garment in alternate ways, but 
also cooperate to stabilize and frictionally hold the tag 
upon the garment in proper relationship and to provide 
roughening edges upon the otherwise smooth surface of 
the sheet. 

This invention may be further developed within the 
scope of the following claims. Accordingly, it is desired 
that the foregoing description be read as being merely 
illustrative of an operative embodiment of this invention 
and not in a strictly limited sense. 

I now claim: 
1. An identi?cation tag formed of a single, ?at, ver 

tically arranged sheet formed of a smooth surfaced, stiff 
material, the sheet being folded upon a horizontal fold 
line into two parallel, closely adjacent, depending parts, 
namely a front part and a rear part, with the rear part 
being shorter than the front part; said rear part being 
provided with garment fastening means comprising: a 
pair of elongated, spaced apart, horizontal lines of sever 
ance located one above the other near the lower edge 
of said rear part and extending to points close to the 
side edges of said rear part, with the horizontal strip 
formed between said lines of severance being normally 
bowed inwardly toward the front part; a struck-in 
upwardly pointed, triangular shaped spike formed in the 
rear part above and adjacent to each of the opposite 
ends of the upper line of severance, with said spikes 
being bent inwardly towards the front part; three hori 
zontally aligned holes extending through said rear por 
tion, the holes being located above the upper line of 
severance with the center hole being arranged midway 
between the two side edges of said rear part and the 
other two holes being located on opposite sides of the 
center hole and equally spaced therefrom and being 
adapted to receive the opposite ends of a pin having a 
rear portion formed with a central hump with the rear 
portion adapted to be arranged between said front and 
rear parts with the central hump thus ?tted within said 
center hole for anchoring said pin rear portion; and 
the sheet material de?ning the edges of said holes, spikes, 
and lines of severance being relatively sharp for thus 
roughening the inner face of said rear portion for fric 
tionally grasping against a piece of cloth of a garment 
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upon which said tag is mounted with the two parts of 
the tag receiving said piece of cloth between them. 

2. An identi?cation tag formed of a single, flat, ver 
tically arranged sheet formed of a smooth surfaced, stiff 
material folded upon a horizontal fold line into two 
closely adjacent, depending parts forming a front part 
and a rear part, with the rear part being shorter than the 
front part and said rear part being provided with garment 
fastening means comprising: a pair of elongated, spaced 
apart, horizontal lines of severance located one above the 
other near the lower edge of said rear part and extend 
ing to points close to the side edges of the said rear part, 
with the horizontal strip formed between said lines of 
severance being bent inwardly towards the front part; a 
struck-in upwardly pointed, triangular shaped spike 
formed in the rear part above and adjacent to each of 
the opposite ends of the upper line of severance, said 
spikes being bent inwardly towards the front part; a key 
hole shaped opening formed in the rear portion midway 
between the side edges thereof, the opening being located 
above the upper line of severance and opening into said 
upper line of severance and being adapted to receive a 
garment button; and the sheet material de?ning the edges 
of said opening, spikes and lines of severance being rela 
tively sharp for thus roughening the inner face of said 
rear portion and for frictionally grasping against a piece 
of cloth of a garment upon which said tag is mounted, 
with the two parts of the tag receiving said piece of cloth 
between them. 
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