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To all whom it may concern. 
Be it known that LMINER T. PERKINs,a citi 

z( n of the United States, anda resident of Mount 
Sterling, in the county of Montgomery and 
State of Kentucky,'have invented certain new 
and useful Improvements in Hinges for Gates; 
and I do hereby declare that the following is a 
full, clear, and exact description of the inven 
tion, which will enable others skilled in the art 
to which it appertains to make and use the 
same, reference being had to the accompany 
ing drawings, which form a part of this speci? 
cation, and in which— 
Figure 1 is a perspective view of a gate with 

my improvement applied thereto, and Figs. 2 
and 3 are perspective detail views of the up 
per and lower brackets for the gate-stile. 

Similar letters of reference indicate corre 
sponding parts in all the ?gures. 
My invention has relation to hinges for gates; 

and it consists in the improved construction 
and combination of parts of a set of hangers 
for a swinging gate, as hereinafter more fully 
described and claimed. 
In the accompanying drawings, the letter A 

indicates the gate‘post. B is the gate, and O 
is the gate-stile. or hinge-post. 
At the upper end of the gate-postis screwed 

the shank D of the upper box, E, into the post, 
and the said box has a perforation, F, in which 
turns the upper end of ascrew, G, which passes 
through the box into the end of the hinge-post 
of the gate, and which has a head, H, which 
bears against the upper end of the perfora 
tion in the box. 
The lower end of the hinge-post is provided 

with a rounded pivot, I, which ?ts into a cup 
shaped bearing, J, in the inner end of a plate 
or bar, K, and the said plate or bar is made 
wedge-shaped or tapering at its upper and 
lower sides from the cup-shaped bearing to 
the outer end, and has a longitudinal slot, L, 

(No model.) 

which slides upon a screw-bolt, M, secured in 
to a bracket, N, projecting from the lower end 
of the gate-post,or into any other suitable sup 
port. The screw M ‘is placed to one side of 
and slightly in front of the point, which is 
perpendicularly below the upper eye or bear 
ing for the hinge-post, and it will be seen that 
by sliding the bar and cup upon the screw to 
ward the gateway any sagging of the gate may 
be taken up,while by turning the cup outward 
or forward thelower end of the hinge-post will ~ 
be brought out from the gate-post, so as to 
make the gate self-closing, and bydrawing the 
cup and slotted bar outward to one side the 
gate may be sagged, so that its latch may not 
be raised, thus effectually locking the gate. 
The shank of the upper bearing turns su?i 

ciently to allow the gate-post to be tilted in 
these different directions, and the wedge shape 
of the bar will cause it to always be securely 
adjusted upon the screw, inasmuch as the strain 
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upon the bar is always from the cup toward ' 
the outer tapering end. 
Having thus described my invention, I claim 

and desire to secure by Letters Patent of the 
United States— 

In a gate, the combination, with the hinge 
post having a swiveled bearing for its upper 
end, and having a rounded pivot at its lower 
en,of c a bar at the bottom of said post hav 
ing a up~shaped bearing at one end and a lon 
gitudinal slot at the other, and a screw for ad 
justing said bar, as and for the purpose shown 
and set forth. 

In testimony that I claim the foregoing as 
my own I have hereunto affixed my signature 
in presence of two witnesses. 

MINER T. PERKINS. 
Witnesses: 

ELLIS DEAN, 
SAMUEL H. KASH. 
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