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This invention relates to display devices, and more 
particularly to commercial and home use in displaying 
merchandise and decorative items. 

This invention comprehends an improved apparatus 
for more ?exibility in displaying merchandise, or other 
items to be offered for public, or private viewing. 

Although various instruments have been devised for 
this purpose, few, if any have the relative simplicity in 
design and construction necessary to make them both 
interesting and practical and, at the same time, relatively 
inexpensive to produce. 

It is, therefore, a primary object of this invention to 
provide a practical and relatively simple device as an 
aid in the displaying of items in many and varied posi 
tions as desired. 
A more speci?c object of the invention is the provision, 

in a device of the type described, of an arrangement for 
rotating the display bracket to any desired angle after 
desired adjustment to desired vertical height is made, on 
the slotted standard, to which it will be attached. 

These and other objects of the invention will be appar 
ent from an examination of the following description and 
drawing, wherein: 
FIGURE 1 is a perspective view of a swivel bracket 

arrangement embodying features of the invention; 
FIGURE 2 is a side elevation of a portion of the struc 

ture illustrated in FIGURE 1; and 
FIGURE 3 is a view similar to FIGURE 1, but illus 

trating the pivotal movement of the hinged portion of 
the structure. 

It will be understood that certain elements have been 
omitted from certain views where they are illustrated to 
better advantage in other views. 

Referring now to the drawings for a better understand 
ing of the invention, it will be seen that the invention 
includes a mounting member, indicated generally at 11, 
adapted to be removably positioned within vertically 
spaced slots of a conventional display shelf standard SS 
and having a shelf supporting bracket B pivotally con 
nected thereto by a hinge pin D. 
The bracket B includes a longitudinal, vertical plate or 

arm 13 having a notch 14 medially of its upper surface 
within which is disposed a transverse vertical plate or 
arm C. The plates are disposed at right angles to each 
other with their upper surfaces being co-planar to pro 
vide a support for a shelf (not shown). 
At one end plate 13 is provided with a plurality of 

vertically spaced barrels 30 which mate with a plurality 
of complementary barrels 31 projecting from one side of 
plate 12 mounting member 11, so that the bracket plate 
and mounting member plate can be pivotally intercon 
nected by a vertical hinge pin D. 
On its opposite side mounting member 11 presents a 

?at vertical surface adapted for full face abutting en 
gagement with an opposing ?at, vertical surface of slotted 
standard SS. 
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Projecting outwardly from the ?at surface of mounting 

member 11 are a plurality of transversely aligned locking 
lugs 18, 20, and 21, which are spaced vertically from 
each other a distance equal to the vertical space between 
adjacent slots of standard SS. 

Locking lugs 10, 20, and 21 are each provided at their 
lower extremity with an outer extended portion 22 spaced 
outwardly from the ?at surface of member 11 a distance 
equal to the thickness of the slotted wall of standard SS. 

Thus, when the mounting member is placed against 
the standard with its locking lugs projecting into related 
slots of the standard, the mounting member can be moved 
downwardly slightly to engage the extended portions of 
the member behind the front wall of the standard. 

Because of the full face engagement between the 
member and the standard, there is achieved a rigid, 
though detachable, connection therebetween. 
The hinge or pivotal connection between the mounting 

member and the shelf supporting bracket permits the 
varied positioning of the shelves so that a plurality of 
shelves can be mounted in a similar manner on a com 
mon standard, with the shelves being staggered as de 
sired for greater e?iciency or artistic eifect. 

I claim: 
A swivel bracket and standard arrangement for sup 

porting a shelf, comprising: 
(a) a vertically disposed standard having a ?at wall 

presenting a plurality of transversely aligned, ver 
tically spaced slots; 

(b) a shelf supporting bracket including a pair of 
interconnected vertical plates disposed at right an 
gles to each other; and 

(c) a mounting member pivotally connected to an 
end of one of said plates on a vertical axis and 
rigidly and removably connected to said standard; 

(d) said member presenting on one side thereof a 
?at, vertical surface seated against an outer surface 
of the ?at wall of said standard and having project 
ing from said ?at surface a plurality of transversely 
aligned locking lugs spaced vertically from each 
other a distance equal to the distance between 
the slots of said standard and having on the lower 
extremities thereof downwardly extending projec 
tions spaced from said ?at surface a distance sub 
stantially equal to the thickness of said ?at wall to 
provide a rigid, removable, interlocking connection 
between the member and standard when the lugs 
of the former are positioned within the slots of the 
latter. 
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