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This invention relates to lighting ?xtures in general 
and to an improved lighting ?xture with interchangeable 
ornamental diffusers in particular. 
An important object of the invention is to provide a 

lighting ?xture which is adapted to be interchangeably 
?tted with ornamented light di?users of various designs. 
Another object of the invention is to provide novel 

simpli?ed hanger means for the ?xture’s interchangeable 
diffuser assembly. 
A further object of the invention is to provide a light 

ing ?xture whose constructional design makes it possible 
to quickly, simply and easily change the ornamentation 
of the light diffusing means without the employment of 
special tools or previous instruction. 

Other objects and a fuller understanding of the inven 
tion may be had by referring to the following description 
and claims taken in conjunction with the accompanying 
drawing. 

It should be understood, however, that these are given 
by way of illustration and not of limitation, and that 
various changes in the details, form and arrangement of 
the parts may be made without departing from the scope 
of the invention. 

In the drawing: 
FIG. 1 is a perspective view of the assembled ?xture, 
FIG. 2 is a partial top view of the ?xture viewed in the 

direction of lines 2—-2 of FIGURE 1, 
FIG. 3 is a partial section of the ?xture taken on line 

3—3 of FIG. 2, 
FIG. 4 is a detailed perspective view of the hanger 

means employed in the ?xture and 
FIG. 5 is a partial detail of an ornamental diffuser 

panel. 
Referring now to the drawing in detail, the light ?xture 

assembly, generally indicated by the numeral 10, com 
prises a frame 11, constructed of wood or other suitable 
material and formed with an inwardly extending periph 
eral ?ange 12 for retaining the ornamental diffuser panel 
13 or any of a variety of cut out panels such as panel 
13a, shown in FIG. 5, and a translucent sheet 14. Frame 
11 is formed with inclined surfaces having a pair of 
spaced notches 15 on one side of the frame (FIG. 4) and 
another pair of spaced notches 15, one of which is shown 
on the right of FIG. 2. It will be noted that the notches 
15 are cut at an angle parallel to the inclined surfaces 
15a and 15b for the purpose to be described later. Se 
cured to the upper edge 15c of the frame above the 
notches, by means of screws 17, are angle brackets 16 
formed with recesses 18. A lighting ?xture support 
member 19 including ?uorescent lamps 21), which is 
adapted to be secured to a ceiling in known manner, is 
provided with two spaced pairs of oppositely disposed 
biased arms 21 (only one of the pairs being shown in 
FIG. 2), terminating in hook portions 22 adapted to be 
received in recesses 18 of angle brackets 16. 
The ?xture is installed by ?rst securing the ?xture 

support member 19 to a ceiling or other suitable surface 
in known manner. Any of a variety of ornamented 
panels of translucent material, such as shown at 13, or 
of cut out ornamental panels such as shown partially at 
13a in FIG. 5 is placed inside the frame 11 on ?ange 12. 
The translucent sheet 14 is superimposed on panel 13. 
One side of the frame 11 is attached to the support 19 
by engaging the hook ends 22 in the recesses 18 of the 
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spaced brackets 16 of said side and this frame side is 
moved in the direction of its opposite frame side until 
the hook end 22 is in the position shown by dotted lines 
in FIG. 3. The upwardly diverging position of the slot 
15 allows ample clearance and permits an easy lateral 
manipulation of the frame. The other side of the frame 
is next attached to the support '19 by similarly engaging 
the hook ends 22 in the recesses 18 of the spaced brackets 
16 on that side. The frame 11 is next moved back to 
its original position until the book ends 22 are in the 
position shown in solid lines in FIG. 3. It will be ap 
preciated that a four-point suspension of the frame 11 is 
thus obtained on the support 19. 
‘When it is desired to change the ornamentation of the 

diffuser, the frame 11 is detached from the support 19 by 
similarly moving one side of the frame, as previously 
described, ?rst detaching the opposite side of the frame 
and then the one side by raising the frame sides upwardly. 
The translucent sheet 14 is removed and replaced after 
the diffuser 13 is changed to one of a different desired 
ornamentation. 
The invention having thus been described, what is 

claimed and desired to be secured by Letters Patent of 
the United States of America is: 

l. A lighting ?xture with interchangeable ornamental 
diffusers, comprising in combination a support member 
adapted to be secured to a ceiling and provided with two 
pairs of oppositely extending spaced hooks, a frame 
formed with inclined sides and a bottom ?ange extending 
inwardly thereof said sides provided with two pairs of 
oppositely aligned slots removably receiving the respec 
tive hooks, two pairs of spaced angular brackets secured 
to the top portions of said sides above said slots respec 
tively, each of said brackets having recesses removably 
engaging one of said hooks, an ornamental diffuser panel 
detachably positioned on said ?ange in spaced relation 
from said support, a translucent sheet detachably super 
imposed on said panel and means ‘for securing a ?uores 
cent lamp to said support intermediate the support and 
said sheet. 

2. A lighting ?xture with interchangeable ornamental 
diffusers, comprising in combination, a support member 
adapted to be secured to a ceiling and provided with two 
pairs of oppositely extending spaced hooks, a frame 
formed with inclined sides and a bottom ?ange extending 
inwardly thereof said sides having inner inclined out 
wardly diverging faces provided with two pairs of oppo 
sitely aligned slots removably receiving the respective 
hooks, two pairs of spaced angular brackets secured to 
the top portions of said sides above said slots respec 
tively, each of said brackets having recesses removably 
engaging one of said hooks, an ornamental diffuser panel 
detachably positioned on said ?ange in spaced relation 
from said support, a translucent sheet detachably super 
imposed on said panel and means for securing an electric 
bulb to said support intermediate the support and said 
sheet. 

3. A lighting ?xture with interchangeable ornamental 
diffusers, comprising in combination, a support member 
adapted to be secured to a ceiling and provided with two 
pairs of oppositely extending spaced hooks, said hooks 
being formed as downwardly biased arms, a frame formed 
with inclined sides and a bottom ?ange extending in 
wardly thereof said sides having inner inclined outwardly 
diverging faces provided with two pairs of oppositely 
aligned slots removably receiving the respective hooks, 
two pairs of spaced angular brackets secured to the top 
portions of said sides above said slots respectively, each 
of said brackets having recesses removably engaging one 
of said hooks, an ornamental diffuser panel detachably 
positioned on said ?ange in spaced relation from said 
support, a translucent sheet detachably superimposed on 
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