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The present invention relates tosubsurface _well bore 
equipment, and more particularly to subsurface well 
tools', such as wel‘l packers, adapted to be set hydraulical 
ly in well bores'. , 
An object of the present invention is to provide a well 

tool adapted to be lowered in and set hydraulically in a 
well bore, in which the well tool can be made in corn 
paratively small >diameter sizes so as to be capable of 
'operation in small diameter conduit strings, such as well 
Casing, disposed in the well bore. 
Another object of the invention is to provide a well 

tool adapted to be lowered in and set hydraulically in a 
well bore, the well tool parts being prevented <by a lock 
device from outward expansion during running of the 
.tool in .the well bore, the hydrostatic head of fluid in the 
well bore being incapableof substantially loading the lock 
device, and thereby interfering with its release when set 
ting of the tool is desired. `  

A further object of the invention is to provide a well 
tool adapted to be lowered in and seit hydraulically, as 
by the hydrostatic head of lluid in a well bore, which is 
relatively simple in design and construction, compara 
tively economical to manufacture, and easier to assemble. 

This invention possesses many other advantages, and 
has other objects which may be made more clearly Íap 
parent from a consideration of a form in which it may 
be embodied. This form is shown in the drawings ac 
companying and forming part of the present specification. 
It will now be described in detail, for the purpose of illus~ 
trating the general principles of the invention; but it is 
to be understood that such detailed description is not to 
be taken in a limiting sense, since the scope of the inven 
tion is best defined by the appended claims. 

Referring to the drawings: 
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FIGURES la„1b and lc` together constitute a corn 
bined side elevational View and longitudinal section 
»through a well packer ldisposed in a well casing, with its 
parts in their initial retracted position, FIGS'. lb‘and ljc 
constituting lower continuations of FIGS. la and lb, re 
spectively; t . _ > A ` ‘ ‘ . 

. FIGS, 2a, 2b and 2c together constitute a quarter lon 
gitudinal section through a portion of the,apparatus illus 
trated in FIGS. lb and 1c, on an enlarged scale, illustrat 
ing the shifting-of a valve to a position initiating hydro 
static setting of the well packer,> FIGS. 2b and 2c con 
stituting lower continations oí FIGS. 2a and 2b, respec 
tively; ' 

FIGS. 3a, 3b and 3c are views corresponding to FIGS.> 
2a, „2b and 2c showing the parts instill another relative 
position,.FIGS. 3b and` 3c being lower continuations of 
FIGS. 3a and 3b, respectively; 1 v y 

, FIGSf-f-ia, 4b, 4c and 4d are views corresponding to 
FIGS. la, lb ̀ and 1c, but on an enlarged scale, illustra-t 
ing the well packer anchored in packed-off condition in 
the well casing, FIGS. 4b, 4c and 4d being lowered con~ 
tinuations of FIGS. 4a, 4b and 4c, respectively; > 
FIGS. 5a, 5b and 5c are views corresponding to FIGS. 

la, lb and lc showing the ̀ parts in‘their position after 
releasing the well packer from its set condition in the well 
casing, FIGS. 5b and _5c being a lower continuation of 
FIGS. 5a and 5b, respectively; ‘ 
FIG. 6 is a cross-section, on an enlarged scale, taken 

along the line 6--6 on FIG. lb; 
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FIG. 7 is a cross-section, on an enlarged scale, taken 

along the line 7-7 on FIG. lb. _ 
'I‘he well tool A illustrate-d in the drawings 4is a well 

packer adapted to be lowered in a well casing B, or simi, 
lar conduit string, on a tubular runningin string C, 'such 
as tubing or drill pipe, to a desired point at _which the 
tool is to be anchored packed-oit condition in the well 
casing. After being set in the well casing, the tool can 
be released and removed entirely therefrom. 
The tool A inclu-des a central tubular body or mandrel 

10 having an upper head 1l provided with a threaded 
box l2 for attachment tothe lower end v13 of the tubular 
running-in string C. The lower end of the mandrel is 
threadedly attached to a hydraulic pressureV device 14, in 
cluding anl upper sub l5 threadedly secured to allower 
sub 16 having a suitable threaded connection 17 for at 
tachment to a string of tubing, or otherdevice, (not 
shown) that might be disposed in the well casing._ lA seat 
1S for a valve element 19, such as a ball, is disposed in 
the subs l5, le. It _includes a sleevelâ provided with a 
plurality of circumferentially spaced slots 20 to`form 
spring~lil<e arms 2l terminating in upper lingers 22. ‘ShearY 
screws 23 initially locate the fingers ‘22 in the upper su'b 
15 so that they project inwardly partly across the cen 
tral passage 24 through'the tubular mandrel 1t), having 
an eii'ective internal diameter that is less than the external 
diameter of the ball element 19 which is to engage it. 
When the ball element, engages these iìngerasuitable 
duid pressure can be built up in the tubularrstring C and 
mandrel 10 for the purpose of shearing therscrewsA 23 ,and 
shifting the sleeve lS downwardly to a position in which 
the fingers 22 come opposite an enlarged recess 2,5v in the 
upper `sub l5, whereupon the fingers spring outwardly 
into such recess and allow the ball 19 to be pumped down~ 
wardly through and out of the sub I6, leaving an un 
restricted passage therethrough. 
The upper portion of the well tool A includes a hydrau- ' 

lic anchoring device 26 for prevent-ing upward movement 
of the well packer in the wellcasing under the influence 
of well pressure therebelow.V This anchoring device, in 
cludes an annular body 27 having yan upper seal ring ̀ 28 
engaging the periphery of the tubular body or Vmandrel 
l0. The body 27 has a counterbore ̀ 29 adapte-d to receive 
the upper body head l1, there being a» seal ring 30 rnoùnt`` 
ed on theanchor body 27 and engaging the periphery of 
the head 11, providing with the other 'sealring 28 -a con-` 
lined space or atmospheric chamber 31 between the man 

_ drel l0, ll and the anchor body 27 into which the well 
bore fluid or external ñuid pressure cannot enter.` 

, Below the seal 2S engaging the inner mandrel 1Y0, the- ' 
anchor body 27 is enlarged .in internal diameter‘to prof 
vide Van annular passage 32 through which ñuid'under 
pressure can enter the anchor body, the pressure 'passingA 
into a plurality of generally radial cylinders or .boresl 33 
in theV body, each of which accommodates a piston-like 
gripping element 34 having external wickers or_ teeth ,3S ' 
adaptedto engage and being embedded 4in the wall of theV 
well casing B when the gripping members 34 are expanded 
outwardly by fluidpressure. Each.` gripping member has 
a Asuitable seal ring 36 (FIG. 4a) ,for sealing against the 
walliof the cylinder and is maintained in proper oriented 
position, so that its external wickers or teeth 35 are 
disposed in transverse position, by a retainer bar 37 ex 
tending longitudinally of the annular body 27 _and within' 
external longitudinal slots 38 in the gripping members 
to preventthe latter from turning. These retainer bars 
37 are attached to the body by screws 39, or the like, 
and also serve as seats for compression retractor springs 
40 bearing against the inner surfaces of the bars 37 and 
also against the gripping members ̀ 34 for the purpose of 
urging the latter inwardly to a retracted position. When 
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an adequate íluid pressure differential is present in the 
annular space 32 between the body 27 and mandrel 10, 
the pistons 34 are urged outwardly against the force of the 
springs 40 to embed their teeth 3S in the wall of the well 
casing B. The greater the hydraulic force acting outward 
ly on the pistons 34, the greater will be the gripping action 
of their teeth against the casing wall. 
The lower portion of the anchor body 27 serves as an 

upper abutment 41 threadedly attached to the upper end 
of an upper setting sleeve 42 spaced from the inner 
mandrel or body 10 to provide an annular space 43 
therebetween through which lluid pressure can pass up~ 
wardly into the passage 32 for action on the piston grip 
ping members 34, A suitable packing structure 44, such 
as a pliant, elastic, inherently retractable packing sleeve, 
made of rubber or rubber-like material, encompasses the 
setting sleeve 42, with its upper end bearing against the 
upper abutment 41 and also against an upper gauge ring 
45 threaded on the upper abutment an actually constitut 
ing a part thereof. The lower end of the packing sleeve 
44 bears against a lower abutment 46 slidable on the 
setting sleeve 42. This lower abutment 46 may constitute 
part of a slip expander device, being threadedly attached 
to the main portion 47 of such expander. Downward 
movement of the lower abutment and expander 46, 47 
relative to the setting sleeve 42 is limited by engagement 
of the abutment with a key 43 suitably secured to the 
setting sleeve 42 and received within an internal keyway 
49 in the expander to prevent relative turning between the 
sleeve and expander. 

Fluid pressure from the exterior of the apparatus A 
and below the packing sleeve 44, when the latter is ex 
panded against the well casing B, can pass through ports 
50, 51 in the lower expander 47 and setting sleeve to 
the annular space 43 between the setting sleeve and tubular 
mandrel 10, such fluid passing upwardly through longi 
tudinal holes 52 in a stop ring 53 mounted in a peripheral 
groove 54 in the mandrel it) and adapted to engage a 
downwardly facing shoulder 5S in the anchor body when 
the tool A is to be released from the well casing B, as 
described hereinbelow. 
The expander 47 has circumferentially spaced slots 

S6 therein, the inner wall 57 of each of which tapers in 
a downward and inward direction, coacting with a corn 
panion inner tapered surface 58 of a slip 59 slidably 
splined to the expander by inclined tongues 66 on the 
sides of each slip slidably received in companion inclined 
grooves 61 in the sides of the slot 56 adjacent to its 
tapered expander surface 57. The slips have wickers or 
teeth 62 adapted to embed in the wall of the well casing , 
upon outward expansion of the slips, resulting from rela 
tive longitudinal m-ovement between the expander 47 
and slips 59 in a direction toward each other. Relative 
separating movement between the expander and slips 
causes the tongue and groove interconnections 60, 6l to 
shift the slips 59 from the expanded position to retracted 
position. ' 

The slips 59 are all movable longitudinally together by 
having their lower portions slidably coupled to a slip 
ring 63 encompassing the upper setting sleeve 42. The 
lower-end of each slip is formed as a Tshaped head 64 
receivable in a companion-shaped radial slot 65 in the 
upper portion of the slip ring 63, thereby coupling the 
slips 59 for joint longitudinal movement with the slip 
ring, but permitting lateral movement of the slips into 
and out of engagement with the wall of the well casing. 
The slip ring 63 is connected to the hydraulic setting 

portion 66 of the apparatus. As shown, a lower setting 
sleeve or cylinder 67 is threadedly attached to a depending 
skirt portion 68 of the slip ring 63 and is slidable along 
an annular piston 69 threadedly secured to the lower end 
of the upper setting sleeve 42. The elongate cylindrical 
portion of the lower setting sleeve or cylinder 67 is 
spaced from the inner mandrel 10, forming a cylindrical 
space or atmospheric chamber 70 therein, the lower end 
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4 
of which is closed by a lower cylinder head or piston 
71 slidable along the inner mandrel or body 10, and the 
upper end of which is closed by the annular piston 69. 
Leakage of ñuid between the cylinder head 71 and the 
inner body or mandrel 10 is prevented by a side seal 72 
on the head slidably and sealingly engaging a periphery 
of the inner body 10; whereas, leakage of fluid between 
the annular piston 69 and the inner body 10 is prevented 
by one or more side seals 73 on the piston engaging the 
periphery of the body 10, and between the annular piston 
69 and the lower setting sleeve 67 by one or more seal 
rings 74 mounted on the peripheral portion of the piston 
and slidably and sealingly engaging the inner wall of the 
setting sleeve 67. 
The slips 59 and packing 44 are expanded outwardly 

as a result of the hydrostatic head of fluid acting down 
wardly on the annular piston 69 and upwardly on the an 
nular head or piston 71. Initially, however, the hydro 
static head of ñuid cannot effect expansion of the slips 
and packing. Downward movement of the annular piston 
69 and of the upper setting sleeve 42 secured thereto 
along the inner body 10 is prevented by a lock device, 
including coupling dogs or keys 75 mounted in radial slots 
76 (FÍG. 6) in the setting sleeve 42 and received within 
a peripheral groove 77 in the body 10 having diverging 
upper and lower sides 78, ’79. The keys 75 are held in 
such groove 77 by the inner wall of the slip ring skirt 68, 
as disclosed in FIGS. lb and 2a. However, when the lower 
setting sleeve or cylinder 67 is shifted upwardly along the 
keys 75, the skirt 63 is shifted above the keys and the 
setting sleeve 67 of larger internal diameter than the 
internal diameter of the slip ring skirt 68 is positioned 
opposite the keys or dogs, permitting the latter to shift 
out of the groove 77, thereby freeing the mandrel 10 
from the upper setting sleeve 42. 
Upward movement of the lower setting sleeve or cylin 

der 67 along the inner body or mandrel 1G is prevented 
initially by a hydraulically released holding device, which 
also initially prevents the hydrostatic head of fluid from 
shifting the lower setting sleeve or cylinder 67 upwardly. 
As shown, a cylinder 80 encompasses the piston '/1, being 
releasably secured thereto by one or more shear screws 
81 extending through the upper portion of the cylinder 
8€) and into a groove 82 in the cylinder head. Leakage 
of ñuid between the cylinder head 71 and the lower re 
taining cylinder 80 is prevented by a suitable seal ring 
83 on the head engaging the inner wall of the retaining 
cylinder. . 

The lower end of the cylinder 8€) is threadedly secured 
to a guide 84, the cylinder 80 and this guide being re 
leasably attached to the inner mandrel or body 10 of 
the tool. As shown, an expansible, split thrust ring 85 
is releasably secured within a peripheral groove 86 in the 
lower portion of the mandrel 10, the lower end of this 
thrust ring engaging an encompassing second thrust ring 
87 bearing against the guide 84 and having an outer por~ 
tion S8 received within a groove 89 formed between the 
lower flange 96 of the guide and the lower end of the 
cylinder S0 thereabove. Mounted in a counterbore 91 
in the guide 84 below the thrust ring 87 is a shear ring 
or sleeve 92 having an inwardly directed leg or flange 
93 received within a peripheral groove 94 in the inner 
mandrel or body 10 of the tool. It is evident that down 
ward movement of the mandrel 10 is transmitted through 
the inner and outer thrust rings 8S, 87 to the guide 34, 
without such movement or thrust being imposed upon 
the shear ring 92, such downward movement being trans 
mitted from the guide 84 through the cylinder 80 and its 
shear screws 81 to the atmospheric cylinder 67, which 
1s threadedly secured to the slip ring 63. Thus, down 
ward movement of the tubular string C and mandrel l0 
is transmitted through the keys 77 to the upper setting 
sleeve 42, and through the thrust rings 85, 87, guide 84, 
retaining cylinder 80, atmospheric cylinder 67 and slip 
ring 63 to the slips S9, thereby preventing any relative 
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_longitudinal movement from taking place between the 
upper abutment 41 and the slip ring 63, which is essen 
„tiallto securing outward expansion of the packing as 
sembly 44 and of the Vslips 59. 
As stated above, the hydrostatic head of fluid is pre 

vented from acting over the cross-sectional area of the 
cylinder head 71 within the retaining cylinder >80, and it 
cannot, therefore, shear the screws 81 holding the re 
taining cylinder to the cylinder head 71, which is essential i 
to setting of the tool A in the well casing. The hydro 
static head of iluid can, however, act upon the cylinder 
head for the purpose of shifting it upwardly upon open 
ing of Ia passage thereto within the cylinder 80. As 
shown, `a by-pass sleeve 95 ̀‘is disposed in the cylinder 
_space between the cylinder 80 and the inner body 10 of 
the tool, its lower portion 9álbeing threadedly secured 
to the cylinder 80. This by-pass sleeve has upper cou 
pling dogsv97 adapted to be engaged by companion lower 
4dogs 98 (FIG. 7)V on the >cylinder head `’71 to facilitate 
the threading of the by-pass sleeve 95 with the cylinder 
80. It has longitudinal by-pass grooves 99 on its exterior 
extending through its threads 96, the upper end of which 
communicates with the ̀ cylinder space below the cylinder 
header piston 71, and the lower end of which communi 
cates with an annular passage 100 between a hydraulical 
lyshiftable valve sleeve k101 and the inner wall of the 
holding or retaining cylinder 80. This by-pass passage 
,100, when open, communicates with the Huid in the sur 
`rounding well bore through one or a plurality of side 
ports 102 in the cylinder 80. However, the passage 100 
is closen initially by a lower valve head'103 of the hy 
draulically shiftable sleeve 101 being disposed above the 
ports 102 and sealingly engaging the inner wall 104 of 
the cylinder and being held in `such position by one or 
more shear screws 105 threaded throughl the cylinder 
and disposed in a peripheral groovelûâ in the valve head 
103. A suitable side'seal 107 on the valve head 103 seal 
ingly engages the cylindrical seat 104 of the cylinder 80. 
The upper end of the valve sleeve 101 is constituted 

as an annular piston 108 slidable‘in the annular space 
`109 between the by-pass sleeve 95 and the main body 
l10 of the tool. This piston 108 is initially disposed below 
the by-pass sleeve head 110 which is sealed against the 
periphery of the body 10 by a side seal ring 111 mounted 
in the head. Fluid under pressure from within the main 
body passage 24 can pass through a side port 112 therein 
into a_ cylinder space between the by-pass sleeve head 110 
and the piston 10S therebelow, leakage of this tluid down 
wardly along the piston being prevented by one or more 
seal rings 113 on the piston engaging the inner wall of 
`the by-pass sleeve 95 and by one or more seal rings 114 
on «the piston engaging the periphery of the body 10. 
vThe well packer A is run in the well casing B on a 

tubular running-_in string C, with its parts occupying the 
relative positions illustrated in FIGS. ld, 1b and 1c. 
With the parts in such positions, the by-pass grooves> 99 
in the by-pass sleeve 95 are closed by virtue of the valve 
head-103 being disposed above the lower cylinder ports 
102, the valve sleeve 101 being held in this position by 
the shear screw or screws 105. At this time, also, the 
dogs or keys 75 are held in the mandrel groove 77 by 
the ̀ slip ring skirt 68. To prevent the hydrostatic head 

` of ̀ fluid from exerting a large downward force on the 
keys 75 as a result of downward action on the annular 
piston 69, the upper atmospheric chamber 31 is provided 
initially, so that there is an offsetting, opposite area on 
the upper sleeve 42 and anchor body 27 over which the 
hydrostatic head of iiuid is acting upwardly. The cross 
sectional area of the annular atmospheric chamber 31 
is made slightly smaller than the effective area of the 
annular piston 69 over which the hydrostatic head of 
ñuid can act in a downward direction, so that there is a 
net downward thrust on the upper setting sleeve 42 and 
anchorbody 27 »which is transmitted through the dogs 75 
to the body 10 of the tool. Such downward thrust on 
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the dogs is relatively small, but is still sufficient to slide 
the seal 30 off the sub 11 to secure setting of the appara 
tus. 
When the location in the well casing is reached at 

which the tool is to be set, appropriate surface connec 
tions to the tubular running-in string C can be made at 
the top of the well bore. This tubular running-in string 
need not be moved longitudinally thereafter, remaining 
‘.‘ñanged-up” at the top o_f the well bore. Circulating 
fluid can now be pumped down through the tubular run 
ning-in string C, passing through the inner body or man 
drel 10 and through thetripping ball sleeve or seat 18, 
discharging from the lower sub 16'. The circulating fluid 
will then pass upwardly around the tool A and the tubular 
running-in string C to the top of the well bore, carrying 
the drilling mud, or other undesirable well bore fluid, 
ahead of it to the top ofthe well bore. 
l After the hole has been properly conditioned, a trip 
ping ball 19 can be lowered or pumped down through the 
tubular running-in string C, passing through the mandrel 
passage 24 and coming to rest upon the inwardly pro 
jecting iingers 22. The pressure of the ñuid in the tubular 
running-in string and mandrel can now be increased, this 
ñuid pressure passing through the mandrel port 112 into 
the by-pass sleeve 95 and acting downwardly on the pis 
>ton 108. The shear screws 105 have a substantially lesser 
shear strength than the screws 23 holding the ball seat 
V18 to its sub 15. Accordingly,lwhen the pressure has 
been increased sutiiciently, the shear screws 105 are dis 
rupted and the piston 108 and its sleeve 101 shifted 
downwardly to a position in which the valve head 103 
is disposed below its ,companion cylindrical seat 104, es 
tablishing communication between the ports 102 and the 
by-plass passageltìtl around the sleeve 101, the hydro 
static head of iluid then being capable of passing upward 
ly through the by-pass grooves 99 and acting upwardly 
on the lower cylinder head or piston 71 (FIGS. 2a, 2b, 
2,0). The hydrostatic head of iiuid in the well bore is 
suñ’icient to overcome the shear strength of the screws 
81, shifting the head 71 and its lower cylinder or sleeve 
67 upwardly along the mandrel 10p and along the upper 
piston >69 andupper setting `sleeve 42. Such upward 
shifting will shift the slip‘ring skirt 68 upwardly above 
the lock dogs 75, allowing the hydrostatic head of ñuid 
to act‘downwardly on the piston 69 for the purpose of 
shifting the ‘upper sleeve 42 and the anchor body 27 
downwardly with it (FIGS,V 3a, 3b). _ l 
When the annularV piston 69 moves downwardly, it 

shifts the annular anchor body v27 downwardly with it 
and lowers the upper seal ring 30 of the annular body 
below, the inner body head l11, opening the atmospheric 
chamber 31 so that the hydrostatic head of ñuid can act 
over the area of the anchor body 27 Vbetween the seal ring 
28 and internal diameter of the packing unit 44, and also 
over the piston 69 for the purpose` of shifting'the anchorV 
body and lits lower abutment portion> 41 toward the slip 
ring V63. Initially, the packing assembly 44 and'expander 
47 move downwardly as a unit until the expander has 
moved within and shifted the slips 59 radially outwardly 
into engagement with the wall of the well casing. There 
after, the upper abutment 41 moves toward the expander 
47 to shorten the packing structure 44 and expand it out 
wardly against the` wall of the well casing B. ,A 
. In the manner just described,lthe well packer A will 
have been anchored in packed-olf condition in the well 
casing. The hydrostatic head of iiuid, is constantly act 
ing on the lower cylinder head 71 and the upper piston 
69, tending to maintain the slips 59 and packing 44 ex 
panded iirrnly against the wall of the well casing` 
The pressure of the liuid in the tubular string and inner 

bodylofV the tool can now be increased sufficiently to over 
come the shear strength of the screws 23 holding the ball 
seat 18 to the sub 15, disrupting such screws and shifting 
the sleeve 18 downwardly until its lower end engages a 
shoulder 120 in the lower sub, at which time the fingers 



are-goss 
’27 

22 are opposite the enlarged sub recess 25, the fingers in 
herently expanding outwardly into such recess and free 
ing the ball 19 for downward movement through the sleeve 
18 and out of the sub ld, the ball dropping harmlessly 
into the well casing B and to the bottom of the hole. 

With the packing (t4 sealed ott against the wall of the 
well casing B, any pressure below the well tool will pass. 
through the ports 5t), 5l and through the stop ring holes 
52 and annular space 43 into the annular space 32 be 
tween the anchor body 27 and the tubular body or 
mandrel 10, acting on the inner ends of the gripping mem 
bers 34 and urging them outwardly against the torce of 
their retracting springs 4d into anchoring engagement 
with the wall of the well casing B. It is evident that 
any Huid pressure in the well casing tending to shift the 
tool A upwardly therewithin is prevented from doing so 
by the hydraulic anchoring of the gripping members 3d 
against the wall of the well casing B. 
The fully set condition of the well packer is illustrated 

in FIGS. 4a to 4d. When in this condition, the lower 
cylinder head 71 has preferably shifted upwardly out of 
the confining retainer cylinder 80, allowing the hydro» 
static head of fluid to act upon the lower end of the 
cylinder head ’7l without the necessity for passing through 
the lower by-pass passage 102, 100, 99. The hydrostatic 
head of fluid is constantly acting upwardly on the lower 
cylinder head ’il and downwardly on the piston 69, 
maintaing the packing 44 and slips 59 set firmly against 
the wall of the well casing. If the packing material 
tends to extrude around the upper or lower gauge rings 
45, ed, the hydrostatic head of liuid automatically com 
pensates for such movement by moving the cylinder head 
’71 and piston 69 closer to each other, thereby main 
taining the packing sleeve sealed against the wall of the 
well casing and the slips anchored against the wall of the 
weil casing. > 

In the event it is desired to release the well packer A 
from the well casing and remove it therefrom, an upward 
pull is taken on the tubular running-in string C and on 
the inner mandrel or body 10 connected thereto. This 
upward pull is transmitted from the mandrel l@ to the 
shear sleeve G2., which engages the outer thrust ring mem» 
ber 87, which, in turn, engages the cylinder ät). The 
parts surrounding the mandrel i@ below the cylinder 
head ’71 will all move upwardly with the mandrel until 
the upper end of the by-pass sleeve 95 engages the lower 
end or" the cylinder head 7l, further movement being 
prevented. Accordingly, the taking of a suíiicient up~ 
ward pull on the tubular running-in string C and on the 
mandrel l@ connected thereto will now shear the inner 
portion 93 of the shear ring 92 from its outer portion, 
freeing the mandrel so that it can move upwardly within 
the parts that surround it, the inner thrust ring 85 mov 
ing upwardly with the mandrel out of the outer thrust 
ring 87 until it is positioned thereabove. The thrust ring 
SS is split and inherently expansible. Accordingly, upon 
being located above the outer thrust ring 87, it expands 
outwardly inherently out of the mandrel groove 86. Ir” 
it does not expand sufliciently from the mandrel groove, 
the lower tapered side 86a of the groove will engage the 
ring and insure its outward expansion into the annular 
space between the lower end of the valve head w3 and 
the upper end of the outer thrust ring S7. 
The mandrel 10 is now free to move upwardly within 

the parts that surround it until its port or ports 112 are 
disposed above the cylinder head '7l and in communi 
cation with the atmospheric chamber '76 (FÍG. 5b), 
allowing the hydrostatic head of ñuid to pass into the at 
mospheric chamber and equalize the pressure internally 
and externally thereof. The mandrel 10 moves upwardly 
until its stop ring 43 engages the shoulder 55 of the an 
chor body. At this time, an upper enlarged diameter 
portion 1th: of the mandrel will have been disposed 
above the lower end of the anchor body chamber 3l, 
such as shown in FIG. 5a, opening the annular passage 
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3;?. communicating with the gripping member cylinders 
33, and allowing the huid pressure acting internally and 
externally on the gripping members 34 to equalize, where 
upon the retracting springs 4t? will shift the gripping mem 
bers inwardly from the wall of the well casing and to their 
initial retracted position. 

Because of the engagement of the stop ring 53 with 
the ancher body shoulder 55, upward movement of the 
tubular string C and mandrel it) carries the anchor body 
27 upwardly with it, shifting its abutment portion 41 away 
from the expander 47 and allowing the packing sleeve 44 
to retract from the wall of the well casing. Upward move~ 
ment of the upper setting sleeve 42 with the anchor body 
27 will cause its key ¿i8 to engage the lower gauge ring 46, 
shifting the expander 47 upwardly with respect to the 
slips 59 and effecting retraction of the slips because of 
their tongue and groove interconnection 60, 61 with the 
expander. All of the parts have now been retracted from 
the well casing B, allowing the packer to be elevated in 
the well casing on the tubular string C and removed en 
tirely therefrom. 

I claim: 
l. In apparatus adapted to be set in a well bore: body 

means; normally retracted means disposed about said body 
means and adapted to be expanded outwardly into engage 
ment with the wall of the well bore; upper actuating 
means engaging said normally retracted means; lower ac 
tuating means engaging said normally retracted means; 
said upper and lower actuating means being movable to 
ward each other to expand said normally retracted means; 
hydraulically operable means responsive to the hydro 
static head of ñuid in the well bore for relatively shifting 
said upper and lower actuating means toward each other; 
releasable lock means for preventing relative shitting be 
tween said body means and one of said actuating means 
and held in locked position preventing such shifting by 
the other of said actuating means; means interconnecting 
said body means and said other of said actuating means 
for preventing relative shifting therebetween; and means 
for shifting said other or” said actuating means from hold 
ing relation to said lock means to release said lock means. 

2. In apparatus adapted to be set in a well bore: body 
means; normally retracted means disposed about said body 
means and adapted to be expanded outwardly into engage 
ment with the wall of the well bore; upper actuating means 
engaging an upper portion of said normally retracted 
means and comprising an upper setting sleeve: lower ac~ 
tuating means engaging a lower portion of said normally 
retracted means and comprising a lower setting sleeve' 
hydraulically operable means on said sleeves for shiftini; 
said upper and lower actuating means relative to eacli 
other to expand said normally retracted means; releasable 
lock means interconnecting said body means and one of 
said actuating means and held in locked position by the 
other of said actuating means to prevent relative shifting 
between said body means and said one of said actuating 
means; releasable means interconnecting said body means 
and said other of said actuating means for preventing rela 
tive shifting~ therebetween; and means for shifting said 
other of said actuating means from holding relation to 
said lock means to release said lock means. 

3. In apparatus adapted to be set in a well bore: body 
meaHS; normally retracted means disposed about said 
body means and adapted to be expanded outwardly into 
'engagement with. the wall of the well bore; upner actuat 
ing means engaging said normally retracted means; lower 
actuating means engaging said normally retracted means' 
said upper and lower actuating means being movable to: 
ward each other to expand said normally retracted means' 
hydraulically operable means responsive to the hydroï 
static head of fluid in the well bore for relatively shifting 
Saïd upper and lower actuating means toward each otherl 
releasable lock means for preventing relative shifting beî 
tween said body means and one of said actuating means 
and held in locked position preventing such shifting by 
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the other of said actuating means; port means for con 
ducting tlie pressure' of iluid externally of said body means 
to said other of said actuatingmeans to shift said other of 
said actuating means relative to said one actuating means 
and release said lock means; and means closing said port 
conducting means and shiftable to open position in re 
sponse to iiuid pressure in said body means. 

4. In apparatus adapted to be set in a well bore: body 
’meansg normally retracted means disposed about said body 
means and adapted to be expanded outwardly into engage 
ment with the wall of the well bore; upper actuating means 
engaging said normally retracted means; lower actuating 
means engaging said normally retracted means; said upper 
and lower actuating means being movable toward each 
other to expand said normally retracted means; hydrau 
lically operable means responsive to the hydrostatic head 
of fluid in the well bore for relatively shifting said upper 
and lower actuating means toward each other; releasable 
`lock means for preventing relative shifting between said 
body means and one of said actuating means and held in 
«locked position preventing such shifting by the other of 
said actuating means; port means for conducting the pres 
sure of iluid externally of said body means to said other 
of said actuating means to shift said other of said actuat 
ing means relative to said one actuating means and release 
said lock means; and valve means closing said port con 
ducting means and shiftable along said body means to 
open position in response to fluid pressure in said body 

5. In apparatus adapted to be set in a well bore: a 
body; normally retracted means disposed about said body 
and adapted to be expanded outwardly into engagement 
with the wall of the well bore; upper actuating means en 
gaging an upper portion of said normally retracted means 
and comprising an upper setting sleeve; lower actuating 
means engaging a lower portion of said normally retracted 
means and comprising a lower setting sleeve; a piston con 
nected to Asaid upper sleeve and slidably and sealingly en 
gaging said body and lower sleeve; a piston connected to 
said lower sleeve and sealingly engaging said body; said 
pistons, lower sleeve and body providing an atmospheric 
chamber into which well bore iluid cannot enter initially; 
at least one of said pistons being responsive to the hydro 
static head of iiuid in the well bore for ̀ relatively shifting 

` said .sleeves and upper and lower actuating means t-o er' 
`pand said normally retracted means; releasable lock means 
for preventing relative shifting between said body and 

Y upper actuating means and held in locked position pre 
venting such shifting by said lower actuating means; re 
leasable means interconnecting said body and lower actu 
ating means; and means for shifting said lower actuating 
means from holding relation to said lock means to re 
lease said lock means. 

o. In apparatus adapted to be set in a well bore: a 
body; normally retracted means disposed about said body - 
and adapted to be expanded outwardly into engagement 
with the wall of the Well bore;.upper actuating means en 
gaging an _upper portion of said normally retracted means 
and comprising an upper `setting sleeve; lower actuating 
means engaging a lower portion of, said normally re 
tracted means ~and comprising a lower setting sleeve; a 
piston connected >`tp said upper sleeve and slidably and 
sealingly engaging‘said body and lower sleeve; a piston 
connected to said lower’îs eeve and sealingly engaging said 
body; said pistons, lower) leeve and body providing an 
atmospheric chamber into which well bore i‘luid cannot 

‘ enter initially; at least one ofïîsaid pistons being respon 
i sive to the hydrostatic head of lipid in the well bore for 
relatively shifting said sleeves and upper and lower actuat 
ing means to expand said normally retracted means; re 
leasable lock means for preventing relative shifting be 
tween said body and upper actuating means and held in 
locked position preventing such shifting byk said lower 
actuating means; means for conducting the pressure of 
ñuid externally of said body to said lower actuating 
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means to shift it relative to said upper actuating means 
and release said lock means; and means closing said con 
ducting means and shiftable to open position in response 
to fluid pressure in said body. l g 

‘7. In apparatus adapted to be set in a, well bore: a 
body; normally retracted means disposed about said body 
and adapted to be expanded outwardly into engagement 
with the wall of the well bore; upper actuating means en 
gaging an upper portion of said normally retracted means 
and comprising an upper setting sleeve; lower actuating 
means engaging a lower portion of said normally re 
tracted means and comprising a lower setting sleeve; a 
piston connected to said upper sleeve and slidably and 
sealingly engaging said body and lower sleeve; a piston 
connected to said lower sleeve and sealingly engaging 
said body; said pistons, lower sleeve and body providing 
an atmospheric chamber into which well bore fluid cannot 
enter initially; at least one of said pistons being respon 
sive to the hydrostatic head of fluid in the VWell bore for 
relatively shifting said sleeves and upper and lower ac 
tuatingrmeans to expand said normally retracted means; 
releasable lock means for preventing relative shifting be 
tween said body and upper actuating means and held in 
locked position preventing such shifting by said lower 
actuating means; means for conducting the pressure of 
iiuid externally of said body means to said lower actuat 
ing means to shift it relative to said upper actuating means 
and release said lock means; and piston valve means clos 
ing said conducting means and shiftable downwardly of 
said body t_o open position in response to fluid pressure 
'in said body. 

8. In apparatus adapted to beset in a well bore: body 
‘means; normally retracted means disposed about said 
body means and adapted to be expanded outwardly into 
engagement with the wall of the well bore; upper actuat 
ing means engaging said normally retracted means; lower 
'actuating means engaging said normally retracted means; 
said upper and lower actuating means being movable 
'toward each other to expand said normally retracted 
means; hydraulically operable means responsive to the 
hydrostatic head of fluid in the well bore for relatively 
shifting said upper and lower actuating means toward 
each other; releasable lock means for preventing relative 
shifting between said body means and one of said actuat 
`ing means and held in locked position preventing such _ 
shifting by the other of said actuating means; port means 
for conducting the pressure of ñuid externally of said body 
means to Vsaid other of said actuating means to .shift said 
other of said actuating means relative to said one actuat 
ing means and release said lock means; and piston valve 
means closing said‘conducting means and shiftabledown 
wardly of said body means to open position in response 
‘to fluid pressure in said body means. 

9. In apparatus adapted to be set in a well bore: body 
means; normally retracted means disposed about said 
'body means and adapted to be expanded outwardly into 
engagement with the 'Wall of the well bore; upper actuat 
ing means engaging said normally retracted means; lowerl 
actuating means engaging said normally retracted means; 
said upper and lower actuating means being movable to 
ward each other to expand said normally retracted means; 
hydraulically operable means responsive to the hydro 
static head of fluid in the well bore for relatively shifting 
said upper and lower actuating means toward each other; 
lock means for preventing relative shifting between said 
body means and one of said actuating means and held in 
locked position preventing such shifting by the other of 
said actuating means; a cylinder connected »to said body 
means; means releasably connecting said cylinder to said 
other of said actuating means; said cylinder having a pas 
sage therein extending from the well bore `externally of 
the cylinder to said other of said >actuating means; and 
means closing said passage and shiftable to open posi 
tion in response to tluid pressure in said body means, 
.whereby the hydrostatic head of ñuid in the well bore can 
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shift said other of said actuating means to a position 
releasing said releasable means and said lock means. 

it?. In apparatus adapted to be set in a well bore: body 
means; normally retracted means disposed about _said 
body means and adapted to be expanded outwardly into 
1eflgâgement with the Wall of the well bore; upper actuat 
inf-ï means engaging said normally retracted means; lower 
‘actuating means engaging said normally retracted means; 
said upper and lower actuating means being movable 
toward each other to expand said normally retracted 
means; hydraulically operable means responsive to the 
hydrostatic head of iiuid in the well bore for relatively 
shifting said upper and lower actuating means toward 
each other; lock means for preventing relative shitting 
between said body means and one of said actuating 
means and held in locked position preventing such shift 
ing by the other of said actuating means; a cylinder slur 
rounding said body means; frangible means connecting 
said cylinder to said body means; means releasably con 
necting said cylinder to said other of said actuating 
means; said cylinder having a passage therein extending 
from the well bore externally of the cylinder to said other 
«of said actuating means; and means closing said pas 
'sage and shittable to open position in response to fiuid 
pressure in said body means, whereby the hydrostatic head 
'of iiuid in the well bore can shift said other of said ac 
tuating means to a position releasing said releasable 
means and said lock means. 

il. In apparatus adapted to be set in a well bore: a 
`~ibody; normally retracted means disposed about said body 
and adapted to be exapended outwardly into engage 
‘ment with the wall of the well bore; upper actuating 
means engaging an upper portion of said normally re 
tracted means and comprising an upper setting sleeve; 
lower actuating means engaging a lower portion of said 
normally retracted means and comprising a lower setting 
sleeve; a piston connected to said upper sleeve and slid 
ably and sealingly engaging said body and lower sleeve; 
a piston connected to said lower sleeve and sealingly cn 
gaging said body; said pistons, lower sleeve and body 
providing an atmospheric chamber into which well bore 
ñuid cannot enter initially; at least one of said pistons 
being responsive to the hydrostatic head of ñuid in the 
well bore for relatively shifting said sleeves and upper 
and lower actuating means to expand said normally re 
tracted means; lock means for preventing relative shifting 
between said body and upper actuating means and held in 
locked position preventing such shifting by said lower 
actuating means; a cylinder connected to said body; 
means releasably connecting said cylinder to said lower 
actuating means; said cylinder having a passage therein 
extending from the well bore externally of the cylin 
der to said lower actuating means; and means closing 
said passage and shiftable to open position in response 
to fluid pressure in said body, whereby the hydrostatic 
head of fluid in the well -bore can shift said lower actuat 
ing means to a position releasing said releasable means 
and said lock means. 

12. In apparatus adapted to be set in a well bore: a 
body; normally retracted means disposed about said body 
and adapted to be expanded outwardly into engagement 
with the wall of the well bore; upper actuating means 
engaging an upper portion of said normally retracted 
means and comprising an upper setting sleeve; lower 
actuating means engaging a lower portion of said nor 
mally retracted means and comprising a lower setting 
sleeve; a piston connected to said upper sleeve and 
slidably and scalingly engaging said body and lower 
sleeve; a piston connected to said lower sleeve and seal 
ingly engaging said body; said pistons, lower sleeve and 
body providing an atmospheric chamber into which well 
bore fluid cannot enter initially; at least one of said 
pistons being responsive to the hydrostatic head of ñuid 
in the well bore for relatively shifting said sleeves and 
upper and lower actuating means to expand said normal 
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ly retracted means; lock means for preventing relative 
shifting between said body and upper actuating means and 
held in locked position preventing such shifting by said 
lower actuating means; a cylinder surrounding said body; 
frangible means connecting 'saidi cylinder to said body; 
means releasably connecting said cylinder to said lower 
actuating means; said cylinder having a passage therein 
extending from the well bore externally of the cylinder to 
said lower actuating means; and means closing said pas 
sage and shiftable to open position in response to ñuid` 
pressure in said body, whereby the hydrostatic head or 
duid in the well bore can shift said lower actuating means 
to a position releasing said releasable means and said 
lock means. ~ _ 

13. In apparatus adapted to be set in a well bore: 
body means; normally retracted means disposed about 
said body means and adapted to be expanded outwardly 
into engagement with the wall of the well bore; upper 
actuating means engaging said normally retracted means; 
lower actuating means engaging said normally retracted 
means; said upper and lower actuating means being mov= 
able toward each other to expand said normally retract 
ed means; hydraulically operable means responsive to 
the hydrostatic head of iluid in the welll-bore for rela' 
tively shifting said upper and lower actuating means to 
ward each other; releasable lock. means interconnecting 
said body means and one of said actuating means to pre 
vent relative sliifting between said upper and lower 
actuating means; means for releasing said lock means; 
pressure countcracting means providing a closed vatmos 
pheric chamber between said body means and said one 
of said actuating means, whereby the force of the hydro 
static head of Huid acting in one direction on said one 
actuating means is substantially countcracted by lie liy 
drostatic head of fluid acting in the opposite direction on 
said counterac'ting means to substantially relieve said 
lock means of load. 

14. In apparatus adapted to be set in a well bor'e': 
body means; normally retracted means disposed ‘about 
said body means and adapted to be expanded outwardly 
into engagement with the wall 'of the well bore; upper 
actuating means engaging said normally retracted means; 
lower actuating means engaging said normally retract 
ed means; said upper and lower actuating means being 
movable toward each other to expand said normally re 
tracted means; hydraulically operable means responsive 
to the hydrostatic head of iiuid in the well bore for rela 
tively shifting said upper and lower actuating means t0 
ward each other; releasable lock means interconnecting 
said body means and one of said actuating means to 
prevent relative shifting between said upper and lower 
actuating means; means for releasing said lock means; 
pressure counteracting means providing a closed atmos 
pheric chamber between said body means and said one of 
said actuating means, whereby the force of the hydro 
static head of fluid acting in one direction on Said one 
actuating means is substantially counteractefl( by the 
hydrostatic head of fluid acting in the opposfft’e direction 
on said counteracting means to substantialfáf . l», ‘d 
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tween said upper and lower actuating means; means for 
releasing said lock means; pressure counteracting means 
providing a closed atmospheric chamber between said 
body means and said upper actuating means, whereby the 
force of the hydrostatic head of fluid acting downwardly> 
on said upper actuating means is substantially counter 
acted by the hydrostatic head of fluid acting upwardly 
on said counteracting means to substantially relieve said 
lock means of load. 

16. In apparatus adapted to be set in a well bore: body 
means; normally retracted means disposed about said 
body means and adapted to be expanded outwardly into 
engagement with the Wall of the well bore; upper actuat 
ing means engaging said normally retracted means; lower 
actuating means engaging said normally retracted means; 
said upper and lower actuating means being movable to 
ward each other to expand said normally retracted means; 
hydraulically operable means responsive to the hydro 
static head of fluid in the well bore for relatively shifting 
said upper and lower actuating means toward each other; 
releasable lock means interconnecting said body means 
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and said upper actuating means to prevent relative shift 
ing between said upper and lower actuating means; means 
for releasing said lock means; pressure counteracting 
means providing a closed atmospheric chamber between 
said body means and said upper actuating means, whereby 
the force of the hydrostatic head of fluid acting down 
wardly on said upper actuating means is substantially 
counteracted by the hydrostatic head of ñuid acting up 
wardly on said counteracting means to substantially re 
lieve said lock means of load; said upper actuating means 
»being movable downwardly along said body means to 
open said atmospheric chamber to the pressure of the well 
bore fluid. 
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