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4 Claims. (Cl. 206—45) 

This invention relates to a display container and more 
particularly relates to a display container suitable for the 
display of a mass or plurality of upstanding elongated ob 
jects, such as, for example, cigarettes or cigars. For pur 
poses of convenience and without intending any limitation 
thereby, the display container of ‘this invention will be 
described in connection with cigars. 
The display container of this invention provides a con 

tainer in which the cigars can be tightly packed for storage 
and shipment and in which the cigars or any portion there 
of can be elevated for purposes of making an attractive 
sales display of the cigars. 
The invention and its objects will be further clari?ed 

by reading the following description in conjunction with 
the drawings in which: 
' FIGURE 1 is a vertical section through the body of a 
display container of the invention in the display position; 
FIGURE 2 is a top plan view of the body of the dis 

play container of FIGURE 1; 
FIGURE 3 is a vertical section through the container 

. of FIGURE 1 showing a portion of the parts nested and 
additionally showing a top for the container; 
FIGURE 4 is a front perspective view of the assembled 

container of FIGURE 3 ready for shipment; 
FIGURE 5 is a front perspective view of the container 

of FIGURE'4 with the top removed; 
FIGURE 6 is a front elevation of the container of 

FIGURE 4 with the top removed and showing an alterna 
tive rod for elevating the cigar supporting platform; and 
FIGURE 7 is a front elevation showing the container 

of FIGURE 6 in the display position with the cigar sup 
porting platforms elevated by the elevating rod. 

Referring to FIGURES 1 through 3, a display con 
tainer 2 in accordance with the invention has a body 4 
having by way of speci?c illustration a cylindrical inner 
wall 6 and a cylindrical outer wall 8, the top of which 
lies below the top of wall 6. Walls 6 and 8 are crimped 
in the downwardly extending periphery 10 of bottom wall 
12. Bottom wall 12 is provided with vent openings 14. 
A ring 16 of, for example, ?ber board lies on bottom 

wall 12 adjacent inner wall 6 and supports an upstand 
ing circle of cigars indicated at 13, A platform 20 has 
an elevated ring portion 22 adjacent its periphery and a 
recessed central portion 24. An upstanding skirt 26 is 
secured to the outer periphery of platform 20, for ex 
ample, by an adhesive. Platform 20 and the lower por 
tion of skirt 26 are dimensioned to nest inside ring 16. A 
circle of cigars 28 are supported on upstanding ring por 
tion 22, and receive lateral support from skirt 26. 
A platform 32 supports an upstanding mass of cigars 

indicated at 34 and has secured to its periphery, for ex 
ample, by an adhesive an upstanding skirt 36 which gives 
the mass of cigars 34 lateral support. Platform 32 and 
the lower portion of skirt 36 are dimensioned to nest in 
recessed central portion 24 of platform 20. 

Bottom wall 12, platform 24, platform 32 are respec 
tively provided with concentric openings 38, 4t) and 42 
which in the order named become progressively smaller. 
An elevating rod 44 is provided with a head 45 and 
progressively reduced portions 46, 48 and 50 which respec 
tively have slightly smaller diameters than openings 38, 
40 and 42. Thus, as best seen in FIGURE 1, portion 
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50 passes through opening 42, the upper end of portion 
48 abuts against platform 32 and passes freely through 
openings 38 and 40, and the upper end of portion 46 
abuts against platform 20 while portion 46 passes freely 
through opening 38. The upward movementof elevating 
rod 44 is limited by the engagement of head 45 with 
bottom wall 12. 

‘Display container 2 is provided with a top 54 (FIG 
URE 3) which has an inner cylindrical wall 56 of the 
same diameter as wall 6 and an outer cylindrical wall 58 
which extends below wall 56 and is of the diameter of 
wall 8. Walls 56 and 58 are held crimped in upstanding 
peripheral portion 60 of top wall 62. As illustrated in 
FIGURE 4, top 54 can be placed on body 4 with outer 
wall 58 telescoping over inner wall 6 and the lower por 
tions of walls 56 and 58 respectively abutting against the 
upper portions of walls 6 and 8. The walls 6, 8, 12, 56 
and 58 and 62 can be made from a wide variety of ma 
terials conventionally used in box making, for example, 
from cardboard for walls 6, 8, 56, 58 and tin for walls 12 
and 62. 

Operation 

In use, the above-described display container will be 
packed with cigars with platform 20 nested inside ring 16 
and platform 32 nested inside platform 20 so that the top 
surfaces of ring 16 and platforms 22 and 32 will lie in 
substantially the same plane (see FIGURE 3) to place 
the top of the cigars in substantially the same plane where 
they can be tightly held by top 54. As best seen in FIG 
URE 5 which shows the cigars packed in display container 
2 in this manner, elevating rod 44 is inserted substantially 
in the center of the mass of cigars 34- to be coaxial with 
openings 38, 40 and 42. With the display container thus 
packed, top 54 is telescoped onto body 4 to form the com 
pleted container shown in FIGURE 4. 
When the retailer receives the display container 2, he 

removes top 54 and then withdraws elevating rod 44 from 
the mass of cigars 34. He then inserts elevating rod 44 
through opening 38 in bottom wall 12 with the end por 
tion 50 passing through opening 42 in platform 32 and into 
the opening in the center of cigars 34 made by rod 44 
when in its packed position. As he continues to push the 
rod 44 into body 4, the portion 48 of rod 44 engages 
platform 32 and elevates it together with the mass of 
cigars 34. Subsequently, portion 46 of rod 44 engages 
platform 20 and raises it together with the ring of cigars 
28 until the head 45 abuts against bottom wall 12 at which 
point its lower face lies in the plane of the lower edge of 
periphery 10. This provides the display illustrated in 
section in FIGURE 1. 

It will be understood that if the display container is 
to be used only for display purposes and not for the 
sale of the displayed items from the display container, 
simpli?cation of the structure can be achieved, for eX— 
ample, by the elimination of portion 50 of rod 44 and by 
eliminating skirts 36 and 26. However, these structural 
features are desirable where purchasers will remove ci 
gars from the display container. Thus, after the ring of 
cigars 18 and ring of cigars 28 are removed, portion 50 
of rod 44 prevents the lateral displacement of platform 
32. Similarly, skirt 36 prevents the mass of cigars 34 
from tumbling out laterally. Similarly, if only the ring 
of cigars 18 is removed, skirt 26 prevents the ring of 
cigars 28 from tumbling outwardly. 

It will be apparent that the above speci?cally described 
embodiment of the invention is not intended to be limit 
ing and that numerous modi?cations may be made. 
Thus, for example, as illustrated in FIGURE 6, a coni— 
cally shaped elevating rod 64 having an enlarged head 
66 can be employed, the only requirement with respect 
to the elevating rod being that it have spaced succes 
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sively enlarged portions for 
forms to raise them to different levels. 
What is claimed is: ' ' 

1. A display container for a’ plurality‘ of, upstanding 7 
objects comprising 

a container bodyv having van upstanding casing portion 7 
and a bottom :portion with ‘an opening therein and 
with a ,surfaceffor the support of ‘a portion of ‘the 
said objects, ' i’ 7' , 

a platform having a periphery spaced inwardly from 
the casing portion and a surface for the support 0 
at least a portion of said objects, _ a ' 

said platform having an opening therein, _ j ' 
means forming a nest adjacent the bottom portion re-' 

ceiving the platform with the opening in the platform 
aligned with the opening in the bottom portion and 
the supporting surfaces of the bottomportion and the 
platform lying substantially in they same plane,v 

- a rod inserted throughthe, opening in the bottom por= 
tion and into the ‘opening in theplatform' ,With. a 
portion vengaging the platform and elevating the ' plat 
form to a j1€V6l_"bC10W the. level of the top of the ob 
jects supported on the bottom portion to display'th f 
objects supported on the platform. I , j 

'2. A container in' accordance with claim 1 in which 
an upstanding skirt is secured to the periphery of the plat-, 
form to provide lateral support to'the objects on the plat-, 
form and to the objects on the bottomportion. 

3. A display container for a plurality of upstanding’ 
‘objects comprising 7 , : 

a container'body having ‘an upstanding casing portion 
and a bottom portion withvan opening, therein and" i 
with a surface for the supportof a portion of the 
said objects, , ‘ I f - 

a platform having a periphery. spaced ‘inwardly from 
the casing portion and a surface for the support of at 7 
least a portion of said objects, 

said platform having an opening therein, 
means forming a nest adjacent the bottom portion ,re 

ceiving the platform with the opening in the platform 
aligned with the opening in the bottom portion and 
the supporting surfaces- of the bottom portion and 

3,190,438 7 

the engagement of the plat ~ the platform lying substantially inthe same plane, 
a secondplatforrn having a periphery spaced inwardly 
from ‘the periphery of the ?rst mentioned platform 

_ ‘ and asurface for the support of at least a portion of 
5 a a‘ said,‘ object's, ' . V v e - 

said second platform having an opening therein, 
means‘fori'ning a nest in the ?rst mentioned platform 

for thereception‘of the 'sccondplatform with the 
openingfin the second platform aligned with ‘the 
opening in the ?rst mentioned‘ platform and'the sup 

7 'in the same plane, and " ,7 ‘ - g H 

a a rod in'sertecLthroirgh, the opening ,inlthe bottom por 
‘ tion'and- into the openings in thelplatforms with a 

portion engaging thei?rstrnentioned platform and 
elevating it‘ to a level" below ‘the level of the‘ top of 
the'o‘ojects supported on theibottom portion and a 

w'portion to engage the second platform and elevate it 
‘above the first mentioned platform'toa level below 

we the-rlevelof the'top of the objects supported on the 
t ' , ?rst mentioned platform. ' . > I . ' 

- 4f. Acontainer in accordance with claim 3 in ‘which an 
upstanding skirt is secured to the'periphery of the ?rst 

_ mentioned platform to provide lateral ‘support to the ob 
25 ejects on the first mentioned platform and to ‘the objects 

' on the bottom portion, and i ' 

an upstanding skirt secured ‘to the periphery of the sec 
ond platformto provide lateral support to the objects 
onthet?rst'mentioned'platformand to the objects 

20 

. 30 a 9111116 secondplatform.' _ p . 
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7 Wiring surfaces of the platforms ‘lying substantiallyv 


