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The invention represents a spout seal made of a plastic 
material, especially suitable for a container of the gas can 
nature for example. 

Various spout caps and seals for containers of all kinds 
and for tubes are known which consist of a cap af?xed 
to the container having a cut-o? or open seal to provide 
a secure seal-oft before the ?rst intake. It is furthermore 
common to build a lock immediately next to the seal; the 
lock can be put on after opening the container for the 
?rst use. 

Spout seals of this kind have proved to be very practi 
cable. Later it was found that the lock caps or the spout 
connected with them extend too far above the housing 
of the container for practical stacking of container. Sug 
gestions then were made to make spout seals of a design 
which would permit, by means of a telescopic tube, an 
infolding of the spout into the interior of the container, 
so that the tip of the spout would not extend beyond the 
margin of the container, which would thus enable a multi 
ple storage. 

It has not been found that the two characteristics of 
both known spouts may be combined so as to obtain a 
seal which would retain the advantages of a seal a?ixed 
to the container and yet permit stacking up of cans. An 
object of this invention is therefore the provision of a 
spout seal made of plastic and having a spout tube with 
a cut-off or open~seal projection at its outer end, and an 
adjacently connected reclosing mechanism which closes 
the seal after the ?rst use. According to the present in 
vention, the spout tube is built in such a way that it may 
be extendable. 

It is preferable to connect the re-closing mechanism 
with the seal, so that they are made of one piece. 

It is also of advantage to add a ring With a handle to 
the spout with the hollow advance, which serves as a de 
vice to pull out the spout. According to the invention it 
is also feasible to a?ix the handle to the cut-o? portion 
of the hollow advance. This is especially signi?cant, since 
after the ?rst use the spout remains in an extended posi 
tion and the handle is not used; it may be discarded with 
the cut-01f of the upper portion. 
The illustrations present schematic drawings of several 

examples of the spout seal according to the invention. 
FIGURE 1 is a sectional side view of a spout seal in 

a closed position; 
FIGURE 2 shows the spout seal as per FIGURE 1, but 

in an open or extended position, and 
FIGURE 3 shows a special form of the spout seal in 

side view, partially in section. 
As FIGURES 1 and 2 show, foot or base 2 of the spout 

seal is a?ixed in the container opening 1 of a can. The 
spout seal furthermore consists of a tube-like hollow ex 
tension 3 Whose lower part 3a is ?exible, and as shown 
in FIGURE 1, enables the folding-in of the tube-like part 
in the container opening, so that when the reclosing mech 
anism 4 is closed and seated in the rim receptacle 3b 
around the upper end of tube 3, the spout seal does not 
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extend above the upper edge of rim 1a of the container. 
In this way the stacking up of two or more containers is 
practicable. The re-closing mechanism, 4 is af?xed to the 
foot 2 of the spout seal by means of a ?exible connector 
5. Until its ?rst use, the contents of the container are 
sealed off by means of a uniform cut-o? or open seal 30 
connected with the spout tube. This seal is removed, as 
by cutting, before the ?rst use. Thereafter, the re-clos 
ing mechanism 4 serves as a seal until further use. 

It is considered practicable to attach a handle 6 to the 
tube-like part to simplify the extension of the tube-like 
part. As shown in FIGURES 1 and 2, the handle may be 
attached below the seal 30 and pivotally attached to tube 
3 as at rim 3/). FIGURE 3 shows another example. In 
this case a ring-like handle 6 is a?ixed to the upper por 
tion of an extended seal 3c, which may be cut off along 
line 7 before ?rst use. 

Since the cans do not have to be stacked after their 
?rst use, the handle, which after the ?rst use becomes 
super?uous, is cut 0E along with the upper part of the 
seal 3c. 
What is claimed is: 
A plastic spout seal for stackable containers of the type 

which have an outer upstanding rim and spaced there 
from an inner upstanding rim which is of height substan 
tantially less than the said outer ring, said inner rim form 
ing a container opening, said spout seal comprising: 

a base ring secured to said inner rim, 
a spout in the form of a hollow tube ?exibly connected 

at one end to said ring for insertion into and with 
drawal from said opening through said ring, 

the other end of said spout having an openable seal, 
a bail handle pivotally connected to said spout tube 

below said openable seal for extending the spout, 
means forming an annular channel surrounding said 

spout tube adjacent said other end with the channel 
opening upward at a point below the said openable 
seal, 

a cap having an annular depending member for inser 
tion into said channel both before and after said seal 
is cut open, 

and a ?exible member securely connecting said ring 
and cap for movement of the cap to and from said 
annular channel without possibility of loss of the cap, 

the overall height of the said spout seal, when said hol 
low tube is fully inserted into said opening and said 
cap is in said annular channel and said handle is 
pivoted downwardly, being less than the said height 
difference between said inner and outer rims of the 
container, notwithstanding whether the said seal has 
been opened or not. 
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