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This invention relates to women’s undergarments, and 
more particularly to the combination of a brassiere and 
a strapless slip. ' 

Heretofore, most types of brassieres have been pro 
vided with shoulder straps attached to front and back por 
tions thereof and adapted to extend over the shoulders 
of the wearer to support the brassiere. In some cases, 
however, strapless brassieres have been provided. 

Also most types of slips have also been provided with 
shoulder straps attached to front and back portions there 
of and adapted to extend over the the shoulders of the 
wearer to support the slip. 
As a consequence, when it has been desired to wear 

a slip over a brassiere provided with straps, the wearer 
has had two straps over each shoulder, one for the bras 
siere and one for the slip. Such straps are bulky, uncom 
fortable and difficult to conceal. Since the principal pur 
pose of strapless brassieres has been to avoid the use of 
any straps, the wearers of strapless brassieres have usually 
avoided wearing a slip thereon. 

It is an object of the present invention to provide a 
combination of a brassiere and slip which, in the case 
of a brassiere with shoulder straps, may be supported on 
a pair of single straps, one for each shoulder, or which, 
in the case of a strapless brassiere, may be supported with 
out straps. 

Other objects and advantages of the invention will 
appear hereinafter. 
A preferred embodiment of the invention selected for 

purposes of illustration is shown in the accompanying 
drawings, in which, 
FIG. 1 is an exploded perspective view of a brassiere 

and slip prior to assembly; 
FIG. 2 is a partial perspective view of a brassiere and 

slip as assembled for wear; 
FIGS. 3 and 4 are sectional views on the lines 3-3 

and 4—4 of FIG. 2; 
FIG. 5 is a perspective view of a strapless brassiere; 
FIG. 6 is a similar view showing a strapless slip as 

sembled therewith; and 
FIG. 7 is a sectional view on the line 7—7 of FIG. 6. 
Referring to FIGS. 1 to 4, inclusive, a brassiere of con 

ventional construction is provided having the usual pair 
of shoulder straps attached to front and back portions 
thereof. In combination therewith, a strapless slip is pro 
vided to be worn over the brassiere. In order to support 
the slip, means are provided for fastening the front and 
back portions of the slip to the front and back portions 
of the brassiere shoulder straps, so that the slip may be 
supported thereby. Preferably said fastening means is 
of a type which may be readily attached and detached. 

Thus, brassiere 10 has a left shoulder strap 11 and a 
right shoulder strap 12 attached to front and back por 
tions thereof. Each shoulder strap is provided with a 
conventional adjusting member 13 by which the length of 
the strap may be adjusted. Each shoulder strap 11 and 
12 is also provided with a ?rst fastening element in the 
form of a transverse loop 14 in proximity to the place 
where the shoulder strap 11 or 12 is connected to the 
brassiere 10. 
A strapless slip 21, as shown in FIGS. 1 and 2, is worn 

over brassiere 10. Strapless slip 21 has tabs 22 secured 
to front and back portions thereof corresponding in loca 
tion to the positions of the shoulder straps 11 and 12 of 
the brassiere 10. Each tab 22 has a second fastening 
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element attached thereto in the form of a member 23 
having a slot 24 for connection to tab 22 and having a 
transverse hook 25 for engagement with a loop 14 of a 
brassiere strap. That is, each hook 25 ?ts into a loop 
14 on a shoulder strap 11 or 12, as shown in FIGS. 3 and 
4, and has a small prong 26 on its free end to more effec 
tively maintain its connection in loop 14. 

It is to be understood that numerous different types of 
fastening elements can be used in lieu of the one particu 
larly described and still be within the scope of the inven 
tion. For instance, hook and eye fasteners, snap fasten 
ers, buttons and numerous other fastening elements com 
monly used on wearing apparel could be used. It is also 
contemplated that less than four, or more than four, fast 
ening elements can be used and still be within the scope 
of the invention. For instance, if the brassiere straps 
cross in back, prong and loop fasteners, as described in 
the preferred embodiment of the invention, can be used 
in front and a single fastener of the same or of a differ 
ent type could be used in back. 
FIGURE 5 illustrates a conventional type of strapless 

brassiere 30, i.e. one which is so constructed and ?tted 
as to be supported without the use of shoulder straps. 
According to the present invention such brassiere is modi 
?ed by securing to the upper edges of the front and back 
thereof suitable fastening elements such as the loops 31, 
each adapted to receive the book 25 of one of the fast 
ening elements 23 of the strapless slip illustrated in 
FIGS. 1 to 4. Upon engagement of the fastening ele 
ments as illustrated in FIGS. 6 and 7, the slip is sup 
ported by the brassiere. 

Thus, the invention provides for supporting a strapless 
slip on a brassiere and in the case of a brassiere with 
shoulder straps, eliminates the duplication of shoulder 
straps. In the case of a strapless brassiere, it eliminates 
the use of any shoulder straps. In use, after the brassiere 
is put on, the strapless slip is slipped on over the brassiere 
and the fastening elements of the slip are connected to 
the appropriate fastening elements of the brassiere. Thus, 
in the form illustrated, hooks 25 are simply inserted into 
the loops 14 or 31 of the brassiere. The wearer has a 
more complete and comfortable undergarment than has 
heretofore been possible. 

It will be understood that the invention may be var 
iously modi?ed and embodied within the scope of the 
subjected calims. 

I claim as my invention: 
1. A woman’s undergarment comprising, in combina 

tion, a brassiere, a strapless slip adapted to be worn over 
said brassiere, two loops carried by the front portion of 
said brassiere at spaced positions near the upper edge 
thereof, two loops carried by the back portion of said 
brassiere at spaced positions near the upper edge thereof, 
two loops carried by the front portion of said slip at 
spaced positions near the upper edge thereof correspond 
ing to the positions of the two loops carried by the bras 
siere, two loops carried by the back portion of said slip 
at spaced positions near the upper edge thereof corre 
sponding to the positions of the two loops carried by the 
brassiere, each of said loops carried by said brassiere and 
the correspondingly positioned loop carried by the slip 
constituting a pair, and a fastening member permanently 
secured to one loop of each pair and having a hook ex 
tending into and detachably engaging the other loop of 
the pair. 

2. A women’s undergarment comprising, in combina 
tion, a brassiere having a pair of shoulder straps each 
having one end secured to a front portion of the bras 
siere and another end secured to a back portion thereof, 
a strapless slip adapted to be worn over said brassiere, 
each of said shoulder straps having a loop formed therein 
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near each end thereof and near the upper edge of the 
brassiere, two loops carried by the front portion of said 
slip near the upper edge thereof at positions correspond 
ing to the positions of the loops at the front ends of said 
shoulder straps, two loops carried by the back portion of 
said slip near the upper edge thereof at positions corre 
sponding to the positions of the loops at the back ends 
of said shoulder straps, each of said shoulder straps and 
the correspondingly positioned loop carried by the slip 
constituting a pair, and a fastening member permanently 
secured to one loop of each pair and having a hook ex 

4 
tending into and detachably engaging the other loop of 
the pair. 
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