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The invention relates to a receptacle apparatus, and 
more particularly to an apparatus providing means for 
receiving refuse, as well as a separate small detachable 
receptacle unit for receiving. cigarettes and ashes. 
The invention provides means, whereby a separate re 

movable unit for receiving cigarettes and ashes is com 
bined with a receptacle means for receiving-refuse. The 
separate unit is provided with» means-for locking same in 
position with‘ the receptacle means so that same may 
not be removed except by authorized personnel. The 
receptacle means, which provides for both refuse and 
cigarettes and ashes, is of increasediutilityl and‘ conserves 
space by not requiring separate installation and‘utilizing 
only the space required by a container provided. for re 
ceiving only refuse. 
The principal object of the invention, therefore, is‘ to 

provide a new and improved receptacle means having 
means for receiving refuse and a separate unit for re 
ceiving cigarettes and ashes. 
Another object of the invention is to provide. a. new 

and improved receptacle means which provides a separate 
unit for receiving cigarettes and ashes which may easily 
be detached and emptied by authorized personnel. 

Another object of the invention is to provide a new 
and improved receptacle means which automatically locks 
in position the receptacle unit for receiving cigarettes and 
ashes with the door of the receptacle means when the 
door is in its closed position. 
Another object of the invention is to provide a new and 

improved receptacle means providingv for“ receipt of ref 
use and a separate unit for receipt' of cigarettes‘ and 
ashes, allowing the refuse to be removed‘ by authorized 
personnel without requiring the emptying of the unit con 
taining cigarettes and ashes. 

Another object of the invention is to provide a new 
and improved receptacle means which allows the separate‘ 
emptying of refuse from its container-and cigarettes and 
ashes from the separate receptacle unit provided therefor. 
Another object of the invention is to provide a new 

and improved receptacle means which allows the contain 
er receiving refuse and a receptacle unit for receiving 
cigarettes and ashes to be locked respectively within and‘ 
with the receptacle means by locking the door of the re 
ceptacle means. . 

Another object‘ of the invention is to provide a new 
and improved receptacle means which is of high utility 
providing an attractive appearance and one which may 
readily be manufactured at low cost. 
The above objects, as well as many other objects of 

the invention, are achieved‘ by providing a- receptacle 
means comprising a body providing a chamber therein 
for receiving a refuse container, a door secured with said 
body having open and closed positions for providing 
access to the chamber of said body, and a receptacle unit 
receiving cigarettes and ashes detachably engaging said 
door when the door is in its open position and locked. 
in position with said door when said door is in. its closed 
position. 
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The door which is hinged with the body is provided. 

with a recess at its top for receiving and‘ positioning the. 
receptacle unit on the door.. The receptacle unit has a 
receptacle portion. providing a. cavity for receiving ciga 

. rettes and ashes and is. positionable proximate the outer 
surface of 'the door, and has a retaining portion position? 
able proximate the inside surface of the.door. with a top 
horizontal. element connected. to the receptacle portion. 
and extending. through‘ the recess at the top-of the door. 
The retainingportion of the receptacle unit. extends ver 
tically downward and has a substantially horizontal foot 
at its lower end. The. bottom ?oor member hasa front 
ledge portion proximate the lower edge of the door which 
is provided with. a recess for receiving the-lower end of 
the retaining, portion of. the: receptacle‘ unit when. the 
door is in its. closed position- When the door is closed, 
the foot of the retaining portion. is also received. under 
the ?oor member of said‘ body for locking the unit in. 
position with the door. 
The top of the body is provided with. means'for receiv 

ing. material therethrough- to be deposited: in the container. 
within the chamber of the body.. Thismay comprise. in 
wardly inclined ledges at the top. of the unithaving edges 
de?ning an opening, or in. another form, may. comprise 
a hinged panel or door. at the top of“ the body. through 
which‘ material maybe deposited into the‘ container with— 
in the chamber of the body. 

Thus, when the. door is open, the container within the 
chamber may be removed and the refuse therein disposed‘ 
of. The receptacle unit with. its foot out of- engagement. 
with the ?oor member of the. body may also be removed' 
from the door in the vertically upward direction» for 
emptying the cigarettes and ashes therefrom, and there 
after replaced. on the- door by downward movement in 
the vertical direction. 
The foregoing, as Well as other advantages. of the in 

vention, will become more apparent‘ as the following de 
tailed description of the invention‘isread. in conjunction 
with the drawings, in which:; 
FIGURE 1. is ‘a perspective view of the- receptacle; 

means embodying‘ the invention; 
FIGURE 2 is a view similar to‘ FIGURE 1 showing 

the receptacle means with its door‘ in the open position, 
FIGURE 3 is a perspective view with‘ a portion broken 

away of the door of the‘ receptacle means with. the re 
ceptacle‘unit removed, 
FIGURE‘ 4 is a sectional view taken on line! 4-—4 of; 

FIGURE 1~, 
FIGURE 5 is a- perspectiveview’of the receptacleunit 

of said receptacle means, and. 
FIGURE 6 is a side‘ elevationalv view of a modi?ed’ 

form of receptacle means embodyingjthe invention. 
Like reference numerals designate like‘ parts through‘ 

out the several views. 
Refer to FIGURES 1 through 5» which disclose: a re 

ceptacle means 10 embodying the“ invention. 
The receptacle means 10 comprises a body'12\ having 

vertical side wall panels 14 and 16* and: a backrpanel‘ 18 
which are of substantially rectangular form‘; Vertical‘v 
front ledges 20, 22‘ and‘ front top‘ 3.1'1d'.b0tt0l’11 ledges 24, 
26 provide an opening 27 which’ is enclosed by‘ a door 
28. The door 28 is secured by: hinges 30=with the ledge’ 
20. The body 12 has a- bottom ?oor member‘ilz~ which 
is secured at the bottom of thepanels 14‘, 16 and‘ 18 and‘ 

- is folded to provide the front bottom ledge26'. The bot- 
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tom ?oor member 32 is supported at its corners ‘by the 
short leg elements 34 elevating the floor member 32 
above the surface on which the receptacle means is sup 
ported. 
The top portion 36 of the receptacle means 10 is pro 

vided with four inwardly inclined ledges 38 extending 
from the panels 14, 16 and 18 and the top ledge 24. The 
ledges 38 have inner edges 40 de?ning an opening 42 
communicating with the chamber 44 within the body 10. 
The chamber 44 is adapted to receive therein through 

the door opening 27 a container 46 of a substantially rec 
tangular upwardly tapered form. Handles 48 may be 
provided for easily removing and replacing the container 
46. The top 49 of the container 46 is positioned under 
the opening 42 of the body 12 for receiving refuse which 
is deposited therethrough. 
A cigarette and ash receptacle unit 50 comprises a 

receptacle 52 having a cavity therein for receiving ciga 
rettes and ashes through the openings 54 in its top plate 
56. The top plate 56 is received within grooves along 
the side edges 58, 60 of the receptacle 52, allowing the 
plate 56 to be slidably removed for disposing of the cig 
arettes and ashes which may be collected within the re 
ceptacle 52. The receptacle 52 is secured with the hori 
zontal end 62 of the retaining portion 64 of the unit 50. 
The retaining portion 64 may be formed from the ?at 
bar which provides a vertically downward extending por 
tion 66 attached with the horizontal end 62 and having 
a substantially horizontal foot 68 at its lower end 70. 
The door 28 is adapted to receive and retain the recep 

tacle unit 50. As seen in FIGURE 3, the door 28 may 
be provided with edges 72 formed from the vertical front 
panel 74 by being bent back and inwardly to form a rein 
forced edge. The middle of the top portion 76 of the door 
28 is provided with a ‘recessed or cut-out section 78 for 
receiving therethrough the horizontal end 62 of the re 
taining portion of the receptacle unit 50. 

In order to position the receptacle unit 50 on the door 
28, as shown in FIGURE 2, the door is placed in its open 
position. The receptacle unit 50 is then moved down 
wardly over the door so that the receptacle 52 is posi 
tioned at the top of the door proximate the outside sur 
face of the door 28, while the horizontal end 62 passes 
through the recessed portion 78 of the door 28 and the 
extending portion 66 is positioned along the inside surface 
80 of the door 28. 
‘ The middle of the bottom ledge 26 is also provided with 
a cut-out or recessed portion 82 for receiving therein :a 
portion of the lower end 70 of the retaining portion 64 of 
the receptacle unit 50 when- the door 28 is in its closed 
position, as shown in FIGURE 1. With the door in its 
closed position, the extending foot 68 is positioned under 
the ledge 26 and the door member 32, preventing the up 
ward movement of the receptacle unit 52 and its removal 
from its position on the door 28. Thus, when the door 
28 is closed and locked in its closed position by the lock 
ing means 84, ‘both the container 46 is locked within the 
chamber of the ‘body 12 and the receptacle unit is locked 
in position with the door 28 and body 12 of the recep 
tacle means 10. The location of the cut-out or recessed 
portions 78 and 82 respectively of the door 28 and ledge 
26 also serve to position the receptacle 52 in a centered 
location along the top edge 76 of the door, while also pre 
vent-ing any movement or rotation of the container 52 
due to the additional engagement by the lower portion 70 
and foot 68 of the receptacle unit 50 with the body 12. 

It is also noted that since the top plate 56 can be re 
moved only by sliding in'the direction towards the front 
surface of the door, the top plate 56 cannot be removed 
when the container unit 50 is positioned on the door 28. 
Thus, when the door 28 is in its closed and locked position, 
the receptacle unit 50 cannot be removed from the means 
10, nor may the top plate 56 be removed ‘from the recep 
tacle 52. The openings 54 in the top plate 56 are of su?i 
cient size to receive cigarettes, cigars and ashes, but are 
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4 
small enough to prevent the removal therethrough of the 
contents of the receptacle 52 either intentionally or ac 
cidentally. 

Since the unit 50 is supported by a door 28, it moves 
with the door away ‘from the door opening 27, allowing 
the removal of the container 46 and the emptying of same 
independently of the removal or emptying of the recep 
tacle unit 50. Likewise, when the door 28 is open, the 
receptacle 52 may be removed therefrom for emptying 
and replacement independent of the removal or emptying 
of the container 46. 
FIGURE 6 is a side elevational view of a receptacle 

means 86 which is identical with the means 10, except 
that its top portion 88 is enclosed by a door 90 which is 
hinged at its top edge '92. When pushed inwardly, the 
door 90 provides an opening through which material may 
be deposited for receipt by the container 46 within the 
chamber of the body 12. 
The receptacle means 10 and 86 described herein, thus, 

provide for a container 46 to receive refuse, as well as a 
receptacle unit 50 for receipt of cigarettes and ashes, there 
by providing a more complete unit for use at selected lo 
cations outside or within buildings. Since such units may 
be located in public places, they have the advantage of 
also providing .a tamper-proof structure which allows the 
ready and ef?cient removal of rubbish and cigarettes and 
ashes only by authorized personnel. 

While the invention has been described and illustrated 
with reference to several speci?c embodiments, it is to be 
understood that the invention is capable of various addi 
tional modi?cations and applications, not departing es 
sentially from the spirit thereof, which will become ap— 
parent to those skilled in the art. 
What is claimed is: 
1. A receptacle means comprising a body providing a 

chamber therein for receiving refuse; a door secured with 
said body having open and closed posit-ions for provid 
ing access to the chamber of said body, said door being 
provided with a recess at its top for receiving and posi 
tioning a cigarette and ash receptacle unit on said door; 
and a cigarette and receptacle unit having a top for receiv 
ing cigarettes and ashes therethrough and detachably en 
gaging said door when said door is in its open position and 
locked in position with said door 'for receiving cigarettes 
and ashes when said door is in its closed position; said 
unit having a receptacle portion positionable proximate 
the outer surface of said door, a retaining portion posi 
tionable proximate the inside surface of said door and hav 
ing a top horizontal element connected with the recep 
tacle portion and extending thru the recess at the top of 
said door when said unit is received by said door, and a 
plate at its top slidably retained therein and being remov 
able therefrom only when said unit is detached from said 
door; the retaining portion of said unit extending vertical 
ly downward and having a substantially horizontal foot 
at its ‘lower end for engaging said body when said door is 
in its closed position for locking said unit in position with 
said door. 

2. The means of claim 1 in which said body is provided 
with a bottom ?oor member with a front ledge portion 
proximate the lower edge of said door when said door is 
in its closed position, said front ledge being provided with 
a recess for receiving therein a lower portion of the re 
taming portion of said receptacle unit proximate its foot 
with its foot being received under the ?oor member of 
said body when said door is in its closed position for 
locking said unit in position with said door. 

3. A cigarette and ash receptacle unit for being sup 
ported by the door of a receptacle means comprising a 
receptacle portion positionable proximate the outer sur 
face of the door of the receptacle means, and a retaining 
portion secured with said receptacle portion and position 
able proximate the inside surface of said door; the retain 
ing portion of said unit comprising a ?at elongated bar 
with a ?rst element extending vertically downward and 



3,214,090 
5 6 

having a substantially horizontal foot at its lower end in ‘and removable therefrom when said unit is detached 
for engaging said receptacle means when its door is closed from said door. 
for locking the unit in position with said door, and a _ _ 
second top horizontal element connecting with the recep- References cued by the Examme' 
tacle portion; said unit being removed or placed in en- 5 UNITED STATES PATENTS 
gagement with the door ‘of ‘said receptacle means by move- 2,125,122 7 B8 Mongieno __________ __ 232__43‘2 
ment in the vertical direction with said door in its open 2,273,580 2/42 Kruschwitz _________ __ 232_43'5 
position; the receptacle portion of said unit being provided 2,570,920 10/51 clough ____________ __ 232__43_2 
with a cavity for receiving therein cigarettes, cigars and 
ashes, and having at its top a plate slidably retained there- 19 FRANK B. SHERRY, Primary Examiner. 


