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The present invention relates to lawn mowers, and, 
more speci?cally, to power lawn mowers of the type in 
which a suitable prime mover is associated with the lawn 
mower to drive the cutting mechanism. Speci?cally, the 
present application is a division of application Serial No. 
825,255, ?ledJu'ly, 6, 1959, now Patent No. 3,028,719, 
which in turn, is a division of parent application Serial 
No. 574,489, ?led March 28, 1956, now Patent No. 2, 
926,478. ‘ _ , 

In recent‘years ‘there has been a tremendous increase 
in the demand for power lawn mowers. This has been 
brought about for several reasons. First of all, with 
the high cost of labor, the householder ?nds it di?icult to 
get help to mow lawns, and, secondly, the power operated 
lawn mower has been made available at prices which 
make it attractive to the ordinary householder. As a 
matter of ‘fa-ct, at the present time more than a million 
power operated lawn mowers are sold every year. 
Power operated mowers employing an electric mot-or 

as the prime mover thereof, unless a battery or other 
self-contained source of electric energy is connected to 
the motor, require connection with an external source 
of electrical energy, and consequently require a power 
cord of substantial length to permit mowing a lawn of any 
size. It would be desirable to provide an electric motor 
driven power lawn mower in which the problem of hand 
ling a mowing operation without cutting the cord is com 
pletely eliminated. A power operated lawn mower should 
also be relatively light in weight so that it can be handled 
without dif?culty by women. Consequently, it would be 
desirable to provide a simple construction having rela 
tively few parts, of lightweight material, thus providing 
a lightweight device and furthermore insuring a device 
which will give long years of trouble-free service. 

Although it is generally not desirable to mow lawns 
when the grass is wet, sometimes this becomes necessary 
due to weather conditions which are not conducive to 
satisfactory lawn mowing. It is common practice for 
power opera-ted lawn mowers to be supported on suit 
able wheels provided with rubber tires, thereby doing a 
minimum amount of damage to the lawn surface. How 
ever, such rubber tires insulate the mower structure from 
the ground, and if there should be some damage to the 
electrical circuit, the source voltage or at least some leak 
age current might be applied to the lawn mower. It 
would be desirable in a power operated lawn mower hav 
ing rubber-tired wheels to assure grounding of the mower 
structure at all times whenever the mower is supported 
from the wheels, thus eliminating any shock. 

Accordingly, it is an object of the present invention to 
provide a new and improved power operated lawn mower 
having the desirable feature set forth above. 

It is a further object of the present invention to provide 
a power operated lawn mower supported on rubber-tired 
wheels in which improved means for grounding the mow 
er are provided. 

Further objects and advantages of the present inven 
tion will become apparent as the following description 
proceeds, and the features of novelty which characterize 
the invention will be pointed out with particularity in the 
claims annexed to and forming a part of this speci?cation. 
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*For a better understanding of the present invention, 

reference may be had to the accompanying drawings in 
which: 

FIG. 1 is a perspective view of a power operated lawn 
mower built in accordance with the present invention with 
the wheels adjusted for maximum height of cut; 
FIG. 2 is a bottom view of the lawn mower of FIG. 1; 
FIG. 3 is an enlarged inverted sectional view taken on 

line 3—-3 of FIG. 2 but with the wheel shown in the posi 
the wheels adjusted for maximum height of cut; 
FIG. 4 is a sectional view taken on line 4-—4 of FIG. 3. 
Brie?y, the present invention is concerned with a light~ 

weight, electric powered lawn mower. The lawn mower 
is provided with improved means to ground the platform 
even though supported on rubber-tired wheels. 

Referring now to the drawings, there is illustrated a 
lawn mower, generally indicated at 20, which comprises 
a carriage 21, including a housing or support 22 suitably 
supported on ground wheels 23. Mounted on the carriage 
21 is a prime mover, generally designated as 25‘, specif 
ically indicated as an electric motor. For the purpose 
of guiding the carriage, there is included a handle as 
sembly, generally designated at 26, which handle assembly 
is pivotally associated with the carriage 21. 
The details of the power operated lawn mower are fully 

disclosed in Patents Nos. 2,926,478 and 3,028,719 from 
which this application is derived, and the disclosures of 
those patents are incorporated herein by reference. 
For the purpose of supporting the carriage 21 for move 

ment over the area to be mowed, the housing 22 is pro 
vided with integral arms projecting from what might be 
called the four corners thereof. As a matter of fact, the 
arms designated as 31, 32, 33 and 34 elfectively de?ne four 
corners of the housing 22. The wheels 23 are secured 
one to each of the respective arms 31, 32, 33 and 34 by 
suitable wheel axle bolts 35 and associated nuts 36, best 
shown in FIGS. 3 and 4 of the drawings. As there illus 
trated, each arm such as 34, for example, is provided with 
a recess 38 within which are provided a plurality of verti 
cally spaced openings 39 for receiving the associated wheel 
axle bolt 35.. 
As best shown in FIG. 4 of the drawings, each wheel 

23 is provided with a centrally disposed wheel axle sleeve 
40 serving as a suitable bearing to receive the associated 
Wheel axle bolt 35. Preferably and as illustrated, the 
wheels 23 are provided with rubber tires indicated at 41, 
thus providing an arrangement which is relatively noise 
less when moving on a hard surface such as a sidewalk 
and which will do a minimum of damage to a lawn, and 
which furthermore also provides a pleasing appearance. 
To "operate electric motor 25, it is, of course, necessary 

to connect electrical power thereto. To this end there is 
provided a power cord 104 which preferably enters the 
motor housing through an opening in the top of the cover 
100. 

In order that any damaged insulation to the power cord 
which might cause the line voltage to be applied to the 
mower 20 will not result in an electrical shock to the opera 
tor, means are provided to insure that the lawn mower 
20 is grounded at all times. To this end a grounding wire 
is provided for two of the wheels 23, preferably diagonally 
positioned wheels. Thus, as is clearly shown in FIGS. 
1, 2, 3 and 4 of the drawings, a grounding wire 150 is dis 
posed in a groove in the associated tire 41 so as to project 
beyond the periphery of the tire and always be in en 
gagement with the ground. Preferably, the grounding 
wire 150 has the ends thereof projecting laterally through 
an opening in the tire and the wheel, as designated at 150a, 
in FIG. 3 of the drawings. The ends of the lateral pro~ 
jections 150a extending through the wheel are further de 
formed laterally as indicated at 15% so as to make elec 
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lrical contact with the wheel 23, which, of course, is elec 
trically connected through the metal connections with the 
lawn mower proper. Thus, with this arrangement, even 
though a rubber-tired mower is employed, a satisfactory 
ground is always assured. By employing the grounding 
wire on two wheels diagonally mounted on the mower, 
such grounding connection is insured even though the 
front end or the back end of the mower is tipped up, 
which is sometimes necessary when going over curbs or the 
like. Preferably, the grounding wire 150 is formed of 
stainless steel. With this arrangement the operator need 
not worry about a short circuit and resultant shock if the 
mower is left out in the rain. There is no danger of even 
a slight shock which is common with other electric lawn 
mowers. 
The operation of the present invention will readily be 

understood, in View of the detailed description included 
above, and no further discussion is included herewith. 
While there has been illustrated and described what is 

at present considered to be a preferred embodiment of the 
present invention and a single modi?cation thereof, it will 
be appreciated that numerous changes and modi?cations 
are likely to occur to those skilled in the art, and it is 
intended in the appended claims to cover all those changes 
and modi?cations which fall within the true spirit and 
scope of the present invention. 
What is claimed as new and desired to be secured by 

Letters Patent of the United States is: 
1. A lawn mower comprising a carriage, a plurality of 

wheels supporting said carriage, resilient electrical insulat 
ing material de?ning tires for each of said wheels, an 
electric motor supported on said carriage, a power cord 
connected to said motor ‘for energizing said motor from 
a source of electrical energy, conducting means comprising 
a wire ring encompassing the circumference of at least 
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A 
one of said tires and secured thereto so that said ring is in 
continuous engagement with a supporting surface when 
said one tire is rotated in response to normal movement of 
said carriage over said surface, and means for electrically 
connecting said conducting means to said carriage whereby 
any electrical potential applied to said carriage by virtue 
of said power cord is grounded to said supporting surface 
through said conducting means. 

2. The Lawn mower of claim 1 wherein said tire is pro 
vided with a circumferential groove and said wire ring is 
disposed within said groove but projecting above the sur 
‘face of said tire de?ning the maximum circumference 
thereof. 

3. The lawn mower of claim 1 wherein two pairs of 
wheels are provided and said conducting means is applied 
to two wheels comprising a different one of each pair. 
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