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This invention relates to record keeping folders or 
binders and more particularly to such devices adapted to 
conveniently and ?exibly fasten and store paper records 
of various sizes and permit easy reference thereto and 
removal thereof. 

Binders or folders for ?ling paper records are common 
ly used ‘but are restricted to a single record size neces 
sitating a separate folder or binder for each size paper 
?led. This creates ?ling and storage problems as well 
as di?iculty in retrieval. The problems are compounded 
when several records of various sizes must be simultane 
ously referred to, such as during bookkeeping transactions. 
The principal objects of the present invention are: 

to provide a ?ling folder having great ?exibility in receiv 
ing and storing paper documents of various sizes and 
permitting easy reference thereto; to provide such a ?ling 
device having binding sheets removably secured to bound 
backing sheets, the binding sheets having great ?exibility 
in securing documents thereto; to provide such a device 
wherein groups of documents may be easily reclassi?ed 
or removed either singly or in combination without dis 
turbing adjacent mounted records; to provide such a device 
which is conveniently expanded or reduced in capacity 
as desired; and to provide such apparatus which is inex 
pensive in construction and well suited for its intended 
purpose. 

Other objects and advantages of this invention will 
become apparent from the following description taken 
in connection with the accompanying drawings wherein 
are set forth by way of illustration and example certain 
embodiments of this invention. 
FIG. 1 is a perspective view of a folder embodying 

this invention with the leaves or backing sheets partially 
opened showing various size records therebetween. 

FIG. 2 is a perspective view showing the folder of 
FIG. 1 with a leaf or backing sheet fully opened for 
inspecting documents thereon. 

FIG. 3 is a fragmentary cross-sectional view through 
the opened folder on an enlarged scale particularly show 
ing details of construction thereof. 

FIG. 4 is an exploded perspective view of the folder 
with portions broken away and particularly illustrating 
a binder sheet in position for mounting on a backing 
sheet. 
FIG. 5 is a fragmentary exploded view on an enlarged 

scale particularly illustrating a winged paper fastener in 
position for mounting on a binding sheet. 

FIG. 6 is a fragmentary cross-sectional view through 
the folder on an enlarged scale illustrating fastener struc 
ture for clasping an outside corner of a binding sheet to 
a backing sheet. 

Referring to the drawings in more detail: 
The reference numeral 1 generally indicates a record 

?lling folder embodying this invention. The folder 1 
broadly has a plurality of leaves or backing sheets 2, 3 
and 4, and binding sheets 5, 6, 7, and 8 removably se 
cured to the backing sheets. The binding sheets have 
securing means, described hereinafter, for conveniently 
fastening and storing paper records of various sizes there~ 
to such as cancelled checks 9, deposit slips 10, bank state 
ments 11, and credit card receipts 12, while permitting 
convenient reference thereto with easy addition and re 
moval thereof. 
The backing sheets 2, 3 and 4 are comprised of planar 

cores 13 preferably of relatively stiff material such as 
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plastic resin impregnated ?breboard with a ?exible cover 
layer 14 thereover at least on the inwardly facing surfaces 
15 of the outer backing sheets 2 and 4 and both sides 16 
and 17 of the inner back-ing sheet 3. In the illustrated 
example, however, the cover layer 14 is in the form of 
an integral sheet which also extends over the outer sur 
faces 18 and 19 respectively of the outer backing sheets 
2 and 4. The cover layer 14 is adhesively secured only 
at a wide border or peripheral portion 14’ of the backing 
sheets leaving an unsecured central portion 15’ for a 
reason discussed below. In the illustrated example, the 
cover layer 14 extends inwardly past the inner edges 20, 
21 and 22 respectively of the backing sheets 2, 3 and 4 
forming strips or joints 23, 24 and .25 binding the backing 
sheets together. The joints 23, 24 and 25 allow relative 
rotation for opening the backing sheets 2, 3 and 4 in 
the manner of a book while permitting substantial spac 
ing therebetween when the backing sheets are in over 
lying condition. The portions of the cover layer 14 
forming the joints 23, 24 and 25 are adhesively secured 
together and form an intersection at 26 approximately 
equidistant from the backing sheet inner edges 20, 21 
and 22. A suitable ?exible reinforcing strip 27 is ad 
hesively secured along the joints 23 and 25 and is folded 
and secured within the folder at opposite ends 28 and 29 
thereof to minimize abrasion at these points. 
The cover layer 14 has an elongated slot 32 therein 

on each of the inwardly facing surfaces 15 and the side 
surfaces 16 and 17. The slots 32 extend parallel and 
adjacent to the respective inner edges 20, 21 and 22 but 
spaced from the adhesive at the border 14'. Female 
pressure clasp openings 33 and 34 are located on each 
of the backing sheets 2, 3 and 4 adjacent outer corners 
35 and 36 thereof. Suitable openings 37 through the 
cover layer 14 are aligned with the clasp openings 33 
and 34 exposing same. 
The binding sheets 5 to 8 inclusive each have a front 

face 38, an inner longitudinal edge 39, a back face 40, 
and an outer longitudinal edge 41. The back face 40 
has a relatively stiff elongated ?ap member 42 with ‘an 
inner portion 43 adhesively secured thereto adjacent and 
parallel to the binding sheet inner edge 39. The ?ap 
member 42 includes portion 44 hinged to the inner por 
tion 43 but detached from the back face 40. The ?ap 
outer portion 44 extends roughly toward, or in the direc 
tion of, the binding sheet outer edge 21. In mounting 
the binding sheet onto the backing sheet, the outer portion 
44 is received through the respective cover layer slot 32 
into the central portion 15' which holds the binding sheet 
against the respective backing sheet. The binding sheets 
each have a pair of male pressure clasp members 45 
projecting from the back face 40 and positioned to be 
received in the backing sheet female clasp openings 33 
in the manner of a “snap fastener” when the ?ap outer 
portion 44 is fully received in the slot 32 for locking 
the respective backing and binding sheets together. 
The paper record securing means on the respective 

binding sheets comprises a plurality of female pressure 
clasp openings 46 distributed over the binding sheets in 
generally equally spaced apart pairs. A plurality of 
metal paper fasteners 47, which may be various sizes, 
have relatively stiff elongated bodies 48 and opposite elon 
gated bendable metal prongs or wings 49 and 50 upwardly 
extending from the body for insertion through paper doc 
uments to be secured, FIG. 5. The fastener body 48 is 
slightly modi?ed from known fasteners in that it has a 
pair of downwardly projecting male pressure clasp mem 
bers 51 and 52 spaced apart the proper distance for re 
ception in a selected pair of binding sheet pressure clasp 
openings 46 for securing the fastener to the binding sheet. 
A conventional fastener lock member 53 is provided for 
each of the fasteners 47 for clamping the wings 49 and 50 
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into locked position after insertion through the paper 
records as best illustrated in FIG. 2. 

It is to be further understood while certain forms of 
this invention have been illustrated and described, they 
are not to be limited to the speci?c form or arrangement 
of part herein described and shown except insofar as such 
limitations are included in the claims. 
What I claim and desire to secure by Letters Patent is: 
1. A folder comprising a plurality of backing sheets 

with inner edges, means ?exibly binding said inner edges 
together in spaced apart relation for opening in the man 
ner of a book, said backing sheets having an elongate slot 
adjacent the respective inner edges, at least one binding 
sheet for each of said backing sheets, means on the bind 
ing sheet extending into said slots for removably securing 
said binding sheets to said backing sheets, said binding 
sheets respectively having removable securing means there 
on for fastening paper records thereto whereby said folder 
permits convenient classi?cation of and reference to said 
records, said removable securing means on said binding 
sheets comprising a plurality of female pressure clasp 
openings distributed over said binding sheets in equally 
spaced apart pairs and a plurality of paper fasteners, said 
fasteners each having a relatively stiff elongated body and 
opposite elongated bendable wings extending from said 
body for insertion through papers to be secured, said 
fastener body having a pair of downwardly projecting 
male pressure clasp members spaced apart for reception 
in a selected pair of said binding sheet pressure clasp 
Openings for removably securing said respective fasteners 
to said binding sheet. 

2. A folder comprising a plurality of sheets with inner 
edges, means ?exibly securing said inner edges together 
for opening in the manner of a book, certain of said sheets 
being binding sheets, said binding sheets respectively hav 
ing securing means thereon for detachably fastening a plu 
rality of paper records thereto whereby said folder per 
mits convenient classi?cation of and reference to said 
records, said paper record securing means on said bind 
ing sheets comprising a plurality of pairs of female pres 
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sure clasp openings distributed over said binding sheets 
and a plurality of paper fasteners, said clasp openings of 
one pair having the same spacing as those of other pairs 
with certain of said pairs being adjacent an edge and other 
pairs adjacent other edges of the respective sheet, said 
fasteners each being of metal and having a relatively stiff 
elongated body with opposite ends and elongated bend 
able metal wings extending from said ends of the body for 
insertion through papers to be secured, an elongate metal 
lock member for each fastener body and having spaced 
openings through which the metal wings of the respective 
fastener body extend, said lock members engaging said 
records and cooperating with said fastener bodies to clamp 
the paper records therebetween in response to bending of 
the wings over said lock members, said fastener body hav 
ing a pair of downwardly projecting male pressure clasp 
members spaced apart for reception in a selected pair of 
said binding sheet pressure clasp openings for removably 
securing said respective fasteners to said binding sheet 
with the repective paper records overlying said sheet. 
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