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This invention relates generally to a device for visually 

indicating the position of a cup or hole on a golf green 
and, more particularly, to a golf-hole ?agstaff or pin pro 
vided with means for visually indicating to an approach 
ing golfer the relative position of the cup between the 
front and rear edges of the green. 

Conventional golf-hole ?agstaffs serve the purpose of 
identifying the location of the green itself on the course 
and also can indicate to an approaching golfer the rela 
tive position of the cup between the side edges of the 
green. In most instances, however, when the golfer is on 
the tee or the fairway, he cannot see the green with a 
high enough perspective to be able to tell whether the 
?agstaff is projecting from the cup adjacent the forward 
edge of the green, adjacent the rear edge, or in the middle. 
Even when the golfer is familiar with the course, he must 
determine this information for every approach shot, as 
the cups are frequently moved to different positions on 
the green to prevent uneven wear and tear of the turf. 
Accordingly, he or his caddy must either seek a high 
enough vantage point to be able to determine the posi 
tion of the cup, or else must walk to the green for this 
information. If such information is ascertained by the 
golfer himself then he must walk back to his ball. 

It is, therefore, a primary object of the present inven 
tion to provide a novel golf-hole ?agstaff with clearly 
visible means serving to indicate to the approaching 
golfer the relative position of the cup between the front 
and rear edges of the green. 

Another object of the invention is to provide indicat 
ing means of the type referred to above, which may be 
used with conventional golf-hole ?agstaffs and which will 
not, in any way, interfere with the normal playing of 
the game. 
A further object is to provide an indicating device of 

the type referred to which can be readily “read” and 
understood, and which is relatively simple and inexpen 
sive in construction and use. 

Other objects and advantages will be apparent from 
the following description, when read in conjunction with 
the accompanying drawings, in which: 
FIG. 1 is a perspective view illustrating in full lines 

an indicating device incorporating the principles of the 
present invention at one location and in a corresponding 
position of adjustment, and also illustrating in phantom 
lines the same device in two other locations and their 
corresponding positions of adjustment; 

FIG. 2 is an enlarged fragmentary side elevation of 
the indicating device; ‘ 

FIG. 3 is a sectional view, partly broken away taken 
on the line 3-3 of FIG. 2; and 

FIG. 4 is a sectional view generally similar to that 
of FIG. 3, showing here a modi?ed form of the indicat 
ing device of FIGS. 1 through 3. 

Referring now in more detail to the drawings, the de 
vice, generally indicated by the numeral 1, is mounted 
on a conventional golf hole ?agstaif 2, the lower end of 
which is adapted to be received in a conventional cup 3 
mounted in golf green 4. The ?agstaif 2 includes a con 
ventional ?ag 5, indicating, by a numeral 6, the number 
of the hole, in this case, the ?rst hole. 
The indicating device 1 includes a cylindrical sleeve 7 

telescopically received on fiagstaff 2 for vertical adjust 
ment with respect thereto. The sleeve 7 may be formed 
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of any suitable material such as transparent plastic and 
is provided with a vivid color so that it will be clearly 
visible to an approaching golfer at distances up to 190 
yards or more. In the present instance, a ?uorescent 
paint is provided on the inner wall of the sleeve as in— 
dicated in FIG. 2, so that it is readily apparent through 
the sleeve 7 but is not directly exposed to the weather. 
In the embodiment of FIG. 2, the sleeve terminates at 
its upper and lower ends in enlarged integral collar por 
tions 8, at least one of which is provided with a threaded 
opening 9. A set screw 10, which may be of the Allen 
head type, is received in ‘the threaded opening 9 with its 
inner end adapted to bear against the adjacent surface 
of ?agstaff 2 to hold the sleeve in a selected position of 
vertical adjustment thereon. 

In the position of adjustment indicated in full lines in 
FIG. 1, the cup 3 is approximately midway between the 
forward and rear edges of the green, and sleeve 7 is there 
fore positioned approximately midway along the height 
of the ?agstaff 2 to indicate this fact. 

In the position of adjustment illustrated in phantom 
lines and generally indicated by the numeral 11, the cup 
13 is at the forward edge of green 4, and the sleeve 17 
has accordingly been shown lowered to the bottom of 
?agstaff 12 and secured in position by set screw 20. Simi 
larly, in the position of adjustment indicated by the nu 
meral 21, the sleeve 27 has been shown secured in posi 
tion at the top of ?agstaff 22 to indicate that the cup 23 
is adjacent the rear edge of the green. 
Another embodiment of the invention is disclosed in 

FIG. 4. In this form the sleeve 7’ may be of the same 
thin, transparent plastic material but the collar mem 
bers S’ are not formed integrally therewith. Collar mem 
bers 8' may be formed of any suitable plastic or metal 
and include opposed annular grooves 9’ adapted to re 
ceive the upper and lower edges respectively of the sleeve 
7'. The collars 8’ are permanently mounted in this man 
ner on the sleeve 7’ and may be secured in position as 
by cement 6’. In this particular example, the head of 
set screw 10' is provided with a pair of small openings 
11' so that a special key must be employed to release the 
device for movement along the ?agstaiI 2'. This feature 
further prevents the possibility of tampering. 
We claim: 
1. In a device for use with a golf-ball ?agstaif, a 

sleeve member adapted to be telescopically received on 
said ?agstaff, said sleeve member including a thin, trans 
parent cylindrical body portion having coloring means 
applied on the inner wall thereof, said body portion 
terminating at one end thereof in an enlarged collar 
member, and locking means mounted on said collar mem 
ber for engagement with said ?agstalf, whereby said sleeve 
is selectively positioned along the height of said v?agstalf. 

Z. A device for use with a golf hole ?agstaif, com 
prising: a sleeve adapted to be telescopically received on 
said‘ ?agstaif, ‘said sleeve having a cylindrical body 
with which vivid coloring means has been associated to 
render it visible from a substantial distance; a collar 
located at each end of said body, each collar having an 
annular groove with one end of the body received in 
the groove; and locking means carried by at least one 
of said collars for engaging said ?agstaff, whereby said 
sleeve may be selectively locked on said ?agstaif at any 
point above a golf ball cup. 

3. A device for visually indicating the position of a 
cup on a golf green, comprising: a ?agstaff member hav 
ing an upper end and a lower end and adapted to carry 
hole-identifying means at its upper end and to have 
its lower end received in said cup; an indicating mem 
ber slidably mounted on said ?agstaff member for verti 
cal movement therealong between said upper and lower 
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ends, said indicating member comprising a sleeve includ 
ing a cylindrical body with which vivid coloring means 
has been associated to render it visible from a substantial 
distance, said body having a relatively thick collar at one 
end thereof; and locking means carried by said collar 
securing said indicating member in a predetermined posi 
tion of vertical adjustment on said ?agstaff member cor 
responding to a given location of the cup between the 
front and rear edges of the green. 

4. A device for visually indicating the position of a 
cup on a golf green, comprising: a ?agstalf member hav 
ing an upper end and lower end and adapted to carry 
hole-identifying means at its upper end and to have its 
lower end received in said cup; an indicating member 
slidably mounted on said ?agstaff member for vertical 
movement therealong between said upper and lower ends, 
said indicating member comprising a sleeve including a 
transparent cylindrical body portion having vivid color 
ing means applied on the inner wall thereof to render it 
visible from a substantial distance, said body having a 
relatively thick collar at one end thereof; and locking 
means carried by said collar securing said indicating mem 
ber in a predetermined position of vertical adjustment 
on said ?agsta? member corresponding to a given lo 
cation of the cup between the front and rear edges of the 
green. 

5. A device for visually indicating the position of a 
cup on a golf green, comprising: a ?agsta? member hav 
ing an upper end and a lower end and adapted to carry 
hole-identifying means at its upper end and to have its 
lower end received in said cup; an indicating member 
slidably mounted on said flagstaff member for vertical 
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movement therealong between said upper “and lower ends, 
said indicating member comprising a sleeve including 
a cylindrical body of such size as to be visible from a 
substantial distance and locking means carried by said 
cylindrical body to lock said body in a predetermined 
position of vertical adjustment on said ?a‘gstaff member 
corresponding to a given location of the cup between the 
front and rear edges of the green. 

6. A device for visually indicating the position of a 
cup on a golf green, comprising: a ?agstaff member hav 
ing an upper end and a lower end and adatped to carry 
hole~identifying means at its upper end and to have its 
lower end received in said cup; an indicating member 
slidably mounted on said ?agstaff member for vertical 
movement therealon'g between said upper and lower ends, 
said indicating member comprising a sleeve including a 
cylindrical body of such size as to be visible from a 
substantial distance; and means locking said cylindrical 
body in a predetermined position of vertical adjustment 
on said ?agsta?” member. 
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