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This invention relates to a door closure and, in par 
ticular, to a closure mechanism for use with sliding doors 
or the like. 

It is known in the art that a closure mechanism may 
be provided for sliding doors which includes a spring 
biased reel with a band wound on its outer surface which 
is connected to the door. The spring is so wound that 
when the sliding door is opened the flexible band plays 
off the »reel and the tension of the spring increases. Upon 
release of the door, the force of the spring winds in the 
yflexible band and pulls the door to a closed position. Al 
though some of these prior art devices have had mech 
anisms for adjusting the tension of the springs, these 
mechanisms have suffered from the disadvantage that 
they have slipped, «and hence, the springs have had in 

Moreover, the door 
closure mechanisms were incapable of being assemr 
bled so that they could close either left or right hand 
opening doors. 

It is, therefore, the principal object of the present in 
vention to provide a mechanism for automatically clos 
ing sliding doors which lincludes means for adjusting the 
tension o-f the spring of the closure mechanism, which 
means is positively locked into position and, hence, will 

v not slip. 

Another object of the invention >is to provide a sliding 
door closure which is readily convertible from right 
handed to left handed operation and the spring adjusting 
mechanism is also readily adjustable `so as to provide 
a positive lock once the spring is adjusted as desired. 

Still a further object of the invention is to provide a 
sliding door closure Which is simple in construction and 
readily adaptable for the fitting in a door frame. 

According to the principal aspect of the present inven 
tion, a coil spring-type return door closure mechanism 
is provided in which there is a means for readily adjust 
ing the tension of the spring, which means includes a 
ratchet wheel fixed to the .shaft which carries the coil 
spring in the closure and a paw] on the front .Wall of 
the housing of t-he closure which engages the ratchet 
wheel and, thereby provides a positive locking mech 
anism for the spring adjusting means. 
According to another aspect of the invention, a hous 

ing vfor the sliding door closure is provided in Vwhich 
there are a pair of openings on opposite sidesrof the hous 
ing and the housing is formed of two similar sections 
which are readily removable so that the spring and reel 
assembly may be reversed and the flexible band on the 
vreel may be disposed out of either of said openings as 
desired. Thus, the closure mechanism may be utilized 
for either right hand or left hand opening doors. Fur 
thermore, the pawl of thespring tensioning means gen 
erally described above is designed so that it may engage 
ythe ratchet wheel to prevent rotation of the shaft carry 
ing the coil spring regardless of 'which direction the 
ratchet rotates or the coil spring is arranged. 

Other objects, aspects and advantages will become ap 
parent from the following description taken in connec 
tion with the accompanying drawings wherein: 

lFIG. 1 is a front elevational viewshowing the closure 
mechanism of the present invention installed in a frame 
for a sliding door; 

lFIG. 2 isan elevational view of the front of the sliding 
door .closure of the presen-t invention; 
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iF-IG. 3 is a sectional view taken along line 3_3 of 
FIG. 2; 

FIG. 4 is a partial sectional view taken along line 
4_4 of FIG. 3 which is the plane through which the 
‘ho-using 4of the closure mechanism is divided into two 
sections; and 
FIG. 5 is a sectional view taken along line 5--5 of 

FIG. 1. 
Referring now to the .drawings in detail, the closure 

mechanism of the presen-t invention is referred to gen 
eral-ly by numeral 10. As seen in FIG. 1, the _door clo 
sure mechanism lll may be positioned Within a channel 
shaped frame 12 for a door With the end of lthe flexible 
|band 14 of the Ymechanism affixed to the sliding door 16 
Íby any suitable means. Generally speaking, v«vs/lien the 
door 16 is moved to the right, the band 174 is unwound 
from the mechanism and is extended to the position 
shown in dotted lines and, after the door is released, the 
c-oil spring within the mechanism rewinds the band and 
returns the kdoor to Vthe position shown in full _lines in 
FIG. 1. 

Looking now to the details of the closure mechanism 
as seen FIGS. 2 to 4, there is provided a housing 1S 
lwhich is composed of a front section 20 and a rear sec 
tion 22. The two sections of the housing .are readily 
secured together by means of screws 24 and 26. The 
fron-t Wall 218 of lthe front section 20 has a central open 
ing 30 which is aligned with an opening 32 in the rear 
fwall 34 of the housing. Rotatably positioned in the 
openings is a round shaft 36 which includes a ratchet 
wheel 38 on the front face of the housing. The ̀ shaft is 
retained in the openings 3i) and 32 by means of a retain 
Aing or spring clip 40 adjacent 4the rear wal-l of the housing. 
A reel 42 is positioned within the interior of the hous 

ing and comprises a pair of plates 44 and 46 which ‘are 
rotatable with respect to the shaft 36 and a ring member 
4S which is fixed to the plates 44 and 46 by welding or 
the like. Washers 50 and 512 are positioned on oppo 
site sides of the plates 44 Vand 46 to enhance the free ro 
tation of the reel about the shaft 36». The spring for the 
acl‘osure mechanism is in the form of a coil spring 54 
>which is wound around «the shaft 36 and has its inner 
end 56 fixed into a slot 58 in the shaft. The outer end 
of this spring has an opening so it can behooked over an 
inwardly extending 4lip (see FIG. 4) which is punched in 
from the ring member 4S of the reel. A flexible band 
62adapted to have its outer end y14 connected to a sliding 
door is wound about the reel 42 and has its inner end 
also disposed over the l-ip 60. As can be best seen in 
FIG. 4, the inner end of the flexible band must first be 
4disposed over the lip 6() before the spring _54 and the 
latter tends to retain the flexible band on the «lip 60. 
The housing 18 of the closure is provided with a pair 

of opposed side walls 64 and 66 which have openings 68 
and 70 at the lower end thereof through which the flexible 
band 62 may extend, depending upon which direction the 
band and coil spring are wound about the shaft 36. Since 
the two sections ‘20 and 22 of the housing are merely con 
nected together by means of screws 24 and 26, the hous 
ing may be readily disassembled and the reel 42- includ 
ing the flexible band 612 and coil spring 54 may be re 
versed so thatthe door clos-ure maybe operable for either 
`left hand or right handopening doors. 

One of the principal features of the invention is the pro 
vision of a means 4'71 for readily adjusting the tension of 
the coil spring 54 and, when once adjusted, it is positively 
locked into a fixedpositionand, hence, will not slip. 'The 
spring adjusting means 7|1 comprises the ratchet wheel 38 
which is Aintegral with the shaft 36 and a pawl 72 which 
is pivotally mounted on a screw 74 which is mounted into 
Ithe front wall 28 of the housing 118. As can be best-seen 
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from FIG. 2 of the drawings, the ratchet wheel 38 has a 
plurality of circumferentially spaced teeth 76 having side 
Walls 7 8 and 8i? which extend radially with respect to the 
axis of rotation of the shaft 36 and of the ratchet wheel. 
Also, the end of the pawl 72 is somewhat pointed. ì Due 
to the configuration of the end of the pawl and of the 
ratchet teeth, it is ensured that once the ratchet is rotated 
to the desired position to tension the coil spring 54, the 
pointed end of the pawl 7-2 will positively lock the ratchet 
wheel into position. A spring member 82 is wound about 
a portion of the screw 74 and has a pair of curved lips 84 
and 85 which have upstanding portions Se and 87, re 
spectively, adapted to engage opposite,V sides of the pawl. 
Two pins 90 and 92 extending from the front wall 2,8 of 
the housing bear against the outer sides of the lips 84 and 
85 so that the spring 8:2 will be constantly positioned up 
wardly thereby holding the pawl in a substantially verti 
cal position. Also, the upstanding portion 86 of the lip 
84 of the spring urges the pawl into engagement with the 
ratchet wheel 38 thus further ensuring the locking of the 
ratchet wheel 3K8. The portion 87 of the spring 812 serves 
the same purpose as upstanding portion 86 when the point 
of the pa-wl is pivoted to the left of the screw 74 rather 
than to the right as seen in FIG. 2. 
The ratchet Wheel is provided with a slot 94 which is 

adapted to receive a screwdriver or similar hand tool. It 
can be appreciated that by rotating the ratchet wheel 38 in 
a counterclockwise direction, the tension of the coil spring 
54 is increased and the pawl 72 will merely ride over the 
ends of the teeth ’7‘6 of the ratchet wheel. However, if it 
is desired to decrease the tension of the coil spring 54», the 
pawl may 'be moved by hand out of engagement with the 
ratchet Wheel 38 against the force of the spring lip S4 to 
permit the ratchet under the force of the coil spring to 
rotate in a clockwise direction.V Thereafter, the pawl 
may be released and the spring lip 84 will return the pawl 
into locking engagement with the ratchet wheel 38. 

It is seen from the above described arrangement that 
not only may the two sections 20 and 22 of the housing 
of the door closure be separated so as to reverse the posi 
tion of the coil spring 54 and reel 412 but also the pawl 72 
may be reassembled by merely unscrewing the screw 74 
from the housing and pivoting the end of the pawl to a 
position to the left of the screw 74 rather than to the 
right as shown in FIG. 2 so as to engage the ratchet wheel 
and prevent it from rotating in a countercloclcwise direc 
tion. The spring arrangement 82 is advantageous in that 
-it will continuously urge the pawl 72 into engagement with 
the ratchet wheel 38 regardless of Whether the pawl is 
arranged to prevent the rotation of the ratchet wheel in 
either the counterclockwise or clockwise direction. Thus, 
the door closure of the present invention is extremely 
versatile since it may be readily assembled and arranged 
by the user before mounting it into a door frame so that it 
will be suitable for either a left hand or right hand open~ 
ing door. 

It is preferable that the housing 18 of the door closure 
have the general rectangular configuration shown in the 
drawings with flat front and rear walls so that‘the housing 
may be readily positioned in a door frame channel as 
shown in FIG. 5 of the dra-wings. For the purpose of 
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mounting the housing in the door channel, a pair of open- ` 
ings 96 and 98 are provided through the housing so that 
all that need be done is to provide openings in the chan 
nel for receiving self-tapping screws 100 or the like for 
retaining the housing in the door frame. As seen in FfGS. 
1 and 5, the pawl 72 and ratchet wheel 38 are disposed 
on the housing 1'8 so that they are positioned below the 
Alower edge 102 of the door frame thus permitting easy ac 
cess to the spring adjusting means '71. If it is not possible 
to fit the housing within the channel 112, the closure mech 
anism 10 may be mounted on the outer wall adjacent the 
sliding door and the end 14 of the flexible band of the 
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closure mechanism may be fixed to the door through an 
arm, not shown, which extends at right angles outwardly 
from the door. 

IAlthough only one specific embodiment of the invention 
lhas been disclosed herein for purposes of illustration, it 
will be understood that various changes can be made in 
the form, details, arrangement and proportionsA of the 
Various parts without departing from the spirit and scope 
of the invention as deñned by the appended claims. 
What is claimed is: ' 
t. A siiding door closure comprising: 
a housing having a front wall, a back wall and at least 

two opposite side walls, each of said side walls hav 
4ing an opening therein through which a flexible band 
may extend; 

f Vsaid housing being formed of two sections with one of 
said sections including said front wall and the other 
of said sections including said back wall and means 
detachably holding said sections together in fixed re 
lationship; 

said front wall and said back wall having aligned open 
ings therein; 

a shaft rotatably positioned in said openings; 
a reel in said housing freely surrounding said shaft; 
a coil spring positioned in said reel and concentric with 

said shaft, one end of said spring being fixed to said 
shaft and the other end of said spring being fixed to 
said reel thereby normally urging said reel in one 
direction of rotation; 

a iiexible band wound on said reel having, one end 
V)thereof fixed to said reel and the other end extend 
ing outside said housing through one of said side wall 
openings for connection to a sliding door; 

means for adjusting the tension of said spring, _said 
means including ratchet means fixed to said shaft at 
the front wall of said housing, a single pawl and‘ 
means pivotally mounting said pawl on said front 
lwall so as to engage said ratchet means; 

said means pivotally mounting said pawl on said front 
wall being readily removable whereby said pawl may 
be selectively assembled into two positions to engage 
and prevent rotation of said ratchet means in either 
direction of rotation thereof; and 

said biasing means urging said pawl into engagement 
Iwith said ratchet means regardless of which of said 
two positions the pawl is disposed. 

2. A sliding door closure comprising: 
a rectangular housing having a ñat front wall, a fiat 

ibaek wall and two pairs of said walls, one pair of 
said side walls having openings therein at the lower 
portions thereof through which a ñexible band may 
extend; - 

said housing being formed of two sections with one o 
said sections including said front wall and the other 
of said sections including said bac-k wall, and means 
detachably holding said sections together in fixed re 
lationship; 

said front wall and said back wall having aligned open 
ings therein; 

a shaft rotatably positioned in saidropenings; 
a reel in said housing freely surrounding said shaft; 
a coil spring positioned in said reel and concentric with 

said shaft, one end of saidY spring being fixed to said 
shaft and the other end of said spring being fixed to 
said reel thereby normally urging said reel in one 
direction of rotation; 

a fiexible ban-d wound on said reel having one end 
thereof fixed to said reel and the other end extending 
outside said housing through one of said side wall 
openings-forconnection to a sliding door; 

means for adjusting the tension of said spring, said 
means including ratchet means fixed to said shaft at 
the front w-all of said housing and a single pawl, said 
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