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The invention relates to shower ?ttings, wherein the 
hand spray can be ?tted on a holder which is mounted 
in vertically adjustable manner on a vertically mounted 
wall ibar. Since shower compartments are frequently 
tiled only half way up, it is known to make the upper 
wall support adjustable in construction, for example by 
constructing the base portion fast with the wall as a 
screw-threaded sleeve, the associated screw-threaded pin 
being ?xed on the rod holder head. Owing to the diam 
eter difference between the two parts engaging in one 
another, and also owing to the fact that depending on 
the setting a portion of the pin screw-thread may remain 
visible, the adjustable wall support does not have a very 
?nished appearance but rather looks like a makeshift 
arrangement. The object of the invention is to over 
come this disadvantage. According to the invention it 
is proposed that a thin-walled covering sleeve is ?xed 
co~axially to the wall support portion which carries the 
smaller-diameter guide portion, the said sleeve ?tting over 
the larger-diameter wall support portion, so that both 
portions of the wall support appear to form an integral 
single unit. In the preferred form of embodiment of the 
invention, which proceeds from a wall support wherein 
a screw-threaded sleeve is arranged on the base portion 
fast with the wall and the screw-threaded pin is arranged 
on the rod holder portion, the holder head for the Wall 
rod is constructed as a cylindrical pro?led element which 
is continued towards the wall in the identical-diameter 
covering sleeve, whilst the screw-threaded sleeve fast with 
the wall ?ts ?ush into the covering sleeve. In this way, 
the wall support gives the impression that its shank is 
a solid single-piece unit. 
One example of embodiment of the invention will be 

described hereinafter and explained with reference to the 
accompanying drawings wherein: 
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FIGURE 1 is a lateral view, in section, of the wall 45 
support and, 
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FIGURE 2 is an associated front view with the rod 

holder portion removed. 
10 designates the wall plate of the base portion, 11 

the screw~threaded sleeve projecting therefrom. Con 
nected to the latter is the screw-threaded pin or exten 
sion 12 on the holder head 13, whose supporting bore 
for accommodating the wall rod (not shown) is desig 
nated as 13a. The covering sleeve 14 is titted over an 
extension or shoulder 13b at the rear side of the holder 
head 13; it is approximately the same length as the 
screw~threaded pin 12 and its internal clear diameter 
corresponds to the outer diameter of the screw-threaded 
sleeve 11 so that the two parts slide easily on one an— 
other without scratching each other. In the drawings, 
the thickness of the cover sleeve 14 and also the play 
between the covering sleeve and the screw-threaded sleeve 
have been somewhat exaggerated; in actual fact, the 
two parts lie so closely on one another and the covering 
sleeve is so thin that the shank of the wall portion has 
the appearance of a one-piece unit. 
What is claimed is: 
1. A bracket adapted to mount a rod, the bracket com 

prising a base portion adapted to be mounted on a wall, 
an internally threaded sleeve at right angles to and con 
nected to the base portion, a rod holder extension with 
external threads adjustably connected to the sleeve, and 
a cover sleeve slidably mounted on the ?rst mentioned 
sleeve and engaging a shoulder on a head of the ex 
tension. 

2. A ‘bracket according to claim 1, in which the holder 
head extension is constructed as a cylindrical pro?led ele~ 
ment which is continued in the direction towards the base 
portion and the threaded sleeve is integral with the base 
portion and ?ts into the cover sleeve. 
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