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My invention relates generally to sprinkler devices and 
more particularly to an improved protector for a sprinkler 
head of the “pop-up” type. 

Sprinkler heads installed in ‘a permanent location re 
quire-protectionfrom surrounding elements, such as weath 
er, .soil, rocks and grass encroachment which impair their 
effectiveness. Particularly, sprinkler heads which re 
ciprocate and elevate during sprinkling may be rendered 
inoperative by such elements, and part by cont-act with 
heavy objects. 

Accordingly, it is an object of my invention to provide 
an improved sprinkler head protector which is simple 
in construction, durable, easy to install and allows work 
ing access to the sprinkler head. 
Another object of my invention is to provide a sprinkler 

head protector which will inhibit surrounding grass growth 
both above and below the surface of the soil. 

It is another object of this invention to provide an im 
proved protector which is versatile and can be installed 
adjoining various con?gurations of walks or the like. 

'It is a further object of my invention to provide an im 
proved sprinkler .head protector which will shield a sprink 
ler head during periods of both use and non-use. 

Other objects, advantages and capabilities of my inven 
tion will become .apparent from the following descrip 
tion taken in conjunction with the accompanying draw 
ings showing .only preferred embodiments of the inven 
tion. In the drawings: 
FIG. 1 is a side perspective view of the base portion 

of the sprinkle-r head protector; 
FIG. 2 is a top plan view of a whole section of the 

hooded portion of the sprinkler head protector; 
FIG. 3 is a sectional view of the assembled base and 

hooded portions of the sprinkler head protector; 
FIG. 4 is a top plan view of a section of the yard 

illustrating whole, half and quarter sections of the sprink 
ler head protector. 

Referring now to the drawing, the protector illustrated 
in FIGS. 1, 2 and 3 comprises a cylindrical or annular 
base portion 3 open at its top and ‘bottom which is in 
serted into the soil 4 substantially below the root depth 
of ‘grass with its top portion extending slightly below the 
ground level (FIG. 3). The base portion 3 surrounds 
the sprinkler head (not shown) and is of sufficient di 
ameter ‘to allow a working access to the sprinkler head. 
Ribs 5 of triangular section are circumferentially dis 
posed at 90-degree intervals from the exterior surface of 
the base portion 3. 
A hooded portion 6 ?ts over the top of the substantially 

submerged ‘base portion 3 and has an inner ?ange 6a 
extending partially into base portion 3 for frictional en 
gagement with the inner surface thereof. vTriangular 
shaped recesses 6b in the undersurface of hooded portion 
6 receives the upper portion of ribs 5. This hooded por 
tion 6 is normally ?tted on base portion 3 (as shown in 
FIG. 3) and is separable from the portion 3 to permit 
working access to the sprinkler head. Hooded portion 
6 extends outwardly from the sides of base portion 3 so 
as to form an overhanging portion 7 which shades the sun 
light from the grass growing the-rebetween and will there 
by inhibit such grass‘growth. 

In section, the hooded portion 6 is generally curved 
extending from a central bore 8 and sloping downward 
ly toward its outer edge. ~Radially extending corrugations 
9 are formed in the upper surface of hooded portion 6 to 
facilitate drainage therefrom. 
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The hooded portion 6 extends ?ush with the surface of 
the ground to shield the sprinkler head when in an ele 
vated operating position as well as when in an inoperative 
position. In operation, water is projected by the sprink 
ler head out the central bore 8 onto the adjoining grass. 
A removable cap 10 ?ts over the central bore 8 to fully 

enclose and thereby protect the sprinkler head from dam 
age or from becoming inactivated by being covered with 
soil, rock or other foreign matter during the non-sprink 
ling season. Cap 10 is not required during the sprinkling 
seasons as the hooded portion affords adequate protec 
tion. 

Base portion 3,, hooded portion 6 and cap 10 are pref 
erably molded of a stiff durable material such as a hard 
rubber or the like which is substantially indestructible. 
Hooded portion 6 has smooth rounded upper surfaces and 
is preferably of a blending or decorative color to blend 
in with the surrounding lawn or add color to the lawn as 
is desired. 
The hooded portion ‘6 is shaped in sections to conform 

in abutting relationship with adjoining sidewalks or the 
like. In FIG. 4, there is shown the sprinkler head pro 
tector in quarter 11, half 12, and full 13 sections to ac 
commodate particular areas of the yard. The same base 
portion 3 is used for insertion into the soil for surround 
ing the sprinkler head with interchangeable hooded por 
tions of quarter 11, half 12, whole 13 sections or other 
desired angular variations thereof to abut against the ad 
joining ‘walk 14 or the like. Additionally, the same cap 
is usable with any required hooded section. This arrange 
ment therefore requires less storage capacity for the pro 
tectors than would equivalent protectors in which the 
hooded and base portions were of a single piece construc 
tion. 

Although I have illustrated speci?c embodiments of 
my invention, various modi?cations will occur to those 
skilled in the art. Therefore, I do not desire my invention 
to be limited to the speci?c details illustrated and de 
scribed and I intend by the appended claims to cover all 
modi?cations which fall within the spirit and scope of 
my invention. 

I claim: 
1. A sprinkler head protector comprising a base por 

tion for insertion into the soil in surrounding relation to a 
sprinkler head, said base portion having circumferentially 
spaced ribs extending from its exterior surface, a separa 
ble hooded portion with a ?anged inner surface for in 
sertion in frictional engagement with the inner surface of 
the base portion and having an over hanging grass-in 
hibiting portion extending outwardly from the annular 
portion over the adjoining grassed area, said hooded por 
tion being of curved section with :a central bore through 
its upper surface to allow sprinkling therethrough and 
having its upper exterior surface corrugated for facilitating 
drainage therefrom. 

2. A sprinkler head protector comprising a base por 
tion for insertion into the soil in surrounding relation to a 
sprinkler head, said base portion having circumferentially 
spaced ribs of triangular section spaced at about 90° and 
extending from its exterior surface, a separable hooded 
portion with a ?anged inner surface for insertion in fric 
tional engagement with the inner surface of the base por 
tion and having an overhanging grass-inhibiting portion 
extending outwardly from the annular portion over the 
adjoining grassed area, said hooded portion being of 
curved section with a central bore through its upper sur 
face to allow sprinkling therethrough and having its upper 
exterior surface corrugated for facilitating drainage 
therefrom. _ 

3. A sprinkler head protector comprising a base por 
tion for insertion into the soil in surrounding relation to a 
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sprinkler head, said base portion having circumferentially 
spaced ribs extending from its exterior surface, a separable 
hooded portion formed of ?exible material with a ?anged 
inner surface for insertion’ in frictional engagement with 
the inner surface of the base portion and having an over 
hanging grass-inhibiting portion extending outwardly from 
the annular portion over the adjoining grassed area, said 
hooded portion being of curved section with a_central 
bore through its upper surface to allow sprinkling there 
through and having its upper exterior surface corrugated 
for facilitating drainage therefrom. I 

4. A sprinkler head protector comprising a base por 
tion for insertion into the soil in surrounding relation to 
a sprinkler head, ‘said base portion having circumferential 
ly spaced ribs extending from its exterior surface, a sep 
arable hooded portion with a ?anged inner surface for 
insertion in frictional engagement with the inner surface 
of the 'base portion and having an overhanging grass-in 
hibiting portion extending outwardly from the annular por 
tion over the adjoining grassed area, said hooded portion 
extending substantially above the ground to cover the 
sprinkler head during sprinkling and being of curved sec 
tion with a central bore through its upper surface to allow 
sprinkling therethrough and having a plurality of radially 
extending grooves on its upper surface for facilitating 
drainage therefrom. 

5. A sprinkler head protector comprising a base portion 
for insertion into the soil in surrounding relation to a 
sprinkler head, said base portion having circumferentially 
spaced ribs extending from its exterior surface, a separable 
hooded portion with a ?anged inner surface for insertion 
in frictional engagement with the inner surface of the base 
portion and having an overhanging grass-inhibiting por 
tion extending outwardly from the annular portion over 
the adjoining grassed area, said hooded portion being of 
curved section with a central ‘bore through its upper sur 
face to allow sprinkling therethrough and having its up 
per exterior surface corrugated for facilitating drainage 
therefrom, and a cover for ?tting over the bore to fully 
enclose the sprinkler head during periods of non-use. 

6. A sprinkler head protector comprising a base por 
tion for insertion into the soil in surrounding relation to 
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a sprinkler head, said base portion having circumferential 
ly spaced ribs extending from its exterior surface, a separa 
ble hooded portion being of a con?guration to conform 
in abutting relationship with means adjoining the head 
with a ?anged inner surface for insertion in frictional en~ 
gagement with the inner surface of the base portion and 
having an overhanging grass-inhibiting portion extending 
outwardly from the annular portion over‘ the adjoining 
grassed area, said hooded portion being of curved sec 
tion with a central bore through its upper surface to allow 
sprinkling therethrough and having its upper exterior sur 
face lcorrugated for facilitating drainage therefrom. 

7. A sprinkler head protector comprising a base portion 
for insertion into the soil in surrounding relation to a 
sprinkler head, said base portion having circumferentially 
spaced ribs extending from its exterior surface, a separable 
hooded portion of a fractional section to'conform in abut 
ting relationship with a sidewalk adjoining the head with'a 

1 ?anged inner surface for insertion in frictional engage 
20 

,; central bore through its upper surface to allow sprinkling 

40 

ment with the inner surface of the base portion and hav 
ing an overhanging grass-inhibiting portion extending out 
wardly from the annular portion over the adjoining grassed 
area, said hooded portion being of curved section with a 

therethrough and having its upper exterior surface cor 
rugated for facilitating drainage therefrom. 
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