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This invention relates to'merchandising racks for hang 
ing articles, especially garments, such as dresses, suits, and 
coats, on display in a store for sales purposes. 

Conventional racks on which merchandise is hung 
for both display and sales purposes leave much to be de 
sired, especially with the emphasis that is being placed on 
attractive yet functional decor in modern store architec 
ture ‘and interior design. 
A principal object in the making of this invention was 

to combine slim structural elements in an attractive man 
ner to provide great strength and stability and maximum 
utility for the resulting structure as a rack, enabling var 
ious sizes and types of garments ‘and other articles to be 
accommodated in groups, handy to potential customers 
on the sales ?oor and presenting a pleasing appearance as 
a merchandise display. 

Other objects were ease and economy of fabrication, 
lightness of weight for the completed structure so it can 
be conveniently moved from place to place on a sales 
floor, positive and convenient height adjustability for ac 
commodating different groups of garments or other ar 
ticles of merchandise, and a wide range of design possi 
bilities to achieve variety of appearance and adaptation to 
particular interiors. 

These objects were achieved by fabricating and weld 
ing rigid metal tubing, advantageously of polygonal 
cross-section, to form intersecting, crossed, and integral 
frames of rectangular con?guration, and by securely but 
adjustably anchoring transverse hanger bars to the ver 
tical members of the frames at selected heights. 
The anchoring means are preferably strips, which are, 

secured to appropriate faces of the vertical frame mem 
bers and which have respective series of closely spaced 
transverse slots extending along their lengths and hanger 
bar brackets removably secured within selected slots. 

There are shown in the accompanying drawing rner 
chandising display racks which constitute speci?c em 
bodiments of the invention and are typical of what is 
presently regarded as the best mode of carrying out the 
invention in commercial practice. From the detailed de 
scription of these representative embodiments, other ob 
jects and features of the invention will become apparent. 

In the drawings: 
FIG. 1 represents a perspective view of one form of 

rack in accordance with the invention showing several 
groups of different types of garments hanging thereon; 

FIG. 2, a side elevation of the rack alone; 
FIG. 3, a fragmentary horizontal section taken on the 

line 3—3 of FIG. 2 and drawn to a considerably larger 
scale; 

FIG. 4, a fragmentary vertical sect-ion taken on the 
line 4—4 of FIG. 2 ‘and also drawn to a considerably 
larger scale to show the details of the hanger-bar anchor 
ing means; 

FIG. 5, a fragmentary vertical section taken on the line 
5-5 of FIG. 4; 
FIG. 6, a perspective view of another form of rack 

in accordance with the invention; 
FIG. 7, a fragmentary portion of FIG. 6 drawn to a 

considerably larger scale; and 
FIG. 8, a perspective view of yet another form of rack 

in accordance with the invention. 
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Referring to the drawings: 
The embodiment of FIGS. l—'4 is fabricated from steel 

tubing of square cross-section to provide two open, rec! 
tangular frames 10 and 11 of equal height intersecting 
and crossed at right angles, see 12 and 13, so at least the 
lower crossing 12 is flush with the adjoining horizontal 
frame members 10a and 11a exteriorly of the frames to 
serve as a ‘base which will seat ?r-mly against a supporting 
surface, such as a sales ?oor. Preferably, for the sake 
of both appearance and maximum structural strength, 
the upper crossing 13 is also flush with the adjoining 
frame members 10b and 11b, and the intersecting frame 
members of both crossings are welded together, as indi 
cated at 14. 
The frames stand vertically, as shown, and are well 

adapted to receive hanger bars 15 from which clothes 
hangers 16, or other similarly hooked hanger devices for 
handbags, jewelry, and various other articles, can 

. be hung. 

For anchoring the hanger bars 15 at selected heights 
within the frames 10 and 11 and between the vertical 
frame members 10c, 10d and 11c, 11d thereof, it is pre 
ferred to utilize conventional anchoring means affording a 
wide range of adjustability. Thus, in the form illustrated, 
transversely slotted channel strips 17 are attached, as by 
means of screws 18, FIG. 4, to the inside faces of respec 
tive vertical frame members, and holding means in the 
form of saddle-shaped ?ttings 19 are removably secured in 
selected slots 20 by means of insert members 19a and 19b 
thereof, see FIG. 5. To provide a wide range of height 
adjustability for the hanger bars, each strip has a web 
17' spaced from the vertical frame member and provided 
with a vertical series of closely spaced, transverse slots 20. 
With the hanger bars 15 extending across the respective 

frames and secured to the vertical frame members there 
of in vertically spaced relationship with one another, as 
illustrated in FIG. 1, long garments 21 or other articles 
can be hung from a bar 15 in one frame, while shorter 
garments 22 or other articles can be hung from upper 
and lower bars 15 in the other frame. The articles of 
merchandise can be grouped as desired to enhance the 
overall display appearance of rack and contents. 
Within the broader concepts of the invention, a va 

riety of different forms of racks can be constructed. 
For example, the rack of FIGS. 6 and 7 comprises in 

tersecting and crossed, vertical, rectangular frames 25 and 
26, which are longer in the horizontal direction than in 
the vertical. A square center post 27 is provided between 
the opposed lower and upper intersection points 28 and 
29, respectively, and carries anchor strips 30 on all of its 
sides for cooperation with corresponding anchor strips on 
opposing sides of the corresponding vertical frame mem 
bers 25b, 25c and 26d, 260, respectively. 

Hanger bars 31 radiate from the center post 27, and, 
since they do not cross one another, may be set at the 
same level, as illustrated, if and when desired. 
Another form of rack conforming to the generic con 

cepts of the invention is shown in FIG. 8. Here, although 
the several frames 40, 41, and 42 are of the same height, 
frame 40 is considerably longer than are the cross frames 
41 and 42 adjacent opposite ends thereof. Because of 
the great length of frame 40, a post 43 is provided at its 
mid-point, which, in effect, divides the long frame in two 
and provides an intermediate support for separate longi 
tudinal hanger bars 44 anchored at selected heights as 
previously described. Additional longitudinal hanger bars 
45 may be provided between the two cross frames 41 and 
42 at opposite sides of the long frame 40, and transverse 
hanger bars (not shown) may be provided across the 
respective cross frames, if desired. 
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Whereas there are here illustrated and described cer 
tain presently preferred forms of the invention, it should 
be understood that various changes may be made ‘and var 
ious other forms constructed Without departing from the 
disclosed inventive subject matter particularly pointed out 
and claimed herebelow. 

I claim: 
1. A merchandising display rack, comprising intersect 

ing and crossed, vertical frames of rectangular forma 
tion and substantially equal height fabricated from rigid 
metal tubing, polygonal in cross section and connected in 
mutually ?ush relationship at points of intersection of 
said frames; hanger bars adapted for removable inser 
tion within and transversely of said frames; and anchor 
ing means for holding said hanger bars securelywithin 
the frames, said anchoring means including vertical series 
of transverse slots formed in strips secured to and along 
the inner faces of respective vertical members of said 
frames, and holding means vfor opposite ends of the re 
spective hanger bars, said holding ‘means being saddle 
shaped ?ttings adapted to be secured in'selected slots of 
said strips and to securely seat respective ends of the 
hanger bars. 

2. A merchandising display rack in accordance with 
claim 1, wherein the hanger bars are of such length ‘as 
to extend almost completely across an individual frame, 
substantially from one of the vertical frame members 
thereof to the vother. 

3. A merchandising display rack in accordance with 
claim 1, wherein a vertical post substantially square in 
cross-section extends between and is rigidly secured to 
mutually opposed, upper and lower intersection points 
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of the frames; wherein series of said strips and transverse 
slots are provided for the four sides, respectively, of said 
post; and'wherein the hanger bars are of such lengths as 
to extend substantially from respective vertical frame 
members to corresponding sides of said post. 

.4. A merchandising display rack in accordance with 
claim 1, wherein there is an elongate frame and other 
relatively narrow frames intersecting and crossing said 
elongate frame between the ends thereof; and wherein 
there are hanger bars extending longitudinally of and 
Within said elongate frame and other hanger bars ex 
tending longitudinally between the cross frames. 
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