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This invention relates to a hard hat of the type that 
is molded of some sort of plastic material having elec 
trical insulating qualities. 
One of the objects of this invention is to provide a 

molded hard hat, the walls of which will be thin and 
yet sufficiently strong to withstand impacts which may 
be received by the crown portion of the hat. 

Another object of the invention is to strengthen the 
crown of the hat without increasing the weight thereof. 

Another object of this invention is to strengthen the 
crown of the hat by means of ribs which are de?ected 
outwardly of the crown portion and which also provide 
a pocket for attaching the head suspension to the hat. 
Another object of this invention is to provide a head 

suspension receiving means which will not project inward 
ly from the main wall portion of the hat but will rather 
be located in stiffening ribs with which the hat is pro 
vided. 

Another object of this invention is to provide a con 
struct-ion which may be molded all of one piece of ma 
terial and thus avoid the necessity of hand operations 
for assembly of parts. 
With these and other objects in view, the invention 

consists of certain novel features of construction as will 
be more fully described and particularly pointed out in 
the appendedclaims. 

In the accompany-ing drawings: 
‘FIG. 1 is a top plan view of the hard hat formed in 

accordance with this invention; 
FIG. 2 is a side elevation thereof; 
‘FIG. 3 is a section on line 3—3 of FIG. 2; 
FIG. 4 is a section on line 4-—4 of FIG. 2; and 
IFIG. 5 is an elevational view looking rfrom the inside 

of the hat outwardly to show the ‘means for attachment 
of the head suspension. 

In proceeding with this invention, I have molded a 
hard hat of such a form that the crown portion is relative 
11y thin but strengthened by means of outwardly extend 
ing ribs which are in the form of a cross and provide 
at the inner lower edges of the ribs a pocket for the re 
ception of a hat suspension so that the molded hat may 
be suspended on the head and out of contact therewith. 

-With reference to the drawings, the hat designated 
generally 10 comprises a crown portion 11 which has a 
relatively thin wall seen at 12 in 1FIG. 3 which is arcuate 
to receive the head therein. In order that this wall may 
be sti?ened, ribs 15, 16, [1'7 and 18 are formed by mold 
ing the wall outwardly along the location of the ribs but 
without materially thickening the wall thereof such as 
shown in FIG. 3, thus providing ogee portions 18 and 
19 which by reason of their ‘formation materially stiffen 
the wall along which they extend without substantially 
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These ribs merge into 

a top portion 20 or radiate from the top portion as can 
best be seen in FIG. 1. 
The lower edge of the arcuate crown is provided 

with a marginal edge portion 22 which is set outwardly 
from the arcluate crown 1.1 and is somewhat thicker 
than the wall of the crown as is seen in FIG. 4. The 
ribs, however, extend as seen at \25 at their lower ends 
into this marginal thickened edge portion which is also 
outwardly extending at the location of the lower edge 
of these ribs and also provides a recess as at 26 (see 
FIG. 5) in the lower edge of these ribs which extends 
to the lower edge 27 of the hat. 
A head suspension is located in the lower portion of 

each of these ribs and is mounted therein by means 
designated generally 30, comprising inwardly extend 
ing lips 31 ‘and 312 which are recessed as at 33 and 34 
and provided with a horizontal rib 35 for receiving a 
means of attachment of a head suspension device which 
has corresponding parts to ?t these recesses and be re 
tained in position within the rib portions of the suspension 
device extending upwardly in the recess of the ribs so 
as to be well accommodated therein. 
By reason of this construction there are no parts 

which project inwardly to interfere with a smooth sur 
face of the hat when in position on the head. All of 
the parts may be molded integral with the hat and the 
hat is of a strong construction by reason of the reinforc 
ing of the ribs as shown. . 

I claim: 
1. A molded hard hat having an arcuate crown por 

tion and a outward-1y ?aring generally horizontal marginal 
lower edge, the thickness of the lower marginal edge 
being greater than the wall of the crown portion, said 
wall being outwardly de?ected to provide ribs radiating 
from the mid top portion downwardly along the arcuate 
wall and extending into and across said marginal edge 
which is also outwardly de?ected at the location of said 
ribs, said thicker lower edge extending from rib to rib 
providing a support against compression of adjacent ribs. 

2. A molded hat as in claim 1 wherein the ribs are in 
substantially the shape of a cross. 

3. A molded hat as in claim 1 wherein the means to 
attach a head suspension is located along the inner sur 
face of said ribs. 
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